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Review of Australian Standards. To keep abreast of progress in industry, Australian Standards are
subject to periodic review and are kept up to date by the issue of amendments or new editions as
necessary. It is important therefore that Standards users ensure that they are in possession of the latest
edition, and any amendments thereto.

Full details of all Australian Standards and related publications will be found in the Standards Australia
Catalogue of Publications; this information is supplemented each month by the magazine ‘The
Australian Standard’, which subscribing members receive, and which gives details of new publications,
new editions and amendments, and of withdrawn Standards.

Suggestions for improvements to Australian Standards, addressed to the head office of Standards
Australia, are welcomed. Notification of any inaccuracy or ambiguity found in an Australian Standard
should be made without delay in order that the matter may be investigated and appropriate action taken.

This Standard was issued in draft form for comment as DR 99065.
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee
ME/20, Internal Combustion Engines to supersede AS 2789.7—1986. It is identical with and has

been reproduced from ISO 1585:1992, Road vehicles —Engine test code—Net power.

This Standard is the result of a consensus among the representatives on the Joint Committee to
produce it as an Australian Standard.

The Standards in the series are as follows:

AS
4594
4594.0
4594.1

4594.3
4594 .4
4594.5
4594.6
4594.7
4594.8
4594.9
4594.10
4594.11

Internal combustion engines— Performance

Part O: Application

Part 1: Standard reference conditions, declarations of power, fuel and lubricating oil
consumptions, and test methods

Part 3: Engines for land, rail-traction and marine use—Test measurements

Part 4: Engines for land, rail-traction and marine use—Speed governing

Part 5: Engines for land, rail-traction and marine use—Torsional vibrations

Part 6: Engines for land, rail-traction and marine use—Overspeed protection

Part 7: Engines for land, rail-traction and marine use—Codes for engine power

Part 8: Engines for road vehicle use—Test code, net power (this Standard)

Part 9: Engines for road vehicle use—Test code, gross power

Part 10:  Engines for agricultural tractor and machine use—Test code, net power

Part 11:  Engines for motorcycle use—Test code, net power

An application Standard, AS 4594.0, has been produced to be read in conjunction with these

Standards to indicate inconsistencies within the adopted ISO Standards.
As this Standard is reproduced from an International Standard the following applies:

(a) Terminology The words ‘this Australian Standard’ should

International Standard” whenever they appear.

the words ‘this

(b)  Decimal comma The decimal point should replace the decimal comma wherever it appears.

(c)  Cross-references

to Australian Standards as follows:

Reference to International Standard and other

publication

ISO

2710 Reciprocating internal combustion
engines— Vocabulary

3104 Petroleum products— Transparent
and opaque liquids— Determination
of kinematic vicosity and calculation
of dynamic viscosity

3173 Road vehicles— Apparatus for

measurement of the opacity of
exhaust gas from diesel engines
operating under steady state
conditions

Full document details: AS 4594.8-1999
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ISO
3675

5163

5164

5165

7967

7967-1

7967-2
7967-3

7967-4

7967-5
7967-8

ASTM
D 240-87

D 3338-88

Crude petroleum and liquid
petroleum products—Laboratory
determination of density or relative
density—Hydrometer method

Motor and aviation-type
fuels—Determination of knock
characteristics—Motor method

Motor fuels—Determination of
knock characteristics—Research
method

Diesel fuels—Determination of
ignition quality—Cetane method

Reciprocating internal combustion
engines— Vocabulary of components
and systems

Part 1: Structure and external
covers

Part 2: Main running gear

Part 3: Valves, camshaft drive and
actuating mechanisms

Part 4: Pressure charging and
air/exhaust gas ducting systems
Part 5: Cooling systems

Part 8: Starting systems

Standard test method for heat of
combustion of liquid hydrocarbon
fuels by bomb calorimeter

Standard test method for estimation
of heat of combustion of aviation
fuels

AS

© Copyright — STANDARDS AUSTRALIA

Users of Standards are reminded that copyright subsists in all Standards Australia publications and software. Except where the
Copyright Act allows and except where provided for below no publications or software produced by Standards Australia may be
reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission in writing from
Standards Australia. Permission may be conditional on an appropriate royalty payment. Requests for permission and information
on commercial software royalties should be directed to the head office of Standards Australia.

Standards Australia will permit up to 10 percent of the technical content pages of a Standard to be copied for use
exclusively in-house by purchasers of the Standard without payment of a royalty or advice to Standards Australia.

Standards Australia will also permit the inclusion of its copyright material in computer software programs for no royalty
payment provided such programs are used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the
Standard is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in
commercial contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia at any time.
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AUSTRALIAN STANDARD

Internal combustion engines—Performance

Part 8:

Engines for road vehicle use—Test code, net power

1 Scope

This International Standard specifies a method for testing
engines designed for automotive vehicles. It applies to the
evaluation of their performance with a view, in particular, to
presenting curves of power and specific fuel consumption at
full load as a function of engine speed.

It applies only to net power assessment.

This International Standard concerns internal combustion
engines used for propulsion of passenger cars and other motor
vehicles, excluding motorcycles, mopeds and agricultural trac-
tors {see the note in the foreword), normally travelling on roads
and included in one of the following categories:

— reciprocating internal  combustion engines (spark-
ignition or compression-ignition) but excluding free piston
engines;

— rotary piston engines.

These engines may be naturally aspirated or pressure-charged,
either using a mechanical supercharger or turbocharger.

2 Normative references

The following standards contain provisions which, through
reference in this text, constitute provisions of this International
Standard. At the time of publication, the editions indicated
were valid. All standards are subject to revision, and parties to
agreements based on this International Standard are encour-
aged to investigate the possibility of applying the most recent
editions of the standards indicated below. Members of IEC and
ISC maintain registers of currently valid International Stan-
dards.

ISC 2710 : 1978, Reciprocating internal combustion engines —
Viocabulary.

ISO 3104 : 1976, Petroleum products — Transparent and

opaque liquids — Determination of kinematic viscosity and
calculation of dynamic viscosity.

1} To be published. (Revision of 1SO 3675 : 1976.)

IS0 3173 : 1974, Road vehicles — Apparatus for measurernent
of the opacity of exhaust gas from diesel engines operating
under steady state conditions,

ISO 3675 : —N, Crude petroleum and liquid petrolfeurn
products — Laboratory determnination of density or relative
density — Hydrometer method.

I1ISO 5163 : 1990, Motor and aviation-type fuels — Determi-
nation of knock characteristics — Motor method.

1ISO 5164 : 1990, Motor fuels — Determination of knock
characteristics — Research method.

ISO 5165 : 1992, Diesel fuels — Determination of ignition
quality — Cetane rethod.

tS0 7967-1 : 1987, Reciprocating internal combustion engines —
Vacabulary of components and systerns — Part 1: Structure and
external covers.

18O 7967-2 : 1987, Reciprocating internal combustion engines —
Vocabulary of components and systems — Part 2: Main running
gear.

1SO 7967-3 : 1987, Reciprocating internal combustion engines —
Vocabulary of components and systems — Part 3: Valves, carm-
shaft drive and actuating mechanisms.

1ISO 7967-4 : 1988, Reciprocating internal combustion engines —
Vocabufary of components and systems — Part 4: Pressure
charging and air/exhaust gas ducting systems.

S0 7967-5 - 1992, Reciprocating internal combustion engines —
Vocabulary of components and systems — Fart 5: Cooling
systems.

1SO 7967-8 : 1990, Reciprocating internal combustion engines —
Vocabulary of components and systems — Part 8: Starting
systems.

ASTM D 240-87, Standard test method for heat of combustion
of liquid hydrocerbon fuels by bomb calorimeter.

ASTM D 3338-88, Standard test method for estimation of heat
of combustion of aviation fuels,
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3 Definitions

For the purposes of this International Standard, the definitions
given in ISQ 2710, 1SO 7967-1, 1SO 7967-2, 1SO 7967-3,
ISO 7967-4, 1SO 7967-56 and 1SO 7967-8, and the following
definitions apply.

3.1 net power: Power obtained on a test bed at the end of
the crankshaft or its equivalent 1} at the corresponding engine
speed with the equipment and auxiliaries listed in table 1.

3.2 standard production equipment: Any equipment pro-
vided by the manufacturer for a particular engine application.

4 Accuracy of measuring equipment and
instruments

4.1 Torque
The dynamometer torque-measuring system shall have an ac-

curacy within £ 1 % in the range of scale values required for
the test.

4.2 Engine speed (rotational frequency}

The engine speed {rotational frequency} measuring system
shall have an accuracy of £ 0,6 %.

4.3 Fuel flow

The fuel flow measuring system shall have an accuracy
of +1%.

4.4 Fuel temperature

The fuel termperature measuring system shall have an accuracy
of +2 K.

4.5 Air temperature

The air temperature measuring system shall have an accuracy
of +2K.

4.6 Barometric pressure

The barometric pressure measuring systemn shall have an ac-
curacy of + 100 Pa2.

4.7 Back pressure in exhaust system

The systemn used to measure the back pressure in the exhaust
system shall have an accuracy of + 200 Pa. The measurement
shall be made subject to footnote 1b) of table 1.

4.8 Depression in inlet system

The system used to measure the depression in the inlet system
shall have an accuracy of + 50 Pa. The measurement shall be
made subject to footnote 1al of table 1.

49 Absolute pressure in intet duct

The system used to measure the absolute pressure in the inlet
duct shall have an accuracy of +2 % of the measured
pressure.

1} If the power measurement can only be carried out with a mounted gear-box. the losses in the gear-box should be added to the measured power 1o

give the engine power.
2) 1Pa=1N/m2
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Table 1 — Installation of equipment and auxiliaries during test

No. Auxiliaries Fitted for net power test
1 Inlet system

Inlet manifold

Crankcase emission control system

Controt devices for dual induction inlet manifold system
Air flow meter . X
Air inlet ductwork 12 Yes, standard production equipment
Air filter12)

Inlet silencer12)
Speed-limiting device '3

2 Induction heating device of intet manifald ’ Yes, standard production egquipment. If possible, to be set in
the most favourable position

3 Exhaust system

Exhaust purifier

Exhaust manifold
Pressure-charging devices
Connecting pipes 1® Yes, standard production equipment
Sitencer bl

Tail pipe 1%
Exhaust brake?

4 Fuel supply pump® Yes, standard production equipment

5 Carburation equipment

Carburettor

Etectronic control system, air-flow meter, etc. lif fitted)

Equipment for gaseous fuel engines Yes, standard production equipment
Pressure reducer

Evaporator
Mixer

6 Fuel injection equipment [Spark-ignition and compression-ignition
(dieseh)

Prefilter

Filter

Pump

High-pressure pipe

Injector } Yes, standard production equipment

Air inlet valve (if fitted)¥

Electronic control system, etc. {if fited)

Governar/cantrol system — automatic full-load stop for the

control depending on atmospheric conditions

7 Liguid cooling equipment
Radiator
Fan5), 6}
Fan cow} > 1 Yes, 5 standard production equipment
Water pump
Thermostat?

8 Air cooling

Cowl
Fan or blower55t } Yes, standard production equipment
Temperature regulating device
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Table 1 — installation of equipment and auxiliaries during test {concluded)

No. Auxiliaries Fitted for net power test

8 | Electricai or electronic ignition eguipment

Generator®

Spark distribution system

Coil or coils

Wiring > | Yes, standard production equipment

Spark-plugs

Electronic control system including knock sensor/spark-retard
system 11 J

10 | Pressure-charging equipment (if fitted)

Compressor driven either directly by the engine, and/or by the
exhaust gases

Boost controli2)

Charge-air-cooler . 61,9}

Coolant pump or fan {engine-driven)

Coolant flow control devices (if fitted) J

e

> | Yes, standard production equipment

b3 Auxiliary test bed fan Yes, if necessary
12 | Anti-pollution devices 10t Yes, standard production equipment

1a) Exceptin the case where there is a risk of the system having a noticeable influence upon engine pawer, an equivalent system may be used. In
this case, a check should be made to ascertain that inlet depression daes not differ by more than 100 Pa from the limit specified by the manufac-
turer for a clean air filter.

1b) Except in the case where there is a risk of the systemn having a noticeable influence upon engine power, an equivalent system may be used.
In this case, a ¢heck should be made to ascertain that the back-pressure in the engine exhaust system does not differ by more than 1 000 Pa from
that specified by the manufacturer.

2) if an exhaust brake is incorporated in the engine, the throttie valve shall be fixed fully open.

3} The fuel feed pressure may be adjusted, if necessary, 10 reproduce the iniet pump pressure conditions consistent with the particular engine
application (particularly where a “'fuel return” system, e.g. to tank or filter, is used).

4) The air inlet valve is the control valve for the pneumatic govesnor of the injection pump. The governor of the fuel injection equipment may
contain other devices which may affect the amount of fuel injected.

51 The radiator, fan, fan cowl, water pump and thermostat shall be located on the test bed in the same relative positions that they will accupy On
the vehicle, The cooling liquid circulation shall be operated by the engine water pump only.

Cooling of the liquid may be produced either by the engine radiator or by an external circuit, provided that the pressure loss of this circuit and the
pressure at the pump inlet remain substantially the same as those of the engine cooling system. The radiator shutter, if incorporated, shall be in the
open position.

Where the fan, radiator and cowl system cannot conveniently be fitted to the engine, the power absorbed by the fan when separately mounted in
its correct position in relation to the radiator and cow! (if used), shall be determined at the speeds corresponding to the engine speeds used for
measurement of the engine power either by calcutation from standard ¢characteristics or by practical tests. This power corrected to the standard
atmospheri¢ conditions defined in 6.2 shall be deducted from the cotrected power.

6) Where a disconnectable or progressive fan or blower s incorporated, the test shall be made with the discannectable fan or blower discon-
nected or with the progressive fan running at maximum slip.

7} The thermostat may be fixed in the fully open position.

8 Minimum power of the generator : the power of the generator shall be limited to that necessary for the operation of accessories which are
indispensable for engine operation. If the connection of a battery is necessary, a fully charged battery in good order shall be used.

9 Charge-air-cooled engines shall be tested complete with charge-air-cooling whether liquid- or air-cooled but, if the engine manufacturer
prefers, a test bed system may replace the air-cooled cooler. In either case the measurement of power at each speed shall be made with the
pressure drop and temperature drop of the engine air across the charge air cogler in the test bed the same as those specified by the manufacturer
for the system on the complete vehicle.

If a test bed system is used on a compression-ignition engine without a wastegate. or with the wastegate not aperating, the correction factor given
in 6.3.2.1 bl is to be used. If a wastegate is both fitted and operating. then the correction factor in 6 3 2 1 a) is 1 be used.

10) They may include for example EGR system, catalytic convertor, thermal seactor, secondary air supply system and fuel evaporation protecting
system.

11} The spark advance shall be representative of in-use conditions established with the minimum octane fuel recommended by the manufac-
turer.

12) For engines equipped with variable boost as a function of charge or inlet air temperature, octane rating and/or engine speed, the boost
pressure shall be representative of in-vehicle conditions established with the minimum octane fue} as recommended by the manufacturer.
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