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PREFACE

This  S tandard was  prepared by the S tandards  Australia Committee TE/1 6,  Personal

Response Systems,  to supersede AS  2999—1989,  Alarm systems for the elderly and other

persons at risk.

The objective of this  revision is  to present the requirements  for personal response systems

as  performance-based requirements.  The requirements  in AS  2999—1989 were prescriptive

requirements  which tends  to be too narrowly focused.

The Standard applies  to personal response systems technology which may be used in private

dwellings  and residential care facilities.

The term ‘ normative’  has  been used in this  S tandard to define the application of the

appendix to which it applies.  A ‘ normative’  appendix is  an integral part of a S tandard.

Full document details: AS 4607-1999

http://www.avadocuments.com/doc/as-4607-1999
http://www.avadocuments.com/doc/as-4607-1999


AS 4607—19993

CONTENTS

Page

SECTION 1 SCOPE AND GENERAL

1 .1 SCOPE .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

1 .2 APPLICATION.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

1 .3 NEW DESIGN AND INNOVATIONS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

1 .4 REFERENCED DOCUMENTS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 5

1 .5 DEFINITIONS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 6

SECTION 2 PLANNING

2.1 GENERAL .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10

2.2 CONSULTATION .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10

2.3 SELECTION OF OPTIONS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 10

SECTION 3 TECHNICAL PERFORMANCE REQUIREMENTS

3.1 GENERAL .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1

3.2 REGULATIONS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1

3.3 ELECTROMAGNETIC CONFORMANCE (EMC) COMPATIBILITY

AND PROTECTION.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1

3.4 ENVIRONMENT.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 1 1

3.5 ADDITIONAL DESIGN CONSIDERATIONS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12

3.6 WIRING.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12

3.7 TRIGGER DEVICES . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 12

3.8 MONITORING PERSONAL ACTIVITY AND ACCESS CONTROL

(OPTIONAL) . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 13

3.9 ENVIRONMENTAL MONITORS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14

3.10 THE LOCAL UNIT .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 14

3.11 THE LONG-RANGE COMMUNICATIONS LINK .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16

3.12 LOCAL UNIT TO CENTRAL EQUIPMENT SIGNALLING .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16

3.13 THE CENTRAL MONITORING FACILITY .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 16

3.14 CALL LOCKOUT.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17

3.15 REMOTE BACKUP FACILITY.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17

3.16 DATA INTEGRITY.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 17

SECTION 4 MAINS POWER AND BATTERY SYSTEMS

4.1 LOCAL UNITS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 19

4.2 BATTERY-POWERED TRIGGER DEVICES . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20

4.3 CENTRAL MONITORING FACILITY.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20

4.4 BATTERY REQUIREMENTS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 20

4.5 BATTERY REPLACEMENT .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 22

SECTION 5 CENTRAL MONITORING FACILITY’S  RESPONSIBILITIES AND

PROCEDURES

5.1 CMF STAFF .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23

5.2 CMF RESPONSIBILITIES . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 23

5.3 PROCEDURES .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 24

5.4 RESPONSE TIME AND ACTIONS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 25

5.5 DATA MANAGEMENT OF USER INFORMATION.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27

5.6 INFORMATION TO BE PROVIDED TO THE USER.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 27

5.7 INFORMATION TO BE PROVIDED TO THE NOMINATED CONTACT(S) . . . . . . . . 27

Full document details: AS 4607-1999

http://www.avadocuments.com/doc/as-4607-1999
http://www.avadocuments.com/doc/as-4607-1999


AS 4607—1999 4

Page

SECTION 6 INSTALLATION

6.1 PRE-INSTALLATION.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28

6.2 INSTALLATION AND COMMISSIONING.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 28

6.3 LOCAL UNIT REFURBISH PROCEDURES .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 29

6.4 BATTERY DISPOSAL.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30

6.5 INSTALLATION STAFF TRAINING AND COMPETENCY.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 30

SECTION 7 RECORD KEEPING

7.1 USER INFORMATION .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31

7.2 CONFIDENTIALITY .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31

7.3 EQUIPMENT USAGE—LOCAL UNIT.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31

7.4 EQUIPMENT FAULTS—LOCAL UNIT .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31

7.5 EMERGENCY CALLS .. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31

7.6 RECORD KEEPING.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 31

APPENDIX  A   STANDARDS RELATING TO BATTERIES  AND BATTERY

CHARGERS.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . 32

Full document details: AS 4607-1999

http://www.avadocuments.com/doc/as-4607-1999
http://www.avadocuments.com/doc/as-4607-1999


AS 4607—1999

COPYRIGHT

5

STANDARDS AUSTRALIA

Austral ian  Standard

Personal  response systems

S E C T I O N  1    S C O P E  A N D  G E N E R A L

1.1    SCOPE

This  S tandard specifies  the minimum performance,  design and operation requirements  for

telecommunications  based personal response systems (PRSs).  It also provides  guidelines  for

the selection of such systems.

A personal response system is  a communication system that facilitates  the connection of a

user requiring assistance to a central monitoring facility (CMF) using a local unit

This  S tandard is  not intended to cover intruder alarm systems which are covered by

AS  2201  (all Parts)  or hard wired patient alarm systems  which are covered by AS  381 1 .

1.2   APPLICATION

The requirements  of this  S tandard shall not circumvent any legal requirements  such as

Trade Practices  Act,  Occupational Health and Safety Act,  Privacy Act,  Australian

Communications  Authority (ACA) Regulations,  or insurance obligations.

1.3   NEW DESIGN AND INNOVATIONS

This  S tandard does  not preclude the use of materials,  designs,  methods  of assembly,

procedures,  and the like,  that do not comply with a specific requirement of the S tandard,  or

that are not mentioned in it,  but which can be shown to give equivalent or superior results

to those specified.

1.4   REFERENCED DOCUMENTS

AS

1939 Degrees  of protection provided by enclosures  for electrical equipment

2201 Intruder alarm systems (all parts)

31 00 Approval and test specifications —General requirements  for electrical equipment

381 1 Hard-wired patient alarm systems

4252 Electromagnetic compatibility —Generic immunity standard

4252.1 Part 1 :   Residential,  commercial and light industry

4268 Radio equipment and systems

4268.2 Part 2:   Technical characteristics  and test methods for radio equipment to be used

in the 25  MHz to 25  GHz frequency range with power levels  ranging up to 1  W

AS/NZS

3000 Electrical installations  (known as  the Australian/New Zealand Wiring Rules)

3009 Electrical installations —Emergency power supplies  in hospitals

3260 Approval and test specification — Safety of information technology equipment

including electrical business  equipment

3548 Limits  and methods of measurement of radio disturbance characteristics  of

information technology equipment

4083 Planning for emergencies     —Health care facilities
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1.5   DEFINITIONS

For the purpose of this  S tandard,  the definitions  below apply.

1.5.1    Access control

A means of allowing controlled access  into the user’ s  premises.  This  may include remote

activation of electric door latches.

1.5.2   Activated condition

The condition that exists  from the time the local unit is  manually or automatically triggered

until the time the local unit is  cleared down.

1.5.3    Activity monitor

An alarm-triggering device that operates  automatically with the local unit when a routine

activity being monitored is  modified or ceases  within a specified period.  An inactivity

monitor oversees  an activity of a person or equipment.  When,  after a pre-determined period,

an activity has  not taken place an alarm s ignal is  triggered.

1.5.4   Alarm signal

A signal sent from a local unit to the central monitoring facility (CMF) to indicate that an

alarm condition exists.

1.5.5   Call lockout

A method of preventing subsequent emergency calls  from the same local unit from being

registered at the CMF within a predetermined period.

1.5.6   Cancelling system

The mechanism by which the alarm is  cancelled.

1.5.7   Central monitoring facility (CMF)

A facility that contains  the monitoring equipment and a user information system for the

receipt of alarm signals  from the local unit and is  staffed 24 h,  every day of the year by

personnel who can initiate and verify the appropriate responses.

1.5.8   Clear down

Disconnection between the monitoring facility and the local unit.

1.5.9   CMF

See central monitoring facility.

1.5.10   Community-based facility

A monitoring facility whose purpose is  to monitor local units  in the community.

1.5.11    Confirmation signal

The s ignal indicating to a user that the alarm s ignal has  been received and logged at the

CMF.

1.5.12   Customer

The person,  agency or company that pays  for the service,  not necessarily the user.

1.5.13   Data collection device

A device that provides  a means  of entering data into the local unit for transmission to the

CMF.

1.5.14   Disconnection

An act that breaks  a communication link.
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1.5.15   Environmental monitors

Devices  that trigger the local unit in the event of incidents  that affect the user’ s

environment,  such as  over/under temperature,  gas  level,  smoke,  fire or similar.

1.5.16   Fault condition

The condition that occurs  when the local unit or CMF recognizes  that itself or another part

of the system is  faulty.

1.5.17   Fault s ignal

A signal that indicates  a fault condition (see Clause 1 .5 . 1 6).

1.5.18   Handshaking

A process  where data transmission is  acknowledged.

1.5.19   Inactivity monitor (See also activity monitor)

An alarm-triggering device that operates  automatically with the local unit when a routine

activity being monitored is  modified or ceases  within a specified period.  An inactivity

monitor oversees  an activity of a person or equipment.  When,  after a pre-determined period,

an activity has  not taken place an alarm s ignal is  triggered.

1.5.20   Installer

The installer is  the person who takes  responsibility for installing the local unit and testing

that the equipment/services  are working.

1.5.21    Level 1  first aid certificate

A qualification obtained through a recognized training authority,  e. g.  Red Cross,  S t John

Ambulance and s imilar.

1.5.22   Local equipment

Equipment comprising the local unit,  trigger devices  and any other associated equipment.

1.5.23   Local unit

The equipment that responds  to triggering and other s ignals  and communicates  with the

CMF.  The local unit receives  the s ignal from the trigger,  processes  and transmits  the alarm

or other s ignal to the CMF via a long range communications  link,  and provides  audible and

visual indications  to the user.

1.5.24   Long-range communication link

The transmission medium between the local unit and the CMF.

1.5.25   Low dependency care

Users  living in supported accommodation without 24 hour supervision.

1.5.26   May

Indicates  the existence of an option.

1.5.27   Mode connection

A telephone line connection configuration which allows the local unit to take priority over

all extensions  on the same telephone service line.

1.5.28   Nominated contact

A person whom the user has  nominated to respond to a call for assistance.
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1.5.29   Non-critical

A design feature of a system which allows it to maintain its  function without periodic

adjustments.

1.5.30   Non-volatile

A design feature that ensures  the system retains  essential information when powered down.

1.5.31    Normal condition

The state of  the system in which—

(a) all parts  and s ignal paths  required for correct function of the system are operational;

and

(b) it is  not in the pre-alarm,  alarm,  fault,  disconnection,  cancellation or test condition.

1.5.32   Open space

The s ituation where the s ignal path between the transmitter and receiver is  not affected by

obstructions  or reflections.

1.5.33   Operator

An operator is  a staff member of the CMF whose role is  to action a response and implement

a follow up procedure on behalf of the user.

1.5.34   Power supply

The source that normally delivers  the necessary electrical power to the system.

1.5.35   Pre-alarm

A condition initiated within the local unit by the receipt of a triggering s ignal.  The pre-

alarm period is  maintained for a pre-determined time during which vis ible and audible

indication may be given to the user that this  condition exists.  The user can cancel the pre-

alarm condition within this  time in order to avoid transmission of the alarm to the CMF.

1.5.36   Pre-alarm signal

The s ignal that indicates  the local unit is  in the pre-alarm condition.

1.5.37   Primary battery

A battery that does  not need charging and which cannot normally be recharged.

1.5.38   Reassurance signal

An audible or visual indication,  or both,  that the local unit is  in the process  of

communicating with the CMF.

1.5.39   Redundancy

A concept used in personal response systems in which more functional units  or services  are

provided in the system than are strictly needed to handle the planned workload.  The units  or

services  are arranged such that each is  easily substituted for any other.

1.5.40   Remote trigger device

Any device that communicates  with the local unit via a short range communication link.

1.5.41    Residential-based facility

A monitoring facility whose purpose is  to monitor local units  in residential care facilities,

other than where 24 h care services  are provided.
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1.5.42   Response time

The time taken between a call being received and acknowledged by the CMF system and an

operator responding to that call.

1.5.43   Service provider

Any business  or department or individual that provides  personal response services  for users.

1.5.44   Shall

Indicates  that a statement is  mandatory.

1.5.45   Short-range communication link

The transmission medium between the trigger device and the local unit.

1.5.46   Should

Indicates  a recommendation.

1.5.47   Test condition

A manually or automatically initiated condition during which system functions  or parts

thereof are tested.

1.5.48   Test signal

An automatically initiated s ignal that verifies  the correct function of parts  of the system

thereof.

1.5.49   Trigger device

Any remote alarm button or sensor device that is  used to transmit a triggering s ignal to the

local unit.

1.5.50   Triggering signal

A signal received by the local unit from an associated trigger device.

1.5.51    User

The person who uses  the triggering devices  and local unit.
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