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This Australian Standard was prepared by Committee ME/54, Automotive
Components. It was approved on behalf of the Council of Standards Australia on
15 October 1999 and published on 5 December 1999.

The following interests are represented on Committee ME/54:
Adhesives and Sealants Manufacturers Association of Australia
Australian Automotive Aftermarket Association
Commercial Vehicle Industry Association of Australia
Commonwealth Department of Transport and Regional Services
Federal Chamber of Automotive Industries
Federation of Automotive Products Manufacturers
Institute of Automotive Mechanical Engineers

Society of Automotive Engineers— Australia

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems To maintain their currency, all Standards are periodically reviewed, and new
editions are published. Between editions, amendments may be issued. Standards may
also be withdrawn. It is important that readers assure themselves they are using a
current Standard, which should include any amendments which may have been
published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards Australia
web site at www.standards.com.au and looking up the relevant Standard in the on-line
catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.

We also welcome suggestions for the improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, PO Box 1055, Strathfield,
NSW 2135.

This Standard was issued in draft form for comment as DR 98367.
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PREFACE

This Standard was prepared by Standards Australia Committee ME/54, Automotive
Components, to supersede AS D20—1972, Bonded brake shoe assemblies.

This Standard includes test procedures for shear strength in Appendix A and resistance to
water, saline solutions, oil and brake fluid in Appendix B.

The test method in Appendix A has been adopted with national modifications from
ISO 6312:1981, Road vehicles—Brake linings—Shear strength of disc brake pad and
drum brake shoe assemblies—Test procedure.

The test method in Appendix B has been adopted with national modifications from
ISO 6314:1980, Road vehicles—Brake linings—Shear strength of disc brake pad and
drum brake shoe assemblies —Test procedure.

During the preparation of this Standard consideration was given to ISO 6313:1980, Road
vehicles —Brake linings —Effects of heat on dimensions and form of disc brake
pads—Test procedure; 1SO 6314:1980, Road vehicles—Brake linings—Resistance to
water, saline solution, oil and brake fluid—Test procedure; SAE J840, Test procedures
for brake shoe and lining adhesives and bonds; and ECE 13 Regulation 90, Uniform
provisions concerning the approval of replacement brake linings assemblies for power-
driver vehicles and their trailers.

Explanation: The modifications to the ISO documents comprise changes in presentation.
Some preliminary elements and reporting procedures have been deleted or incorporated
into the body of the Standard to avoid repetition. Some steps in the test procedures have
been reworded to clarify that they are mandatory.
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