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Australian Standard™

> Surfaces for sports areas—Methods of test
§ Method 8: Procedure for the preparation of
8 synthetic turf and textile test pieces

This national Standard is the identical implementation of EN 12229:1999 and is
adopted with permission of CEN, Rue de Stassart 36, B-1050 Brussels

PREFACE

This Standard was prepared by the Standards Australia Committee PL-048, Sporting
Surfaces.

This Standard is identical with and has been reproduced from EN 12229:1999, Surfaces for
sports areas—Procedure for the preparation of synthetic turf and textile test pieces.

The objective of this Standard is to specify a procedure for the preparation of test pieces of
synthetic turf and textile sports surfaces.

As this Standard is reproduced from a European Standard, the following applies:

(a) Its number does not appear on each page of text and its identity is shown only on the
cover and title page.

(b) In the source text ‘this European Standard’ should read ‘this Australian Standard’.

A full point substitutes for a comma when referring to a decimal marker.
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METHOD

1 Scope

This European Standard specifies a procedure for the preparation of test pieces of synthetic turf and
textile sports surfaces.

2 Definitions

For the purposes of this standard, the following definitions apply:

2.1 surfacing top layer or layers, including any shock pad or other shock absorbing or load
spreading layers, which directly provide the sports performance and bio-mechanical response

qualities

2.2 supporting layer(s) main structural layer or layers which support the surfacing and which can
influence its sports performance and bio-mechanical response qualities

NOTE: Supporting layers can be composed of granular material with a binding agent to
produce a cohesive layer or unbound granular material.

2.3 sample the surfacing and supporting layers from which test pieces are taken
2.4 test piece a representative specimen of the surfacing and any supporting layers, if required
3 Sampling

Unless otherwise agreed, the width of a sample shall be the manufactured width of the surfacing.

NOTE 1: If the width of the sample is reduced it should be such that sufficient test pieces, as
specified in the appropriate method of test, can be prepared.

The length of the sample shall be such that sufficient test pieces, as specified in the appropriate
method of test, can be prepared.

The direction of manufacture shall be marked on the sample.
NOTE 2: The direction of manufacture is normally in the length of the surfacing.
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