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This Australian Standard was prepared by Committee ME-053, Heavy Road
Vehicles. It was approved on behalf of the Council of Standards Australia on
13 May 2003 and published on 16 June 2003.

The following are represented on Committee ME-053:
Australian Automotive Aftermarket Association
Australian Road Transport Suppliers Association
Australian Trucking Association
AUSTROADS
Commercial Vehicle Industry Association of Australia
Commonwealth department of Transport and Regional Services (Australia)
Department of Defence, Australia
Institute of Road Transport Engineers, New Zealand
Land Transport Safety Authority, New Zealand
Maritime Safety Authority, New Zealand
National Road Transport Commission
New Zealand Heavy Haulage Association
New Zealand Heavy Transport Wheel Aligners Association
New Zealand Truck and Trailer Manufacturers Federation
Road Transport Forum, New Zealand
Society of Automotive Engineers, Australasia
Truck Industry Council
W.A. Department for Planning and Infrastructure

Additional interests participating in the preparation of this Standard:
Automotive Lighting & Electrical Components Manufacturers and Suppliers
Trailer Manufacturers
Truck Manufacturers

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards
Australia web site at www.standards.com.au and looking up the relevant Standard
in the on-line catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney, NSW
2001.

This Standard was issued in draft form for comment as DR 01133.
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AS 4735—2003 (Reconfirmed) 2016-04-15

STANDARDS AUSTRALIA

RECONFIRMATION

OF
AS 4735—2003
Heavy road vehicles—Electrical connectors for articulated vehicles

RECONFIRMATION NOTICE

Technical Committee ME-053 has reviewed the content of this publication and in
accordance with Standards Australia procedures for reconfirmation, it has been
determined that the publication is still valid and does not require change.

Reconfirmed documents cannot be amended, but may be formally revised and a new
edition published.

Certain documents referenced in the publication may have been amended since the
original date of publication. Users are advised to ensure that they are using the latest
versions of such documents as appropriate, unless advised otherwise in this
Reconfirmation Notice.

Approved for reconfirmation in accordance with Standards Australia procedures for
reconfirmation on 8 January 2016.

The following are represented on Technical Committee ME-053:

Australian Industry Group

Australian Road Research Board

Australian Trucking Association

AUSTROADS

Commercial Vehicle Industry Association of Australia
Department of Defence (Australian Government)
Department of Infrastructure and Regional Development (Australian Government)
Institute of Road Transport Engineers

Municipal Works Operations Association

National Heavy Vehicle Regulator

New Zealand Heavy Haulage Association

New Zealand Truck and Trailer Manufacturers Federation
Road Transport Forum New Zealand

Society of Automotive Engineers- Australasia

Truck Industry Council

Documents

Document Sharing Hub

Full document details: AS 4735-2003 (2016)


http://www.avadocuments.com/doc/as-4735-2003-2016
http://www.avadocuments.com/doc/as-4735-2003-2016

NOTES

Documents

Document Sharing Hub

Full document details: AS 4735-2003 (2016)


http://www.avadocuments.com/doc/as-4735-2003-2016
http://www.avadocuments.com/doc/as-4735-2003-2016

AS 4735—2003

Australian Standard™

Heavy road vehicles—Electrical
connectors for articulated vehicles

First published as AS 4735—2003.

COPYRIGHT
© Standards Australia International

All rights are reserved. No part of this work may be reproduced or copied in any form or by any
means, electronic or mechanical, including photocopying, without the written permission of the

publisher.

Published by Standards Australia International Ltd

GPO Box 5420, Sydney, NSW 2001, Australia Docu ments
ISBN 07337 5318 3 Document Sharing Hub

Full document details: AS 4735-2003 (2016)


http://www.avadocuments.com/doc/as-4735-2003-2016
http://www.avadocuments.com/doc/as-4735-2003-2016

AS 4735—2003 2

PREFACE

This Standard was prepared by the Australian members of the Joint Standards
Australia/Standards New Zealand Committee ME-053, Heavy Road Vehicles. After
consultation with stakeholders in both countries, Standards Australia and Standards New
Zealand decided to develop this Standard as an Australian Standard rather than an
Australian/New Zealand Standard.

The objective of the Standard is to provide requirements for the compatibility and
performance of electrical connectors between a towing vehicle and one or more towed
vehicles above 4.5 tonnes GVM or ATM.

Other connectors used in auxiliary systems such as ABS systems are covered by separate
Standards.

During the preparation of this Standard consideration was given to ISO 1185:1997, Road
vehicles—Electrical connections between towing and towed vehicles with 24 V systems—7
pole connector type 24 N (normal), 1SO 3731:1997, Road vehicles—Electrical connections
between towing and towed vehicles with 24V Systems—7 pole connector type 24S
(supplementary), 1SO 4091:1992, Road vehicles—Connectors for electrical connections
between towing vehicles and trailers—Test methods and performance requirements, and
SAE J-560: 1998, Seven conductor electrical connector for truck-trailer jumper cable.

The ISO 1185 and SAE J-560 7-pin connectors are interchangeable.

Information about the design and maintenance practices for electrical systems on heavy
vehicles (The Heavy Vehicle Electrical Wiring—Code of Practice) is available from the
Australian Trucking Association.
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