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K eeping Standar ds up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards
Australia web site at www.standards.com.au and looking up the relevant Standard
in the on-line catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Global Standard, has a full listing of revisions
and amendments published each month.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail @standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney, NSW
2001.

This Standard was issued in draft form for comment as DR 03187.
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PREFACE

This Standard was prepared by the Australian members of the Joint Standards
Australia/Standards New Zealand Committee WD-002, Welding Consumables. After
consultation with stakeholders in both countries, Standards Australia and Standards New
Zealand decided to develop this Standard as an Australian Standard rather than an
Australian/New Zealand Standard.

This Standard is based on ANSI/AWS AS5.32/A5.32M-97, Specification for welding
shielding gases.

The objective of this Standard is to specify a classification system for shielding gases for
welding.

The term ‘informative’ has been used in this Standard to define the application of the
appendix to which it applies. An ‘informative’ appendix is only for information and
guidance.
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FOREWORD

This Standard prescribes a system of classification whereby all shielding gases, with the
same classification, can be expected to give identical welding characteristics and results
using identical welding procedures. This means that where a shielding gas is an essential
variable of a qualified welding procedure it may be interchanged, without further
qualification, by another gas from any source with the same classification.

Gases may be supplied in either gaseous or liquid form but, when used in welding, the
shielding is always in the gaseous form.

The prime function of a shielding gas is to protect the molten weld pool from the
atmosphere; however, a gas that gives perfect protection from the air, as some gases like
inert argon are capable of doing, will not necessarily be the best for arc welding.

Gases, like other forms of matter, have certain properties and each gas has properties that
distinguish it from every other gas. Properties such as relative density, thermal conductivity
and ionization potential (which influences arc initiation, stability and power) can be very
important for shielding gases.

There are very few gases suitable for welding and even fewer that are economically
practicable. Only six gases are commonly used for welding and only two of these gases
(argon and CO,) are used alone in Australia/New Zealand. The rest are used to make up the
25 or so mixtures on the Australian market, with most mixtures being argon based. Very
small amounts of additive gases to the argon base gas can often cause significant changes to
the welding characteristics.

Selection of a shielding gas is determined by the material to be welded (e.g., aluminium)
and by striking a balance between other characteristics required such as weld profile,
penetration, spatter, etc. Gas suppliers and their literature should be consulted.
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