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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about Standards can be found by visiting the Standards 
Australia web site at www.standards.com.au and looking up the relevant Standard 
in the on-line catalogue. 

Alternatively, the printed Catalogue provides information current at 1 January each 
year, and the monthly magazine, The Global Standard, has a full listing of revisions 
and amendments published each month. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief 
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney, NSW 
2001. 

 

This Standard was issued in draft form for comment as DR 03316.
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PREFACE 

This Standard was prepared by the Australian members of the Joint Standards Australia/Standards 

New Zealand Committee ME-002, Gas Cylinders as a new Standard. After consultation with 

stakeholders in both countries, Standards Australia and Standards New Zealand decided to develop 

this Standard as an Australian, rather than Australian/New Zealand Standard. 

This Standard is an adoption with national modifications and is reproduced from ISO 11114-2:2000, 

Transportable gas cylinders—Compatibility of cylinder and valve materials with gas content—Part 2: 

Non-metallic materials. 

Variations to the source document for application in Australia are contained in Appendix ZZ and the 

text affected is indicated by a marginal bar.  

The objective of this Standard is to give guidance in the selection and evaluation of compatibility 

between non-metallic for gas cylinders and valves, and the cylinders gas content. This Standard also 

covers bundles, tubes and pressure drums. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number appears on the cover and title page only. 

(b) A full point substitute for a comma when referring to decimal marker. 

(c) Substitute ‘mL’ for ‘ml’ whenever it appears. 

(d) The documents listed as normative references in Clause 2 have not been adopted as Australian 

Standards. 

The term ‘informative’ has been used in this Standard to define the application to which it applies of 

An ‘informative’ appendix is only for information and guidance. 
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iv

INTRODUCTION 

 

This Standard is one part of a three-part standard concerning compatibility of gases and gas
mixtures with materials :

- Part 1 : Metallic materials ;
- Part 2 : Non-metallic materials ;
- Part 3 : Autogenous ignition test in oxygen atmosphere.

This standard deals with the compatibility of non-metallic materials used for gas cylinders and gas
cylinder valves with the gas contents of the cylinder. Compatibility of metallic materials is treated in
EN ISO 11114-1.

Non-metallic materials are very often used for the construction of gas cylinder valves as seals e.g.
O-ring, gland packing, seats, or as lubrication products to avoid friction. They are also commonly
used to ensure sealing of the valve/cylinder connection. For gas cylinders, they are sometimes
used as an internal coating or as a liner for composite materials.

Non-metallic materials not in contact with the gas are not covered by this standard.

Previously, no recognised compilation has existed for non-metallic cylinder/valve material
compatibility with gas contents. This standard therefore presents the current state of the
knowledge on the subject.

This standard is based on current international experience and knowledge. It does not cover the
subject completely and is intended to give guidance only in evaluating the compatibility of
gas/material combinations. Some data are derived from experience involving a mixture of the gas
concerned with a dilutant, where no data for single component gases were available.

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 4955.2-2003

http://www.avadocuments.com/doc/as-4955-2-2003
http://www.avadocuments.com/doc/as-4955-2-2003


 

AUSTRALIAN STANDARD  

Transportable gas cylinders—Compatibility of cylinder and valve 

materials with gas contents 

Part 2: 

Non-metallic materials (ISO 111140-2:2000, MOD) 

 

1 Scope

This Standard gives guidance in the selection and evaluation of compatibility between non-metallic
materials for gas cylinders and valves and the cylinders' gas contents. This standard also covers
bundles, tubes and pressure drums.

This standard may be helpful for composite and laminated materials.

Only the influence of the gas in changing the material and mechanical properties is considered (for
example chemical reaction or change in physical state). The basic mechanical properties of the
materials required for design purposes are normally available from the materials supplier and are
not considered in this standard.

The compatibility data given are related to single component gases but can be used to some
extent for gas mixtures. Ceramics, glasses, and adhesives are not covered by this standard.

Aspects such as quality of delivered gas are not considered.

2 Normative references

This Standard incorporates by dated or undated reference, provisions from other publications.
These normative references are cited at the appropriate places in the text and the publications are
listed hereafter. For dated references, subsequent amendments to or revisions of any of these
publications apply to this European Standard only when incorporated in it by amendment or
revision. For undated references the latest edition of the publication referred to applies.

EN 849:1996, Transportable gas cylinders - Cylinder valves - Specification
and type testing

EN 1797-1, Cryogenic vessels - Gas/material compatibility - Part 1 :
Oxygen compatibility

EN ISO 11114-1, Transportable gas cylinders - Compatibility of cylinder and
valve materials with gas contents - Part 1 : Metallic materials
(ISO 11114-1:1997)

ISO 10297, Gas cylinders - Refillable gas cylinder valves - Specification
and type testing

3 Terms and definitions

For the purposes of this Standard the following terms and definitions apply :

3.1
competent person

a person who has the necessary technical knowledge, experience and authority to assess and
approve materials for use with gases and to define any special conditions of use that are
necessary. Such a person will also normally be formally qualified in an appropriate technical
discipline
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3.2
acceptable

a material/gas combination that is satisfactory under normal conditions of use, provided that any
indicated non-compatibility risks, as given in Table 1, are taken into account

3.3
not recommended

a material/gas combination that may not be safe. Such combinations can be used where they have
been assessed and authorized by a competent person who specifies the conditions of use

4 Materials

4.1 General

Non-metallic materials shall be suitable for the intended service. They are suitable if their
compatibility is stated as acceptable in Table 1, or the necessary properties have been proved by
tests or long and safe experience to the satisfaction of a competent person.

In particular cases non-compatible materials may be used if suitably plated or protected. This
should only be done if all compatibility aspects have been considered and validated by a
competent person.

4.2 Types of material

The most commonly used non-metallic materials for gas cylinders and cylinder valves can be
grouped as follows :

- plastics materials ;

- elastomer materials ;

- fluid lubricants.

Materials considered in this standard are :

a) Plastics materials

- Polytetrafluoroethylene (PTFE) ;

- Polychlorotrifluoroethylene (PCTFE) ;

- Polyvinylidenefluoride (PVDF) ;

- Polyamide (PA) ;

- Polypropylene (PP).

www.standards.com.au Copyright ISO www.isostandards.com.au
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b) Elastomer materials

- Butyl rubber (IIR) ;

- Nitrile (NBR) ;

- Chloroprene (CR) ;

- Chlorofluorocarbons (FKM) ;

- Silicone (Q) ;

- Ethylene propylene (EPDM).

c) Fluid lubricants

- Hydrocarbon (HC) ;

- Fluorocarbon (FC).

5 General considerations

It is important to note that these materials are generic types. Within each material type there are
variations in the properties of the materials due to polymer differences and formulations used by
manufacturers to modify physical and chemical properties of the material. The user of the material
should therefore consult the manufacturer and if necessary carry out tests before using the
material (for example for critical services such as oxygen and other highly oxidizing gases).

Lubricants are often used in valves to reduce friction and wear in the moving parts. For valves
used for oxidizing gases, if lubrication is required and this lubricant is not oxygen compatible, then
the lubricated components shall not be in contact with the gas. Where the lubricant is listed as "not
recommended" in Table 1 for reasons other than violent reaction (F), it may be used safely and
usually satisfactorily in applications which do not involve contact in normal operation with the gas.
An example of such an application is the lubrication of the valve actuating mechanism on the side
of the valve sealing system open to the atmosphere. Where the lubricant is listed as "not
recommended" for the reason of violent reaction (F), it may not be used in any part of the system
that can be contacted by the gas, even under abnormal conditions e.g. in the event of a failure of
the gas sealing system. Where the lubricant may not be used, it may be possible to specify
suitable and safe alternatives (e.g. PTFE or molybdenum disulfide). Appropriate safety and
suitability tests should have been carried out for the lubricant application before it is used.

The properties of plastics and elastomers are dependent on temperature. Low temperature can
cause hardening and the possibility of embrittlement, whereas high temperature can cause
softening and the possibility of material flow. Users of such materials shall check to ensure their
suitability over the entire operating temperature range, normally considered to be - 50 °C to
+ 65 °C for cylinders and - 20 °C to + 65 °C for cylinder valves.

Some materials become brittle at low temperatures, even temperatures at the lower end of the
normal operating range (e.g. chlorofluorocarbons). Temperatures in the refrigerant or cryogenic
ranges affect a great many materials and great caution should be exercised at temperatures below
- 50 °C. This risk shall be considered in particular when transfilling by thermal siphoning at low
temperature or similar procedures, or for cylinders regularly filled at low temperatures (e.g. CO2).
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