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Australian Standards® are living documents that reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and new editions 
are published. Between editions, amendments may be issued. 
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PREFACE 

This Standard was prepared by the Standards Australia Committee MN-005, Copper, Lead, Zinc 

and Nickel Ores and Concentrates. 

The objective of this Standard is to provide those involved in the transport of sulfide 

concentrates with a standardized procedure for determining transportable moisture limits. 

This Standard is identical with, and has been reproduced from ISO 12742:2007, Copper, lead 

and zinc sulfide concentrates—Determination of transportable moisture limits—Flow-table 

method. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number appears on the cover and title page while the International Standard number 

appears only on the cover. 

(b) In the source text ‘this International Standard’ should read ‘this Australian Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 

(d) Substitute ‘L’ for ‘l’ as the unit for litres. 

References to International Standards should be replaced by references to Australian Standards, 

as follows: 

Reference to International Standard  Australian Standard 

ISO   AS  

10251 Copper, lead, zinc and nickel 

concentrates—Determination of mass 

loss of bulk material on drying 

 2863 Copper, lead and zinc sulfide 

concentrates—Determination of mass 

loss of bulk material on drying 

12743 Copper, lead, zinc and nickel 

concentrates—Sampling procedures 

for determination of metal and 

moisture content 

 2862 

 

2862.1

Copper, lead and zinc sulfide 

concentrates—Sampling 

Part 1: Sampling procedures for 

determination of metal and moisture 

content 

The term ‘normative’ has been used in this Standard to define the application of the annex to 

which it applies. A ‘normative’ annex is an integral part of a Standard. 
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Copper, lead, and zinc sulfide concentrates — Determination of 
transportable moisture limits — Flow-table method 

WARNING — This International Standard may involve hazardous materials, operations and equipment. 
It is the responsibility of the user of this International Standard to establish appropriate health and 
safety practices and determine the applicability of regulatory limitations prior to use. 

1 Scope 

This International Standard specifies a flow-table method for the determination of the transportable moisture 
limit (TML) of copper, lead and zinc sulfide concentrates, which may liquefy during transport. 

This International Standard is applicable to the determination of the TML of concentrates containing 10 % to 
80 % (mass fraction) of lead, or 10 % to 65 % (mass fraction) of zinc, or 10 % to 55 % (mass fraction) of 
copper. It is applicable to TMLs in the range 3 % to 28 % (mass fraction). 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 10251, Copper, lead, zinc and nickel concentrates — Determination of mass loss of bulk material on 
drying 

ISO 12743, Copper, lead, zinc and nickel concentrates — Sampling procedures for determination of metal and 
moisture content 

3 Principle 

The moisture content of the sample is adjusted by mixing with water. The mixture is converted to a conical 
shape using a mould and tamper. The sample is placed on the flow table and the mould is removed. The flow 
characteristics are determined by repeated dropping of the flow table, while observing the behaviour of the 
sample. When sufficient water has been added to the sample so that plastic deformation occurs during the 
dropping of the flow table, the sample is considered to be at its flow moisture point. 

The TML is calculated as 90 % of the flow moisture point. 

4 Apparatus 

Copper, lead and zinc concentrates may gain or lose moisture rapidly when exposed to air. The laboratory 
should be designed so that excessive temperatures, direct sunlight, air currents and humidity variations are 
avoided. 

4.1 Flow table and frame, as specified in Annex A. 

The flow-table mounting shall be as specified in Figure A.1. 
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4.2 Mould, as specified in Figure A.1. 

4.3 Tamper. 

The required tamping pressure may be achieved by using calibrated, spring-loaded tampers or some other 
suitable design of tamper that allows a controlled pressure to be applied via a 30 mm diameter tamper head 
as specified in Figure A.2. 

4.4 Calliper ruler. 

4.5 Balance, top loading, having the sensitivity specified in Table 1. 

Table 1 — Sensitivity of balance and precision of weighing 

Mass of sample plus tray 

 
g 

Precision of balance 
and weighing 

g 

100 

200 

300 

400 

500 

0,01 

0,02 

0,03 

0,04 

0,05 

 

4.6 Measuring cylinder, of capacity 50 ml to 200 ml. 

4.7 Burette, of capacity 10 ml. 

4.8 Mixing bowl, hemispherical, of diameter approximately 30 cm. 

NOTE It is advisable to use an automatic mechanical mixer having a mixing bowl as described, as this leads to 
improved precision. 

4.9 Rubber gloves. 

4.10 Drying trays or pans, having dimensions that permit the sample to be spread to a thickness of less 
than 30 mm. 

The trays shall be made of corrosion-resistant and heat-resistant material, such as stainless steel, glass or 
enamel plate. 

4.11 Drying oven, ventilated, with forced circulation of air or inert gas, regulated at a temperature of 
105 °C ± 5 °C. 

4.12 Airtight containers. 

5 Sampling and sample preparation 

5.1 General 

TML figures are required to be updated on a periodic basis, usually six monthly, or when there is a known 
change to the process used to produce the material. The reported figure should be the mean of samples taken 
during the period. 
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To ensure that the TML result is representative, increments of the material shall be taken either 

a) while a stockpile is being built up or broken down, or 

b) while loading or discharging a vessel. 

These increments are combined to form the sample used to determine TML. 

The sample used to determine TML should not be used to determine moisture. 

Stationary sampling of stockpiles should never be used for the determination of TML. This method of sampling 
can only be used to provide an indicative moisture value for use during the planning of shipping schedules. 

5.2 Laboratory sample 

Samples for the determination of TML shall be taken in accordance with ISO 12743. The laboratory sample 
shall not weigh less than 12 kg. To minimize changes to the flow characteristics of the sample, it shall not be 
oven dried or ground during its preparation. 

5.3 Sample preparation 

Homogenize the laboratory sample as quickly as possible to prevent losses. Take nine test samples as 
follows: 

a) Sample 1 

Take not less than 1 kg, which is to be used for determining the moisture content of the sample “as 
received”, from the laboratory sample and place on a drying tray or pan. 

b) Sample 2 

Take approximately 1,2 kg from the laboratory sample. This sample is to be used for the preliminary TML 
test. Store this sample in an appropriately labelled airtight container. 

c) Samples 3 to 6 

Take four samples of approximately 1,2 kg from the laboratory sample. These samples are to be used for 
the main TML test. Store these samples in appropriately labelled airtight containers. 

d) Samples 7 to 9 

Take three samples of approximately 1,2 kg from the laboratory sample. These samples are to be used 
for confirmation of TML by the graphical method. Store these samples in appropriately labelled airtight 
containers. 

6 Procedure 

6.1 General 

Copper, lead and zinc concentrates may undergo rapid changes in moisture when exposed to air, so all 
stages of the test should be accomplished in the shortest time period and shall definitely be completed within 
the day of commencement. Where possible, sample containers should be covered with plastic film or any 
other suitable airtight cover. 

The moisture result from Sample 1 provides information about how far the material under test is from the flow 
moisture point. 
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