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This Australian Standard® was prepared by Committee WS-001, Water Fittings. It was
approved on behalf of the Council of Standards Australia on 10 April 2008.
This Standard was published on 30 June 2008.

The following are represented on Committee WS-001:

AUSTAP

Australian Industry Group

Australian Stainless Steel Development Association
Building Officials Institute of New Zealand
Certification Interests (Australia)

Copper Development Centre—Australia

Master Plumbers Association of NSW

Master Plumbers, Gasfitters and Drainlayers New Zealand
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This Standard was issued in draft form for comment as DR 07137.

Standards Australia wishes to acknowledge the participation of the expert individuals that
contributed to the development of this Standard through their representation on the
Committee and through the public comment period.

Keeping Standards up-to-date

Australian Standards® are living documents that reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and new editions
are published. Between editions, amendments may be issued.

Standards may also be withdrawn. It is important that readers assure themselves they are
using a current Standard, which should include any amendments that may have been
published since the Standard was published.

Detailed information about Australian Standards, drafts, amendments and new projects can
be found by visiting www.standards.org.au

Standards Australia welcomes suggestions for improvements, and encourages readers to

notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001.
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AS 5200.037.2—2008 (Reconfirmed) 2016-06-03

STANDARDS AUSTRALIA

RECONFIRMATION

OF
AS 5200.037.2—2008
Plumbing and drainage products
Part 037.2: Flow controllers for use with heated or cold water systems

RECONFIRMATION NOTICE

Technical Committee WS-001 has reviewed the content of this publication and in
accordance with Standards Australia procedures for reconfirmation, it has been
determined that the publication is still valid and does not require change.

Certain documents referenced in the publication may have been amended since the
original date of publication. Users are advised to ensure that they are using the latest
versions of such documents as appropriate, unless advised otherwise in this
Reconfirmation Notice.

Approved for reconfirmation in accordance with Standards Australia procedures for
reconfirmation on 3 September 2015.

The following are represented on Technical Committee WS-001:
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Australian Industry Group

Building Officials Institute of New Zealand
CSIRO

Gas Technical Regulators Committee
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Plastics Industry Pipe Association of Australia
Plastics New Zealand

Plumbing Distributors Association of New Zealand
Plumbing Products Industry Group

Queensland Brassware Association

The Institute of Plumbing Australia

Water Services Association of Australia
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand
Committee WS-001, Water Fittings, to supersede ATS 5200.037.2, Technical Specification
for plumbing and drainage products, Part 037.2: Flow controllers—For use with heated or
cold water systems.

The objective of this Standard is to enable product certification in accordance with the
requirements of the Plumbing Code of Australia (PCA).

The word ‘“VOID’ set against a clause indicates that the clause is not used in this Standard.
The inclusion of this word allows a common use clause numbering system for the plumbing
and drainage Australian Technical Specifications.

The test protocol and information in this Standard was arranged by committee members to
meet the authorization requirements given in the Plumbing Code of Australia.

The term ‘normative’ has been used in this Standard to define the application of the
appendix to which it applies. A ‘normative’ appendix is an integral part of a Standard.
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STANDARDS AUSTRALIA

Australian Standard
Plumbing and drainage products

Part 037.2: Flow controllers for use with heated or cold water systems

1 SCOPE

This Australian Standard sets out requirements for flow controllers with or without bodies,
for use in heated or cold water plumbing systems that may be required to be rated in
accordance with AS/NZS 6400.

It includes flow control devices typically used to regulate and maintain a nominal flow rate
through valves, appliances, showers and tap equipment.

2 APPLICATION

Appendix A sets out the means by which compliance with this Standard shall be
demonstrated by a manufacturer for the purpose of product certification.

3 REFERENCED DOCUMENTS

The following documents are referred to in this Standard:

1A3S49 Bourdon tube pressure and vacuum gauges

1432 Copper tubes for plumbing, gasfitting and drainage applications

1565 Copper and copper alloys—Ingots and castings

1646 Elastomeric seals for waterworks purposes

1769 Welded stainless steel tubes for plumbing applications

1834 Material for soldering

1834.1 Part 1: Solder alloys

1881 Zinc alloys—Casting ingots and castings—Quality requirements

2136 Method for detecting the susceptibility of copper and its alloys to stress
corrosion cracking using the mercurous nitrate test

2345 Dezincification resistance of copper alloys

2738 Copper and copper alloys—Compositions and designations of refinery
products, wrought products, ingots and castings

2831 Thermometers—Solid stem—Long and short—For precision use

2837 Wrought alloy steels—Stainless steel bars and semi-finished products

3558 Methods of testing plastic and composite materials, sanitary plumbing fixtures

3558.5 Method 5: Determination of degradation by ultraviolet light

3688 Water supply—Copper and copper alloy body compression and capillary
fittings and threaded end connectors
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AS/NZS

1167 Welding and brazing—Filler metals

1167.1 Part 1: Filler metal for brazing and braze welding

1567 Copper and copper alloys—Wrought rods, bars and sections

1568 Copper and copper alloys—Forging stock and forgings

1572 Copper and copper alloys—Seamless tubes for engineering purposes

3500 Plumbing and drainage (all parts)

3718 Water supply—Tap ware

4020 Testing of products for use in contact with drinking water

6400 Water efficient products—Rating and labelling

(2005)

ASTM

A269 Standard Specification for Seamless and welded Austenitic Stainless Steel
Tubing for General Service

A276 Standard Specification for Stainless steel Bars and Shapes

A313 Standard Specification for Stainless Steel Spring Wire

B127 Standard Specification for Nickel-Copper Alloy (UNS N04400) Plate, Sheet,
and Strip

B163 Standard Specification for Seamless Nickel and Nickel Alloy Condenser and
Heat-Exchanger Tubes

B164 Standard Specification for Nickel-Copper Alloy Rod, Bar, and Wire

B165 Standard Specification for Nickel-Copper Alloy (UNS N04400) Seamless Pipe

EN

1057 Copper and Copper Alloys—Seamless Round Copper Tubes for Water and Gas

in Sanitary and Heating Application

4 DEFINITIONS
For the purposes of this Standard, the definitions in AS/NZS 3500.0 and those below apply.
4.1 Flow controller

A device designed to deliver a nominal flow rate throughout a specified supply pressure
range.

4.2 Nominal flow rate

Flow rate as determined, in litres per minute, from the mean of flow rate averages delivered
over a range of prescribed pressures.

5 MATERIALS

5.1 Metallic materials

5.1.1 Use of metallic material

Metallic materials or components that are in contact with water shall be corrosion resistant,
as specified in Clause 5.1.2.
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