tralia

| el ’@
AS 5250:2024 Austrlion, STANG%LRD_

Cranes — Stiffness — Bridge and gantry
cranes (ISO 22986:2007, MOD)

Documents

l‘v‘\ Documen t Sharing Hub

Full document details: AS 5250-2024


http://www.avadocuments.com/doc/as-5250-2024
http://www.avadocuments.com/doc/as-5250-2024

AS 5250:2024

This Australian Standard ® was prepared by ME-005, Cranes. It was approved on behalf
of Standards Australia’s Standards Development and Accreditation Committee on 08
August 2024.

This Standard was published on 30 August 2024.

The following are represented on Committee ME-005:
Australian Chamber of Commerce and Industry
Australian Industry Group
Australian Institute for Non-Destructive Testing
Better Regulation Division (Fair Trading, SafeWork NSW, TestSafe)
Bureau of Steel Manufacturers of Australia
Crane Industry Council of Australia
Department of Regional NSW
Elevating Work Platform Association of Australia
Engineers Australia
National Heavy Vehicle Regulator
Office of Industrial Relations, QId
Transport for NSW
Victorian WorkCover Authority (WorkSafe Victoria)
WorkSafe Division — Department of Mines, Industry Regulation and
Safety (DMIRS) WA

This Standard was issued in draft form for comment as DR AS 5250:2023.

Keeping Standards up-to-date

Ensure you have the latest versions of our publications and keep up-to-date about
Amendments, Rulings, Withdrawals, and new projects by visiting:
www.standards.org.au

ISBN 978 1 76139 774 5

Full document details: AS 5250-2024

Documents

Document Sharing Hub


http://www.standards.org.au
http://www.avadocuments.com/doc/as-5250-2024
http://www.avadocuments.com/doc/as-5250-2024

AS 5250:2024

Cranes — Stiffness — Bridge
and gantry cranes (ISO
22986:2007, MOD)

First published as AS 5250:2024.

© ISO 2024 — All rights reserved
© Standards Australia Limited 2024

All rights are reserved. No part of this work may be reproduced or copied in any
form or by any means, electronic or mechanical, including photocopying, without the
written permission of the publisher, unless otherwise permitted under the Copyright
Act 1968 (Cth).

Documents

Document Sharing Hub

Full document details: AS 5250-2024


http://www.avadocuments.com/doc/as-5250-2024
http://www.avadocuments.com/doc/as-5250-2024

AS 5250:2024 ii

Preface
This Standard was prepared by the Australian Members of the Joint Standards Australia/Standards
New Zealand Committee ME-005, Cranes.

After consultation with stakeholders in both countries, Standards Australia and Standards New
Zealand decided to develop this document as an Australian Standard rather than an Australian/New
Zealand Standard.

The objective of this document is to give recommendations and requirements for the stiffness properties
of the structures for bridge and gantry cranes in terms of deflections and natural frequencies.

This document is an adoption with national modifications and has been reproduced from,
[SO 22986:2007, Cranes — Stiffness — Bridge and gantry cranes.

The modifications are additional requirements and are set out in Appendix ZZ, which has been added at
the end of the source text.

Appendix 77 lists the modifications to SO 22986:2007 for the application of this document in Australia.
As this document has been reproduced from an International document, the following apply:

(@ In the source text “this International Standard” should read “this document”.

(b) A full point substitutes for a comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.
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