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GUIDE TO THE SAFE USE OF PRESERVATIVE-TREATED TIMBER
CONSUMER SAFETY INFORMATION SHEET

-
Supplement 4 to AS 5605—2007 STANDARDS
Reconfirmed 2017 Australia

LIGHT OIL/ORGANIC SOLVENT-BORNE PRESERVATIVE-

TREATED TIMBER

GENERAL

Light oil/organic solvent-borne preservatives (LOSPs) contain insecticides for internal use,
and combinations of fungicides and insecticides for external use, and sometimes water
repellents. All of these preservative components are incorporated in light oil or organic
solvent carrier such as white spirit.

LOSPs are impregnated into the timber to provide protection against decay, termites and
other insects. They are not suitable for ground contact application or where consistent
wetting will occur.

SAFETY INFORMATION

Use LOSP-treated timber should NOT be used in the following situations or
applications:

Where it will be in direct contact with foodstuffs (e.g., storage bins,
crates, beehives, silos, etc.).

Counter tops, cutting boards or food preparation surfaces.

Where it will be in direct contact with drinking water (e.g., tanks,
troughs, etc.).

Some people may experience temporary skin irritation when using the
material. Skin irritation and other undesirable effects are more likely if the
timber is not solvent dry.

|Z[ If irritation occurs, cease contacting with the material and review your
personal protection measures and contact the supplier and/or
manufacturer.

|Z[ LOSP-treated timber should be stored in a well-ventilated and under
cover area.

|Z[ Where possible packs should be opened a day or two before use to
allow any residual solvent vapours in the inner boards to evaporate.
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