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PREFACE

This Standard was prepared by the Standards Australia Committee EL-026, Protective
Enclosures and Environmental Testing for Electrical/Electronic Equipment.

The objective of this Standard is to provide the electrotechnology industry with a complete set
of environmental test procedures published as a series under AS 60068 Environmental testing.
This Standard is Part 2.59 of that series.

This Standard is identical with, and has been reproduced from, IEC 60068-2-59:1990,
Environmental testing — Part 2-59: Test methods—Test Fe: Vibration—Sine-beat method.

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number does not appear on each page of text and its identity is shown only on the
cover and title page.

(b) In the source text ‘this international standard’ should read ‘this Australian Standard’.
(¢) A full point should be substituted for a comma when referring to a decimal marker.
(d) Any French text on figures should be ignored.

In this Standard, the following print types are used:

— requirements proper: in arial type;

test specifications: in italic type;
- explanatory matter: in smaller arial type.
Any international Standard referenced should be replaced by an equivalent Australian Standard
when one is available. The availability of equivalent Australian Standards can be determined

either from the Standards Australia catalogue or from the Standards Australia website
(www.standards.com.au).

Accessed by MONASH UNIVERSITY LIBRARY on 16 Jun 2015 (Document currency not guaranteed when printed)

Documents

Document Sharing Hub

Full document details: AS 60068.2.59-2003


http://www.avadocuments.com/doc/as-60068-2-59-2003
http://www.avadocuments.com/doc/as-60068-2-59-2003

CONTENTS

Page

IO AU ON . e e e v

T Ot e 1

2 General deSCrIPHION ... o 1

3 D I ONS e 1

4 Requirements for conditioning .........oooiiiii 4

4.1 Vibration response investigation ... 4

411 BaSiC MOtION. ... 4

4.1.2  TransSVerse MOTION .. ..o 4

4.1.3 Rotational motion . ... 4

4.1.4 Measuring POINES ... i 5

4.1.5  Acceleration distortion ...... ..o 5

4.1.6 Vibration amplitude tolerances. ... 5

4.1.7 Frequency range and toleranCes. .........ooiiiiiiiiiiiii 5

B IR A=Y =T o o o P 6

4.2 Sine-beat coNditionNiNg ..........ooiiiiiii 6

4.2.1  BasiC MOtION. ... 6

4.2.2  Transverse MOLION . ...t 6

= 4.2.3 Rotational motion . ... 6

2 4.2.4 Vibration amplitude tolerances................... 6

& 4.2.5 Test freqUENCY tOIErANCES .....oovviei e 7

&;’ 4.3 MOUNEING .o 7

] ST T Y=Y =TS 7

£ 5.1 TSt frEQUENCIES ..o 7

§ 5.1.1 Test frequency determination ..o 7

2 5.1.2 TestfreQUENCY raNGE........ooii i 8

> 5.2 TESEIBVEI ..ot 8

g 5.3 Sine-beat test Wave ... 10

3 5.3.1 Number of cycles inthe sine beat.................c.ocooiiiiii 10

g 5.3.2  Modulating frEQUENCY ..ot 10

% 5.4 Number of sine beats ... 10

8 5.5 Low-cycle high-stress fatigue effects ... 10

2 B PreCoNditiONING .......ooo i 10

P 7 Initial MeaSUreMENTS ... .o i 10

3 8 CONGItIONING .v.vve oottt 10

< 8.1 GENEIAl ... 10

o 8.2 Vibration response investigation............... 11

oy 8.3 Sine-beat CoONAitiONING ... .. ..o 11

g 8.3.1 Single axis conditionNiNg .........coooiiiiiiii 11

E 8.3.2  Biaxial conditioning........oiiiiii 11

% 8.3.3  Triaxial conditioning ..... ..o 11

% 9 Intermediate MEaASUIEMENTS ... .. e 11

2 1O RECOVEIY oo e e 12

2 11 FiNal MEaSUIEMENTS L oo e 12

é 12 Information to be given in the relevant specification .....................coo 12

> Annex A (informative) GUILE . ... 13
3]
<

Documents

Document Sharing Hub

Full document details: AS 60068.2.59-2003


http://www.avadocuments.com/doc/as-60068-2-59-2003
http://www.avadocuments.com/doc/as-60068-2-59-2003

Page

Figure 1 — Sequence of five sine beats with five cycles................oo 16

Figure 2 — Recommended test level with crossover frequency at 0,8 Hz ............................... 17

Figure 3 — Recommended test level with crossover frequency at 1,6 Hz ............................... 18

Figure 4 — Recommended test level with crossover frequency at 8 Hz ... 19

Figure 5 — Number of cycles per sine beat ..o 20

Figure 6 — Amplification factors of different sine beats..................... 21

Figure 7 — Standardized presentation of matched sine beats of acceleration, velocity

and displacement (five cycles within the sine beat of acceleration)................................ 22
g
£
E
e}
g
g
©
>
(o))
g
2y
&
g
5
£
3
e
n
S
E
5
>_
a4
<
v
@
-
>_
=
0
2
L
>
=z
-]
I
(%))
<
=z
o
=
2
e}
@
3
g

Documents

Document Sharing Hub

Full document details: AS 60068.2.59-2003


http://www.avadocuments.com/doc/as-60068-2-59-2003
http://www.avadocuments.com/doc/as-60068-2-59-2003

INTRODUCTION

This standard details methods for testing components, equipments and other electrotechnical
products (hereinafter referred to as “specimens”) which in service can be subjected to
pulsating or oscillating forces of short duration caused, for example, by seismic or explosive
phenomena or by vibration in machinery.

In this test the specimen is excited at fixed frequencies with a preset number of sine beats
(see figure 1). These fixed test frequencies are predetermined frequencies, critical
frequencies identified by means of a sinusoidal vibration test (IEC 60068-2-6) or both. Pauses
are provided between the individual sine beats in order to allow decay of the free response of
the specimen.

Specification writers will find in clause 12 a list of details to be considered for inclusion in
specifications and, in annex A, the guidance.

RELATED DOCUMENTS
The following international standards are directly referred to in this standard:
IEC 60068, Environmental testing
IEC 60068-1: 1988, Part 1: General and guidance
IEC 60068-2-6: 1982, Part 2: Tests — Test Fc and guidance: Vibration (sinusoidal)

IEC 60068-2-47: 1982, Mounting of components, equipment and other articles for dynamic
tests including shock (Ea), bump (Eb), vibration (Fc and Fd) and steady-state acceleration
(Ga) and guidance

IEC 60068-3-3: 1991, Part 3: Guidance — Section Three: Seismic test methods for equipments

ISO 2041: 1975, Vibration and shock — Vocabulary
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STANDARDS AUSTRALIA

Australian Standard

Environmental testing
Part 2.59: Test methods—Test Fe: Vibration—Sine beat method

1 Object

To provide a standard procedure for determining, by the sine-beat method, the ability of a
specimen to withstand specified severities of transient vibration.

2 General description

The purpose of this test is to determine mechanical weakness and/or degradation in specified
performance and to use this information, in conjunction with the relevant specification, to
decide whether a specimen is acceptable or not. It may also be used, in some cases, to
demonstrate the mechanical robustness of specimens and/or to study their dynamic
behaviour.

The extent to which a specimen has to function during vibration or merely to survive
conditions of vibration shall be stated in the relevant specification.

Procedures are described for conducting the test and for the measurement of the vibration at
given points. The requirements for the vibration motion and for the choice of severities
(including frequency range, test levels, sine-beat cycles and number of sine beats) are also
detailed.

It is emphasized that vibration testing always demands a certain degree of engineering
judgement and both supplier and purchaser should be fully aware of this fact. The writer of
the relevant specification is expected to select the testing procedure and the values of
severity appropriate to the specimen and its use.

For the purpose of this test the specimen is always fastened to the vibration table.

In order to facilitate the use of this standard, references are given in the main part where the
reader is invited to refer to annex A; additionally the clause numbers in the main part are
referred to in annex A which also gives specific information on the correlation between sine
beats of displacement, velocity and acceleration.

This standard is to be used in conjunction with IEC 60068-1.

3 Definitions

The terms used are generally defined in ISO 2041 and in IEC 60068-1 or IEC 60068-2-6.
Where, for the convenience of the reader, a definition from one of those sources is included
here, the derivation is indicated. Departures from the definitions in those sources are also
indicated.

The additional terms and definitions that follow are also applicable for the purpose of this
standard.
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3.1 critical frequency (definition technically equivalent to that of 8.1 of IEC 60068-2-6):
Frequencies at which:

- malfunctioning and/or deterioration of performance of the specimen which are
dependent on vibration are exhibited, and/or

- mechanical resonances and/or other response effects occur, for example chatter.

3.2 crossover frequency (definition technically equivalent to that of 1ISO 2041). That
frequency at which the characteristic of a vibration changes from one relationship to another.

NOTE - For example, a crossover frequency may be that frequency at which the test vibration amplitude changes
from a constant displacement value versus frequency to a constant acceleration value versus frequency.

3.3 damping (not identical with ISO 2041 definitions): Damping is the generic term ascribed
to the numerous energy dissipation mechanisms in a system. In practice, damping depends
on many parameters, such as the structural system, mode of vibration, strain, applied forces,
velocity, materials, joint slippage, etc.

3.3.1 critical damping: Minimum viscous damping that will allow a displaced system to
return to its initial position without oscillation.

3.3.2 damping ratio: Ratio of actual damping to critical damping in a system with viscous
damping.

3.4 distortion (definition identical with that in clause 3 of IEC 60068-2-6; not identical with
ISO 2041 definition):

2 .2
ot =94

distortion d = —— - 100 (in per cent)
a1

where
ay is the r.m.s. value of the acceleration at the driving frequency

ayt Is the total r.m.s. value of the applied acceleration (including ay).

3.5 fixing point (definition technically equivalent to that of 3.1 of IEC 60068-2-6): Part of the
specimen in contact with the fixture or vibration table at a point where the specimen is
normally fastened in service.

NOTE - If a part of the real mounting structure is used as the fixture, the fixing points are taken as those of the
mounting structure and not of the specimen.

3.6 “g,” standard acceleration due to the earth's gravity, which itself varies with altitude and
geographical latitude.

NOTE - For the purpose of this standard, the value of g, is rounded up to the nearest whole number, that is
10 m/s2.

3.7 measuring points (definition technically identical with that of 3.2 of IEC 60068-2-6):
Specific points at which data are gathered for conducting the test. These points are of two
main types as defined below.

NOTE - Measurements may be made at points within the specimen in order to assess its behaviour; these are not
considered as measuring points in the sense of this standard.
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3.7.1 check point: Point located on the fixture, on the vibration table or on the specimen as
close as possible to one of its fixing points and in any case rigidly connected to it.

NOTES
1 A number of check points are used as a means of ensuring that the test requirements are satisfied.

2 If four or fewer fixing points exist, each is used as a check point. If more than four fixing points exist, four
representative fixing points will be defined in the relevant specification to be used as check points.

3 In special cases, for example for large or complex specimens, the check points will be prescribed by the
relevant specification if not close to the fixing points.

4 Where a large number of small specimens are mounted on one fixture, or in the case of a small specimen
where there are several fixing points, a single check point (that is the reference point) may be selected for the
derivation of the control signal. This signal is then related to the fixture rather than to the fixing points of the
specimen(s). This procedure is only valid when the lowest resonance frequency of the loaded fixture is well
above the upper frequency of the test.

3.7.2 reference point (definition technically identical with that of 3.2.2 of IEC 60068-2-6):
Point, chosen from the check points, whose signal is used to control the test, so that the
requirements of this standard are satisfied.

3.8 modulating frequency: Frequency with which the test frequency is modulated
(see clauses A.2 and A.3 and figure 1).

3.9 high-stress cycles: Response cycles giving rise to values of stress which would cause
fatigue in the specimen.

3.10 pause: Interval between two consecutive sine beats.

NOTE - A pause should be such as to result in no significant superposition of the response motion of the specimen
and can be obtained from:

1 100
T>-0—
f d
where
T is the duration (s)
f is the test frequency (Hz)
d is the critical damping at the test frequency (in per cent).

3.11 preferred testing axes: Three orthogonal axes which correspond to the most
vulnerable axes of the specimen.

3.12 sine beat: Continuous sinusoidal wave of one frequency which is modulated by a
sinusoidal wave of a lower frequency. The duration of one sine beat is half the period of the
modulating frequency (see figure 5).

NOTE - See A.2.1 for a mathematical explanation of the sine-beat signal.

3.13 sweep cycle (definition technically equivalent to that of clause 3 of IEC 60068-2-6):
Traverse of the specified frequency range once in each direction, for example 1 Hz to 35 Hz
to 1 Hz.

3.14 test frequency: Frequency at which the specimen is to be excited during a test.
A test frequency is one of two types which are defined below.
3.14.1 predetermined test frequency: Frequency prescribed by the relevant specification.

3.14.2 investigated test frequency: Frequency obtained by a vibration response
investigation.
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