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This Australian Standard was prepared by Committee EL-003, Electric Wires and 
Cables. It was approved on behalf of the Council of Standards Australia on  
9 November 2005. 
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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about Standards can be found by visiting the Standards Web 
Shop at www.standards.com.au and looking up the relevant Standard in the on-line 
catalogue. 

Alternatively, the printed Catalogue provides information current at 1 January each 
year, and the monthly magazine, The Global Standard, has a full listing of revisions 
and amendments published each month. 

Australian StandardsTM and other products and services developed by Standards 
Australia are published and distributed under contract by SAI Global, which 
operates the Standards Web Shop. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Contact us via email at mail@standards.org.au, or write to the Chief 
Executive, Standards Australia, GPO Box 476, Sydney, NSW 2001. 

 

This Standard was issued in draft form for comment as DR 05375.
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PREFACE 

This Standard was prepared by the Australian members of the Joint Standards 

Australia/Standards New Zealand Committee EL-003, Electric Wires and Cables. After 

consultation with stakeholders in both countries, Standards Australia and Standards New 

Zealand decided to develop this Standard as an Australian, rather than an Australian/New 

Zealand Standard. 

The objective of this Standard is to specify the constructional and test requirements for 

shipboard and offshore control and instrumentation cables with a voltage rating of 

150/250 V (300 V). 

This Standard is identical with, and has been reproduced from IEC 60092-376, Ed. 2 (2003), 

Electrical installations in ships—Part 376: Cables for control and instrumentation circuits 

150/250 V (300 V). 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number does not appear on each page of text and its identity is shown only on the 

cover and title page. 

(b) In the source text ‘IEC 60092’ should read ‘AS 60092’. 

(c) A full point should be substituted for a comma when referring to a decimal marker. 

The term ‘informative’ is used to define the application of the annex to which it applies. An 

informative annex is only for information and guidance. 
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1

STANDARDS AUSTRALIA 

 

Australian Standard 

Electrical installations in ships 
Part 376: Cables for control and instrumentation circuits 150/250 V (300 V) 

 

1 Scope and object  

This part of IEC 60092 is applicable to screened and unscreened cables for control and 
instrumentation circuits on ships and offshore units. The cables have extruded solid insulation 
with a voltage rating of 150/250V (300V) (see Clause 4) and are intended for fixed 
installations. 

The various types of cables are given in Clause 8. The construction requirements and test 
methods are expected to comply with those indicated in IEC 60092-350, unless otherwise 
specified in this standard. 

NOTE Provision is made for fire resistant (limited circuit integrity) cables to be specified if required. 

The object of this part of IEC 60092 is 

– to standardise cables whose safety and reliability are ensured when they are installed in 
accordance with the requirements of IEC 60092-352; 

– to lay down standard manufacturing requirements and characteristics of such cables 
directly or indirectly bearing on safety; 

– to specify test methods for checking conformity with those requirements. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

References to international standards that are struck through in this clause are replaced by 
references to Australian or Australian/New Zealand Standards that are listed immediately 
thereafter and identified by shading. Any Australian or Australian/New Zealand Standard that 
is identical to the International Standard it replaces is identified as such. 

IEC 60228, Conductors of insulated cables 

IEC 60092-350, Electrical installations in ships – Part 350: Shipboard power cables – General 
construction and test requirements 

AS 60092-350, Electrical installations in ships, Part 350: Shipboard power cables—General 
construction and test requirements (identical to IEC 60092-350) 

IEC 60092-351, Electrical installations in ships – Part 351: Insulating materials for shipboard 
and mobile and fixed offshore units power, telecommunication, and control data cables 

AS 60092.351, Electrical installations in ships, Part 351: Insulating materials for shipboard 
and offshore units, power, control, instrumentation, telecommunications and data cables 
(identical to IEC 60092-351) 
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IEC 60092-352, Electrical installation in ships – Part 352: Choice and installation of cables for 
low-voltage power systems 

IEC 60092-353, Electrical installations in ships – Part 353: Single and multicore non-radial 
field power cables with extruded solid insulation for rated voltages 1 kV and 3 kV 

AS 60092.353, Electrical installations in ships, Part 353: Single and multicore non-radial field 
power cables with extruded solid insulation for rated voltages 1 kV and 3 kV (identical to 
IEC 60092-353) 

IEC 60092-359, Electrical installations in ships – Part 359: Sheathing materials for shipboard 
power and telecommunication cables 

AS 60092-359, Electrical installations in ships, Part 359: Sheathing materials for shipboard 
power and telecommunication cables (identical to IEC 60092-359) 

IEC 60331-21, Tests for electric cables under fire conditions – Circuit integrity – Part 21: 
Procedures and requirements – Cables of rated voltage up to and including 0,6 / 1 kV 

AS/NZS 1660.5.5, Test methods for electric cables, cords and conductors,  Method 5.5: Fire 
tests—Circuit integrity (Section 4) 

IEC 60332-1, Tests on electric cables under fire conditions – Part 1: Test on a single vertical 
insulated wire or cable  

AS/NZS 1660.5.6:, Test methods for electric cables, cords and conductors,  Method 5.6: Fire 
tests—Test for vertical flame propagation for a single insulated wire or cable 

IEC 60332-3-22, Tests on electric cables under fire conditions – Part 3-22: Test for vertical 
flame spread of vertically-mounted bunched wires or cables – Category A  

AS/NZS 1660.5.1, Test methods for electric cables, cords and conductors,  Method 5.1: Fire 
tests—Test for vertical flame spread of vertically-mounted bunched wires or cables 
(Section 4) 

IEC 60811 (all parts), Common test methods for insulating and sheathing materials of electric 
cables  

IEC 61034-1, Measurement of smoke density of cables burning under defined conditions – 
Part 1: Test apparatus 

IEC 61034-2, Measurement of smoke density of cables burning under defined conditions – 
Part 2: Test procedure and requirements 

3 Definitions 

For the purposes of this standard, the definitions given in IEC 60092-350 and the following 
apply. 

3.1 
pair unit 
a unit which consists of two cores laid up with or without interstitial fillers or binder tape(s) 

3.2 
triple unit 
a unit which consists of three cores laid up with or without interstitial fillers or binder tape(s) A

cc
es

se
d 

by
 M

O
N

A
S

H
 U

N
IV

E
R

S
IT

Y
 L

IB
R

A
R

Y
 o

n 
16

 J
un

 2
01

5 
(D

oc
um

en
t c

ur
re

nc
y 

no
t g

ua
ra

nt
ee

d 
w

he
n 

pr
in

te
d)

Full document details: AS 60092.376-2005

http://www.avadocuments.com/doc/as-60092-376-2005
http://www.avadocuments.com/doc/as-60092-376-2005


 

www.standards.com.au © Standards Australia  

3

3.3 
quad unit 
a unit which consists of four cores laid up with or without interstitial fillers or binder tape(s) 

3.4 
electrostatic screen 
surrounding earthed metallic layer to confine the electrical field within the cable cores, pair(s), 
triple(s) or quad(s) and/or to protect the cable core(s), pair(s), triple(s) or quad(s) from 
external electrical influence 

3.5 
drain wire 
an uninsulated conductor which has the specific function of earthing an electrostatic tape 
screen by ensuring a low resistive path throughout the length of the cable 

3.6 
single unit cable 
a cable consisting of either one pair, triple or quad unit, either unscreened or with an 
individual electrostatic screen 

3.7 
multi-unit cable 
a cable consisting of more than one pair, triple or quad units either unscreened or with an 
individual electrostatic screen around each unit or having an electrostatic screen applied 
around the assembly of units (a collective screen) 

3.8 
braid armour 
a covering formed from braided metal wires used to protect the cable from external 
mechanical effects 

NOTE Copper wire braid armour may also provide the function of an electrostatic collective screen, providing it is 
earthed. 

3.9 
inner covering 
a non-metallic covering which surrounds the assembly of the cores (and filler if any) of a 
multi-conductor cable and over which the protective covering is applied 

4 Rated voltage 

The standard rated voltage Uo/U (Um) is as follows: 

Uo/U (Um) = 150 V/250 V (300 V) a.c. 

In the voltage designation of cables 

Uo is the rated power-frequency voltage between the conductor and the earth or metallic 

covering for which the cable is designed; 

U is the rated power-frequency voltage between conductors for which the cable is 
designed. 

Um is the maximum value of the highest system voltage for which the equipment may be 

used. 

A d.c. voltage up to a maximum of 1,5 times the a.c. voltage may be used, provided that the 
voltage to earth does not exceed 250 V. 

NOTE When circuits are to be supplied from a low impedance source, attention is drawn to IEC 60092-353 for 
600/1000 V cables having a minimum conductor size of 1,5 mm2. 
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