
 

 

AS 60305—2007 
IEC 60305 Ed.4.0 (1995) 

Australian Standard
®
 

Insulators for overhead lines with a 
nominal voltage above 1000 V—Ceramic 
or glass insulator units for a.c. 
systems—Characteristics of insulator 
units of the cap and pin type 

A
S
 6
0
3
0
5
—
2
0
0
7
 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 60305-2007

http://www.avadocuments.com/doc/as-60305-2007
http://www.avadocuments.com/doc/as-60305-2007


 

 

This Australian Standard® was prepared by Committee EL-010, Overhead Lines. It was 
approved on behalf of the Council of Standards Australia on 5 September 2007. 
This Standard was published on 7 December 2007. 

 

The following are represented on Committee EL-010: 
 

• Australasian Railway Association 
• Australian Chamber of Commerce and Industry 
• Australian Electrical and Electronic Manufacturers Association 
• Australian Porcelain Insulators Association 
• Electricity Engineers Association New Zealand 
• Energy Networks Association 

 

 

This Standard was issued in draft form for comment as DR 07049. 
 
Standards Australia wishes to acknowledge the participation of the expert individuals that 
contributed to the development of this Standard through their representation on the 
Committee and through the public comment period. 

 

Keeping Standards up-to-date 
Australian Standards® are living documents that reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and new editions 
are published. Between editions, amendments may be issued. 
 
Standards may also be withdrawn. It is important that readers assure themselves they are 
using a current Standard, which should include any amendments that may have been 
published since the Standard was published. 
 
Detailed information about Australian Standards, drafts, amendments and new projects can 
be found by visiting www.standards.org.au 
 
Standards Australia welcomes suggestions for improvements, and encourages readers to 
notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at 
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001. 
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ii

PREFACE 

This Standard was prepared by the Australian members of the Joint Standards 

Australia/Standards New Zealand Committee EL-010, Overhead Lines to partly supersede 

AS/NZS 2947.2:2002, Insulators—Porcelain and glass for overhead power lines—Voltages 

greater than 1000 V a.c., Part 2: Characteristics. After consultation with stakeholders in both 

countries, Standards Australia and Standards New Zealand decided to develop this Standard as 

an Australian Standard rather than an Australian/New Zealand Standard. 

The objective of this Standard is to specify characteristics for cap and pin insulators for use on 

overhead power lines. 

This Standard is identical with, and has been reproduced from IEC 60305 Ed.4.0 (1995), 

Insulators for overhead lines with a nominal voltage above 1000 V—Ceramic or glass insulator 

units for a.c. systems—Characteristics of insulator units of the cap and pin type. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number does not appear on each page of text and its identity is shown only on the 

cover and title page. 

(b) In the source text ‘IEC 60305’ should read ‘AS 60305’. 

(c) A full point should be substituted for a comma when referring to a decimal marker. 
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