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PREFACE 

This Standard was prepared by the Standards Australia Committee EL-053, Fire hazard 

testing—Electrotechnical equipment. 

The objective of this series of standards is to provide the electrotechnology industry and 

standards writing committees with a series of standards which give guidance on assessing the 

fire hazard of electrotechnical products. 

This Standard is identical with, and has been reproduced from IEC/TS 60695-6-2, Ed 2.0 

(2005), Fire hazard testing - Part 6.2: Smoke obscuration - Summary and relevance of test 

methods. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number does not appear on each page of text and its identity is shown only on the 

cover and title page. 

(b) In the source text ‘IEC/TS 60695-6-2’ should read ‘AS 60695.6.2’. 

(c) A full point should be substituted for a comma when referring to a decimal marker. 

(d) Any French text on figures should be ignored. 

The terms ‘normative’ and ‘informative’ are used to define the application of the annex to 

which they apply. A normative annex is an integral part of a standard, whereas an informative 

annex is only for information and guidance. 

Any International Standard referenced should be replaced by an equivalent Australian Standard 

where one is available. The availability of equivalent Australian Standards can be determined 

either from the Standards Web Shop at www.standards.com.au or from the annual printed 

catalogue of Australian Standards. 
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v

INTRODUCTION 

The risk of fire needs to be considered in any electrical circuit, and the objective of 
component, circuit and equipment design, and the choice of materials, is to reduce the 
likelihood of fire, even in the event of foreseeable abnormal use, malfunction or failure. 

Electrotechnical products, primarily as victims of fire, may nevertheless contribute to the fire. 
One of the contributing hazards is the release of smoke, which may cause loss of vision 
and/or disorientation which could impede escape from the building, or fire fighting. 

This technical specification describes smoke test methods in common use to assess the 
smoke release from electrotechnical products, or from materials used in electrotechnical 
products. It forms part of the IEC 60695-6 series which gives guidance to product committees 
wishing to incorporate test methods for smoke obscuration in product standards. 
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1

STANDARDS AUSTRALIA 

 

Australian Standard 

Fire hazard testing 
Part 6.2: Smoke obscuration—Summary and relevance of test methods 

 

1 Scope 

This technical specification gives a summary of the test methods that are used in the 
assessment of smoke obscuration. It presents a brief summary of static and dynamic test 
methods in common use, either as international standards or national or industry standards. It 
includes special observations on their relevance to electrotechnical products and their 
materials and to fire scenarios, and it gives recommendations on their use. 

One of the responsibilities of a technical committee is, wherever applicable, to make use of 
basic safety publications in the preparation of its publications. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 60695-4:2005, Fire hazard testing – Part 4: Terminology concerning fire tests  

IEC 60695-6-1, Fire hazard testing – Part 6-1: Smoke obscuration – General guidance  

IEC 61034-1, Measurement of smoke density of cables burning under defined conditions – 
Part 1: Test apparatus 

IEC Guide 104, The preparation of safety publications and the use of basic safety publications 
and group safety publications 

ISO/IEC 13943:2000, Fire safety – Vocabulary 

ISO/IEC Guide 51, Safety aspects – Guidelines for their inclusion in standards 

ISO 5725-2, Accuracy (trueness and precision) of measurement methods and results – Part 2: 
Basic method for the determination of repeatability and reproducibility of a standard 
measurement method 

ISO/TR 9122-1:1989, Toxicity testing of fire effluents – Part 1: General 1 

NF C20-902-1, Fire hazard testing – Test methods – Determination of smoke opacity without 
air change – Part 1: Methodology and test devices 

                                                      

1 This document has been withdrawn. A
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2

NF C20-902-2, Fire hazard testing – Test methods – Determination of smoke opacity without 
air change – Part 2: Test methods for materials used in electric cables and in optical fibre 
cables 

3 Terms and definitions 

For the purposes of this document the following definitions apply, some of which are taken 
from ISO/IEC 13943 and IEC 60695-4. 

3.1 
combustion 
exothermic reaction of a substance with an oxidiser 

NOTE Combustion generally emits effluent accompanied by flames and/or visible light. 

[ISO/IEC 13943, definition 23] 

3.2 
extinction area of smoke 
product of the extinction coefficient and the volume occupied by the smoke 

NOTE It is a measure of the amount of smoke. 

[IEC 60695-4, definition 3.17] 

3.3 
extinction coefficient of smoke 
natural logarithm of the opacity of smoke divided by the path length of the light used to 
measure the smoke opacity 

[IEC 60695-4, definition 3.18] 

3.4 
fire 
a) process of combustion characterized by the emission of heat and effluent accompanied 

by smoke, and/or flame, and/or glowing; 

b) rapid combustion spreading uncontrolled in time and space 

[IEC 60695-4, definition 3.19] 

3.5 
fire effluent 
the total gaseous, particulate or aerosol effluent from combustion or pyrolysis 

[IEC 60695-4, definition 3.23] 

3.6 
fire hazard 
potential for injury or loss of life and/or damage to property from fire 

[IEC 60695-4, definition 3.26] 

3.7 
fire model 
procedure or process intended to represent, predict or reproduce one or more phases of a 
fire, or the transition between phases 

[ISO/IEC 13943, definition 51] 
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3.8 
fire scenario 
detailed description of conditions, including environmental, of one or more stages from before 
ignition to after completion of combustion in an actual fire at a specific location or in a real-
scale simulation 

[ISO/IEC 13943, definition 58] 

3.9 
heat flux 
amount of thermal energy emitted, transmitted or received per unit area and unit time 

NOTE  It is expressed in watts per square metre. 

[ISO/IEC 13943, definition 85] 

3.10 
ignition 
initiation of combustion 

NOTE The term "ignition" in French has a very different meaning [state of body combustion]. 

[ISO/IEC 13943, definition 96] 

3.11 
mass optical density of smoke 

optical density multiplied by a factor, V / (L × ∆m), where V is the volume of the test chamber, 

∆m is the mass loss of the test specimen and L is the light path length 

3.12 
optical density of smoke  
common logarithm of the opacity of smoke (lg(I/T)) (see also specific optical density) 

[IEC 60695-4, definition 3.68] 

3.13 
real-scale test 
test which simulates an end-use situation in both size and surroundings 

[IEC 60695-4, definition 3.73] 

3.14 
small-scale test 
test which may be made on a typical laboratory bench 

[IEC 60695-4, definition 3.77] 

3.15 
smoke 
visible suspension of solid and/or liquid particles in gases resulting from combustion or 
pyrolysis 

[IEC 60695-4, definition 3.79] 

3.16 
smoke obscuration 
reduction in visibility due to smoke 

[IEC 60695-4, definition 3.80] 

3.17 
smoke production rate 
extinction area of smoke produced, per unit time, by the combustion of a material under 
specified test conditions 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 60695.6.2-2006

http://avadocuments2026.com/doc/as-60695-6-2-2006
http://avadocuments2026.com/doc/as-60695-6-2-2006


 

© Standards Australia  www.standards.org.au 
 

4

3.18 
smoke release rate 
see "smoke production rate" 

3.19 
specific extinction area of smoke 
extinction area of smoke divided by the mass loss of the test specimen 

[IEC 60695-4, definition 3.83] 

3.20 
specific optical density of smoke 
optical density multiplied by a geometric factor V /AL, where V is the volume of the test 
chamber, A is the exposed surface area of the test specimen and L is the light path length. 

NOTE The use of the term ‘specific’ does not, in this case, denote 'per unit mass’ but rather denotes a 
dimensionless quantity associated with a particular test apparatus and exposed surface area of the test specimen. 

3.21 
visibility 
maximum distance at which an object of defined size, brightness and contrast can be seen 
and recognized 

4 Classification of test methods 

4.1 General 

The classification of the test method is characterised by whether it is static or dynamic and/or 
the type of test specimen. 

4.2 Fire model 

The amount and rate of smoke released from a given material or product is not an inherent 
property of that material or product, but is critically dependant on the conditions under which 
that material or product is burnt. Decomposition temperature and amount of ventilation are the 
main variables which affect the composition of fire effluent, and hence the amount and rate of 
smoke release. 

It is critical to show that the test conditions defined in a standardised test method (the fire 
model) are relevant to, and replicate the desired stage of a real fire. ISO has published a 
general classification of fire stages in ISO/TR 9122-1, shown as Table 1. The important 
factors affecting smoke production are oxygen concentration and irradiance/temperature. 

4.3 Static test method 

A static smoke test is one in which the smoke generated is allowed to accumulate within the 
test chamber. Some re-circulation and secondary combustion of smoke particles may occur. 
The smoke obscuration may be affected by deposition, agglomeration, stirring and 
progressive oxygen depletion. 

4.4 Dynamic test method 

A dynamic smoke test is one in which there is a continuous flow of fire effluent through the 
measuring device without re-circulation. In this test, the smoke particles generated are not 
allowed to accumulate and are dispersed in the controlled air flow through the test apparatus. 
Decay of the smoke can occur in a dynamic test, and may involve coagulation of particles 
and/or their deposition on cooling. 
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