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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about Standards can be found by visiting the Standards Web 
Shop at www.standards.com.au and looking up the relevant Standard in the on-line 
catalogue. 

Alternatively, the printed Catalogue provides information current at 1 January each 
year, and the monthly magazine, The Global Standard, has a full listing of revisions 
and amendments published each month. 

Australian StandardsTM and other products and services developed by Standards 
Australia are published and distributed under contract by SAI Global, which 
operates the Standards Web Shop. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Contact us via email at mail@standards.org.au, or write to the Chief 
Executive, Standards Australia, GPO Box 476, Sydney, NSW 2001. 

 

This Standard was issued in draft form for comment as DR 03080.
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PREFACE 

This Standard was prepared by the Standards Australia Committee EL-048, Wind Turbine 

Systems. 

The objective of this Standard is to provide owners and operators of wind turbine systems and 

electricity distributors with a uniform methodology for consistency and accuracy in the 

measurement and assessment of the power quality characteristics of grid connected wind 

turbines. 

This Standard has been reproduced from IEC 61400-21 Ed.1.0 (2001), Wind turbine generator 

systems, Part 21: Measurement and assessment of power quality characteristics of grid 

connected wind turbines. An informative annex, ZA, has been added to assist users understand 

the effects of wind turbines on power quality. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number does not appear on each page of text and its identity is shown only on the 

cover and title page. 

(b) In the source text ‘this part of IEC 61400’ should read ‘this part of AS 61400’. 

(c) A full point should be substituted for a comma when referring to a decimal marker. 

(d) The term ‘rated active power Pn’ should be substituted for ‘rated power Pn’. 

To assist users of this Standard, the following explanations of some terms used in the Standard 

are provided: 

Flicker: Impression of unsteadiness of visual sensation induced by a light stimulus 

whose luminance or spectral distribution fluctuates with time as a result of 

short duration fluctuations in the voltage of the electrical supply to the light 

source. 

Power quality: A term used to describe the performance of a power supply at a given point 

in the electricity supply system. The term covers the variability of the 

system characteristics, mainly in regard to voltage, current and voltage 

waveform and frequency. 

The terms ‘normative’ and ‘informative’ are used to define the application of the annex to 

which they apply. A normative annex is an integral part of a standard, whereas an informative 

annex is only for information and guidance. 

 

 

 

 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 61400.21-2006

http://www.avadocuments.com/doc/as-61400-21-2006
http://www.avadocuments.com/doc/as-61400-21-2006


 

 

iii

CONTENTS 

Page 

1 Scope .............................................................................................................................. 1 

2 Normative references ....................................................................................................... 2 

3 Definitions........................................................................................................................ 3 

4 Symbols and units............................................................................................................ 6 

5 Abbreviations ................................................................................................................... 7 

6 Wind turbine power quality characteristic parameters....................................................... 7 

6.1 General................................................................................................................... 7 

6.2 Rated data .............................................................................................................. 7 

6.3 Maximum permitted power ...................................................................................... 7 

6.4 Maximum measured power ..................................................................................... 7 

6.5 Reactive power ....................................................................................................... 8 

6.6 Voltage fluctuations ................................................................................................ 8 

6.6.1 Continuous operation .................................................................................. 8 

6.6.2 Switching operations ................................................................................... 8 

6.7 Harmonics .............................................................................................................. 9 

7 Measurement procedures................................................................................................. 9 

7.1 General................................................................................................................... 9 

7.1.1 Test conditions.......................................................................................... 10 

7.1.2 Test equipment ......................................................................................... 11 

7.2 Rated data ............................................................................................................ 12 

7.3 Maximum permitted power .................................................................................... 12 

7.4 Maximum measured power ................................................................................... 12 

7.5 Reactive power ..................................................................................................... 12 

7.6 Voltage fluctuations .............................................................................................. 13 

7.6.1 Fictitious grid ............................................................................................ 13 

7.6.2 Continuous operation ................................................................................ 14 

7.6.3 Switching operations ................................................................................. 17 

7.7 Harmonics ............................................................................................................ 19 

8 Assessment of power quality .......................................................................................... 19 

8.1 General................................................................................................................. 19 

8.2 Steady-state voltage ............................................................................................. 20 

8.3 Voltage fluctuations .............................................................................................. 20 

8.3.1 Continuous operation ................................................................................ 21 

8.3.2 Switching operations ................................................................................. 21 

8.4 Harmonics ............................................................................................................ 22 

Annex A (informative)  Sample report format ........................................................................ 24 

A.1 General data ......................................................................................................... 25 

A.2 Rated data ............................................................................................................ 25 

A.3 Maximum permitted power .................................................................................... 25 

A.4 Maximum measured power ................................................................................... 25 

A.5 Reactive power ..................................................................................................... 26 

A.6 Voltage fluctuations .............................................................................................. 26 

A.7 Harmonics ............................................................................................................ 28 

Annex B (informative)  Voltage fluctuations and flicker ......................................................... 29 A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 61400.21-2006

http://www.avadocuments.com/doc/as-61400-21-2006
http://www.avadocuments.com/doc/as-61400-21-2006


 

 

iv

B.1 Continuous operation ............................................................................................ 29 

B.2 Switching operations ............................................................................................. 30 

B.3 Weighting of flicker coefficients............................................................................. 31 

B.4 Deduction of definitions......................................................................................... 35 

Annex ZA (informative)  Wind turbine properties and their effects on power quality .............. 37 

ZA.1 General................................................................................................................. 37 

ZA.2 Effects on the network .......................................................................................... 37 

ZA.3 Effects from the network ....................................................................................... 37 

Bibliography ......................................................................................................................... 38 

 

 

 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 61400.21-2006

http://www.avadocuments.com/doc/as-61400-21-2006
http://www.avadocuments.com/doc/as-61400-21-2006


 

 

v

INTRODUCTION 

The purpose of this part of IEC 61400 is to provide a uniform methodology that will ensure 
consistency and accuracy in the measurement and assessment of power quality 
characteristics of grid connected wind turbines (WTs). In this respect the term power quality 
includes those electric characteristics of the WT that influence the voltage quality of the grid 
to which the WT is connected. The standard has been prepared with the anticipation that it 
would be applied by: 

• the WT manufacturer striving to meet well-defined power quality characteristics; 

• the WT purchaser in specifying such power quality characteristics; 

• the WT operator who may be required to verify that stated, or required power quality 
characteristics are met; 

• the WT planner or regulator who must be able to accurately and fairly determine the 
impact of a WT on the voltage quality to ensure that the installation is designed so that 
voltage quality requirements are respected; 

• the WT certification authority or component testing organization in evaluating the power 
quality characteristics of the wind turbine type; 

• the planner or regulator of the electric network who must be able to determine the grid 
connection required for a WT. 

This standard provides recommendations for preparing the measurements and assessment 
of power quality characteristics of grid connected WTs. The standard will benefit those 
parties involved in the manufacture, installation planning, obtaining of permission, operation, 
utilization, testing and regulation of WTs. The measurement and analysis techniques 
recommended in this standard should be applied by all parties to ensure that the continuing 
development and operation of WTs are carried out in an atmosphere of consistent and 
accurate communication. 

This standard presents measurement and analysis procedures expected to provide consistent 
results that can be replicated by others 
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1

STANDARDS AUSTRALIA 

 

Australian Standard 

Wind turbines 
Part 21: Measurement and assessment of power quality characteristics of 

grid connected wind turbines 

 

Any table, figure or text of the international standard that is struck through is not part of this 
standard. Any Australian table, figure or text that is added is part of this standard and is 
identified by shading. 

1 Scope 

This part of IEC 61400 includes: 

• definition and specification of the quantities to be determined for characterizing the 
power quality of a grid connected wind turbine; 

• measurement procedures for quantifying the characteristics; 

• procedures for assessing compliance with power quality requirements, including 
estimation of the power quality expected from the wind turbine type when deployed at a 
specific site, possibly in groups. 

The measurement procedures are valid for single wind turbines with a three-phase grid 
connection, and as long as the wind turbine is not operated to actively control the frequency 
or voltage at any location in the network. The measurement procedures are valid for any size 
of wind turbine, though this standard only requires wind turbine types intended for PCC at MV 
or HV to be tested and characterized as specified in this standard.  

The measured characteristics are valid for the specific configuration of the assessed wind 
turbine only. Other configurations, including altered control parameters that cause the wind 
turbine to behave differently with respect to power quality, require separate assessment. 

The measurement procedures are designed to be as non-site-specific as possible, so that 
power quality characteristics measured at for example a test site can be considered valid also 
at other sites.  

The procedures for assessing compliance with power quality requirements are valid for wind 

turbines with PCC at MV or HV in power systems with fixed frequency within ±1 Hz, and 
sufficient active and reactive power regulation capabilities and sufficient load to absorb the 
wind power production. In other cases, the principles for assessing compliance with power 
quality requirements may still be used as a guide. 

NOTE 1 This standard uses the following terms for system voltage: 

– low voltage (LV) refers to Un ≤ 1 kV; 

– medium voltage (MV) refers to 1 kV < Un ≤ 35 kV; 

– high voltage (HV) refers to Un > 35 kV. 

NOTE FOR AUSTRALIA: These definitions for voltage values are different from those in AS/NZS 3000:2000. 
AS/NZS 3000:2000 only has definitions for extra-low voltage, low voltage and high voltage. It is understood that the 
definition for medium voltage in this Standard is a common industry term used in some countries and 
organizations. 

NOTE 2 The issue of interharmonics is not addressed in this standard, though it is under consideration awaiting 
proper measurement and assessment procedures to be established by the appropriate IEC committee. 
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2 Normative references 

The following normative documents contain provisions which, through reference in this text, 
constitute provisions of this part of IEC 61400. For dated references, subsequent 
amendments to, or revisions of, any of these publications do not apply. However, parties to 
agreements based on this part of IEC 61400 are encouraged to investigate the possibility of 
applying the most recent editions of the normative documents indicated below. For undated 
references, the latest edition of the normative document referred to applies. Members of IEC 
and ISO maintain registers of currently valid International Standards. 

References to International Standards that are struck through in this Clause are replaced by 
references to equivalent Australian or Australian/New Zealand Standards that are listed 
immediately thereafter and identified by shading. Any Australian or Australian/New Zealand 
Standard that is identical to the International Standard it replaces is appropriately identified. 

IEC 60034-1, Rotating electrical machines – Part 1: Rating and performance 

AS 1359.101, Rotating electrical machines—General requirements—Rating and performance 
(identical to IEC 60034-1:1996) 

IEC 60044-1, Instrument transformers – Part 1: Current transformers 

AS 60044.1, Instrument transformers, Part 1: Current transformers 

IEC 60050(161), International Electrotechnical Vocabulary (IEV) – Chapter 161: 
Electromagnetic compatibility 

IEC 60050(393), International Electrotechnical Vocabulary (IEV) – Chapter 393: Nuclear 
instrumentation: Physical phenomena and basic concepts 

IEC 60050(415), International Electrotechnical Vocabulary (IEV) – Chapter 415: Wind turbine 
generator systems  

IEC 60186, Voltage transformers  
Amendment 1 (1988) 
Amendment 2 (1995) 

IEC 60688, Electrical measuring transducers for converting a.c. electrical quantities to 
analogue or digital signals 

IEC 61000-4-7, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement 
techniques – Section 7: General guide on harmonics and interharmonics measurements and 
instrumentation, for power supply systems and equipment connected thereto 

AS/NZS 61000.4.7, Electromagnetic compatibility (EMC)—Testing and measurement 
techniques—General guide on harmonics and interharmonics measurements and 
instrumentation, for power supply systems and equipment connected thereto 

IEC 61000-4-15, Electromagnetic compatibility (EMC) – Part 4: Testing and measurement 
techniques – Section 15: Flickermeter – Functional and design specifications 

AS/NZS 61000.4.15, Electromagnetic compatibility (EMC)—Testing and measurement 
techniques—Flickermeter—Functional and design specifications (identical to 
IEC 61000-4-15:2003) 

IEC 61800-3, Adjustable speed electrical power drive systems – Part 3: EMC product 
standard including specific test methods A
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AS 61800.3, Adjustable speed electrical power drive systems—EMC requirements and 
specific test methods (identical to IEC 61800-3:2004) 

3 Definitions 

For the purpose of this part of IEC 61400, the following definitions apply. 

3.1 
continuous operation (for wind turbines) 
normal operation of the wind turbine excluding start-up and shutdown operations 

3.2 
cut-in wind speed (for wind turbines) 
lowest wind speed at hub height at which the wind turbine starts to produce power 

[IEV 415-03-05] 

3.3 
flicker coefficient for continuous operation (for wind turbines) 
a normalized measure of the flicker emission during continuous operation of the wind turbine: 

( )
n

fick,

ficst,k
S

S
Pc ⋅=ψ  

where 

Pst,fic is the flicker emission from the wind turbine on the fictitious grid; 

Sn  is the rated apparent power of the wind turbine; 

Sk,fic  is the short-circuit apparent power of the fictitious grid. 

NOTE The flicker coefficient for continuous operation is the same for a short-term (10 min) and long-term period 
(2 h).  

3.4 
flicker step factor (for wind turbines) 
a normalized measure of the flicker emission due to a single switching operation of the wind 
turbine: 

31,0

pficst,

n

fick,

kf
130

1
)( TP

S

S
k ⋅⋅⋅=ψ  

where 

Tp  is the measurement period, long enough to ensure that the transient of the switching 
operation has abated, though limited to exclude possible power fluctuations due to 
turbulence; 

Pst,fic  is the flicker emission from the wind turbine on the fictitious grid; 

Sn  is the rated apparent power of the wind turbine; 

Sk,fic  is the short-circuit apparent power of the fictitious grid. 

3.5 
maximum permitted power (for wind turbines) 
the 10 min average power from the wind turbine that must not be exceeded irrespective of 
weather and grid conditions 

3.6 
maximum measured power (for wind turbines) 
that power (with a specified averaging time) which is observed during continuous operation of 
the wind turbine  A
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3.7 
network impedance phase angle 
phase angle of network short-circuit impedance:  

)(arctan
kkk

RX=ψ  

where  

Xk  is the network short-circuit reactance; 

Rk  is the network short-circuit resistance. 

3.8 
normal operation (for wind turbines) 
fault free operation complying with the description in the wind turbine manual  

[IEV 393-08-12, modified] 

3.9 
output power (for wind turbines) 
electric active power delivered by the wind turbine at its terminals  

[IEV 415-04-02, modified] 

3.10 
point of common coupling (PCC) 
point of a power supply network, electrically nearest to a particular load, at which other loads 
are, or may be, connected  

NOTE 1 These loads can be either devices, equipment or systems, or distinct customer's installations. 

NOTE 2 In some applications, the term “point of common coupling” is restricted to public networks.  

[IEV 161-07-15, modified] 

3.11 
power collection system (for wind turbines) 
electrical system that collects the power from a wind turbine and feeds it into an electrical 
supply network  

[IEV 415-04-06, modified] 

3.12 
rated apparent power (for wind turbines) 
the apparent power from the wind turbine while operating at rated power and nominal voltage 
and frequency: 

2

n

2

nn
QPS +=  

where 

Pn is the rated power; 

Qn is the corresponding reactive power. 

3.13 
rated current (for wind turbines)  
the current from the wind turbine while operating at rated power and nominal voltage and 
frequency 

3.14 
rated power (for wind turbines)  
maximum continuous electric output power which a wind turbine is designed to achieve under 
normal operating conditions  

[IEV 415-04-03, modified] A
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3.15 
rated wind speed (for wind turbines)  
wind speed at which a wind turbine’s rated power is achieved  

[IEV 415-03-04, modified] 

3.16 
rated reactive power (for wind turbines) 
the reactive power from the wind turbine while operating at rated power and nominal voltage 
and frequency  

3.17 
standstill (for wind turbines) 
condition of a wind turbine that is stopped  

[IEV 415-01-15, modified] 

3.18 
start-up (for wind turbines) 
transitional state of a wind turbine between standstill and power production 

3.19 
switching operation (for wind turbines) 
start-up or switching between generators  

3.20 
turbulence intensity  
ratio of the wind speed standard deviation to the mean wind speed, determined from the same 
set of measured data samples of wind speed, and taken over a specified period of time  

[IEV 415-03-25] 

3.21 
voltage change factor (for wind turbines) 
a normalized measure of the voltage change due to a switching operation of the wind turbine: 

n

fick,

n

minfic,maxfic,

ku 3)(
S

S

U

UU
k ⋅

−

⋅=ψ  

where 

Ufic,min and Ufic,max  are the minimum and maximum one period RMS value of the phase-
to-neutral voltage on the fictitious grid during the switching operation; 

Un  is the nominal phase-to-phase voltage; 

Sn  is the rated apparent power of the wind turbine; 

Sk,fic  is the short-circuit apparent power of the fictitious grid. 

NOTE The voltage change factor ku is similar to ki being the ratio between the maximum inrush current and the 

rated current, though ku is a function of the network impedance phase angle. The highest value of ku will be 

numerically close to ki. 

3.22 
wind turbine (WT)  
system which converts kinetic wind energy into electric energy  

3.23 
wind turbine terminals 
a point being a part of the WT and identified by the WT supplier at which the WT may be 
connected to the power collection system 
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4 Symbols and units 

In this standard, the following symbols and units are used. 

n

dyn

U

U∆
 maximum permitted voltage change (%) 

ψk  network impedance phase angle (degrees) 

αm(t) electrical angle of the fundamental of the measured voltage (degrees)  

β exponent associated with summation of harmonics 

c(ψk) flicker coefficient for continuous operation  

d  relative voltage change (%)  

EPlti long-term flicker emission limit  

EPsti short-term flicker emission limit 

fg fundamental grid frequency (Hz) 

fm,i frequency of occurrence of flicker coefficient values within the i’th wind speed bin  

fy,i frequency of occurrence of wind speeds within the i’th wind speed bin  

h harmonic order  

Ih,i h’th order harmonic current distortion of i’th wind turbine (A) 

im(t) measured instantaneous current (A) 

In rated current (A) 

kf(ψk) flicker step factor  

ki ratio of maximum inrush current and rated current  

ku(ψk) voltage change factor  

Lfic inductance of fictitious grid (H) 

N10 maximum number of one type of switching operations within a 10 min period  

N120 maximum number of one type of switching operations within a 120 min period  

Nbin total number of wind speed bins between v
cut-in 

and 15 m/s 

ni ratio of the transformer at the i’th wind turbine 

Nm total number of measured flicker coefficient values 

Nm,i number of measured flicker coefficient values within the i’th wind speed bin 

Nm,i,c<x number of flicker coefficient values less than x within the i’th wind speed bin 

Nwt  number of wind turbines  

P0,2 maximum measured power (0,2-second-average value) (W) 

P60 maximum measured power (60-second-average value) (W) 

Plt  long-term flicker disturbance factor  

Pmc maximum permitted power (W) 

Pn rated power of wind turbine (W) 

Pr(c<x) accumulated distribution of c
 

Pst short-term flicker disturbance factor  

Pst,fic short-term flicker disturbance factor at fictitious grid  

Q0,2 reactive power (0,2-second-average value) at P0,2 (var) 

Q60 reactive power (60-second-average value) at P60 (var) 

Qmc reactive power at Pmc (var) 

Qn rated reactive power of wind turbine (var)  

Rfic resistance of fictitious grid (Ω) 

S0,2 apparent power (0,2-second-average value) at P0,2 (VA) A
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S60 apparent power (60-second-average value) at P60 (VA) 

Sk short-circuit apparent power of grid (VA)  

Sk,fic short-circuit apparent power of the fictitious grid (VA)  

Smc apparent power at Pmc (VA) 

Sn rated apparent power of wind turbine (VA) 

Tp transient time period of a switching operation (s) 

u0(t) instantaneous phase-to-neutral voltage of an ideal voltage source (V)  

ufic(t) instantaneous phase-to-neutral voltage simulated at fictitious grid (V) 

Ufic,max maximum phase-to-neutral voltage at fictitious grid (V) 

Ufic,min minimum phase-to-neutral voltage at fictitious grid (V) 

Un nominal phase-to-phase voltage (V) 

va annual average wind speed (m/s) 

vcut-in cut-in wind speed (m/s) 

vi mid-point of the i’th wind speed bin 

wi weighting factor for the i’th wind speed bin  

Xfic reactance of fictitious grid (Ω) 

5 Abbreviations 

The following abbreviations are used in this standard. 

A/D converter analogue to digital converter 

HV high voltage 

LV low voltage 

MV medium voltage 

PCC point of common coupling 

RMS root mean square 

WT wind turbine 

6 Wind turbine power quality characteristic parameters 

6.1 General 

This clause gives the quantities that shall be stated for characterizing the power quality of a 
wind turbine. A sample report format is given in annex A.  

Generator sign convention shall be used, i.e. the positive direction of the power flow is 
assumed to be from the wind turbine and to the grid.  

6.2 Rated data 

The rated data of the wind turbine shall be specified, including Pn, Qn, Sn, Un and In.  

NOTE The rated data are used only for normalizing purposes in this standard.  

6.3 Maximum permitted power 

The maximum permitted power Pmc of the wind turbine (permitted by the control system) shall 
be specified. 

6.4 Maximum measured power 

The maximum measured power of the wind turbine shall be specified both as a 60 s average 
value, P60 and as a 0,2 s average value, P0,2. 
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