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PREFACE 

This Standard was prepared by the Standards Australia Committee IT-006, Industrial Process 

Measurement, Control and Automation, to supersede AS 61508.3—1999. 

The objective of this revision is to adopt the current edition of IEC 61508-3. 

This Standard is identical with, and has been reproduced from IEC 61508-3 Ed.2.0 (2010), 

Functional safety of electrical/electronic/programmable electronic safety-related systems—

Part 3: Software requirements. 

As this Standard is reproduced from an international standard, the following applies: 

(a) Its number appears on the cover and title page while the international standard number 

appears only on the cover. 

(b) In the source text ‘part of the IEC 61508 series’ should read ‘this Australian Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 

References to International Standards should be replaced by references to Australian or 

Australian/New Zealand Standards, as follows: 

Reference to International Standard  Australian Standard 

IEC   AS  

61508 Functional safety of 

electrical/electronic/programmable 

electronic safety-related systems 

 61508 Functional safety of 

electrical/electronic/programmable 

electronic safety-related systems 

61508-1 Part 1: General requirements  61508.1 Part 1: General requirements 

61508-2 Part 3: Requirements for 

electrical/electronic/programmable 

electronic safety-related systems 

 61508.2 Part 3: Requirements for 

electrical/electronic/programmable 

electronic safety-related systems 

61508-4 Part 4: Definitions and  

abbreviations 

 61508.4 Part 4: Definitions and  

abbreviations 

Only international references that have been adopted as Australian Standards have been listed. 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the 

application of the annex to which they apply. A ‘normative’ annex is an integral part of a 

Standard, whereas an ‘informative’ annex is only for information and guidance. 
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INTRODUCTION 

Systems comprised of electrical and/or electronic elements have been used for many years to 
perform safety functions in most application sectors. Computer-based systems (generically 
referred to as programmable electronic systems) are being used in all application sectors to 
perform non-safety functions and, increasingly, to perform safety functions. If computer 
system technology is to be effectively and safely exploited, it is essential that those 
responsible for making decisions have sufficient guidance on the safety aspects on which to 
make these decisions. 

This International Standard sets out a generic approach for all safety lifecycle activities for 
systems comprised of electrical and/or electronic and/or programmable electronic (E/E/PE) 
elements that are used to perform safety functions. This unified approach has been adopted 
in order that a rational and consistent technical policy be developed for all electrically-based 
safety-related systems. A major objective is to facilitate the development of product and 
application sector international standards based on the IEC 61508 series.  

NOTE 1 Examples of product and application sector international standards based on the IEC 61508 series are 
given in the bibliography (see references [1], [2] and [3]). 

In most situations, safety is achieved by a number of systems which rely on many 
technologies (for example mechanical, hydraulic, pneumatic, electrical, electronic, programmable 
electronic). Any safety strategy must therefore consider not only all the elements within an 
individual system (for example sensors, controlling devices and actuators) but also all the 
safety-related systems making up the total combination of safety-related systems. Therefore, 
while this International Standard is concerned with E/E/PE safety-related systems, it may also 
provide a framework within which safety-related systems based on other technologies may be 
considered. 

It is recognized that there is a great variety of applications using E/E/PE safety-related 
systems in a variety of application sectors and covering a wide range of complexity, hazard 
and risk potentials. In any particular application, the required safety measures will be 
dependent on many factors specific to the application. This International Standard, by being 
generic, will enable such measures to be formulated in future product and application sector 
international standards and in revisions of those that already exist. 

This International Standard 

– considers all relevant overall, E/E/PE system and software safety lifecycle phases (for 
example, from initial concept, through design, implementation, operation and maintenance 
to decommissioning) when E/E/PE systems are used to perform safety functions; 

– has been conceived with a rapidly developing technology in mind; the framework is 
sufficiently robust and comprehensive to cater for future developments; 

– enables product and application sector international standards, dealing with E/E/PE 
safety-related systems, to be developed; the development of product and application 
sector international standards, within the framework of this standard, should lead to a high 
level of consistency (for example, of underlying principles, terminology etc.) both within 
application sectors and across application sectors; this will have both safety and economic 
benefits; 

– provides a method for the development of the safety requirements specification necessary 
to achieve the required functional safety for E/E/PE safety-related systems; 

– adopts a risk-based approach by which the safety integrity requirements can be 
determined; 

– introduces safety integrity levels for specifying the target level of safety integrity for the 
safety functions to be implemented by the E/E/PE safety-related systems; 

NOTE 2 The standard does not specify the safety integrity level requirements for any safety function, nor does it 
mandate how the safety integrity level is determined. Instead it provides a risk-based conceptual framework and 
example techniques. 
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– sets target failure measures for safety functions carried out by E/E/PE safety-related 
systems, which are linked to the safety integrity levels; 

– sets a lower limit on the target failure measures for a safety function carried out by a 
single E/E/PE safety-related system. For E/E/PE safety-related systems operating in 
– a low demand mode of operation, the lower limit is set at an average probability of a 

dangerous failure on demand of 10–5; 
– a high demand or a continuous mode of operation, the lower limit is set at an average 

frequency of a dangerous failure of 10–9 [h-1]; 

NOTE 3 A single E/E/PE safety-related system does not necessarily mean a single-channel architecture. 

NOTE 4 It may be possible to achieve designs of safety-related systems with lower values for the target safety 
integrity for non-complex systems, but these limits are considered to represent what can be achieved for relatively 
complex systems (for example programmable electronic safety-related systems) at the present time. 

– sets requirements for the avoidance and control of systematic faults, which are based on 
experience and judgement from practical experience gained in industry. Even though the 
probability of occurrence of systematic failures cannot in general be quantified the 
standard does, however, allow a claim to be made, for a specified safety function, that the 
target failure measure associated with the safety function can be considered to be 
achieved if all the requirements in the standard have been met;  

– introduces systematic capability which applies to an element with respect to its confidence 
that the systematic safety integrity meets the requirements of the specified safety integrity 
level; 

– adopts a broad range of principles, techniques and measures to achieve functional safety 
for E/E/PE safety-related systems, but does not explicitly use the concept of fail safe. 
However, the concepts of “fail safe” and “inherently safe” principles may be applicable and 
adoption of such concepts is acceptable providing the requirements of the relevant 
clauses in the standard are met.  
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FUNCTIONAL SAFETY OF ELECTRICAL/ELECTRONIC/ 
PROGRAMMABLE ELECTRONIC SAFETY-RELATED SYSTEMS –  

 
Part 3: Software requirements 

 
 
 

1 Scope  

1.1 This part of the IEC 61508 series  

a) is intended to be utilized only after a thorough understanding of IEC 61508-1 and 
IEC 61508-2; 

b) applies to any software forming part of a safety-related system or used to develop a 
safety-related system within the scope of IEC 61508-1 and IEC 61508-2. Such software is 
termed safety-related software (including operating systems, system software, software in 
communication networks, human-computer interface functions, and firmware as well as 
application software); 

c) provides specific requirements applicable to support tools used to develop and configure a 
safety-related system within the scope of IEC 61508-1 and IEC 61508-2; 

d) requires that the software safety functions and software systematic capability are 
specified; 

NOTE 1 If this has already been done as part of the specification of the E/E/PE safety-related systems (see 7.2 of 
IEC 61508-2), then it does not have to be repeated in this part. 

NOTE 2 Specifying the software safety functions and software systematic capability is an iterative procedure; see 
Figures 3 and 6. 

NOTE 3 See Clause 5 and Annex A of IEC 61508-1 for documentation structure. The documentation structure 
may take account of company procedures, and of the working practices of specific application sectors. 

NOTE 4  Note: See 3.5.9 of IEC 61508-4 for definition of the term "systematic capability". 

e) establishes requirements for safety lifecycle phases and activities which shall be applied 
during the design and development of the safety-related software (the software safety 
lifecycle model). These requirements include the application of measures and techniques, 
which are graded against the required systematic capability, for the avoidance of and 
control of faults and failures in the software; 

f) provides requirements for information relating to the software aspects of system safety 
validation to be passed to the organisation carrying out the E/E/PE system integration;  

g) provides requirements for the preparation of information and procedures concerning 
software needed by the user for the operation and maintenance of the E/E/PE safety-
related system;  

h) provides requirements to be met by the organisation carrying out modifications to safety-
related software;  

i) provides, in conjunction with IEC 61508-1 and IEC 61508-2, requirements for support 
tools such as development and design tools, language translators, testing and debugging 
tools, configuration management tools;  

NOTE 4 Figure 5 shows the relationship between IEC 61508-2 and IEC 61508-3. 

j) Does not apply for medical equipment in compliance with the IEC 60601 series. 

1.2 IEC 61508-1, IEC 61598-2, IEC 61508-3 and IEC 61508-4 are basic safety publications, 
although this status does not apply in the context of low complexity E/E/PE safety-related 
systems (see 3.4.3 of IEC 61508-4). As basic safety publications, they are intended for use by 
technical committees in the preparation of standards in accordance with the principles 
contained in IEC Guide 104 and ISO/IEC Guide 51. IEC 61508-1, IEC 61508-2, IEC 61508-3 
and IEC 61508-4 are also intended for use as stand-alone publications. The horizontal safety 
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function of this international standard does not apply to medical equipment in compliance with 
the IEC 60601 series. 

1.3 One of the responsibilities of a technical committee is, wherever applicable, to make 
use of basic safety publications in the preparation of its publications. In this context, the 
requirements, test methods or test conditions of this basic safety publication will not apply 
unless specifically referred to or included in the publications prepared by those technical 
committees. 

1.4 Figure 1 shows the overall framework of the IEC 61508 series and indicates the role that 
IEC 61508-3 plays in the achievement of functional safety for E/E/PE safety-related systems. 
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Part 1
Specification of the system safety

requirements for the E/E/PE
safety-related systems

7.10

Part 1
Operation, maintenance,repair,

modification and retrofit,
decommissioning or disposal of
E/E/PE safety-related systems

7.15 - 7.17

Part 1
Allocation of the safety requirements
to the E/E/PE safety-related systems

7.6

Part 1
Installation,  commissioning
& safety validation of E/E/PE

safety-related systems

7.13 - 7.14

Part 1
Development of the overall

safety requirements
(concept, scope, definition,
hazard and r isk analysis)

7.1 to 7.5

Part 6
Guidelines for the

application of
Parts 2 & 3

Part 7
Overview of

techniques and
measures

Part 5
Example of methods
for the determination

of safety integri ty
levels

Technical Requirements Other Requirements

Part 2
Realisation phase

for E/E/PE
safety-related

systems

Part 3
Realisation phase
for  safety-related

software

Part 4
Definitions &
abbreviations

Part 1
Functional safety

assessment
Clause 8

Part 1
Documentation

Clause 5 &
Annex A

Part 1
Management of

functional safety
Clause 6

Figure 1 – Overall framework of the IEC 61508 series 
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Figure 2 – Overall safety lifecycle 

2 Normative references  

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

IEC 61508-1: 2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 1: General requirements 

1 Concept

2 Overall scope definition

3 Hazard and risk 
analysis

4 Overall safety 
requirements

5 Overall safety 
requirements allocation

6 Overall 
operation and 
maintenance 

planning

7 Overall 
safety 

validation 
planning

8 Overall 
installation and 
commissioning 

planning

Overall planning
9 E/E/PE system safety 

requirements specification

11 Other risk
reduction measures

Specification and 
Realisation

12 Overall installation and 
commissioning

13 Overall safety 
validation

14 Overall operation, 
maintenance and repair

16 Decommissioning or 
disposal

15 Overall modification 
and retrofit

Back to appropriate 
overall safety lifecycle 

phase

10 E/E/PE
safety-related systems

Realisation
(see E/E/PE system 

safety lifecycle)
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IEC 61508-2: 2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 2: Requirements for electrical/electronic/programmable electronic 
safety-related systems 

IEC 61508-4: 2010, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 4: Definitions and abbreviations 

IEC Guide 104:1997, The preparation of safety publications and the use of basic safety 
publications and group safety publications  

IEC/ISO Guide 51:1999, Safety aspects – Guidelines for their inclusion in standards  

3 Definitions and abbreviations 

For the purposes of this document, the definitions and abbreviations given in IEC 61508-4 
apply. 

4 Conformance to this standard 

The requirements for conformance to this standard are given in Clause 4 of IEC 61508-1. 

5 Documentation 

The objectives and requirements for documentation are given in Clause 5 of IEC 61508-1. 

6 Additional requirements for management of safety-related software 

6.1 Objectives 

The objectives are as detailed in 6.1 of IEC 61508-1. 

6.2 Requirements 

6.2.1 The requirements are as detailed in 6.2 of IEC 61508-1, with the following additional 
requirements. 

6.2.2 The functional safety planning shall define the strategy for software procurement, 
development, integration, verification, validation and modification to the extent required by the 
safety integrity level of the safety functions implemented by the E/E/PE safety-related system. 

NOTE The philosophy of this approach is to use the functional safety planning as an opportunity to customize this 
standard to take account of the required safety integrity for each safety function implemented by the E/E/PE safety-
related system.  

6.2.3 Software configuration management shall: 

a) apply administrative and technical controls throughout the software safety lifecycle, in 
order to manage software changes and thus ensure that the specified requirements for 
safety-related software continue to be satisfied; 

b) guarantee that all necessary operations have been carried out to demonstrate that the 
required software systematic capability has been achieved; 

c) maintain accurately and with unique identification all configuration items which are 
necessary to meet the safety integrity requirements of the E/E/PE safety-related system. 
Configuration items include at least the following: safety analysis and requirements; 
software specification and design documents; software source code modules; test plans 
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and results; verification documents; pre-existing software elements and packages which 
are to be incorporated into the E/E/PE safety-related system; all tools and development 
environments which are used to create or test, or carry out any action on, the software of 
the E/E/PE safety-related system; 

d) apply change-control procedures: 

• to prevent unauthorized modifications; to document modification requests;  

• to analyse the impact of a proposed modification, and to approve or reject the request;  

• to document the details of, and the authorisation for, all approved modifications;  

• to establish configuration baseline at appropriate points in the software development, 
and to document the (partial) integration testing of the baseline;  

• to guarantee the composition of, and the building of, all software baselines (including 
the rebuilding of earlier baselines). 

 NOTE 1 Management decision and authority is needed to guide and enforce the use of administrative and 
technical controls. 

 NOTE 2 At one extreme, an impact analysis may include an informal assessment. At the other extreme, an 
impact analysis may include a rigorous formal analysis of the potential adverse impact of all proposed changes 
which may be inadequately understood or implemented. See IEC 61508-7 for guidance on impact analysis. 

e) ensure that appropriate methods are implemented to load valid software elements and 
data correctly into the run-time system; 

 NOTE 3 This may include consideration of specific target location systems as well as general systems. 
Software other than application might need a safe loading method, e.g. firmware. 

f) document the following information to permit a subsequent functional safety audit: 
configuration status, release status, the justification (taking account of the impact 
analysis) for and approval of all modifications, and the details of the modification; 

g) formally document the release of safety-related software. Master copies of the software 
and all associated documentation and version of data in service shall be kept to permit 
maintenance and modification throughout the operational lifetime of the released software. 
NOTE 4 For further information on configuration management, see IEC 61508-7 

7 Software safety lifecycle requirements 

7.1 General 

7.1.1 Objective 

The objective of the requirements of this subclause is to structure the development of the 
software into defined phases and activities (see Table 1 and Figures 3 to 6). 

7.1.2 Requirements 

7.1.2.1 A safety lifecycle for the development of software shall be selected and specified 
during safety planning in accordance with Clause 6 of IEC 61508-1.  

7.1.2.2 Any software lifecycle model may be used provided all the objectives and 
requirements of this clause are met. 

7.1.2.3 Each phase of the software safety lifecycle shall be divided into elementary activities 
with the scope, inputs and outputs specified for each phase. 

NOTE See Figures 3, 4 and Table 1. 

7.1.2.4 Provided that the software safety lifecycle satisfies the requirements of Table 1, it is 
acceptable to tailor the V-model (see Figure 6) to take account of the safety integrity and the 
complexity of the project. 
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NOTE 1 A software safety lifecycle model which satisfies the requirements of this clause may be suitably 
customized for the particular needs of the project or organisation. The full list of lifecycle phases in Table 1 is 
suitable for large newly developed systems. In small systems, it might be appropriate, for example, to merge the 
phases of software system design and architectural design. 

NOTE 2 See Annex G for the characteristics of data-driven systems (e.g. full variability / limited variability 
programming languages, extent of data configuration) that may be relevant  when customising the software safety 
lifecycle.  

7.1.2.5 Any customisation of the software safety lifecycle shall be justified on the basis of 
functional safety. 

7.1.2.6 Quality and safety assurance procedures shall be integrated into safety lifecycle 
activities. 

7.1.2.7 For each lifecycle phase, appropriate techniques and measures shall be used. 
Annexes A and B provide a guide to the selection of techniques and measures, and 
references to IEC 61508-6 and IEC 61508-7. IEC 61508-6 and IEC 61508-7 give 
recommendations on specific techniques to achieve the properties required for systematic 
safety integrity. Selecting techniques from these recommendations does not guarantee by 
itself that the required safety integrity will be achieved. 

NOTE Success in achieving systematic safety integrity depends on selecting techniques with attention to the 
following factors:  

– the consistency and the complementary nature of the chosen methods, languages and tools for the whole 
development cycle; 

– whether the developers use methods, languages and tools they fully understand; 

– whether the methods, languages and tools are well-adapted to the specific problems encountered during 
development. 

7.1.2.8 The results of the activities in the software safety lifecycle shall be documented (see 
Clause 5). 

NOTE Clause 5 of IEC 61508-1 considers the documented outputs from the safety lifecycle phases. In the 
development of some E/E/PE safety-related systems, the output from some safety lifecycle phases may be a 
distinct document, while the documented outputs from several phases may be merged. The essential requirement 
is that the output of the safety lifecycle phase be fit for its intended purpose.  

7.1.2.9 If at any phase of the software safety lifecycle, a modification is required pertaining 
to an earlier lifecycle phase, then an impact analysis shall determine (1) which software 
modules are impacted, and (2) which earlier safety lifecycle activities shall be repeated. 

NOTE At one extreme, an impact analysis may include an informal assessment. At the other extreme, an impact 
analysis may include a rigorous formal analysis of the potential adverse impact of all proposed changes which may 
be inadequately understood or implemented. See IEC 61508-7 for guidance on impact analysis. 
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E/E/PE system safety lifecycle (in realisation phase) 

One E/E/PE safety 
lifecycle for each 

E/E/PE safety-related 
system To Box 12 in Figure 2

To Box 14 in Figure 2

E/E/PE system design
requirements specification

10.1

E/E/PE system
integration

10.4

E/E/PE system
safety validation

10.6

E/E/PE system design & 
development including 

ASICs & software 
(see Figure 3 of IEC 61508-2

& this standard) 

10.3E/E/PE system safety
validation planning

10.2

E/E/PE system installation,
commissioning, operation
& maintenance procedures

10.5

Box 10 in Figure 2 

10 

E/E/PE 
safety-related 

systems 
Realisation 

(see E/E/PE system 
safety lifecycle) 

 

Figure 3 – E/E/PE system safety lifecycle (in realisation phase) 

 

 

Figure 4 – Software safety lifecycle (in realisation phase) 
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Figure 5 – Relationship and scope for IEC 61508-2 and IEC 61508-3 

 

 
E/E/PE system 

safety 
requirements 
specification 

Software 
architecture 

Software safety 
requirements 
specification 

Software 
system design

Module 
design 

Module 
testing 

Validation 
testing 

Coding

Integration testing 
(components, 

subsystems and 
programmable 

electronics) 

Validation Validated 
software 

Output 

Verification 

Integration 
testing (module) 

E/E/PE system 
architecture 

 

 

Figure 6 – Software systematic capability and the development lifecycle (the V-model) 

E/E/PE system 
design requirements 

specification

E/E/PE system 
design requirements 

specification

E/E/PE
system 

architecture

Software safety 
requirements

Software design 
and 

development

Programmable electronics 
integration (hardware and 

software)

Hardware safety requirements 
specification

Programmable 
electronic hardware

Non-programmable 
hardware

Programmable 
electronics design
and development

Non-programmable 
hardware design
and development

E/E/PE
system 

integration

E/E/PE
system 

integration

Scope of 
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Scope of 
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Table 1 – Software safety lifecycle – overview 

Safety lifecycle  
phase 

Objectives Scope Require- 
ments 

subclause

Inputs 
(information 

required) 

Outputs 
(information 
produced) 

Figure 
4 box 

number 

Title      

10.1 Software 
safety 
requirements 
specification 

To specify the requirements for 
safety-related software in terms 
of the requirements for software 
safety functions and the 
requirements for software 
systematic capability; 

To specify the requirements for 
the software safety functions for 
each E/E/PE safety-related 
system necessary to implement 
the required safety functions; 

To specify the requirements for 
software systematic capability 
for each E/E/PE safety-related 
system necessary to achieve 
the safety integrity level 
specified for each safety 
function allocated to that 
E/E/PE safety-related system 

PE system;
software 
system 

7.2.2 E/E/PE safety 
requirements 
specification 
as developed 
during 
allocation (see 
IEC 61508-1) 

 

E/E/PE system 
safety 
requirements 
specification 
(from 
IEC 61508-2) 

software 
safety 
requirements 
specification 

10.2 Validation plan 
for software 
aspects of 
system safety 

To develop a plan for validating 
the software aspects of system 
safety 

PE system;
software 
system 

7.3.2 software safety 
requirements 
specification 

validation 
plan for 
software 
aspects of 
system 
safety 

10.3 Software 
design and 
development 

Architecture: 

To create a software 
architecture that fulfils the 
specified requirements for 
safety-related software with 
respect to the required safety 
integrity level; 

To evaluate the requirements 
placed on the software by the 
hardware architecture of the 
E/E/PE safety-related system, 
including the significance of 
E/E/PE hardware/software 
interactions for safety of the 
equipment under control 

PE system;
software 
system 

7.4.3 software safety 
requirements 
specification; 

E/E/PE system 
hardware 
architecture 
design (from 
IEC 61508-2) 

software 
architecture 
design; 

software 
architecture 
integration 
test 
specification;

software/ PE 
integration 
test 
specification 
(also 
required by 
IEC 61508-2)

10.3 Software  
design and 
development 

Support tools and programming 
languages: 

To select a suitable set of tools, 
including languages and 
compilers, run-time system 
interfaces,  user interfaces, and 
data formats and 
representations for the required 
safety integrity level, over the 
whole safety lifecycle of the 
software which assists 
verification, validation, 
assessment and modification 

PE system;
 
software 
system; 
 
support 
tools; 
 
programming 
language 

7.4.4 software safety 
requirements 
specification; 

software 
architecture 
design 

support tools 
and coding 
standards; 

selection of 
development 
tools 

 

18

www.standards.org.au © Standards Australia

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

13
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS 61508.3-2011

http://www.avadocuments.com/doc/as-61508-3-2011
http://www.avadocuments.com/doc/as-61508-3-2011


61508-3 © IEC:2010 – 19 – 

Table 1 (continued) 

Safety lifecycle  
phase 

Objectives Scope Require- 
ments 

subclause

Inputs 
(information 

required) 

Outputs 
(information 
produced) 

Figure 
4 box 

number 

Title      

10.3 Software  
design and 
development 

Detailed design and 
development (software system 
design): 

To design and implement 
software that fulfils the 
specified requirements for 
safety-related software with 
respect to the required safety 
integrity level, which is 
analysable and verifiable, and 
which is capable of being safely 
modified 

major 
elements 
and 
subsystems 
of software 
architectural 
design. 

7.4.5 software 
architecture 
design; 

support tools 
and coding 
standards. 

Software 
system 
design 
specification;

software 
system 
integration 
test 
specification.

10.3 Software  
design and 
development 

Detailed design and 
development (individual 
software module design): 

To design and implement 
software that fulfils the 
specified requirements for 
safety-related software with 
respect to the required safety 
integrity level, which is 
analysable and verifiable, and 
which is capable of being safely 
modified 

software 
system 
design 

7.4.5 software 
system design 
specification; 

support tools 
and coding 
standards 

software 
module 
design 
specification;

software 
module test 
specification 

10.3 Software  
design and 
development 

Detailed code implementation: 

To design and implement 
software that fulfils the 
specified requirements for 
safety-related software with 
respect to the required safety 
integrity level, which is 
analysable and verifiable, and 
which is capable of being safely 
modified 

individual 
software 
modules 

7.4.6 software 
module design 
specification; 

support tools 
and coding 
standards 

source code 
listing; 

code review 
report 

10.3 Software  
design and 
development 

Software module testing: 

To verify that the requirements 
for safety-related software (in 
terms of the required software 
safety functions and the 
software systematic capability) 
have been achieved 

To show that each software 
module performs its intended 
function and does not perform 
unintended functions 

To ensure, in so far as it is 
appropriate, that configuration 
of PE systems by data fulfils the 
specified requirements for the 
software systematic capability 

software 
modules 

7.4.7 software 
module test 
specification; 

source code 
listing; 

code review 
report 

software 
module test 
results; 

verified and 
tested 
software 
modules 
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Table 1 (continued) 

Safety lifecycle  
phase 

Objectives Scope Require- 
ments 

subclause

Inputs 
(information 

required) 

Outputs 
(information 
produced) 

Figure 
4 box 

number 

Title      

10.3 Software  
design and 
development 

Software integration testing:  

To verify that the requirements 
for safety-related software (in 
terms of the required software 
safety functions and the 
software systematic capability) 
have been achieved 

To show that all software 
modules, elements and 
subsystems interact correctly to 
perform their intended function 
and do not perform unintended 
functions 

To ensure, in so far as it is 
appropriate, that configuration 
of PE systems by data fulfils the 
specified requirements for the 
software systematic capability 

software 
architecture;

software 
system 

7.4.8 software 
system 
integration test 
specification 

software 
system 
integration 
test results; 

verified and 
tested 
software 
system 

10.4 Programmable 
electronics 
integration  

(hardware and 
software) 

To integrate the software onto 
the target programmable 
electronic hardware; 

To combine the software and 
hardware in the safety-related 
programmable electronics to 
ensure their compatibility and to 
meet the requirements of the 
intended safety integrity level 

program-
mable 
electronics 
hardware; 

integrated 
software 

7.5.2 software 
architecture 
integration test 
specification; 

software/PE 
integration test 
specification 
(also required 
by IEC 61508-
2). 

Integrated 
programmable 
electronics 

software 
architecture 
integration 
test results; 

programmabl
e electronics 
integration 
test results; 

verified and 
tested 
integrated 
programmabl
e electronics 

10.5 Software 
operation and 
modification 
procedures 

To provide information and 
procedures concerning software 
necessary to ensure that the 
functional safety of the E/E/PE 
safety-related system is 
maintained during operation 
and modification 

as above 7.6.2 all above, as 
relevant 

software 
operation 
and 
modification 
procedures 

10.6 Software 
aspects of 
system safety 
validation 

To ensure that the integrated  
system complies with the 
specified requirements for 
safety-related software at the 
intended safety integrity level 

as above 7.7.2 validation plan 
for software 
aspects of 
system safety 

software 
safety 
validation 
results; 

validated 
software 

– Software 
modification 

To guide corrections, 
enhancements or adaptations to 
the validated software, ensuring 
that the required software 
systematic capability is 
sustained 

as above 7.8.2 software 
modification 
procedures; 

software 
modification 
request 

software 
modification 
impact 
analysis 
results; 

software 
modification 
log 
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Table 1 (continued) 

Safety lifecycle  
phase 

Objectives Scope Require- 
ments 

subclause

Inputs 
(information 

required) 

Outputs 
(information 
produced) 

Figure 
4 box 

number 

Title      

– Software 
verification 

To test and evaluate the 
outputs from a given software 
safety lifecycle phase to ensure 
correctness and consistency 
with respect to the outputs and 
standards provided as input to 
that phase 

depends on 
phase 

7.9.2 appropriate 
verification 
plan (depends 
on phase) 

appropriate 
verification 
report 
(depends 
on phase) 

– Software 
functional 
safety 
assessment 

To investigate and arrive at a 
judgement on the software 
aspects of the functional safety 
achieved by the E/E/PE safety-
related systems 

all above 
phases 

8 software 
functional 
safety 
assessment 
plan 

software 
functional 
safety 
assessment 
report 

 

7.2 Software safety requirements specification  

NOTE This phase is Box 10.1 of Figure 4. 

7.2.1 Objectives 

7.2.1.1 The first objective of the requirements of this subclause is to specify the 
requirements for safety-related software in terms of the requirements for software safety 
functions and the requirements for software systematic capability. 

7.2.1.2 The second objective of the requirements of this subclause is to specify the 
requirements for the software safety functions for each E/E/PE safety-related system 
necessary to implement the required safety functions. 

7.2.1.3 The third objective of the requirements of this subclause is to specify the require-
ments for software systematic capability for each E/E/PE safety-related system necessary to 
achieve the safety integrity level specified for each safety function allocated to that E/E/PE 
safety-related system. 

7.2.2 Requirements 

NOTE 1 These requirements will in most cases be achieved by a combination of generic embedded software and 
application specific software. It is the combination of both that provides the features that satisfy the following 
subclauses. The exact division between generic and application specific software depends on the chosen software 
architecture (see 7.4.3). 

NOTE 2 For the selection of appropriate techniques and measures (see Annexes A and B) to implement the 
requirements of this clause, the following properties (see Annex C for guidance on interpretation of properties, and 
Annex F of IEC 61508-7 for informal definitions) of the software safety requirements specification should be 
considered: 

– completeness with respect to the safety needs to be addressed by software;  

– correctness with respect to the safety needs to be addressed by software; 

– freedom from intrinsic specification faults, including freedom from ambiguity;  

– understandability of safety requirements; 

– freedom from adverse interference of non-safety functions with the safety needs to be addressed by software; 

– capability of providing a basis for verification and validation. 

NOTE 3 The safety needs to be addressed by software is the set of safety functions and corresponding safety 
integrity requirements assigned to software functions by the design of the E/E/PE system. (The complete set of 
system safety needs is a larger set that includes also safety functions that do not depend on software). The 
completeness of the software safety requirements specification depends crucially on the effectiveness of earlier 
system lifecycle phases. 
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7.2.2.1 If the requirements for safety-related software have already been specified for the 
E/E/PE safety-related system (see Clause 7 of IEC 61508-2), then the specification of 
software safety requirements need not be repeated. 

7.2.2.2 The specification of the requirements for safety-related software shall be derived 
from the specified safety requirements of the E/E/PE safety-related system (see IEC 61508-
2, 7), and any requirements of safety planning (see Clause 6). This information shall be made 
available to the software developer. 

NOTE 1 This requirement does not mean that there will be no iteration between the developer of the E/E/PE 
system and the developer of the software (IEC 61508-2 and IEC 61508-3). As the safety-related software 
requirements and the software architecture become more precise, there may be an impact on the E/E/PE system 
hardware architecture, and for this reason close co-operation between the hardware and software developer is 
essential. See Figure 5.  

NOTE 2 Where a software design incorporates pre-existing reusable software, that software may have been 
developed without taking account of the current system requirement specification. See 7.4.2.12 for the 
requirements on the pre-existing software to satisfy the software safety requirements specification. 

7.2.2.3 The specification of the requirements for safety-related software shall be sufficiently 
detailed to allow the design and implementation to achieve the required safety integrity 
(including any requirement for independence, see 7.4.3 of IEC 61508-2), and to allow an 
assessment of functional safety to be carried out. 

NOTE The level of detail of the specification may vary with the complexity of the application. An adequate 
specification of functional behaviour may include requirements for accuracy, timing and performance, capacity, 
robustness, overload tolerance, and other characterising properties of the specific application. 

7.2.2.4 In order to address independence, a suitable common cause failure analysis shall be 
carried out. Where credible failure mechanisms are identified, effective defensive measures 
shall be taken. 

NOTE See Annex F for techniques for achieving one aspect of independence of software.  

7.2.2.5 The software developer shall evaluate the information in 7.2.2.2 to ensure that the 
requirements are adequately specified. In particular the software developer shall consider the 
following:  

a) safety functions; 
b) configuration or architecture of the system; 
c) hardware safety integrity requirements (programmable electronics, sensors, and 

actuators); 
d) software systematic capability requirements; 
e) capacity and response time; 
f) equipment and operator interfaces, including reasonably foreseeable misuse. 

NOTE Compatibility with any applications already in existence should be considered. 

7.2.2.6 If not already adequately defined in specified safety requirements of the E/E/PE 
safety-related system, all relevant modes of operation of the EUC, of the E/E/PE system, and 
of any equipment or system connected to the E/E/PE system shall be detailed in the specified 
requirements for safety-related software. 

7.2.2.7 The software safety requirements specification shall specify and document any 
safety-related or relevant constraints between the hardware and the software. 

7.2.2.8 To the extent required by the E/E/PE hardware architecture design, and considering 
the possible increase in complexity, the software safety requirements specification shall 
consider the following: 

a) software self-monitoring (for examples see IEC 61508-7); 
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b) monitoring of the programmable electronics hardware, sensors, and actuators; 
c) periodic testing of safety functions while the system is running; 
d) enabling safety functions to be testable when the EUC is operational; 
e) software functions to execute proof tests and all diagnostic tests in order to fulfil the 

safety integrity requirement of the E/E/PE safety-related system. 

NOTE Increased complexity resulting from the above considerations may require the architecture to be revisited.  

7.2.2.9 When the E/E/PE safety-related system is required to perform non-safety functions, 
then the specified requirements for safety-related software shall clearly identify the non-safety 
functions. 

NOTE See 7.4.2.8 and 7.4.2.9 for requirements on non-interference between safety functions and non-safety 
functions. 

7.2.2.10 The software safety requirements specification shall express the required safety 
properties of the product, but not of the project as this is covered by safety planning (see 
Clause 6 of 61508-1). With reference to 7.2.2.1 to 7.2.2.9, the following shall be specified as 
appropriate: 

a) the requirements for the following software safety functions: 
1) functions that enable the EUC to achieve or maintain a safe state; 
2) functions related to the detection, annunciation and management of faults in the 

programmable electronics hardware; 
3) functions related to the detection, annunciation and management of sensor and 

actuators faults; 
4) functions related to the detection, annunciation and management of faults in the 

software itself (software self-monitoring); 
5) functions related to the periodic testing of safety functions on-line (i.e. in the 

intended operational environment); 
6) functions related to the periodic testing of safety functions off-line (i.e. in an 

environment where the EUC is not being relied upon for its safety function); 
7) functions that allow the PE system to be safely modified; 
8) interfaces to non safety-related functions; 
9) capacity and response time performance; 
10) interfaces between the software and the PE system; 
 NOTE 1 They include both off-line and on-line programming facilities. 

11) safety-related communications (see 7.4.11 of IEC 61508-2). 
b) the requirements for the software systematic capability: 

1) the safety integrity level(s) for each of the functions in a) above;  
 NOTE 2 See Annex A of IEC 61508-5 for information concerning the allocation of safety integrity to 

software elements. 

2) independence requirements between functions. 

7.2.2.11 Where software safety requirements are expressed or implemented by configuration 
data, the data shall be: 

a) consistent with the system safety requirements; 
b) expressed in terms of the permitted range and authorized combinations of its operational 

parameters; 
c) defined in a manner which is compatible with the underlying software (for example 

sequence of execution, run time, data structures, etc.). 

NOTE 1 This requirement on application data is particularly relevant to data-driven applications. These are 
characterized as follows: the source code is pre-existing and the primary objective of the development activity is to 
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provide assurance that the configuration data correctly states the behaviour required from the application. There 
may be complex dependencies between data items, and the validity of data may change over time. 

NOTE 2 See Annex G for guidance on data-driven systems. 

7.2.2.12 Where data defines the interface between software and external systems, the 
following performance characteristics shall be considered in addition to 7.4.11 of IEC 61508-
2: 

a) the need for consistency in terms of data definitions; 
b) invalid, out of range or untimely values;  
c) response time and throughput, including maximum loading conditions; 
d) best case and worst case execution time, and deadlock; 
e) overflow and underflow of data storage capacity. 

7.2.2.13 Operational parameters shall be protected against: 

a) invalid, out of range or untimely values; 
b) unauthorized changes; 
c) corruption. 

NOTE 1 Protection against unauthorized changes should be considered, taking account of both software-based 
and non-software mechanisms. Note that effective protection against unauthorized software changes can have 
adverse effects on safety e.g. when changes are needed rapidly and in stressful conditions. 

NOTE 2 Although a person can form part of a safety-related system (see Clause 1 of IEC 61508-1), human factor 
requirements related to the design of E/E/PE safety-related systems are not considered in detail in this standard. 
However, the following human considerations should be addressed where appropriate:  

• An operator information system should use the pictorial layout and the terminology the operators are familiar 
with. It should be clear, understandable and free from unnecessary details and/or aspects; 

• Information about the EUC displayed to the operator should follow closely the physical arrangement of the 
EUC; 

• If several display contents to the operator are feasible and/or if the possible operator actions allow interactions 
whose consequences cannot be seen at one glance, the information displayed should automatically contain at 
each state of a display or an action sequence, which state of the sequence is reached, which operations are 
feasible and which possible consequences can be chosen.  

7.3 Validation plan for software aspects of system safety 

NOTE 1 This phase is Box 10.2 of Figure 4. 

NOTE 2 Software usually cannot be validated separately from its underlying hardware and system environment. 

7.3.1 Objective 

The objective of the requirements of this subclause is to develop a plan for validating the 
safety-related software aspects of system safety. 

7.3.2 Requirements 

7.3.2.1 Planning shall be carried out to specify the steps, both procedural and technical, that 
will be used to demonstrate that the software satisfies its safety requirements. 

7.3.2.2 The validation plan for software aspects of system safety shall consider the 
following: 

a) details of when the validation shall take place; 
b) details of those who shall carry out the validation; 
c) identification of the relevant modes of the EUC operation including: 

1) preparation for use including setting and adjustment; 
2) start up, teach, automatic, manual, semi-automatic, steady state operation; 
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3) re-setting, shut down, maintenance; 
4) reasonably foreseeable abnormal conditions and reasonably foreseeable operator 

misuse. 
d) identification of the safety-related software which needs to be validated for each mode of 

EUC operation before commissioning commences; 
e) the technical strategy for the validation (for example analytical methods, statistical tests 

etc.); 
f) in accordance with item e), the measures (techniques) and procedures that shall be used 

for confirming that each safety function conforms with the specified requirements for the 
safety functions, and the specified requirements for software systematic capability; 

g) the required environment in which the validation activities are to take place (for example, 
for tests this could include calibrated tools and equipment); 

h) the pass/fail criteria; 
i) the policies and procedures for evaluating the results of the validation, particularly 

failures. 

NOTE These requirements are based on the general requirements given in 7.8 of IEC 61508-1. 

7.3.2.3 The validation shall give a rationale for the chosen strategy. The technical strategy 
for the validation of safety-related software shall include the following information: 

a) choice of manual or automated techniques or both; 
b) choice of static or dynamic techniques or both; 
c) choice of analytical or statistical techniques or both. 
d) choice of acceptance criteria based on objective factors or expert judgment or both. 

7.3.2.4 As part of the procedure for validating safety-related software aspects, the scope 
and contents of the validation plan for software aspects of system safety shall be agreed with 
the assessor or with a party representing the assessor, if required by the safety integrity level 
(see Clause 8 of IEC 61508-1). This procedure shall also make a statement concerning the 
presence of the assessor during testing. 

7.3.2.5 The pass/fail criteria for accomplishing software validation shall include: 

a) the required input signals with their sequences and their values; 
b) the anticipated output signals with their sequences and their values; and 
c) other acceptance criteria, for example memory usage, timing and value tolerances. 

7.4 Software design and development 

NOTE This phase is box 10.3 of Figure 4. 

7.4.1 Objectives 

7.4.1.1 The first objective of the requirements of this subclause is to create a software 
architecture that fulfils the specified requirements for safety-related software with respect to 
the required safety integrity level. 

7.4.1.2 The second objective of the requirements of this subclause is to evaluate the 
requirements placed on the software by the hardware architecture of the E/E/PE safety-
related system, including the significance of E/E/PE hardware/software interactions for safety 
of the equipment under control. 

7.4.1.3 The third objective of the requirements of this subclause is to select a suitable set of 
tools, including languages and compilers, run-time system interfaces, user interfaces, and data 
formats and representations for the required safety integrity level, over the whole safety lifecycle 
of the software which assists verification, validation, assessment and modification. 
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7.4.1.4 The fourth objective of the requirements of this subclause is to design and implement 
software that fulfils the specified requirements for safety-related software with respect to the 
required safety integrity level, which is analysable and verifiable, and which is capable of 
being safely modified. 

7.4.1.5 The fifth objective of the requirements of this subclause is to verify that the 
requirements for safety-related software (in terms of the required software safety functions 
and the software systematic capability) have been achieved. 

7.4.1.6 The sixth objective of the requirements of this subclause is to ensure, in so far as it 
is appropriate, that configuration of PE systems by data fulfils the specified requirements for 
the software systematic capability. 

7.4.2 General requirements 

7.4.2.1 Depending on the nature of the software development, responsibility for conformance 
with 7.4 can rest with the supplier of a safety related programming environment (e.g. PLC 
supplier) alone, or with the user of that environment (e.g. the application software developer) 
alone, or with both. The division of responsibility shall be determined during safety planning 
(see Clause 6). 

NOTE See 7.4.3 for aspects of system and software architecture that are relevant to deciding on a practical 
division of responsibility.  

7.4.2.2 In accordance with the required safety integrity level and the specific technical 
requirements of the safety function, the design method chosen shall possess features that 
facilitate: 

a) abstraction, modularity and other features which control complexity; 
b) the expression of: 

1) functionality; 
2) information flow between elements; 
3) sequencing and time related information; 
4) timing constraints; 
5) concurrency and synchronized access to shared resources; 
6) data structures and their properties; 
7) design assumptions and their dependencies; 
8) exception handling; 
9) design assumptions (pre-conditions, post-conditions, invariants); 
10) comments. 

c) ability to represent several views of the design including structural and behavioural views; 
d) comprehension by developers and others who need to understand the design;  
e) verification and validation. 

7.4.2.3 Testability and the capacity for safe modification shall be considered during the 
design activities in order to facilitate implementation of these properties in the final safety-
related system. 

NOTE Examples include maintenance modes in machinery and process plant. 

7.4.2.4 The design method chosen shall possess features that facilitate software 
modification. Such features include modularity, information hiding and encapsulation. 

NOTE See F.7. 
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7.4.2.5 The design representations shall be based on a notation which is unambiguously 
defined or restricted to unambiguously defined features. 

7.4.2.6 As far as practicable the design shall keep the safety-related part of the software 
simple. 

7.4.2.7 The software design shall include, commensurate with the required safety integrity 
level, self-monitoring of control flow and data flow. On failure detection, appropriate actions 
shall be taken.  

7.4.2.8 Where the software is to implement both safety and non-safety functions, then all of 
the software shall be treated as safety-related, unless adequate design measures ensure that 
the failures of non-safety functions cannot adversely affect safety functions. 

7.4.2.9 Where the software is to implement safety functions of different safety integrity 
levels, then all of the software shall be treated as belonging to the highest safety integrity 
level, unless adequate independence between the safety functions of the different safety 
integrity levels can be shown in the design. It shall be demonstrated either (1) that 
independence is achieved by both in the spatial and temporal domains, or (2) that any 
violation of independence is controlled. The justification for independence shall be 
documented. 

NOTE See Annex F for techniques for achieving one aspect of independence of software.  

7.4.2.10 Where the systematic capability of a software element is lower than the safety 
integrity level of the safety function which the software element supports, the element shall be 
used in combination with other elements such that the systematic capability of the 
combination equals the safety integrity level of the safety function.  

7.4.2.11 Where a safety function is implemented using a combination of software elements 
of known systematic capability, the systematic capability requirements of 7.4.3 of IEC 61508-
2, shall apply to the combination of elements.  

NOTE Distinguish consistently between (1) the end-to-end safety function that is supported by one or more 
elements and (2) the element safety function of each of the supporting elements. Where two elements combine to 
achieve a higher systematic capability in combination, each of the paired elements should be capable of 
preventing/mitigating the hazardous event, but the paired elements are not required to have identical element 
safety functions, and it is not required that each of the paired elements is independently capable of providing the 
whole safety functionality demanded from the combination.  

EXAMPLE An electronic engine throttle control where the end-to-end safety function is “prevent undemanded 
acceleration”. The end-to-end safety function is implemented by two processors. The element safety function of the 
primary controller is the ideal demand/response behaviour of the throttle. The element safety function of the 
secondary processor is a diverse monitor (see IEC 61508-7 C.3.4) and applies an emergency stop if necessary. 
The combination of the two processors gives higher confidence that the end-to-end safety function “prevent 
undemanded acceleration” will be achieved. 

7.4.2.12 Where a pre-existing software element is reused to implement all or part of a safety 
function, the element shall meet both requirements a) and b) below for systematic safety 
integrity: 

a) meet the requirements of one of the following compliance routes: 
– Route 1S: compliant development. Compliance with the requirements of this standard 

for the avoidance and control of systematic faults in software; 
– Route 2S: proven in use. Provide evidence that the element is proven in use. See 

7.4.10 of IEC 61508-2; 
– Route 3S:assessment of non-compliant development. Compliance with 7.4.2.13. 

NOTE 1 Route 1S, 2S and 3S are the element compliance routes of 7.4.2.2 c) of IEC 61508-2 with particular 
reference to software elements. They are reproduced here for convenience only, and to minimize references back 
to IEC 61508-2.  
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NOTE 2 See 3.2.8 of IEC 61508-4. The pre-existing software could be a commercially available product, or it 
could have been developed by some organisation for a previous product or system. Pre-existing software may or 
may not have been developed in accordance with the requirements of this standard. 

NOTE 3 Requirements on pre-existing elements apply to a run-time library or an interpreter.  

b) provide a safety manual (see Annex D of IEC 61508-2 and Annex D of this standard) that 
gives a sufficiently precise and complete description of the element to make possible an 
assessment of the integrity of a specific safety function that depends wholly or partly on 
the pre-existing software element.  

NOTE 4 The safety manual may be derived from the element supplier’s own documentation and records of the 
element supplier’s development process, or may be created or supplemented by additional qualification activities 
undertaken by the developer of the safety related system or by third parties. In some cases, reverse engineering 
may be required to create specification or design documentation adequate to meet the requirements of this clause, 
subject to the prevailing legal conditions (e.g. copyright or intellectual property rights). 

NOTE 5 The justification of the element may be developed during safety planning (see Clause 6). 

7.4.2.13 To comply with Route 3s a pre-existing software element shall meet all of the 
following requirements a) to i):  

a) The software safety requirements specification for the element in its new application shall 
be documented to the same degree of precision as would be required by this standard for 
any safety related element of the same systematic capability. The software safety 
requirements specification shall cover the functional and safety behaviour as applicable to 
the element in its new application and as specified in 7.2. See Table A.1. 

b) The justification for use of a software element shall provide evidence that the desirable 
safety properties specified in the referenced subclauses (i.e.  7.2.2, 7.4.3, 7.4.4, 7.4.5, 
7.4.6, 7.4.7, 7.5.2, 7.7.2, 7.8.2, 7.9.2, and Clause 8) have been considered, taking 
account of the guidance in Annex C. 

c) The element’s design shall be documented to a degree of precision, sufficient to provide 
evidence of compliance with the requirement specification and the required systematic 
capability. See 7.4.3, 7.4.5 and 7.4.6, and Tables A.2 and A.4 of Annex A. 

d) The evidence required in 7.4.2.13 a) and 7.4.2.13 b) shall cover the software’s integration 
with the hardware. See 7.5 and Table A.6 of Annex A. 

e) There shall be evidence that the element has been subject to verification and validation 
using a systematic approach with documented testing and review of all parts of the 
element’s design and code. See 7.4.7, 7.4.8, 7.5, 7.7 and 7.9 and Tables A.5 to A.7 and 
A.9 of Annex A as well as related tables in Annex B. 
NOTE 1 Positive operational experience may be used to satisfy black-box and probabilistic testing 
requirements [see Tables A.7 and B.3]. 

f) Where the software element provides functions which are are not required in the safety 
related system, then evidence shall be provided that the unwanted functions will not 
prevent the E/E/PE system from meeting its safety requirements.  
NOTE 2 Ways to meet this requirement include: 

• removing the functions from the build; 

• disabling the functions; 

• appropriate system architecture (e.g. partitioning, wrappers, diversity, checking the credibility of outputs); 

• extensive testing. 

g) There shall be evidence that all credible failure mechanisms of the software element have 
been identified and that appropriate mitigation measures have been implemented.  
NOTE 3 Appropriate mitigation measures include:  

• appropriate system architecture (e.g. partitioning, wrappers, diversity, credibility of checking of outputs); 

• exception handling. 

h) The planning for use of the element shall identify the configuration of the software 
element, the software and hardware run-time environment and if necessary the 
configuration of the compilation / linking system. 
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i) The justification for use of the element shall be valid for only those applications which 
respect the assumptions made in the compliant item safety manual for the element (see 
Annex D of IEC 61508-2 and Annex D). 

7.4.2.14 This Subclause 7.4.2 shall, in so far as it is appropriate, apply to data and data 
generation languages. 

NOTE See Annex G for guidance on data-driven systems. 

a) Where a PE system consists of pre-existing functionality that is configured by data to meet 
specific application requirements, the design of the application software shall be 
commensurate with the degree of application configurability, pre-delivered existing 
functionality and complexity of the PE safety-related system.  

b) Where the safety-related functionality of a PE system is determined significantly or 
predominantly by configuration data, appropriate techniques and measures shall be used 
to prevent the introduction of faults during the design, production, loading and 
modification of the configuration data and to ensure that the configuration data correctly 
states the application logic. 

c) The specification of data structures shall be:  
1) consistent with the functional requirements of the system, including the application 

data; 
2) complete; 
3) self consistent; 
4) such that the data structures are protected against alteration or corruption. 

d) Where a PE System consists of pre-existing functionality that is configured by data to 
meet specific application requirements, the configuration process itself shall be 
documented appropriately. 

7.4.3 Requirements for software architecture design 

NOTE 1 The software architecture defines the major elements and subsystems of the software, how they are 
interconnected, and how the required attributes, particularly safety integrity, will be achieved. It also defines the 
overall behaviour of the software, and how software elements interface and interact. Examples of major software 
elements include operating systems, databases, EUC input/output subsystems, communication subsystems, 
application program(s), programming and diagnostic tools, etc. 

NOTE 2 In certain industrial sectors the software architecture would be called a function description or functional 
design specification (although these documents could also include the hardware). 

NOTE 3 In some contexts of user application programming, particularly in PLCs (see Annex E of IEC 61508-6), 
the software architecture is provided by the supplier as a standard feature of the product. The supplier would, 
under this standard, be required to assure the user of the compliance of his products to the requirements of 7.4. 
The user tailors the PLC to the application by using the standard programming facilities, for example ladder logic. 
The requirements of 7.4.3 to 7.4.8 still apply. The requirement to define and document the software architecture 
can be seen as information that the user would use to select the PLC (or equivalent) for the application. 

NOTE 4 From a safety viewpoint, the software architecture phase is where the basic safety strategy is developed 
for the software.  

NOTE 5 Although the IEC 61508 series sets numerical target failure measures for safety functions carried out by 
E/E/PE safety-related systems, systematic safety integrity is usually unquantified (see 3.5.6 of IEC 61508-4), and 
software safety integrity (see 3.5.5 of IEC 61508-4) is defined as a systematic capability on a confidence scale of 
1-4 (see 3.5.9 of IEC 61508-4). This standard recognizes that a software failure can be  safe or unsafe depending 
on the specific use of the software  The system/software architecture needs to be such that unsafe failures of an 
element are limited by some architectural constraint, and that development methods should take account of these 
constraints. This standard applies development and validation techniques with rigour that is qualitatively consistent 
with the required systematic capability.  

NOTE 6 For the selection of appropriate techniques and measures (see Annexes A and B) to implement the 
requirements of this clause, the following properties (see Annex C for guidance on interpretation of properties, and 
Annex F of IEC 61508-7 for informal definitions) of the software architecture design should be considered: 

– completeness with respect to software safety requirements specification; 

– correctness with respect to software safety requirements specification; 

– freedom from intrinsic design faults; 
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– simplicity and understandability; 

– predictability of behaviour; 

– verifiable and testable design; 

– fault tolerance; 

– defence against common cause failure from external events. 

7.4.3.1 Depending on the nature of the software development, responsibility for conformance 
with 7.4.4 can rest with multiple parties. The division of responsibility shall be documented 
during safety planning (see Clause 6 of IEC 61508-1). 

7.4.3.2 The software architecture design shall be established by the software supplier and/or 
developer, and shall be detailed. The software architecture design shall: 

a) select and justify (see 7.1.2.7) an integrated set of techniques and measures necessary 
during the software safety lifecycle phases to satisfy the software safety requirements 
specification at the required safety integrity level. These techniques and measures include 
software design strategies for both fault tolerance (consistent with the hardware) and fault 
avoidance, including (where appropriate) redundancy and diversity; 

b) be based on a partitioning into elements/subsystems, for each of which the following 
information shall be provided: 
1) whether the elements/subsystems have been previously verified, and if yes, their 

verification conditions; 
2) whether each subsystem/element is safety-related or not; 
3) software systematic capability of the subsystem/element. 

c) determine all software/hardware interactions and evaluate and detail their significance; 

NOTE Were the software/hardware interaction is already determined by the system architecture, it is sufficient to 
refer to the system architecture. 

d) use a notation to represent the architecture which is unambiguously defined or restricted 
to unambiguously defined features; 

e) select the design features to be used for maintaining the safety integrity of all data. Such 
data may include plant input-output data, communications data, operator interface data, 
maintenance data and internal database data; 

f) specify appropriate software architecture integration tests to ensure that the software 
architecture satisfies the software safety requirements specification at the required safety 
integrity level. 

7.4.3.3 Any changes required to the E/E/PE System Safety Requirements Specification (see 
7.2.2) after applying 7.4.3.2 shall be agreed with the E/E/PE developer and documented. 

NOTE There will inevitably be iteration between the hardware and software architecture (see Figure 5) and there 
is therefore a need to discuss with the hardware developer such issues as the test specification for the integration 
of the programmable electronics hardware and the software (see 7.5). 

7.4.4 Requirements for support tools, including programming languages 

NOTE For the selection of appropriate techniques and measures (see Annexes A and B) to implement the 
requirements of this clause, the following properties (see Annex C for guidance on interpretation of properties, and 
Annex F of IEC 61508-7 for informal definitions) of support tools should be considered: 

– the degree to which the tool supports the production of software with the required software properties; 

– the clarity of the operation and functionality of the tool; 

– the correctness and repeatability of the output. 

7.4.4.1 A software on-line support tool shall be considered to be a software element of the safety-
related system  

NOTE See 3.2.10 and 3.2.11 of IEC 61508-4 for examples of on-line and off-line tools.  
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7.4.4.2 Software off-line support tools shall be selected as a coherent part of the software 
development activities.  

NOTE 1 See 7.1.2 for software development lifecycle requirements. 

NOTE 2 Appropriate off-line tools to support the development of software should be used in order to increase the 
integrity of the software by reducing the likelihood of introducing or not detecting faults during the development. 
Examples of tools relevant to the phases of the software development lifecycle include: 

a) transformation or translation tools that convert a software or design representation (e.g. text or a diagram) 
from one abstraction level to another level: design refinement tools, compilers, assemblers, linkers, 
binders, loaders and code generation tools; 

b)  verification and validation tools such as static code analysers, test coverage monitors, theorem proving 
assistants, and simulators; 

c)  diagnostic tools used to maintain and monitor the software under operating conditions; 

d)  infrastructure tools such as development support systems; 

e) configuration control tools such as version control tools; 

f) application data tools that produce or maintain data which are required to define parameters and to 
instantiate system functions. Such data includes  function parameters, instrument ranges, alarm and trip 
levels, output states to be adopted at failure, geographical layout. 

NOTE 3 Off-line support tools should be selected to be integrated. In this context, tools are integrated if they work 
co-operatively such that the outputs from one tool have suitable content and format for automatic input to a 
subsequent tool, thus minimising the possibility of introducing human error in the reworking of intermediate results. 

NOTE 4 Off-line support tools should be selected to be compatible with the needs of the application, of the safety 
related system, and of the integrated toolset.  

NOTE 5 The availability of suitable tools to supply the services that are necessary over the whole lifetime of the 
E/E/PE safety-related system (e.g. tools to support specification, design, implementation, documentation, 
modification) should be considered.  

NOTE 6 Consideration should be given to the competence of the users of the selected tools. See Clause 6 of 
IEC 61508-1 for competence requirements. 

7.4.4.3 The selection of the off-line support tools shall be justified.  

7.4.4.4 All off-line support tools in classes T2 and T3 shall have a specification or product 
documentation which clearly defines the behaviour of the tool and any instructions or 
constraints on its use. See 7.1.2 for software development lifecycle requirements, and 3.2.11 
of IEC 61508-4 for categories of software off-line support tool.  

NOTE This “specification or product documentation” is not a safety manual for compliant items (see Annex D of 
61508-2 and also of this standard) for the tool itself. The safety manual for compliant item relates to a pre-existing 
element that is incorporated into the executable safety related system. Where a pre-existing element has been 
generated by a T3 tool and then incorporated into the executable safety related system, then any relevant 
information (e.g. the documentation for an optimising compiler may indicate that the evaluation order of function 
parameters is not guaranteed) from the tool’s “specification or product documentation” should be included in the 
compliant item safety manual that makes possible an assessment of the integrity of a specific safety function that 
depends wholly or partly on the incorporated element.” 

7.4.4.5 An assessment shall be carried out for offline support tools in classes T2 and T3 to 
determine the level of reliance placed on the tools, and the potential failure mechanisms of 
the tools that may affect the executable software. Where such failure mechanisms are 
identified, appropriate mitigation measures shall be taken.  

NOTE 1 Software HAZOP is one technique to analyse the consequences of potential software tool failures.  

NOTE 2 Examples of mitigation measures include: avoiding known bugs, restricted use of the tool functionality, 
checking the tool output, use of diverse tools for the same purpose.  

7.4.4.6 For each tool in class T3, evidence shall be available that the tool conforms to its 
specification or documentation. Evidence may be based on a suitable combination of history 
of successful use in similar environments and for similar applications (within the organisation 
or other organisations), and of tool validation as specified in 7.4.4.7. 

NOTE 1 A version history may provide assurance of maturity of the tool, and a record of the errors / ambiguities 
that should be taken into account when the tool is used in the new development environment. 
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NOTE 2 The evidence listed for T3 may also be used for T2 tools in judging the correctness of their results.  

7.4.4.7 The results of tool validation shall be documented covering the following results: 

a) a chronological record of the validation activities; 
b) the version of the tool product manual being used; 
c) the tool functions being validated; 
d) tools and equipment used; 
e) the results of the validation activity; the documented results of validation shall state either 

that the software has passed the validation or the reasons for its failure; 
f) test cases and their results for subsequent analysis; 
g) discrepancies between expected and actual results.  

7.4.4.8 Where the conformance evidence of 7.4.4.6 is unavailable, there shall be effective 
measures to control failures of the executable safety related system that result from faults that 
are attributable to the tool. 

NOTE An example of a measure would be the generation of diverse redundant code which allows the detection 
and control of failures of the executable safety related system as a result of faults that have been introduced into 
the executable safety related system by a translator. 

7.4.4.9 The compatibility of the tools of an integrated toolset shall be verified. 

Note: tools are integrated if they work co-operatively such that the outputs from one tool have suitable content and 
format for automatic input to a subsequent tool, thus minimizing the possibility of introducing human error in the 
reworking of intermediate results. See IEC 61508-7 B.3.5. 

7.4.4.10 To the extent required by the safety integrity level, the software or design 
representation (including a programming language) selected shall: 

a) have a translator which has been assessed for fitness for purpose including, where 
appropriate, assessment against the international or national  standards; 

b) use only defined language features; 
c) match the characteristics of the application; 
d) contain features that facilitate the detection of design or programming mistakes; 
e) support features that match the design method. 

NOTE 1 A programming language is a class of software or design representations. A translator converts a 
software or design representation (e.g. text or a diagram) from one abstraction level to another level. Examples of 
translators include: design refinement tools, compilers, assemblers, linkers, binders, loaders and code generation 
tools. 

NOTE 2 The assessment of a translator may be performed for a specific application project, or for a class of 
applications. In the latter case all necessary information on the tool (the “specification or product manual”, see 
7.4.4.4) regarding the intended and appropriate use of the tool should be available to the user of the tool. The 
assessment of the tool for a specific project may then be reduced to checking general suitability of the tool for the 
project and compliance with the “specification or product manual” (i.e. proper use of the tool). Proper use might 
include additional verification activities within the specific project. 

NOTE 3 A validation suite (i.e. a set of test programs whose correct translation is known in advance) may be used 
to evaluate the fitness for purpose of a translator according to defined criteria, which should include functional and 
non-functional requirements. For the functional translator requirements, dynamic testing may be a main validation 
technique. If possible an automatic testing suite should be used. 

7.4.4.11 Where 7.4.4.10 cannot be fully satisfied, the fitness for purpose of the language, 
and any additional measures which address any identified shortcomings of the language shall 
be justified. 

7.4.4.12 Programming languages for the development of all safety-related software shall be 
used according to a suitable programming language coding standard. 
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NOTE See IEC 61508-7 for guidance on coding standard aspects that relate to software safety.  

7.4.4.13 A programming language coding standard shall specify good programming practice, 
proscribe unsafe language features (for example, undefined language features, unstructured 
designs, etc.), promote code understandability, facilitate verification and testing, and specify 
procedures for source code documentation. Where practicable, the following information shall 
be contained in the source code: 

a) legal entity (for example company, author(s), etc.); 
b) description; 
c) inputs and outputs; 
d) configuration management history. 

7.4.4.14 Where automatic code generation or similar automatic translation takes place, the 
suitability of the automatic translator for safety-related system development shall be assessed 
at the point in the development lifecycle where development support tools are selected. 

7.4.4.15 Where off-line support tools of classes T2 and T3 generate items in the 
configuration baseline, configuration management shall ensure that information on the tools is 
recorded in the configuration baseline. This includes in particular: 

a) the identification of the tool and its version; 
b) the identification of the configuration baseline items for which the tool version has been 

used; 
c) the way the tool was used (including the tool parameters, options and scripts selected) for 

each configuration baseline item. 

NOTE The objective of this clause is to allow the baseline to be reconstructed.  

7.4.4.16 Configuration management shall ensure that for tools in classes T2 and T3, only 
qualified versions are used. 

7.4.4.17 Configuration management shall ensure that only tools compatible with each other 
and with the safety-related system are used.  

NOTE The safety-related system hardware may also impose compatibility constraints on software tools e.g. a 
processor emulator needs to be an accurate model of the real processor electronics. 

7.4.4.18 Each new version of off-line support tool shall be qualified. This qualification may 
rely on evidence provided for an earlier version if sufficient evidence is provided that:  

a) the functional differences (if any) will not affect tool compatibility with the rest of the 
toolset; and 

b) the new version is unlikely to contain significant new, unknown faults. 

NOTE Evidence that the new version is unlikely to contain significant new, unknown faults may be based on (1) a 
clear identification of the changes made, (2) an analysis of the verification and validation actions performed on the 
new version, and (3) any existing operational experience from other users that is relevant to the new version.  

7.4.4.19 Depending on the nature of the software development, responsibility for 
conformance with 7.4.4 can rest with multiple parties. The division of responsibility shall be 
documented during safety planning (see Clause 6 of IEC 61508-1). 

7.4.5 Requirements for detailed design and development – software system design  

NOTE 1 Detailed design is defined here to mean software system design: the partitioning of the major elements in 
the architecture into a system of software modules; individual software module design; and coding. In small 
applications, software system design and architectural design may be combined. 

NOTE 2 The nature of detailed design and development will vary with the nature of the software development 
activities and the software architecture (see 7.4.3). In some contexts of application programming, for example 
ladder logic and function blocks, detailed design can be considered as configuring rather than programming. 
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However it is still good practice to design the software in a structured way, including organising the software into a 
modular structure that separates out (as far as possible) safety-related parts; including range checking and other 
features that provide protection against data input mistakes; using previously verified software modules; and 
providing a design that facilitates future software modifications. 

NOTE 3 For the selection of appropriate techniques and measures (see Annexes A and B) to implement the 
requirements of this clause, the following properties (see Annex C for guidance on interpretation of properties, and 
Annex F of IEC 61508-7 for informal definitions) of the design and development should be considered: 

– completeness with respect to software safety requirements specification; 

– correctness with respect to software safety requirements specification; 

– freedom from intrinsic design faults; 

– simplicity and understandability 

– predictability of behaviour; 

– verifiable and testable design; 

– fault tolerance / fault detection; 

– freedom from common cause failure. 

7.4.5.1 Depending on the nature of the software development, responsibility for conformance 
with 7.4.5 can rest with multiple parties. The division of responsibility shall be documented 
during safety planning (see Clause 6 of IEC 61508-1).  

7.4.5.2 The following information shall be available prior to the start of detailed design: the 
specification of requirements for the E/E/PE safety related system; the software architecture 
design; the validation plan for software aspects of system safety. 

7.4.5.3 The software shall be produced to achieve modularity, testability, and the capability 
for safe modification.  

7.4.5.4 For each major element/subsystem in the software architecture design, further 
refinement of the design shall be based on a partitioning into software modules (i.e. the 
specification of the software system design). The design of each software module and the 
verification to be applied to each software module shall be specified. 

NOTE 1 For pre-existing software elements, see 7.4.2.  

NOTE 2 Verification includes testing and analysis. 

7.4.5.5 Appropriate software system integration tests shall be specified to ensure that the 
software system satisfies the software safety requirements specification at the required safety 
integrity level. 

7.4.6 Requirements for code implementation  

NOTE To the extent required by the safety integrity level, the source code shall possess the following properties 
(see Annexes A and B for specific techniques, and see Annex C for guidance on interpretation of properties) of 
code should be considered: 

• be readable, understandable and testable; 

• satisfy the specified requirements for software module design (see 7.4.5); 

• satisfy the specified requirements of the coding standards (see 7.4.4); 

• satisfy all relevant requirements specified during safety planning (see Clause 6). 

7.4.6.1 Each module of software code shall be reviewed. Where the code is produced by an 
automatic tool, the requirements of 7.4.4 shall be met. Where the source code consists of 
reused pre-existing software, the requirements of 7.4.2 shall be met.  

NOTE Code review is a verification activity (see 7.9). Code review can be carried out by means of an inspection 
of the code: (1) by an individual; (2) by a software walk-though (see IEC 61508-7 C.5.15); or (3) by a formal 
inspection (see IEC 61508-7 C.5.14), in increasing  order of rigour.  
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