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FOREWORD

General

This Standard has been prepared by Communications Alliance, and most
recently revised by the WCO05: Satellite Customer Equipment Working Committee.
It is one of a series of Telecommunication Standards developed under the
Memorandum of Understanding between the Australian Communications
Authority (ACA) and the Australian Communications Industry Forum (ACIF).

Note: On 1 July 2005 the ACA became the Australian Communications and Media
Authority (ACMA) and the Memorandum of Understanding continues in effect as if
the reference to the ACA were a reference to ACMA.

This Standard is a revision of AS/ACIF S042.1: 2006 Requirements for connection to
an air interface of a Telecommunications Network— Part 1: General. It is the result
of a consensus among representatives on the Communications Alliance Working
Committee to produce it as an Australian Standard.

The requirements in this Standard are consistent with the aims of s376 of the
Telecommunications Act 1997. Specifically these aims are—

(a) protecting the integrity of a Telecommunications Network or facility;
(b) protecting the health and safety of persons;

(c) ensuring access to emergency services; and

(d) ensuring interoperability with a standard telephone service (STS).

It should be noted that some Customer Equipment (CE) may also need to comply
with requirements in other Standards or other Parts of this Standard.

AS/ACIF S042 consists of the following parts under the general title Requirements
for connection to an air interface of a Telecommunications Network:

o Part 1: General
o Part 2: CDMA (I1S-95)
. Part 3: GSM Customer Equipment

The Standard should be read in conjunction with ACIF G548 [3].

Applicable electrical safety Standards and EMC Standards may apply under
federal or State laws, or both.

Intellectual property rights

Equipment which is manufactured to comply with this Standard may require the
use of technology which is protected by patent rights in Australia. Questions
about the availability of such technology, under licence or otherwise, should be
directed to the patent holder or Australian licensee (if known) or through enquiry
at IP Australia which incorporates the Patent, Designs and Trade Marks and
Offices. Further information can be found at www.ipaustralia.gov.au.
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Standards revision

Australian Standards developed by the Australian Communications Industry
Forum (AS/ACIF Standards) are updated, according to the needs of the industry,
by amendments or revision. Users of AS/ACIF Standards should make sure that
they possess the latest amendments or editions. Representations concerning the
need for a change to this AS/ACIF Standard should be addressed to:

The Project Manager

Customer Equipment and Cable Reference Panel
The Australian Communications Industry Forum
PO Box 444

Milsons Point NSW 1565

Regulatory notice

This document has been made by ACMA as Telecommunications Technical
Standard AS/ACIF S042.1-2008 under s376 of the Telecommunications Act 1997.

ACMA is a Commonwealth authority with statutory powers to impose
requirements concerning telecommunications Customer Equipment and
Customer Cabling.

ACMA requires Australian manufacturers and importers of specified items of
Customer Equipment and Customer Cabling to establish compliance with
Standards such as this. ltems are required to be labelled to the applicable
labelling notices.

Details on current compliance arrangements can be obtained from the ACMA
website at http://www.acma.gov.au or by contacting ACMA below at:

Australian Communications and Media Authority
PO Box 13112

Law Courts PO

Melbourne VIC 8010

Australia

Telephone: +61 3 9963 6800
Facsimile: +61 3 9963 6899
TTY: +61 3 9963 6948
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INTRODUCTION

This introduction for the AS/ACIF S042.1:2008 Requirements for connection to an air
interface of a Telecommunications Network— Part 1: General Standard is not an
authoritative section of this Standard and is only provided as guidance for the
user of the Standard to outline its objectives, the factors that have been taken
into account in its development and to list the principal differences between the
new and the previous edition.

The reader is directed to the clauses of Part 1 for the specific requirements and to
the Australian Communications and Media Authority (ACMA) for the applicable
telecommunications labelling and compliance arrangements.

Note: Further information on the telecommunications labelling and compliance
arrangements can be found in The Telecommunications Labelling (Customer
Equipment and Customer Cabling) Notice (the TLN). The TLN can be obtained
from the ACMA website at www.acma.gov.au.

The objective of Part 1 is to specify the general requirements and test methods for
CE for use in connection with:

(@) aPMTS; and
(b) a Satellite Service

in order to meet the regulatory arrangements for such equipment in Australia.
Additional requirements for specific technologies are addressed in other Parts of
AS/ACIF S042.

The objectives of this revision are to—

(&) expand the scope of this Standard to include CE for use in connection with
a Satellite Service; and

(b) specify the general terminal compatibility requirements for non-interference
interworking for CE for use in connection with a Satellite Service including
emergency calling requirements and maximum sound pressure limits for
telephony.

The differences between the requirements of CE connected to a PMTS and CE
connected to a Satellite Service is in recognition of a number of factors,
including:

(a) the diversity of satellite networks in operation and the CE used to access
Satellite Services on these satellite networks.

(b) the absence of international Standards pertaining to satellite terminals
compared to the ETSI 3GPP Standards for GSM & 3G CE and networks.

(c) the absence of national roaming capabilities for Satellite Services as
satellite networks are based upon proprietary designs.

The principal differences between this edition of AS/ACIF S042.1 and the previous
edition are:

0] the introduction of the term Satellite Service and expansion of the
scope to include CE for use in connection with a Satellite Service;
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(i the introduction of emergency call and screen display requirements
(and associated testing methods) for CE for use in connection with a
Satellite Service which are separate from the requirements for CE for
use in connection with a PMTS.

Accessed by MONASH UNIVERSITY LIBRARY on 15 Jun 2015 [AVAILABLE SUPERSEDED] (Document currency not guaranteed when printed)

AS/ACIF 5042.1:2008 COPYRIGHT D
OCTOBER 2008 ocuments

Document Sharing Hub

Full document details: AS ACIF S042.1-2008


http://www.avadocuments.com/doc/as-acif-s042-1-2008
http://www.avadocuments.com/doc/as-acif-s042-1-2008

TABLE OF CONTENTS

INTERPRETATIVE GUIDELINES

Categories of requirements
Compliance statements
Definitions, expressions and terms
Notes

References

Units and symbols

SCOPE

REFERENCES

ABBREVIATIONS AND DEFINITIONS

Abbreviations

Definitions

4.2.1 Acoustic shock

4.2.2 Addressable device

4.2.3 Addressable satellite device
4.2.4 Air interface

4.2.5 Customer Equipment (CE)
4.2.6 Drum Reference Point (DRP)
4.2.7 Ear Reference Point (ERP)
4.2.8 Handset

4.2.9 Headset

4.2.10 GSM and GSM derived technologies

4211 |dentity module

4.2.12 Public Mobile Telecommunications Service (PMTS)

42.13 Satellite Service

4214 Subscriber Identity Module (SIM)
4.2.15 Telecommunications Network

REQUIREMENTS

General

5.1.1 Emergency service access
5.1.2 Multi-mode CE

5.1.3 Gateway Device

© © ©W V| ©W 0 0 0 W O N NN NN NANAANOVOO OO U W W W W W w w

CE used in connection with a PMTS

[N
o

5.2.1 Application
5.2.2 Emergency service access
5.2.3 Screen displays

e e
N O O

1
11
12
13
1.4
15
1.6
2
3

3 4

£

5 4.1

g

<

; 4.2

e

(]

]

IS

o

]

>

(=]

<]

c

>

(8]

c

o

5

(8]

=

(]

IS

)

[5]

o

<)

o

1]

[a)]

1]

%]

2

L

o

2

n

L

-

o

<

=

<

>

<

0

b

o

N

c

3

o 5.1

—

c

o

>

a4

<

o

[as)]

=

>

e 5.2

%]

[ad

w

>

P

o]

I

(%]

<

5

e 5.3

>

o]

°

Q

2]

(%]

Q

(5]

Q

<

CE used in connection with a Satellite Service

=
N

5.3.1 Application

AS/ACIF S042.1:2008 COPYRIGHT

OCTOBER 2008

Full document details: AS ACIF S042.1-2008

[EEN
N

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/as-acif-s042-1-2008
http://www.avadocuments.com/doc/as-acif-s042-1-2008

5.3.2 Emergency service access 13
5.3.3 Screen displays 13
5.4 Provision of power-fail advice 13
5.5 Acoustic Safety 14
5.5.1 Maximum Sound Pressure Level (SPL) 14
5.5.2 Recommended Maximum Sound Pressure Levels
(SPLs) (informative) 14
6 TESTING 16
6.1 Verification of compliance with requirements 16
6.2 Test calls for Emergency service access 16
6.2.1 Making a test call for CE used in connection with a
PMTS 16
6.2.2 Making a test call for CE used in connection with a
Satellite Service 16
6.2.3 Test call identification 17
6.24 Test call notice 17
6.3 Acoustic Safety 18
6.3.1 Maximum RMS output 18
6.3.2 Volume control 18
6.3.3 Step test parameters 18
6.3.4 Maximum digital code 18
PARTICIPANTS 23
APPENDICIES
A STEPPED PULSED STIMULI FOR TIME DEPENDENT LIMITING TEST 20
Al Introduction 20
A2 Test frequency list 21
A3 Telephone products tracks 21
FIGURES
1 Test circuit for Sound Pressure Level tests 19
TABLES
Al Test frequency list 21
A2 Alignment tones 21
A3 Digital products track test 22

Accessed by MONASH UNIVERSITY LIBRARY on 15 Jun 2015 [AVAILABLE SUPERSEDED] (Document currency not guaranteed when printed)

AS/ACIF 5042.1:2008 COPYRIGHT D
OCTOBER 2008 ocuments

Document Sharing Hub

Full document details: AS ACIF S042.1-2008


http://www.avadocuments.com/doc/as-acif-s042-1-2008
http://www.avadocuments.com/doc/as-acif-s042-1-2008

1 INTERPRETATIVE GUIDELINES

1.1 Categories of requirements

This Standard contains mandatory requirements as well as provisions
that are recommendatory only. Mandatory requirements are
designated by the words ‘shall’ or ‘shall not’. All other provisions are
voluntary.

1.2 Compliance statements

Compliance statements, in italics, specify means for demonstrating
CE’s compliance with the mandatory requirements.

1.3 Definitions, expressions and terms

If there is any conflict between the definitions used in this Standard
and the definitions used in the Telecommunications Act 1997, the
definitions in the Act take precedence.

14 Notes

Text denoted as ‘Note’ is for guidance in interpretation and is shown
in smaller size type.

15 References

(@) Applicable editions (or versions) of other documents referred
to in this Standard are specified in Section 3: REFERENCES.

(b) If adocument refers to another document, the other
document is a sub-referenced document.

(c) Where the edition (or version) of the sub-referenced
document is uniquely identified in the reference document,
then that edition (or version) applies.

(d) Where the edition (or version) of the sub-referenced
document is not uniquely identified in the reference
document, then the applicable edition (or version) is that
which is current at the date the reference document comes
into effect.

(e) A numberinsquare brackets ‘[ ]’ refers to a document listed in
Section 3: REFERENCES.

1.6 Units and symbols

In this Standard the International System (SI) of units and symbols is
used in accordance with Australian Standard AS ISO 1000 [1].
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2 SCOPE

2.1 This Standard applies to CE that is designed or intended for use in
connection with:

(a) aPMTS and is an addressable device; or

(b) a Satellite Service and is an addressable satellite device;
or both.

2.2 This Standard does not apply to CE which are non-addressable satellite
devices such as GPS terminals and satellite navigation systems.

2.3 CEis not excluded from the scope of this Standard by reason only that it is
capable of performing functions additional to those described in this
Standard.

2.4  For additional technical requirements applying to a particular CE, this
Standard should be read in conjunction with those Standards listed in the
REFERENCES of this Standard.
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