
 

 

AS IEC 60601.2.57:2014 
IEC 60601-2-57:2011 

 

Medical electrical equipment 

Part 2.57:  Particular requirements for 
the basic safety and essential 
performance of non-laser light source 
equipment intended for therapeutic, 
diagnostic, monitoring and 
cosmetic/aesthetic use 

A
S
 IE

C
 6
0
6
0
1
.2
.5
7
:2
0
1
4
 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

12
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS IEC 60601.2.57-2014

http://www.avadocuments.com/doc/as-iec-60601-2-57-2014
http://www.avadocuments.com/doc/as-iec-60601-2-57-2014


 

 

This Australian Standard® was prepared by Committee HE-003, Medical Electrical 

Equipment. It was approved on behalf of the Council of Standards Australia on 10 September 

2014. 

This Standard was published on 2 October 2014. 

 

The following are represented on Committee HE-003: 
 

• Australasian College of Physical Scientists and Engineers in Medicine 

• Australian and New Zealand College of Anaesthetists 

• Australian Dental Association 

• Australian Society of Anaesthetists 

• College of Biomedical Engineering Engineers Australia 

• Department of Defence (Australia) 

• Medical Technology Association of Australia 

• Testing and Certification Interests 

• Therapeutic Goods Administration 

 

 

This Standard was issued in draft form for comment as DR AS IEC 60601.2.57:2014. 

 

Standards Australia wishes to acknowledge the participation of the expert individuals that 

contributed to the development of this Standard through their representation on the 

Committee and through the public comment period. 

 

Keeping Standards up-to-date 
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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee  

HE-003, Medical Electrical Equipment. After consultation with Stakeholders in both countries, 

Standards Australia and Standards New Zealand decided to develop this Standard as an Australian 

Standard rather than an Australian/New Zealand Standard. 

The objective of this Standard is to set out requirements for the basic safety and essential performance 

of equipment incorporating one or more sources of optical radiation in the wavelength range 200 nm 

to 3000 nm, with the exception of laser radiation, intended to create non-visual photobiological 

effects in humans or animals for therapeutic, diagnostic, monitoring, cosmetic/aesthetic or veterinary 

applications; hereafter referred to as light source equipment (LS EQUIPMENT). 

This Standard is identical with, and has been reproduced from IEC 60601-2-57:2011, Medical 

electrical equipment, Part 2-57: Particular requirements for the basic safety and essential 

performance of non-laser light source equipment intended for therapeutic, diagnostic, monitoring and 

cosmetic/aesthetic use. 

IMPORTANT—This document contains colours which are considered to be useful for the correct 

understanding of its contents. Users should therefore print this document using a colour printer. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) In the source text ‘this International Standard’ should read ‘this Australian Standard’. 

(b) A full point substitutes for a comma when referring to a decimal marker. 

References to International Standards should be replaced by references to Australian or 

Australian/New Zealand Standards, as follows: 

Reference to International Standard  Australian/New Zealand Standard 

IEC AS/NZS
60947 Low-voltage switchgear and 

controlgear 

 3947 Low-voltage switchgear and controlgear

60947-3 Part 3: Switches, disconnectors, switch-

disconnectors and fuse-combination 

units 

 3947.3 Part 3: Switches, disconnectors, switch-

disconnectors and fuse-combination 

units 

 AS/NZS IEC
62471 Photobiological safety of lamps and 

lamp systems 

 62471 Photobiological safety of lamps and 

lamp systems 

Only normative references that have been adopted as Australian or Australian/New Zealand Standard 

have been listed. 

The term ‘informative’ has been used in this Standard to define the application of the annex to which 

it applies. An ‘informative’ annex is only for information and guidance. 
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INTRODUCTION 

This particular standard amends and supplements IEC 60601-1:2005 (third edition): Medical 
Electrical Equipment – Part 1: General requirements for basic safety and essential 
performance. 

The requirements of this particular standard should be taken as the minimum to comply with, 
in order to achieve a reasonable level of safety and reliability during operation and application 
of non-laser light source equipment intended for therapeutic, diagnostic, monitoring and 
cosmetic/aesthetic use. 

An asterisk (*) notes clauses for which there is rationale comment in Annex AA. It is 
considered that knowledge of the reasons for these requirements will facilitate the proper 
application of this particular standard and be of use in any revision that may be necessitated 
by changes in clinical practice or as a result of developments in technology. 
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MEDICAL ELECTRICAL EQUIPMENT –  
 

Part 2-57: Particular requirements for the basic safety and essential  
performance of non-laser light source equipment intended for therapeutic,  

diagnostic, monitoring and cosmetic/aesthetic use 
 
 
 

201.1 Scope, object and related standards 

Clause 1 of the general standard1) applies, except as follows: 

201.1.1 Scope 

Replacement: 

This International Standard applies to BASIC SAFETY and ESSENTIAL PERFORMANCE of equipment 
incorporating one or more sources of OPTICAL RADIATION in the wavelength range 200 nm to 
3 000 nm, with the exception of laser radiation, and intended to create non-visual photo-
biological effects in humans or animals for therapeutic, diagnostic, monitoring, 
cosmetic/aesthetic or veterinary applications; hereafter referred to as light source equipment 
(LS EQUIPMENT).  

This particular standard does not apply to equipment for sun tanning, for ophthalmic 
instruments or for infant phototherapy. 

NOTE Safety requirements in this particular standard are intended to address only HAZARDS to the eye and skin; 
hazards to internal tissues are not included in its scope. 

LS EQUIPMENT may consist of a single or multiple sources of OPTICAL RADIATION, with or without 
power supply, or may be incorporated into a complex system that includes optical, electrical 
or mechanical systems or sources of other radiation. 

NOTE Annexes AA to EE have been included for purposes of general guidance and to illustrate many typical 
cases. However, the annexes should not be regarded as definitive or exhaustive. 

201.1.2 Object 

Replacement: 

The objects of this particular standard are:  

– to establish optical radiation safety, basic safety and essential performance requirements 
for LS EQUIPMENT; 

– to specify requirements for the MANUFACTURER to supply information and establish 
procedures so that proper precautions can be adopted; 

– to provide warning to individuals of HAZARDS associated with accessible OPTICAL RADIATION 
from LS EQUIPMENT through signs, labels and instructions; 

– to reduce the possibility of injury by minimizing unnecessary accessible OPTICAL RADIATION; 
to provide means of improved control of the HAZARDS related to OPTICAL RADIATION through 
protective features and to assist safe use of LS EQUIPMENT; 

___________ 
1)  The general standard is IEC 60601-1:2005, Medical electrical equipment – Part 1: General requirements for 

basic safety and essential performance. 
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– to protect persons against other HAZARDS resulting from the operation and use of 
LS EQUIPMENT. 

201.1.3 Collateral standards 

Addition: 

This particular standard refers to those applicable collateral standards that are listed in 
Clause 2 of the general standard and in Clause 201.2 of this particular standard. 

All published collateral standards in the IEC 60601 series apply as published. 

201.1.4 Particular standards 

Replacement: 

In the IEC 60601 series, particular standards may modify, replace or delete requirements 
contained in the general standard and collateral standards as appropriate for the particular 
ME EQUIPMENT under consideration, and may add other basic safety and essential 
performance requirements. 

A requirement of a particular standard takes priority over the general standard. 

For brevity, IEC 60601-1 is referred to in this particular standard as the general standard. 
Collateral standards are referred to by their document number. 

The numbering of clauses and subclauses of this particular standard corresponds to that of 
the general standard with the prefix “201” (e.g. 201.1 in this particular standard addresses the 
content of Clause 1 of the general standard) or applicable collateral standard with the prefix 
“20x” where x is the final digit(s) of the collateral standard document number (e.g. 202.4 in 
this particular standard addresses the content of Clause 4 of the IEC 60601-1-2 collateral 
standard, 203.4 in this particular standard addresses the content of Clause 4 of the 
IEC 60601-1-3 collateral standard, etc.). The changes to the text of the general standard are 
specified by the use of the following words: 

"Replacement" means that the clause or subclause of the general standard or applicable 
collateral standard is replaced completely by the text of this particular standard. 

"Addition" means that the text of this particular standard is additional to the requirements of 
the general standard or applicable collateral standard. 

"Amendment" means that the clause or subclause of the general standard or applicable 
collateral standard is amended as indicated by the text of this particular standard. 

Subclauses, figures or tables which are additional to those of the general standard are 
numbered starting from 201.101. However, due to the fact that definitions in the general 
standard are numbered 3.1 through 3.139, additional definitions in this particular standard are 
numbered beginning from 201.3.201. Additional annexes are lettered AA, BB, etc., and 
additional items aa), bb), etc. 

Subclauses, figures or tables which are additional to those of a collateral standard are 
numbered starting from 20x, where “x” is the number of the collateral standard, e.g. 202 for 
IEC 60601-1-2, 203 for IEC 60601-1-3, etc. 

The term "this standard" is used to make reference to the general standard, any applicable 
collateral standards and this particular standard taken together. 
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Where there is no corresponding clause or subclause in this particular standard, the clause or 
subclause of the general standard or applicable collateral standard, although possibly not 
relevant, applies without modification; where it is intended that any part of the general 
standard or applicable collateral standard, although possibly relevant, is not to be applied, a 
statement to that effect is given in this particular standard. 

201.2 Normative references 

NOTE Informative references are listed in the Bibliography on page 33. 

Clause 2 of the general standard applies, except as follows: 

Addition: 

IEC 60947-3, Low voltage switchgear and controlgear – Part 3: Switches, disconnectors, 
switch-disconnectors and fuse-combination units 

IEC 62471, Photobiological safety of lamps and lamp systems  

ISO 3864-2, Graphical symbols – Safety colours and safety signs – Part 2: Design principles 
for product safety labels. 

201.3 Terms and definitions 

NOTE An index of defined terms used in this document is found beginning on page 34. 

For the purposes of this document, the terms and definitions given in IEC 60601-1:2005, 
apply, except as follows: 

Replacement: 

201.3.18 
CONTINUOUS OPERATION 
operation with a continuous OPTICAL RADIATION output for a duration equal to or greater than 
0,25 s for wavelengths in the range 400 to 700 nm and 10 s for all other wavelengths 

Addition: 

201.3.201 
ANGLE OF ACCEPTANCE  
γ 
plane angle within which a detector responds to OPTICAL RADIATION  

NOTE 1 THE ANGLE OF ACCEPTANCE may be controlled by apertures or optical elements.  

NOTE 2 The ANGLE OF ACCEPTANCE is sometimes referred to as the field-of-view. 

SI Unit: radian (rad) 

201.3.202 
ANGULAR SUBTENSE  
α 
visual angle subtended by the source or apparent source at the eye of an observer or at the 
point of measurement  

NOTE In this particular standard subtended angles are denoted by the full included angle, not the half angle. 
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SI Unit: radian (rad) 

201.3.203 
EMERGENCY STOP 
device intended to stop the LS EQUIPMENT OUTPUT immediately in case of emergency 

201.3.204 
EMISSION APERTURE 
opening or window through which the OPTICAL RADIATION is emitted 

201.3.205 
EMISSION LIMIT 
maximum accessible emission permitted for a particular risk group  

201.3.206 
EXPOSURE LIMIT 
maximum level of exposure of the eye or skin that is not expected to result in adverse 
biological effects 

NOTE EXPOSURE LIMITS are shown in Table BB.1 

201.3.207 
EXPOSURE TIME 
PULSE DURATION (for a single pulse), duration of a pulse train or of a continuous emission of 
optical radiation incident upon the human or animal body during operation, maintenance or 
servicing of LS EQUIPMENT 

SI Unit: second (s)  

201.3.208 
LS EQUIPMENT 
ME EQUIPMENT which incorporates one or more sources of optical radiation in the wavelength 
range 200 nm to 3 000 nm, with the exception of laser radiation, and which is intended to 
create non-visual photo-biological effects in humans or animals for therapeutic, diagnostic, 
monitoring, cosmetic/aesthetic or veterinary applications 

201.3.209 
LS EQUIPMENT OUTPUT 
either radiant power or radiant energy emitted by the LS EQUIPMENT 

201.3.210 
OCULAR HAZARD DISTANCE (OHD) 
distance from an EMISSION APERTURE within which the projected radiant exposure or irradiance 
for a given EXPOSURE TIME equals the applicable EXPOSURE LIMIT value for the eye 

SI Unit: m 

201.3.211  
OPTICAL RADIATION 
electromagnetic radiation with wavelengths between 100 nm and 1 mm 

201.3.212 
PULSE/PULSED 
accessible emission with the duration shorter than 0,25 s in the range 400 nm to 700 nm and 
shorter than 10 s at other wavelengths  

AS IEC 60601.2.57:2014 11

www.standards.org.au © Standards Australia

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

12
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS IEC 60601.2.57-2014

http://www.avadocuments.com/doc/as-iec-60601-2-57-2014
http://www.avadocuments.com/doc/as-iec-60601-2-57-2014

