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PREFACE 

This Standard was prepared by the Standards Australia Committee QR-005, Dependability. 

The objective of this Standard is to provide guidance on the application of Markov techniques 

to modelling and analysing a system which exhibits state-dependent behaviour and to estimating 

reliability, availability, maintainability and safety measures. It is suitable for use in conjunction 

with the AS IEC 60300 series of dependability management Standards. 

This Standard is identical with, and has been reproduced from IEC 61165 Ed.2.0 (2006), 

Application of Markov techniques. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number does not appear on each page of text and its identity is shown only on the 

cover and title page. 

(b)  In the source text ‘this International Standard’ should read ‘this Australia Standard. 

(c) A full point should be substituted for a comma when referring to a decimal marker. 

The terms ‘normative’ and ‘informative’ are used to define the application of the annex to 

which they apply. A normative annex is an integral part of a standard, whereas an informative 

annex is only for information and guidance. 
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iv

INTRODUCTION 

Several distinct analytical methods for reliability, availability, maintainability and safety 
analysis are available of which the Markov technique is one. IEC 60300-3-1 gives an overview 
of available methods and their general characteristics. 

This standard defines the basic terminology and symbols for the application of Markov 
techniques. It describes ground rules for the development, representation and application of 
Markov techniques as well as assumptions and limitations of this approach.  
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1

STANDARDS AUSTRALIA 

 

Australian Standard 

Application of Markov techniques 

 

1 Scope 

This International Standard provides guidance on the application of Markov techniques to 
model and analyze a system and estimate reliability, availability, maintainability and safety 
measures. 

This standard is applicable to all industries where systems, which exhibit state-dependent 
behaviour, have to be analyzed. The Markov techniques covered by this standard assume 
constant time-independent state transition rates. Such techniques are often called 
homogeneous Markov techniques. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. 
For dated references, only the edition cited applies. For undated references, the latest edition 
of the referenced document (including any amendments) applies. 

References to international standards that are struck through in this clause are replaced by 
references to Australian or Australian/New Zealand Standards that are listed immediately 
thereafter and identified by shading. Any Australian or Australian/New Zealand Standard that 
is identical to the International Standard it replaces is identified as such. 

IEC 60050(191):1990, International Electrotechnical Vocabulary (IEV) – Chapter 191: 
Dependability and quality of service 

IEC 60300-3-1: Dependability management – Part 3-1: Application guide – Analysis techniques 
for dependability: Guide on methodology 

AS IEC 60300.3.1, Dependability management—Application guide—Analysis techniques for 
dependability—Guide on methodology 

IEC 61508-4:1998, Functional safety of electrical/electronic/programmable electronic safety-
related systems – Part 4: Definitions and abbreviations 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in IEC 60050(191):1990 
and the following apply.  

NOTE To facilitate the application of this standard for safety evaluations, the terminology from IEC 61508 is used 
where appropriate. 
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3.1 
system 
set of interrelated or interacting elements 

[ISO 9000, 3.2.1] 

NOTE 1 In the context of dependability, a system will have a defined purpose expressed in terms of intended 
functions, stated conditions of operation/use, and defined boundaries. 

NOTE 2 The structure of a system may be hierarchical. 

3.2 
element 
component or set of components, which function as a single entity 

NOTE An element can usually assume only two states: up or down (see 3.4 and 3.5). For convenience the term 
element state will be used to denote the state of an element. 

3.3 
system state  
X(t) 
particular combination of element states 

NOTE X(t) is the state of the system at time t. There are other factors that may have an effect on the system state 
(e. g. mode of operation). 

3.4 
up state 
system (or element) state in which the system (or element) is capable of performing the 
required function 

NOTE A system can have several distinguishable up states (e.g. fully operational states and degraded states). 

3.5 
down state 
system (or element) state in which the system (or element) is not capable of performing the 
required function 

NOTE A system can have several distinguishable down states.  

3.6 
hazard  
potential source of physical injury or damage to the health of people or property 

[IEC 61508-4, 3.1.2, modified] 

3.7 
dangerous failure  
failure which has the potential to put the safety-related system in a hazardous state or fail-to-
function state 

[IEC 61508-4, 3.6.7, modified] 

NOTE 1 Whether or not the potential is realised may depend on the architecture of the system.  

NOTE 2 The term unsafe failure or hazardous failure is also commonly used in this context. 

3.8 
safe failure  
failure which does not have the potential to put the safety-related system in a hazardous state 
or fail-to-function state 

[IEC 61508, modified] 

3.9 
transition 
change from one state to another state  

NOTE Transition takes place usually as a result of failure or restoration. A transition may also be caused by other 
events such as human errors, external events, reconfiguration of software, etc. 
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3.10 
transition probability  
Pij(t) 

conditional probability of transition from state i to state j in a given time interval (s, s+t) given 
that the system is in state i at the beginning of the time interval 

NOTE 1 Formally P i j(s, s+t) = P(X(s+t) = j | X(s) = i). When the Markov process is time-homogeneous, then P i j(s, 

s+t) does not depend on s and is designated as P i j(t). 

NOTE 2 For an irreducible Markov process (i.e. if every state can be reached from every other state) it holds that 

P i j(∞)=Pj, where Pj is the asymptotic and stationary or steady-state probability of state j. 

3.11 
transition rate  
qij 
limit, if it exists, of the ratio of the conditional probability that a transition takes place from 

state i to state j within a given time interval (t, t+Δt) and the length of the interval Δt, when Δt 
tends to zero, given that the system is in state i at time t  

NOTE p i j or c i j are also used in this context. 

3.12 
initial state 
system state at time t = 0 

NOTE Generally, a system starts its operation at t = 0 from an up state in which all elements of the system are 
functioning and transits towards the final system state, which is a down state, via other system up states having 
progressively fewer functioning elements. 

3.13 
absorbing state 
state which once entered, cannot be left (i. e. no transitions out of the state are possible) 

3.14 
restorable system 
system containing elements which can fail and then be restored to their up state without 
necessarily causing system failure 

NOTE Repairable is also used in this context. 

3.15 
non-restorable system 
system the state transition diagram of which contains only transitions in the direction towards 
system failure states 

NOTE Non-repairable is also used in this context. 

4 Symbols and abbreviations 

4.1 Symbols for state transition diagrams 

Markov techniques are graphically represented by state transition diagrams or by transition 
rate diagrams, both terms being used as equivalents in this standard. 

The following symbols are used throughout this document. Other symbols may be applied as 
appropriate. 

4.1.1 State symbol 

A state is represented by a circle or a rectangle. 

NOTE In order to increase readability, down states can be highlighted, e. g. by bold lines, colouring or hatching. 
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4.1.2 State description 

The state description is placed inside the state symbol and may take the form of words or 
alphanumeric characters defining those combinations of failed and functioning elements which 
characterise the state. 

4.1.3 State label 

A state label is a number or a letter in a circle, placed adjacent to the state symbol, or in the 
absence of a state description, within the state symbol itself. 

NOTE The state can often be adequately represented by a circle with the state number or letter. 

4.1.4 Transition arrow 

The transition arrow indicates the direction of a transition (e. g. as a result of failure or 
restoration). Transition rates are written near the transition arrow. 

4.2  Other symbols and abbreviations 

Symbols for reliability, availability, maintainability and safety measures follow those of 
IEC 60050(191), where available. The references below with a prefix 191 are from 
IEC 60050(191). In this standard the following symbols are used: 

Symbol/ 
Abbreviation 

Term Reference 

( )tR  reliability  

 NOTE 191-12-01 uses the general symbol ( )21,ttR   

DFR dangerous failure rate  IEC 61508 

 NOTE In a safety context, hazard rate (HR) is commonly used 
for DFR.  

 

MTTF mean time to failure 191-12-07 

MTTFF mean time to first failure 191-12-06 

MTTFH mean time to first hazardous situation  

PFD probability of failure on demand (unavailability) IEC 61508 

 NOTE The PFD at a given time t corresponds to ∑
j

j tP )( for all 
down states j. 

 

( )tλ  (instantaneous) failure rate 191-12-02 

( )tµ  restoration rate  

 NOTE 191-13-02 uses ( )tµ  for repair rate  

( )tA  instantaneous availability 191-11-01 

)(tU  instantaneous unavailability 191-11-02 

A  asymptotic and steady-state availability  

 NOTE Steady-state availability has the same numerical value 
as asymptotic availability.  

 

MUT mean up time 191-11-11 

MDT mean down time 191-11-12 

( )tPi  probability of finding the system in state i at time t  
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Symbol/ 
Abbreviation 

Term Reference 

iP  asymptotic and steady-state probability of finding the system in 
state i at time t 

 

Δt a small time interval  

( )ijP t  transition probability from state i to state j in time t  

ijq  transition rate from state i to state j, j≠i  

 NOTE iq  is formally defined as ∑
≠

=

ij

iji qq . It is the departure rate 
from state i.  

 

4.3 Example 

As an example, Figure 1 shows the diagram of transition probabilities in (t,t+Δt), for t arbitrary 

and small Δt, for a non-restorable item with constant failure rate λ. 

0 1 
λΔt

Up state  Down state 

IEC   660/06 
 

Figure 1 – Diagram of transition probabilities in time interval (t,t+Δt), for arbitrary value 

of t and small Δt, for a non-restorable one-element system with constant failure rate λ 

λΔt is the conditional probability of a transition between state 0 and state 1 in the small time 

interval (t,t+Δt) given that the system was in state 0 at time t. To simplify the notation, the 

quantity Δt is often omitted and the transition probabilities diagram of Figure 1 becomes the 
transition rates diagram given in Figure 2. 

 

0 1
λ 

IEC   661/06 
 

Figure 2 – State transition diagram of a non-restorable one-element system 

In Figure 2 and in the following, the term state transition diagram will be used as equivalent to 
the term transition rates diagram. 

5 General description 

The Markov techniques make use of a state transition diagram which is a representation of 
the reliability, availability, maintainability or safety behaviours of a system, from which system 
performance measures can be calculated. It models the system's behaviour with respect to 
time. In this standard, a system is regarded as a number of elements, each of which can 
assume only one of two states: up or down. The system as a whole, however, can assume 
many different states, each being determined by the particular combination of functioning and 
failed elements. Thus as an element fails or is restored, the system "moves" from one state to 
another state. This kind of model is generally called a discrete-state, continuous time model.  

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS IEC 61165-2008

http://www.avadocuments.com/doc/as-iec-61165-2008
http://www.avadocuments.com/doc/as-iec-61165-2008


 

© Standards Australia www.standards.org.au 

6

Markov techniques are especially suited to the investigation of systems with redundancy, or to 
systems where system failure depends on sequential events, or to systems for which the 
maintenance strategies are complex, e.g. systems with restoration priorities or multiple 
restoration teams, queuing problems, and resource restrictions. The analyst should ensure 
that the model adequately reflects the operation of the real system with respect to 
maintenance strategies and policies. In particular the suitability of exponential distributions for 
the modelling of restoration times must be reviewed. It should be noted that when redundant 
repairable systems are modelled with limited repair capacity then due to the memory-less 
property of the model the actual repair time can be overrepresented, see Figure B.9 for an 
example. 

Provided the assumptions and limitations described in Clause 6 can be accepted, one of the 
major advantages of Markov techniques is that maintenance strategies, for example 
restoration priorities of individual elements, can be modelled. Moreover, the order in which 
multiple failures occur can be considered in the model. It should be noted that other analysis 
techniques e.g. fault tree analysis (FTA) and reliability block diagram (RBD) methods (as 
described in IEC 61025 and IEC 61078 respectively) do not allow complex maintenance 
strategies to be taken into account, though they may have special gates represented by 
special symbols (dynamic gates) to indicate the presence of those cases. However, the effect 
of those gates has to be evaluated separately by Markov techniques or other techniques, and 
the results included in the analysis of the Fault Tree or RBD, whilst observing the possible 
limitations. 

Although Markov techniques, from a theoretical viewpoint, are flexible and versatile, special 
precautions are necessary to deal with the difficulties of practical applications. The main 
problem is that the number of system states and possible transitions increases rapidly with 
the number of elements in the system. The larger the number of states and transitions, the 
more likely is it that there will be errors and misrepresentations. To reduce this risk, it is 
advisable that certain rules be followed in designing the state transition diagram (see clause 8). 
Also the numerical techniques used for the evaluation of the diagram can be time consuming 
and may require special computer programs. 

Not only are Markov techniques suited to the modelling of maintenance strategies, but such 
methods enable the failure/restoration events to be modelled in a pictorial way, which is in 
itself a valuable feature. The process of failure/restoration is represented by transitions from 
one state symbol to another in the array of state symbols which together constitute the system 
state transition diagram.  

As the number of possible states is finite, the sum of all the state probabilities is unity, i.e. at 
any instant in time the system can be in one – and only one – of the states in the state 
transition diagram. If, for practical reasons, states with very low probability are omitted, then 
the sum of all state probabilities is only approximately one. 

The modelling techniques described can also be applied to systems where some or all of the 
elements are not restored. Note that a system with non-restorable elements can be regarded 
as a special case of a system with restorable elements where the restoration rates are zero 
(or restoration times are infinite). 

6 Assumptions and limitations 

The rules given in 8.2 of this standard, for generating the state transition diagram, apply 
generally (apart from rule h). However, the description of numerical techniques applies only 
when all transition rates are constant, which implies that failure and restoration rates of all 
elements in the analyzed system are constant with respect to time. The assumption of 
constant failure rate is reasonably acceptable for components in many systems before the 
wear-out period (however should also be justified) but the assumption of constant restoration 
rate should be justified unless the mean time to restoration of elements is very small by 
comparison with the corresponding mean times to failure. Evaluation for the general case 
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where failure rates or restoration rates are not constant with time, is outside the scope of this 
standard. 

One particular limitation arises because of the assumption used for mathematical solutions, 
namely, the future behaviour of the system depends only on the present state of the system, 
and not on the way the system arrived at this state. The analyst should ensure that this 
memory-less property of Markov models is a sufficient approximation of the real system 
behaviour (see 8.1). Special care is needed when modelling effects of common cause failures 
that may result in some potential intermediate states being by-passed (see Figure B.4).  

The usual assumptions for each element in the system considered can be summarised as 
follows: 

– the failure rate, λ, and the restoration rate, μ, are constant (time-independent); 

– the transition probability from a state i to a state j within the small time interval (t,t+Δt) 

given that the system is in state i at time t is qij Δt, where qij is a sum of failure and 

restoration rates of involved elements. 

NOTE Theoretically the limitation with respect to the constant failure and restoration rates can often be overcome 
at the expense of expansion of the state space, as many non-exponential distribution of times to failure or to 
restore can be approximated by a sum of exponential distributions. Each of these exponential distributions has to 
be modelled as an additional state, which acts as a kind of memory for the elapsed time to failure or time to 
restore. However, this concept, usually called phase (or supplementary states) concept, has not been widely put 
into practice. 

7 Relationship with other analysis techniques 

7.1 General 

Markov techniques can be used to model events or states in other modelling techniques, in 
particular, when these other techniques lack certain capabilities which Markov techniques 
have, e. g. the ability to express time or state dependent behaviour. The resulting models are 
often called hybrid models. 

A comprehensive discussion of modelling techniques is given in IEC 60300-3-1. A full 
discussion on hybrid models is left to the standards which utilize Markov state transition 
diagrams for this purpose, e.g. IEC 61078 or IEC 61025. The purpose of this clause is to give 
some general considerations for hybrid models.  

7.2 Fault Tree Analysis (FTA) 

FTA can be used to evaluate the probability of a failure at a given instant t in time using 
Boolean logic. This logic may not express time or state dependencies properly. In these cases 
it is possible to extend FTA by creating new gates, which represent particular Markov models, 
which are separately evaluated and hide the actual Markov model from the user. Such gates 
bear the name of “Dynamic” gates, for example PRIORITY AND, SEQUENTIAL INHIBIT or 
SPARE gate. Each of such gates may be replaced by a basic event with the probability of 
occurrence as calculated from the Markov technique. The resulting model is often called 
hybrid or dynamic FTA. 

Both static and dynamic gates of a fault tree can be modelled by Markov techniques. 
However, particular attention shall be paid to independence properties between the events in 
the Markov model and the events in the fault tree. In the fault tree, the parts evaluated by 
Markov techniques have to be assumed to be independent branches.  

7.3 Reliability Block Diagram (RBD) 

A RBD is also a technique that may use Boolean logic and therefore has similar limitations to 
those of FTA.  

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS IEC 61165-2008
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