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PREFACE 

This Standard was prepared by the Standards Australia Committee EM-001, Electric Vehicle 

Operation. 

The objective of this Standard is to, together with AS IEC 61851.23, give requirements for  digital 

communication between a d.c. EV charging station and an electric road vehicle (EV) for control of 

d.c. charging, with an a.c. or d.c. input voltage up to 1 000 V a.c. and up to 1 500 V d.c. for the 

conductive charging procedure.  

This Standard is identical with, and has been reproduced from IEC 61851-24, Ed. 1.0 (2014), Electric 

vehicle conductive charging system—Part 24: Digital communication between a d.c. EV charging 

station and an electric vehicle for control of d.c. charging. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) In the source text ‘this part of IEC 61851’ should read ‘this Australian Standard’. 

(b) A full point substitutes for a comma when referring to a decimal marker. 

None of the normative references in the source document have been adopted as Australian or 

Australian/New Zealand Standards. 

The term ‘normative’ has been used in this Standard to define the application of the annex to which it 

applies. A ‘normative’ annex is an integral part of a Standard. 

AS IEC 61851.24:2014 2

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

12
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS IEC 61851.24-2014

http://www.avadocuments.com/doc/as-iec-61851-24-2014
http://www.avadocuments.com/doc/as-iec-61851-24-2014


 

 

CONTENTS 

 

 

 – 2 – IEC 61851-24:2014 © IEC 2014 

CONTENTS 

FOREWORD ........................................................................................................................... 3 
INTRODUCTION ..................................................................................................................... 5 
1 Scope .............................................................................................................................. 6 
2 Normative references ...................................................................................................... 6 
3 Terms and definitions ...................................................................................................... 7 
4 System configuration ....................................................................................................... 7 
5 Digital communication architecture .................................................................................. 7 
6 Charging control process ................................................................................................. 7 
7 Overview of charging control ........................................................................................... 7 
8 Exchanged information for d.c. charging control .............................................................. 8 
Annex A (normative)  Digital communication for control of d.c. EV charging system A ........... 10 
Annex B (normative)  Digital communication for control of d.c. EV charging system B ........... 20 
Annex C (normative)  Digital communication for control of d.c. charging system C 

(Combined system) ........................................................................................................ 27 
Bibliography .......................................................................................................................... 29 
 
Figure 1 – Digital communication between a d.c. EV charging  station and an electric 
vehicle for control of d.c. charging .......................................................................................... 8 
Figure A.1 – Sequence diagram of d.c. charging control communication for system A ........... 13 
Figure A.2 – CAN-bus circuit diagram ................................................................................... 18 
Figure A.3 – Dedicated CAN communication between  vehicle and d.c. EV charging 
station .................................................................................................................................. 19 
Figure B.1 – Sequence diagram of d.c. charging control communication for system B ........... 20 
 
Table 1 – Exchanged information for d.c. charging control ...................................................... 8 
Table A.1 – Communication actions and parameters during d.c. charging  control 
process between system A station and vehicle (1 of 2) ......................................................... 11 
Table A.2 – Exchanged parameter during d.c. charging  control process between 
system A station and vehicle (1 of 4) .................................................................................... 14 
Table A.3 – The physical/data link layer specifications for system A ..................................... 18 
Table B.1 – Communication actions and parameters during  d.c. charging control 
process between system B station and vehicle ..................................................................... 21 
Table B.2 – Parameters in charge handshake stage for system B ......................................... 22 
Table B.3 – Parameters in charge parameter configuration stage for system B ..................... 23 
Table B.4 – Parameters in charging stage for system B (1 of 2) ............................................ 24 
Table B.5 – Parameters in charge ending stage for system B ............................................... 25 
Table B.6 – Error parameters for system B ........................................................................... 25 
Table B.7 – Physical/data link layer specifications for system B ........................................... 26 
Table C.1 – Required exchanged parameters for d.c. charging control for system C ............. 28 

 

AS IEC 61851.24:2014 3

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

12
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS IEC 61851.24-2014

http://www.avadocuments.com/doc/as-iec-61851-24-2014
http://www.avadocuments.com/doc/as-iec-61851-24-2014


 

 

INTRODUCTION 

 

 

IEC 61851-24:2014 © IEC 2014 – 5 –

INTRODUCTION 

The introduction and commercialisation of electric vehicles has been accelerated in the global 
market, responding to the global concerns on CO2 reduction and energy security. 
Concurrently, the development of charging infrastructure for electric vehicles has also been 
expanding. As supplementary system of a.c. charging system, d.c. charging is recognized as 
an effective solution to extend the available range of electric vehicles, and different d.c. 
charging systems are being used over the world. The international standardization in terms of 
charging infrastructure including d.c. charging systems is indispensable for the diffusion of 
electric vehicles, and this standard is developed for the manufacturers’ convenience by 
providing general specifications for control communication protocols between off-board d.c. 
charger and electric vehicles.   
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ELECTRIC VEHICLE CONDUCTIVE CHARGING SYSTEM –  
 

Part 24: Digital communication between a d.c. EV charging  
station and an electric vehicle for control of d.c. charging 

 
 
 

1 Scope 

This part of IEC 61851, together with IEC 61851-23, applies to digital communication between 
a d.c. EV charging station and an electric road vehicle (EV) for control of d.c. charging, with 
an a.c. or d.c. input voltage up to 1 000 V a.c. and up to 1 500 V d.c. for the conductive 
charging procedure. 

The EV charging mode is mode 4, according to IEC 61851-23. The charging station supplied 
by high voltage a.c. supply is not covered by this standard.  

Annexes A, B, and C give descriptions of digital communications for control of d.c. charging 
specific to d.c. EV charging systems A, B and C as defined in Part 23. 

2 Normative references 

The following documents, in whole or in part, are normatively referenced in this document and 
are indispensable for its application. For dated references, only the edition cited applies. For 
undated references, the latest edition of the referenced document (including any 
amendments) applies. 

IEC 61851-1:2010, Electric vehicle conductive charging system – Part 1: General 
requirements 

IEC 61851-23:2014, Electric vehicle conductive charging system – Part 23: DC electric 
vehicle charging station  

ISO/IEC 15118-11, Road vehicles – Vehicle to grid communication interface – Part 1: General 
information and use-case definition 

ISO/IEC 15118-2:—1, Road vehicles – Vehicle to grid communication interface – Part 2: 
Technical protocol description and open systems interconnections (OSI) layer requirements  

ISO/IEC 15118-3:—1, Road vehicles – Vehicle to grid communication interface – Part 3 
Physical layer requirements 

ISO 11898-1:2003, Road vehicles – Controller area network (CAN) – Part 1: Data link layer 
and physical signalling 

ISO 11898-2:2003, Road vehicles – Controller area network (CAN) – Part 2: High-speed 
medium access unit 
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3 Terms and definitions 

For the purpose of this document, the terms and definitions given in IEC 61851-1 and 
IEC 61851-23 as well as the following apply. 

3.1  
digital communication 
digitally encoded information exchanged between a d.c. EV charging station and an EV, as 
well as the method by which it is exchanged. 

3.2  
parameter 
single piece of information relevant to charging control, and that is exchanged between a d.c. 
EV charging station and an EV using a form of digital communication 

3.3  
signal 
data element that is communicated between a d.c. EV charging station and an EV using any 
means other than digital communication 

4 System configuration 

The system configuration shall be in accordance with 102.2 of IEC 61851-23:—.. 

5 Digital communication architecture 

In this standard, two digital communication architectures are used: 

– one, based on CAN using a dedicated data communication circuit; CAN protocol is given 
in ISO 11898-1; refer to Annex A and Annex B for specific implementation details; and   

– the other, based on Homeplug Green PHY™1 over the control pilot line; refer to Annex C 
for specific implementation details.   

6 Charging control process 

The charging control process shall be in accordance with 102.5 of IEC 61851-23:—. 

7 Overview of charging control 

The digital communication of d.c. charging control covered by this standard is as shown in 
Figure 1. This standard does not cover the control protocol internal to the d.c. EV charging 
station, nor the vehicle, such as power control protocol for a.c./d.c. inverter of d.c. EV 
charging station and battery management control in the vehicle. 

 

 

______________ 
1 Homeplug Green PHY ™ is an example of a suitable product available commercially. This information is given for 

the convenience of users of this document and does not constitute an endorsement by IEC of this product. 
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IEC   0678/14  

Figure 1 – Digital communication between a d.c. EV charging  
station and an electric vehicle for control of d.c. charging 

8 Exchanged information for d.c. charging control 

This clause describes information which shall be exchanged between a d.c. EV charging 
station and a vehicle during the charging process according to IEC 61851-23. The information 
in Table 1 is common to all systems described in Annexes A, B and C. Each information listed 
in Table 1 is defined as a parameter in each annex. Each system may need additional 
parameters, and these parameters are defined in each annex. 

Table 1 – Exchanged information for d.c. charging control 

No. Information Description 

Relevant 
requirement 

 in IEC 61851-23:— 
(unless specified as 

IEC 61851-1) 

a-1 Current request for the controlled 
current charging (CCC) system 

Exchange of current value requested by 
EV 6.4.3.101 

DC supply a-2 Voltage request for the controlled 
voltage charging (CVC) system  

Exchange of voltage value requested by 
EV 

a-3 Maximum rated voltage of d.c. EV 
charging station 

Exchange of maximum rated voltage value 
of d.c. EV charging station 

- 6.4.3.101 

DC supply 

- 6.4.3.105 

Compatibility 
assessment 

- 6.4.3.107 

Protection against 
overvoltage at the 
battery 

a-4 Maximum rated current of d.c. EV 
charging station 

Exchange of maximum rated current value 
of d.c. EV charging station 

- 6.4.3.101 

DC supply for EV 

- 6.4.3.105 

Compatibility 
assessment 

b-1 Communication protocol  Exchange of software version of a 
charging system 

6.4.3.105 

Compatibility 
assessment 

b-2 Maximum voltage limit of EV Exchange of maximum voltage limit value 
of vehicle. 

b-3 
EV minimum current limit, only for 
the controlled voltage charging 
(CVC) system  

Under consideration. 
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No. Information Description 

Relevant 
requirement 

 in IEC 61851-23:— 
(unless specified as 

IEC 61851-1) 

c Insulation test result 

Exchange of the result of insulation test 
before charging 

- If insulation test fails, a signal is sent that 
charging is not allowed.  

6.4.3.106 

Insulation test before 
charging 

d Short circuit test before charging Exchange of information on short circuit 
test before charging 

6.4.3.110 

Short circuit test 
before charging 

e Charging stopped by user 
Exchange of information on charge stop 
command by the user of d.c. EV charging 
station 

6.4.3.111 

User initiated 
shutdown 

f EVSE real time available load 
current (optional) 

Exchange of EVSE real time available load 
current for demand management. Required 
for system providing that function. 

6.4.4.2 (of 
IEC 61851-1) 

Detection/adjustment of 
the real time available 
load current of EVSE 

g Loss of digital communication 

Detection of loss of digital communication 

- If a receiver does not get information 
expected to receive within time out period, 
it is considered as loss of digital 
communication. 

9.4  

Breaking capacity 

h-1 Zero current confirmed 

Notification of zero current confirmed 

- Station informs EV that low current 
condition has been met (to allow connector 
unlocking) 

102.5 

Charging control 
process and state 

h-2 Welding detection Exchange of information on the whole 
process of welding detection 
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Annex A 
(normative) 

 
Digital communication for control 

of d.c. EV charging system A 
 

A.1 General 

This annex shows the specification of digital communication for control of the d.c EV 
charging station of system A (in this annex, referred to as "system A station" or "station") as 
specified in Annex AA of IEC 61851-23:—.  More detailed information on system A is defined 
in JIS/TSD0007. 

A.2 Digital communication actions during charging control process 

The communication actions and parameters according to the charging control process as 
defined in Table 103 of IEC 61851-23:— are shown in Table A.1. 
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