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Preface

This Standard was prepared by the Australian members of the Joint Standards Australia/Standards
New Zealand Committee TE-007, Human Exposure to Electromagnetic Fields.

The objective of this Standard is to provide methods for the determination of radio-frequency (RF) field
strength, power density and specific absorption rate (SAR) in the vicinity of radiocommunication base
stations (RBS) for the purpose of evaluating human exposure.

After consultation with stakeholders in both countries, Standards Australia and Standards New
Zealand decided to develop this Standard as an Australian Standard rather than an Australian/New
Zealand Standard.

This Standard is identical with, and has been reproduced from, [EC 62232:2017, Determination of RF
field strength, power density and SAR in the vicinity of radiocommunication base stations for the purpose of
evaluating human exposure.

As this document has been reproduced from an International Standard, a full point substitutes for a
comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms ‘normative’ and ‘informative’ are used in Standards to define the application of the
appendices or annexes to which they apply. A ‘normative’ appendix or annex is an integral part of a
Standard, whereas an ‘informative’ appendix or annex is only for information and guidance.

This Standard is published with an accompanying product which consists of a zip file which contains
Excel files. These files are referenced in the text. The original IEC text refers to the Excel files being
embedded in the text, however they are not embedded in the pdf of this adoption. They may be
obtained on purchase of the Standard, in the following manner:

(1) USB Flash drive containing a Zip file with the drawings files, for hard copy purchasers.
(2) Zip file with the drawings files, for PDF purchasers downloaded from the SAI Global Infostore.
These files are intended to be used as a complement and do not form an integral part of the standard.

The files in the accompanying products shall only be used, reproduced or modified by an authorised
user in a way that meets the requirements of this Standard. They shall not be used for any other
purposes.

Documents

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

NOTES

Documents

Document Sharing Hub

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

—2_
CONTENTS

O T T @ I 12
INTRODUGCTION L.ttt ettt et ettt et et e e e et e et e et e ea e e e eanaas 14
1 ST o0 o P 15
2 NOIMAtiVe FEFEIENCES ... e e e e ees 15
3 Terms and defiNitioNS ... 16
4  Symbols and abbreviated terms ... ... 22
4.1 Physical QUaNtities . ..o e 22
4.2 CON S AN e e 23
4.3 Abbreviated termMS .. ... 23
5 Quick start guide and how to use this document .............coiiiiii i 24
5.1 L XY= TN 24
5.2 QUICK Start QUIAE ... oot 24
5.3 How to use this dOCUMENT .. ... e 26
5.4 Worked Case StUAIES ... ... 27

6 Evaluation processes for product compliance, product installation compliance and
iN-Situ RF @XPOSUre asseSSMENES ... 27
6.1 Evaluation process for product complianCe ............coooiiiiiiiiiiiiii e 27
6.1.1 (7Y =T - | PP 27
6.1.2 Establishing compliance boundaries .............cooooviiiii i 27
6.1.3 Iso-surface compliance boundary definition ... 28
6.1.4 Simple compliance bouNdaries ..........coooiiiiiiiiiiii 28
6.1.5 Methods for establishing the compliance boundary ..............c.cooiiiiiii. 30
6.1.6 UNCEIAINTY e 32
6.1.7 =Y o o {1 0T 32
6.2 Evaluation process used for product installation compliance .....................oooii. 33
6.2.1 (7Y 1= = | PP 33
6.2.2 General evaluation procedure for product installations..............cc.ccooeeiiinanii. 33
6.2.3 Product installation data collection.............cooiii i 34
6.2.4 Simplified product installation evaluation process .............cccocceviiiiiiiiiicnennnns 35
6.2.5 Assessment area SeleCtion ... ... 37
6.2.6 MEaSUIrEMENES ... 39
6.2.7 (00721 o1 1 =1 1o o 1< 40
6.2.8 UNCEIaINTY et 41
6.2.9 R PO ING e e 41
6.3 Evaluation processes for in-situ RF exposure assessment..............cccceeviiiiiiinnns, 42
6.3.1 General requirements, source determination and site analysis...................... 42
6.3.2 Measurement ProCEAUIES ........ccuuiiiiiiiii e e 44
6.3.3 L LT o1 o =10 45
6.3.4 R PO NG . 45
6.4 AVEraging PrOCEAUIES .....cuiiit ittt ettt e e e e enees 46
6.4.1 Spatial @Veraging......oceeu i 46
6.4.2 TIME @VEIAGING ... ittt et et 46
7  Determining the evaluation method............oi i 46
7.1 OV BIVIBW . ..ttt e e e et 46
7.2 Process to determine the evaluation method ... 46

7.21 (7= aT=] = N

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

-3_
7.2.2 Establishing the evaluation points in relation to the source-environment
PlANE L. e 47
7.2.3 Exposure metric SeleCtion ..o 49
8  EVvaluation Methods ... e 49
8.1 OVBIVIBW . ..ottt et e e et et e 49
8.2 Measurement MethOdS ... ......iiiii e 50
8.2.1 (=Y 1= = PP 50
8.2.2 RF field strength measurements ...........oooiiiiiii 50
8.2.3 SAR MEASUIEIMENTS ...ttt ettt enas 51
8.3 Computation Methods ... 52
9 (0] aTed=T o =111 Y PP PPP 53
(O =T o o] a 1] o o [ PP P TP PPTR PP 54
10,1 General reqQUIrEMENTS ... e 54
10.2  ReEPOI fOrmMat. ..o e 54
10.3  Opinions and interpretations ... 55
Annex A (informative) Source environment plane and guidance on the evaluation
MEthOA SEIECHION . ... ettt et ee e 56
A1 Guidance on the source-environment plane ...........ccoooiiiiiiiiii e 56
A.1.1 GENETAI .. 56
A.1.2 Source-environment plane example .......ccoooiiiiiiii 56
A.1.3 ST 0] o= 30 =Y o o 1= 57
A.2 Select between computation or measurement approaches .............coooeviininn. 63
A.3 Select measurement Method ... ... 64
A.3.1 SeleCtiON STAGES ..t 64
A.3.2 Selecting between field strength and S4R measurement approaches ............. 64
A.3.3 Selecting between broadband and frequency-selective measurement............ 65
A.3.4 Selecting RF field strength measurement procedures ............ccooooeeiiiininiannn. 66
A4 Select computation Method ... 66
A.5 Additional conSIderations ... .....iiiii e 68
A.5.1 SIMPIICITY e e 68
A.5.2 Evaluation method ranking ..o 68
A.5.3 Applying multiple methods for RF exposure evaluation ................ccocoeeiinnnn.. 68
Annex B (normative) Evaluation methods...........ooiiiii e 69
B.1 OV BIVIBW . ettt et et et et 69
B.2 Evaluation parameters ... ..o 69
B.2.1 L A=Y VT P 69
B.2.2 Coordinate SYSTEMS ... i 69
B.2.3 Reference POINTS .....c..iii e 70
B.2.4 Vari@DIES ... 70
B.3 Measurement MethOdS ... 73
B.3.1 RF field strength measurements ...........oooiiiiiiii 73
B.3.2 SAR MEASUIEIMENTS ...t e et 104
B.4 Computation Methods ... 114
B.4.1 Overview and general reqQUIremMents..........ooeuiiiiiiiiiiiii e e 114
B.4.2 FOMMUIAS ..o e 115
B.4.3 BasiC algorithms ... 123
B.4.4 Advanced computation methods ..........c.ooiiiiiiiiii 129
B.5 Extrapolation from the evaluated S4R / RF field strength to the required
asSeSSMENt CONAITION....euuiii it e DO@uments

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

—4—
B.5.1 Extrapolation method............ooiiiii s 150
B.5.2 Extrapolation to maximum RF field strength using broadband
M EASUIEIMENES ...t 151
B.5.3 Extrapolation to maximum RF field strength for frequency and code
selective MeasUrEmMENtS . ... 151
B.5.4 Influence of traffic in real operating network ... 152
B.6 Summation of multiple RF fields ... 152
B.6.1 APPHCADITTY ..o e 152
B.6.2 Uncorrelated fields ... 153
B.6.3 Correlated fields ... 153
B.6.4 AMDIENt fIeldS .oee s 153
Annex C (informative) Rationale supporting simplified product installation criteria.............. 154
CA1 (CT=T o 1=T - | PSP P TP PP PPN 154
C.2 1A S B2 e 154
C.3 (0 =TT e 155
C4 ClaSS B0 ..ottt 155
C.5 (O] = 1T PP 157
Annex D (informative) Guidance on comparing evaluated parameters with a limit
£ 2= L0 159
D.1 (O 17T VAT PP 159
D.2 Information required to compare evaluated value against limit value ................... 159
D.3 Performing a limit comparison at a given confidence level............c...ccoooiiiiis 159
D.4 Performing a limit comparison using a process based assessment scheme......... 160
Annex E (informative) Uncertainty.........coooiiiiiii e 161
E.1 BaCKGIOUNG. ... 161
E.2 Requirement to estimate uncertainty ... 161
E.3 How to estimate uncertainty ..o 162
E.4 Guidance on uncertainty and assessment schemes ...........ccoocoiiiiiiiiiiincineenns 162
E.4.1 GENETAL .. 162
E.4.2 Overview of assessment SChemes .........coooiiiiiii i 162
E.4.3 Examples of assessment SChemes .......ccooiiiiiiiiiiii e 163
E.4.4 Assessment schemes and compliance probabilities ............cc..cooeiiiiin 166
E.5 GUIdanNCe ON UNCEMAINTY .....uiieie et e e eaas 168
E.5.1 OVEBIVIBW .ottt 168
E.5.2 Measurement uncertainty and confidence levels ..........c...ccooviiiiiiiniineennn. 169
E.6 Applying uncertainty for compliance assessments..........c.ccevviieiiiiiiiiiiiii e 170
E.7 Example influence quantities for field measurements .............cccoooiviiiiiinns 170
E.71 (=Y o= - 170
E.7.2 Calibration uncertainty of measurement antenna or field probe.................... 171
E.7.3 Frequency response of the measurement antenna or field probe ................. 171
E.7.4 Isotropy of the measurement antenna or field probe ...........cc.ocoiiiiiiiin, 173
E.7.5 Frequency response of the spectrum analyser.............cocooiiiiiiininin s 173
E.7.6 Temperature response of a broadband field probe.............c.ccooiiiiiiiiiiinn. 173
E.7.7 Linearity deviation of a broadband field probe..............cocooii 173
E.7.8 Mismatch uncertainty ... 173
E.7.9 Deviation of the experimental source from numerical source.............c.......... 174
E.7.10 Meter fluctuation uncertainty for time varying signals..............coocoiiiiinns 174
E.7.11 Uncertainty due to power variation in the RF source ...........cc.cooiiiiinnn. 174
E.7.12 Uncertainty due to field gradients ............cooiiiii i Dé?éuments

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

—5_

E.7.13 Mutual coupling between measurement antenna or isotropic probe and

(o] o] =T o1 APPSR 176
E.7.14 Uncertainty due to field scattering from the surveyor’s body ..............c.......... 177
E.7.15 MeEaSUrEmMENT AEVICE ... . ciuiiieiie e e e 178
E.7.16 Fields out of measurement range........cccoiiiiiiiiiii i 178
E.7.17 I\ 1 =1 - PSSP 179
E.7.18 INtegration tiMe ... ... 179
E.7.19 POWET ChaiN ... e 179
E.7.20 POSItioNing SYSteM ... 179
E.7.21 Matching between probe and the EUT ... 179
E.7.22 Drifts in output power of the EUT, probe, temperature, and humidity............ 179
E.7.23 Perturbation by the environment ... 179
E.8 Example influence quantities for RF field strength computations by ray
tracing or full wave methods ....... ..o 180
E.8.1 (CT=T o =T - | PSP 180
E.8.2 323 L= 0 180
E.8.3 Technique UNCertainties..........oieiiii e 181
E.8.4 Environmental uncertainties. ... 181
E.9 Influence quantities for SAR measurements ..........ccooiiiiiiiiiii i 182
E.9.1 GENETAI .. 182
E.Q.2 P OSt-PrOCESSING .t 182
E.9.3 DeViCe NOIAET ...t e 182
E.9.4 Test sample POSItIONING ..c.uieiii 183
E.9.5 Phantom shell uncertainty ... 184
E.Q.6 SAR correction / target liquid permittivity and conductivity .............c.o.ocoee. 184
E.Q.7 Liquid permittivity and conductivity measurements..............ccocooiiiiiin, 184
E.Q.8 Liquid temMpPerature ... ... 185
E.10 Influence quantities for SAR calculations .............ccoeiiiiiiiiiiii e 185
E. 11 Spatial @averaging ... 185
E.11.1 (CT=T o =T - | PSP 185
E.11.2 Small-scale fading variations ..o 186
E.11.3 Error on the estimation of local average power density ..........ccc.coeiviiineennnn. 186
E.11.4 Error on the estimation of local average power density ...........ccooeviiiiinian.. 187
E.11.5 Characterization of environment statistical properties...........cccoeviiiiininni. 187
E.11.6 Characterization of different averaging schemes.............ccooociiiiiiiinns 188
E.12 Influence of human body on probe measurements of the electrical field
SEr NN 192
E.12.1 Simulations of the influence of human body on probe measurements
based on the Method of Moments (Surface Equivalence Principle) .............. 192
E.12.2 Comparison With MmeasuremMeNts .........ocouuiiiiiiiiiiin e 194
E.12.3 {7075 o 0] [ o - S 194
Annex F (informative) Technology-specific guidance............ccoooeviiiiiiiiiiii 195
F.1 Overview to guidance on specific technologies ...........coooiiiiiiiiii 195
F.2 Summary of technology-specific information ... 195
F.3 Guidance on spectrum analyser Settings .........ooouiiiiiiiii e 199
F.3.1 Overview of spectrum analyser settings .........ccooviiiiiii i 199
F.3.2 Detection algorithms .. ..o 199
F.3.3 Resolution bandwidth and channel power processing .........cccccoveeiviiiniineann.s 200
F.3.4 INtegration PEr SEIVICE «..cu i 202
F.4 Constant pOWer COMPONENES ...c.uuiii i Dmuments

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

-6 —
F.4.1 TDMA/FDMA te€ChNOIOGY ... ciiiiiii e 203
F.4.2 WCDMA/UMTS teChNOIOGY ..cveniiiiiiiiei e 203
F.4.3 (0] 2 1Y I8 C=To a1 T [T Y20 204

F.5 WCDMA measurement and calibration using a code domain analyser................. 204
F.5.1 WCDMA measurements — General........cc.oooiiiiiiiiiiii e 204
F.5.2 Requirements for the code domain analyser .........c.ccooeiiiiiiiiiiiiin e 204
F.5.3 Calibration ... 205

F.6 Wi-Fi MeasuremMeEnts ... e 207
F.6.1 GBNETAL .. 207
F.6.2 Integration time for reproducible measurements ...........ccc.ociiiiiiiiiiiiee, 207
F.6.3 Channel 0CCUPALION .....iei e e 208
F.6.4 Some CoNSIAEratioNS ......coouiiiiiii e 208
F.6.5 Scalability by channel occupation ..........ccoooiiiiiiiii 209
F.6.6 Influence of the application layers..........coooiiiiii i 209

F.7 LTE measurements for Frequency Division Duplexing (FDD) .......cccoccviviiinieiinnnes 209
F.7.1 L A=Y VT 209
F.7.2 Maximum LTE exposure evaluation .............coooviiiiiiiii e 210
F.7.3 Instantaneous LTE exposure evaluation ............c.coooiiiiiiiii e, 213
F.7.4 MIMO multiplexing of LTE base station..........c.coiviiiiiii e, 213

F.8 LTE measurements for Time Division Duplexing (TDD) ........ccccciiiiiiiiiiniiiineeiins 214
F.8.1 (Y = - | 214
F.8.2 Definitions and transmission MOAesS..........cociviiiiiiiiiiiii e 214
F.8.3 TDD frame STIUCTUIE ... e 215
F.8.4 Maximum LTE exposure evaluation ..........c..cooiiiiiiiiiii e 217

F.9 Establishing compliance boundaries using numerical simulations of MIMO

array antennas emitting correlated wave-forms ...............ccooiiiiiii 220
F.9.1 (CT=T o =T - | PSP 220
F.9.2 Field combining near radio base stations for correlated exposure with
the purpose of establishing compliance boundaries ............c...cccooiiiiiinn, 221
F.9.3 Numerical simulations of MIMO array antennas with densely packed
o0} 110 420 = 222
F.9.4 Numerical simulations of large MIMO array antennas ............ccc.ccoiveivnneeennn. 222

F.A0  Smart @ant@nNas ....oooeiii e 223
F.10.1 OVEBIVIBW ..ottt 223
F.10.2 Deterministic conservative approach ............cccoooiiiiiiii 223
F.10.3 Statistical conservative approach.............oooiiiiiii i 223
F.10.4 EXample approaches ... 224
F.10.5 Smart antenna (TD-LTE) .. .o 233

F.11  Establishing compliance boundary for systems using dish antennas ................... 233
F.11.1 (CT=T o =T - | SR 233
F.11.2 L =Y VT 234
F.11.3 Compliance boundary of a dish antenna .............cc.cooiiiiiiii 234

71 o 1Yo =T o V28 236

Figure 1 — Quick start guide to the evaluation proCess .............ccooeiiiiiiiiiiiiiii 25

Figure 2 — Example of complex compliance boundary ..........c.ooooiiiiiiiiiiiiiii e 28

Figure 3 — Example of circular cylindrical compliance boundaries ............ccc.ocoiviiiiins 28

Figure 4 — Example of box shaped compliance boundary .............ccooiiiiiiiiiiiiii e 29

Figure 5 — Example of truncated box shaped compliance boundary ...............c...oeen. DO@umentS

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

-7 -
Figure 6 — Example of dish antenna compliance boundary (from [11]).....ccoiiiiiiiiiiinnine. 30
Figure 7 — Example illustrating the linear scaling procedure.............ccooiiiiiiiiiiii i 31
Figure 8 - Flowchart describing the product installation evaluation process...............c...c..... 34
Figure 9 — Square-shaped assessment domain boundary (ADB) with size Dgq ......oovvveeeeen... 39
Figure 10 — Alternative routes to evaluate in-situ RF eXposure..........c.ccooviiiiiiiiiiincine e 43
Figure 11 — Source-environment plane CONCEPL .......oiuiiiiiiiii e 48
Figure 12 — Flow chart of the measurement methods ... 50
Figure 13 — Flow chart of the relevant computation methods..........c...ccoiiiiii 52

Figure A.1 — Example source-environment plane regions near a radio base station
antenna on a tower which has a narrow vertical (elevation plane) beamwidth (not to

LS | 1 TR PN 56
Figure A.2 — Example source-environment plane regions near a roof-top antenna which

has a narrow vertical (elevation plane) beamwidth (not to scale)..........cc.coviiiiiiiiiiinn . 57
Figure A.3 — Geometry of an antenna with largest linear dimension Lg¢f and largest end

Lo LT aTT Ty T o 2 U 58
Figure A.4 — Maximum path difference for an antenna with largest linear dimension L ......... 62
Figure B.1 — Cylindrical, cartesian and spherical coordinates relative to the RBS

= T 1 =T 01 o - T PP P PPN 70
Figure B.2 — Evaluation 10CatioNS ... ..o e 81
Figure B.3 — Relationship of separation of remote radio source and evaluation area to
separation of evaluation POINES ........iiii i 82
Figure B.4 — Outline of the surface scanning methodology .........ccccoiiiiiiiiiiiiii 84
Figure B.5 — Block diagram of the near-field antenna measurement system......................... 85
Figure B.6 — Minimum radius constraint where a denotes the minimum radius of a

sphere, centred at the reference point, that will encompass the EUT ................ccooiiin. 86
Figure B.7 — Maximum angular sampling spacing constraint ..................cociiiiii i, 86
Figure B.8 — Outline of the volume/surface scanning methodology...........ccoociviiiiiiiiiininnee. 90
Figure B.9 — Block diagram of typical near-field EUT measurement system ............c............ 91

Figure B.10 — Spatial averaging schemes relative to foot support level and in the
vertical plane oriented to offer maximum area in the direction of the source being

EVAIUATEA ... e 97
Figure B.11 — Spatial averaging relative to spatial-peak field strength point height .............. 97
Figure B.12 — Positioning of the EUT relative to the relevant phantom ...............ccooooeiinin. 105
Figure B.13 — Phantom liquid volume and measurement volume used for whole-body

SAR measurements with the box-shaped phantoms ... 111
Figure B.14 — Reflection due to the presence of a ground plane ...........c.ccooeiiiiiiiiin e, 116
Figure B.15 — Enclosed cylinder around collinear arrays, with and without electrical

AOWNI I L et e 116
Figure B.16 — Leaky feeder geOmMEetry . ... 118
Figure B.17 — Directions for which SAR estimation expressions are given...........c...cccoeeeeene. 119
Figure B.18 — Reference frame employed for cylindrical formulas for field strength
computation at a point P (left), and on a line perpendicular to boresight (right) ................... 124
Figure B.19 — Views illustrating the three valid zones for field strength computation

ArOUNG @N @NTENNA ...ttt e 125
Figure B.20 — Cylindrical formulas reference results ............cccoooiiiiiiiiiii e, 128
Figure B.21 — Spherical formulas reference results...........cooocoviiiiiiiiiii 129

Figure B.22 — Synthetic model and ray tracing algorithms geometry and parameters ....Ddﬁuments

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

—_8-—

Figure B.23 — Line 4 far-field positions for synthetic model and ray tracing validation

EXAIMI DI L e e 134
Figure B.24 — Antenna parameters for synthetic model and ray tracing algorithms

Validation @XamMIPIE ... e 135
Figure B.25 — Generic 900 MHz RBS antenna with nine dipole radiators..................c.......... 142
Figure B.26 — Line 1, 2 and 3 near-field positions for full wave and ray tracing

VAHAATION L. 142
Figure B.27 — Generic 1 800 MHz RBS antenna with five slot radiators............................... 143
Figure B.28 — RBS antenna placed in front of a multi-layered lossy cylinder ....................... 149
Figure B.29 — Time variation over 24 h of the exposure induced by GSM 1800 MHz

(left) and FM (right) both normalized to Mean ... e 152
Figure C.1 — Measured ER as a function of distance for a low power BS (G = 5 dBi,

f=2100 MHz) transmitting with an EIRP of 2 W (class E2) and 10 W (class E10)............... 154
Figure C.2 — Minimum installation height as a function of transmitting power

corresponding t0 Class E M0 .. ... 155
Figure C.3 — Compliance distance in the main lobe as a function of EIRP established
according to the far-field formula corresponding to class E100...........ccoociviiiiiiiiiniinenican, 156
Figure C.4 — Minimum installation height as a function of transmitting power

corresponding t0 Class EM00 .. ... 156
Figure C.5 — Averaged power density at ground level for various installation

configurations of equipment with 100 W EIRP (class E100) ......coeuiiiiiiiiiiiiiiieeeeeee 157
Figure C.6 — Compliance distance in the main lobe as a function of EIRP established
according to the far-field formula corresponding to class E+ ..........cocoiiiiiiiiiiiiiiini 158
Figure C.7 — Minimum installation height as a function of transmitting power

corresponding t0 Class Bt .. . e 158
Figure E.1 — Examples of general assessment SChemMes ........ccocoovviiiiiiiiiiiiieiiiieeee e 164
Figure E.2 — Target uncertainty SCheme OVErvIiEeW ...........coouiiiiiiiiiiii e 165
Figure E.3 — Probability of the true value being above (respectively below) the

evaluated value depending on the confidence level assuming a normal distribution ........... 169
Figure E.4 — Plot of the calibration factors for E (not E2) provided from an example

calibration report for an electric field probe ... 172
Figure E.5 — Computational model used for the variational analysis of reflected RF

fields from the front Of @ SUIVEYOI ...oee i 177
Figure E.6 — Positioning device and different positioning errors ...........ccoocoiiiiiiiiiiiiiineenn. 183

Figure E.7 — Physical model of Rayleigh (a) and Rice (b) small-scale fading variations...... 185

Figure E.8 — Example of E field strength variations in line of sight of an antenna

0perating at 2,2 GHzZ.... oo e 186
Figure E.9 — Error at 95% on average power estimation............ccoooiiiiiiiinii e, 187
Figure E.10 — 343 measurement positions building a cube (centre) and different

templates consisting of a different number of positions ..........cc.ccoeiiiii 188
Figure E.11 — Moving a template (Line 3) through the CUBE............c...oiiiiiiii, 189
Figure E.12 — Standard deviations for GSM 900, DCS 1800 and UMTS ..........ccoviiiiieennnen. 191
Figure E.13 — Simulation arrangement ... e 193
Figure E.14 — Body iNFIUBNCE ... e 193
Figure E.15 — Simulation arrangement ... 194
Figure F.1 — Spectral occupancy for GMSK ... 200
Figure F.2 — Spectral occupancy for CDMA ... ... 201
Figure F.3 — Channel allocation for a WCDMA signal ........ccooiiiiiiiiiiiii e Dé@uments

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

—9-—
Figure F.4 — Example of Wi-Fi frames ..o 207
Figure F.5 — Channel occupation versus the integration time for IEEE 802.11b
1S3 €= L o F= T oo XN PPN 208
Figure F.6 — Channel occupation versus nominal throughput rate for IEEE 802.11b/g
£53€= [ Lo F= T o =3 PPN 208
Figure F.7 — Wi-Fi spectrum trace snapshot..........coiiiiiiiii e 209
Figure F.8 — Frame structure of transmission signal for LTE downlink.....................coo. 210
Figure F.9 — Examples of received waves from LTE downlink signals using a spectrum
analyser USING ZEero SPan MOUE . .. .c..iiu it e e e e e e e e e e ea e enaes 213
Figure F.10 — Frame structure type 2 (for 5 ms switch-point periodicity)...........ccccoooieian. 216
Figure F.11 — Frame structure of transmission signal for TDD LTE ..........ccccooviiiiiiiiiiiiiinnenes 216
Figure F.12 — PBCH measurement eXample........cc.oiiiiiiiiiiiie e 218
Figure F.13 — PBCH measurement example spectrum analyser using zero span mode ...... 220
Figure F.14 — MIMO array antenna with densely packed columns ...........cc.ccooviviiiiniinn. 221
Figure F.15 — Plan view representation of statistical conservative model ............................ 224
Figure F.16 — Binomial cumulative probability function for N =24, PR =0,125..................... 232
Figure F.17 — Binomial cumulative probability function for N =18, PR =2/7........cc.eceuieennnn. 233
Figure F.18 — Flowchart for the assessment of EMF compliance boundary in the line of
sight of dish antennas (from [11]) ... i 235
Table 1 — Quick start guide evaluation StEPS .........viiiiiiiii e 26
Table 2 — Example of product installation classes where a simplified evaluation
process is applicable (based on ICNIRP general public limits [13]) ...coooiiiiiiiiiii 36
Table 3 — Exposure metrics validity for evaluation points in each source region.................... 49
Table 4 — Requirements for RF field strength measurements ................ocoiiiiiiii, 51
Table 5 — Whole-body SAR exclusions based on RF power levels...........ccocovviiiiiiiiiinineen, 51
Table 6 — Requirements for SAR MeaSUremMENtS. .......ooiiiiiiiiii e 51
Table 7 — Applicability of computation methods for source-environment regions of
Lo T8 1=t PP 53
Table 8 — Requirements for computation methods.............cooii 53
Table A.1 — Definition Of SOUICE rEgIONS......oiui i e 59
Table A.2 — Default source region boUNAArieS........cc.uiiiiiiiiiiiii e 59
Table A.3 — Source region boundaries for antennas with maximum dimension less
AN 2,0 e 60
Table A.4 — Source region boundaries for linear/planar antenna arrays with a maximum
dimension greater than or equal t0 2,5 4 .. ..o 60
Table A.5 — Source region boundaries for equiphase radiation aperture (e.g. dish)
antennas with maximum reflector dimension much greater than a wavelength ...................... 61
Table A.6 — Source region boundaries for leaky feeders .........ccoooeiiiiiiiiiiiiii e, 61
Table A.7 — Far-field distance » measured in metres as a function of angle f....................... 63
Table A.8 — Guidance on selecting between computation and measurement
AP PIOACIES .ot 64
Table A.9 — Guidance on selecting between broadband and frequency-selective
L0 T=T= T U1 =T 0 1T o1 S PP 65
Table A.10 — Guidance on selecting RF field strength measurement procedures.................. 66
Table A.11 — Guidance on selecting computation methods...........c..coooiiiiiiiiiii i, ...67
Documents

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

-10 -
Table A.12 — Guidance on specific evaluation method ranking ...............cooiiiiiniiin . 68
Table B.1 — Dimension variables ... 70
Table B.2 — RF POWET Variables ... 71
Table B.3 — Antenna variables ..........oouiiiiiii e 72
Table B.4 — Exposure metric variables ... ... 73
Table B.5 — Broadband measurement system requirements ............c.c.oooviiiiniiniini e, 75
Table B.6 — Frequency-selective measurement system requirements............cco.ccoveiiiiinnenn. 76

Table B.7 — Sample template for estimating the expanded uncertainty of an in-situ
RF field strength measurement that used a frequency-selective instrument ........................ 100

Table B.8 — Sample template for estimating the expanded uncertainty of an in-situ
RF field strength measurement that used a broadband instrument....................ooinn. 101

Table B.9 — Sample template for estimating the expanded uncertainty of a laboratory-
based RF field strength measurement using the surface scanning method.......................... 102

Table B.10 — Sample template for estimating the expanded uncertainty of a laboratory-
based RF field strength measurement using the volume scanning method .......................... 103

Table B.11 — Numerical reference S4AR values for reference dipoles and flat phantom —
All values are normalized to a forward power of 1 W .. ... 108

Table B.12 — Phantom liquid volume and measurement volume used for whole-body
SAR measurements [35], [29] ..o 111

Table B.13 — Correction factor to compensate for a possible bias in the obtained
general public whole-body S4R when assessed using the large box-shaped phantom
for child exposure configurations [36].........couiiiiiiiiii e 111

Table B.14 — Measurement uncertainty evaluation template for EUT whole-body SAR test .112
Table B.15 — Measurement uncertainty evaluation template for whole-body SAR

SYSTEM Validation .. ..o e 113
Table B.16 — Applicability of SAR estimation formulas ............cccoviiiiiiiiiiii e 120
Table B.17 — Definition Of C(f) .. eeeuun e 121
Table B.18 — Input parameters for SAR estimation formulas validation................................. 123
Table B.19 — S4Rqog and S4Ryy, estimation formula reference results for Table B.18
parameters and a body Mass Of 46 Kg......oouuiiuiiiiii e 123
Table B.20 — Definition of boundaries for selecting the zone of computation ....................... 126
Table B.21 — Input parameters for cylinder and spherical formulas validation...................... 128
Table B.22 — Sample template for estimating the expanded uncertainty of a synthetic

model and ray tracing RF field strength computation............c...cooii i 133
Table B.23 — Synthetic model and ray tracing power density reference results................... 136
Table B.24 — Sample template for estimating the expanded uncertainty of a full wave

RF field strength computation ... 140
Table B.25 — Validation 1 full wave field reference results................ccooiiiiiiiiiiin i 143
Table B.26 — Validation 2 full wave field reference results................ccoiiiiiiiiiniiii i 144
Table B.27 — Sample template for estimating the expanded uncertainty of a full wave

SAR COMPULATI ON L. e e 147
Table B.28 — Validation reference SAR results for computation method .............c...ceiiiiinin 149
Table E.1 — Determining target uncertainty ..........coooiiiiiii 165
Table E.2 — Monte Carlo simulation of 10 000 trials, both surveyor and auditor using

DESE @SHIMATE oot 167
Table E.3 — Monte Carlo simulation of 10 000 trials, both surveyor and auditor using

target uncertainty Of 4 AB .. ... e e 167

Documents

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

-11 -

Table E.4 — Monte Carlo simulation of 10 000 trials surveyor uses upper 95 % Cl vs.

AUItOr USES IOWET 95 %0 Cl ounieniiiii e e e e e e e e e e e 168

Table E.5 — Guidance on minimum separation distances for some dipole lengths to

ensure that the uncertainty does not exceed 5 % or 10 % in a measurement of £ .............. 175

Table E.6 — Guidance on minimum separation distances for some loop diameters to

ensure that the uncertainty does not exceed 5 % or 10 % in a measurement of H............... 176

Table E.7 — Example minimum separation conditions for selected dipole lengths for

10 % UNCEITAINTY IN E oot e et e et e e e e e et e e et e eaneees 176

Table E.8 — Standard estimates of dB variation for the perturbations in front of a

surveyor due to body reflected fields as described in Figure E.5...........cooiiiiiiiiiiiiiniinn, 178

Table E.9 — Standard uncertainty (u) estimates for £ and H due to body reflections from

the surveyor for common radio services derived from estimates provided in Table E.8....... 178

Table E.10 — Maximum sensitivity coefficients for liquid permittivity and conductivity

over the frequency range 300 MHZ t0 6 GHzZ.........iiiiiiiiiii e 185

Table E.11 — Uncertainty at 95 % for different fading models ............c....ccoiiiiiiiii, 188

Table E.12 — Correlation coefficients for GSM 900 and DCS 1800 ...........ccoeveviiirniiiiiennnnnns 190

Table E.13 — Variations of the standard deviations for the GSM 900, DCS 1800 and

UMTS freqQUENCY DANA ..o ettt e e e e e e e eens 191

Table E.14 — Examples of total uncertainty calculation...............ooooiiiiiii 192

Table E.15 — Maximum simulated error due to the influence of a human body on the

measurement values of an omni-directional probe ...........cooooiiiiii 194

Table E.16 — Measured influence of a human body on omni-directional probe

Lo R U =T o 01T o £ PP PP 194

Table F.1 — Technology specific information ...........ccoooiiiii e 196

Table F.2 — Example of spectrum analyser settings for an integration per service.............. 202

Table F.3 — Example constant power components for specific TDMA/FDMA

LECRNOIOGIES .ot 203

Table F.4 — WCDMA decoder reqUIr€mMeENtS ..........ooiuuiiiiiiiiiiie e 205

Table F.5 — Signal configurations ..o 205

Table F.6 — WCDMA generator setting for power linearity .........c...coooiiiiiiiiiicini 206

Table F.7 — WCDMA generator setting for decoder calibration ...............ccooviiiiiiiiinnn 206

Table F.8 — WCDMA generator setting for reflection coefficient measurement ................... 207

Table F.9 — Theoretical extrapolation factor, Nrg, based on frame structure given in

KT o e I T o T 0 I 0 PSPPI 212

Table F.10 — Configuration of special subframe (lengths of DWPTS/GP/UpPTS) ................ 217

Table F.11 — Uplink-downlink configurations .............ccoiiiiiiiiii e 217
Documents

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

- 12 —

INTERNATIONAL ELECTROTECHNICAL COMMISSION

DETERMINATION OF RF FIELD STRENGTH, POWER DENSITY AND S4R
IN THE VICINITY OF RADIOCOMMUNICATION BASE STATIONS FOR
THE PURPOSE OF EVALUATING HUMAN EXPOSURE

FOREWORD

1) The International Electrotechnical Commission (IEC) is a worldwide organization for standardization comprising
all national electrotechnical committees (IEC National Committees). The object of IEC is to promote
international co-operation on all questions concerning standardization in the electrical and electronic fields. To
this end and in addition to other activities, IEC publishes International Standards, Technical Specifications,
Technical Reports, Publicly Available Specifications (PAS) and Guides (hereafter referred to as “IEC
Publication(s)”). Their preparation is entrusted to technical committees; any IEC National Committee interested
in the subject dealt with may participate in this preparatory work. International, governmental and non-
governmental organizations liaising with the IEC also participate in this preparation. IEC collaborates closely
with the International Organization for Standardization (ISO) in accordance with conditions determined by
agreement between the two organizations.

2) The formal decisions or agreements of IEC on technical matters express, as nearly as possible, an international
consensus of opinion on the relevant subjects since each technical committee has representation from all
interested IEC National Committees.

3) IEC Publications have the form of recommendations for international use and are accepted by IEC National
Committees in that sense. While all reasonable efforts are made to ensure that the technical content of IEC
Publications is accurate, IEC cannot be held responsible for the way in which they are used or for any
misinterpretation by any end user.

4) In order to promote international uniformity, IEC National Committees undertake to apply IEC Publications
transparently to the maximum extent possible in their national and regional publications. Any divergence
between any IEC Publication and the corresponding national or regional publication shall be clearly indicated in
the latter.

5) IEC itself does not provide any attestation of conformity. Independent certification bodies provide conformity
assessment services and, in some areas, access to IEC marks of conformity. IEC is not responsible for any
services carried out by independent certification bodies.

6) All users should ensure that they have the latest edition of this publication.

7) No liability shall attach to IEC or its directors, employees, servants or agents including individual experts and
members of its technical committees and IEC National Committees for any personal injury, property damage or
other damage of any nature whatsoever, whether direct or indirect, or for costs (including legal fees) and
expenses arising out of the publication, use of, or reliance upon, this IEC Publication or any other IEC
Publications.

8) Attention is drawn to the Normative references cited in this publication. Use of the referenced publications is
indispensable for the correct application of this publication.

9) Attention is drawn to the possibility that some of the elements of this IEC Publication may be the subject of
patent rights. IEC shall not be held responsible for identifying any or all such patent rights.

International Standard IEC 62232 has been prepared by IEC technical committee 106:
Methods for the assessment of electric, magnetic and electromagnetic fields associated with
human exposure.

This second edition cancels and replaces the first edition published in 2011 and constitutes a
technical revision.

The significant changes with respect to the previous edition are the following:

a) Increased frequency range from 110 MHz to 100 GHz (including consideration of ambient
sources 100 kHz to 300 GHz);

b) product compliance — determination of compliance boundary information for an RBS
product before it is placed on the market;

c) product installation compliance — determination of the total RF exposure levels before the
product is put into service;
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d) simplified document structure and methods of assessment for new technologies such as
LTE-TDD, FDD and WiFi.

This publication contains attached files in the form of a CD-ROM for the paper version and

embedded files for the electronic version. These files are intended to be used as a
complement and do not form an integral part of the standard.

The text of this International Standard is based on the following documents:

FDIS Report on voting

106/397/FDIS 106/406/RVD

Full information on the voting for the approval of this International Standard can be found in
the report on voting indicated in the above table.

This document has been drafted in accordance with the ISO/IEC Directives, Part 2.

The committee has decided that the contents of this document will remain unchanged until the
stability date indicated on the IEC website under "http://webstore.iec.ch" in the data related to
the specific document. At this date, the document will be

e reconfirmed,
e withdrawn,
e replaced by a revised edition, or

e amended.

A bilingual version of this publication may be issued at a later date.

IMPORTANT - The 'colour inside’' logo on the cover page of this publication indicates
that it contains colours which are considered to be useful for the correct
understanding of its contents. Users should therefore print this document using a
colour printer.
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INTRODUCTION

This document addresses the evaluation of radiofrequency (RF) field strength, power density
or specific absorption rate (SAR) levels in the vicinity of radiocommunication base stations
(RBS), also called product or Equipment Under Test (EUT), intentionally radiating in the
frequency range 110 MHz to 100 GHz according to the scope (see Clause 1). It does not
address the evaluation of current density which exposure guidelines often do not consider to
be relevant when evaluating RF fields in the intended RBS operating frequency range.

This document specifies the RF exposure evaluation methods to be used for product
compliance, product installation compliance and in-situ RF exposure assessments. It does not
define human exposure limits, also called “exposure limits”. When implementing RF exposure
assessments, the surveyor refers to the set of exposure limits applicable where exposure
takes place.

Clause 2, Clause 3 and Clause 4 address normative references, terms and definitions, and
symbols and abbreviated terms, respectively.

Clause 5 provides a quick start guide and details how to use this document.

Clause 6 describes the three main application areas of this document: RF exposure
evaluation methods for product compliance, product installation compliance, and in-situ RF
exposure assessments. Further details are provided in Annex C.

Clause 7 provides guidelines on how to select the evaluation method. Further details are
provided in Annex A.

Clause 8 defines the RF exposure evaluation methods to be used and refers to further details
in Annexes B and F.

Clause 9 addresses the estimation of uncertainty and refers to Annex E for further details.
Clause 10 describes reporting requirements for the evaluation or assessment.

Annexes and the bibliography are referenced extensively to provide useful clarifications or
guidance.

Additional guidance can be found in IEC TR 62669 which includes a set of worked case
studies giving practical examples of the application of this document.
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DETERMINATION OF RF FIELD STRENGTH, POWER DENSITY AND SAR
IN THE VICINITY OF RADIOCOMMUNICATION BASE STATIONS FOR
THE PURPOSE OF EVALUATING HUMAN EXPOSURE

1 Scope

This document provides methods for the determination of radio-frequency (RF) field strength
and specific absorption rate (SAR) in the vicinity of radiocommunication base stations (RBS)
for the purpose of evaluating human exposure.

This document:

a) considers intentionally radiating RBS which transmit on one or more antennas using one
or more frequencies in the range 110 MHz to 100 GHz;

b) considers the impact of ambient sources on RF exposure at least in the 100 kHz to
300 GHz frequency range;

c) specifies the methods to be used for RF exposure evaluation for compliance assessment
applications, namely:

1) product compliance — determination of compliance boundary information for an RBS
product before it is placed on the market;

2) product installation compliance — determination of the total RF exposure levels in
accessible areas from an RBS product and other relevant sources before the product
is put into service;

3) in-situ RF exposure assessment — measurement of in-situ RF exposure levels in the
vicinity of an RBS installation after the product has been taken into operation;

d) describes several RF field strength and S4AR measurement and computation methodologies
with guidance on their applicability to address both the in-situ evaluation of installed RBS
and laboratory-based evaluations;

e) describes how surveyors, with a sufficient level of expertise, establish their specific
evaluation procedures appropriate for their evaluation purpose;

f) provides guidance on how to report, interpret and compare results from different
evaluation methodologies and, where the evaluation purpose requires it, determine a
justified decision against a limit value;

g) provides short descriptions of the informative example case studies given in the
companion Technical Report IEC TR 62669 [1].

2 Normative references

The following documents are referred to in the text in such a way that some or all of their
content constitutes requirements of this document. For dated references, only the edition
cited applies. For undated references, the latest edition of the referenced document (including
any amendments) applies.

IEC 62209-1, Human exposure to radio frequency fields from hand-held and body-mounted
wireless communication devices — Human models, instrumentation, and procedures — Part 1:
Procedure to determine the specific absorption rate (SAR) for hand-held devices used in close
proximity to the ear (frequency range of 300 MHz to 3 GHz)

IEC 62209-2, Human exposure to radio frequency fields from hand-held and body-mounted
wireless communication devices — Human models, instrumentation, and procedures — Part 2:
Procedure to determine the specific absorption rate (SAR) for wireless communication dgvices
used in close proximity to the human body (frequency range of 30 MHz to 6 GHz) Ocuments
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IEC 62479, Assessment of the compliance of low power electronic and electrical apparatus
with the basic restrictions related to human exposure to electromagnetic fields (10 MHz —
300 GHz)

IEC 62311, Assessment of electronic and electrical equipment related to human exposure
restrictions for electromagnetic fields (0 Hz — 300 GHz)

3 Terms and definitions
For the purposes of this document, the following terms and definitions apply.

ISO and IEC maintain terminological databases for use in standardization at the following
addresses:

e |EC Electropedia: available at http://www.electropedia.org/

e |ISO Online browsing platform: available at http://www.iso.org/obp

3.1

ambient field

background electromagnetic field in the frequency range from at least 100 kHz to 300 GHz
other than the emissions from the EUT in the frequency range 110 MHz to 100 GHz

3.2

antenna factor

ratio of the electromagnetic field strength incident upon an antenna to the voltage (U) that is
produced across a specified impedance (e.g. 50 Q) terminating the line connection of the
antenna

3.3

assessment

undertaking of an assessment in order to arrive at a judgement based on evidence, of the
suitability of RF exposure induced by a product with regards to RF exposure limits

3.4

assessment configuration

set of parameters which together represent the RBS configuration to be assessed according
to the evaluation purpose, e.g. for conformity assessment

3.5

average absorbed power

time-averaged absorbed power

ohmic power dissipated in a volume ¥ given by

Py = IV U[E(x, y,z)]de

where
E(x,y,z) is the r.m.s. value of the electric field strength in the tissue in volts per metre;

o is the electric conductivity of the tissue in siemens per metre
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3.6

average transmitted power

time-averaged transmitted power

rate of transmitted energy transfer expressed in watts given by

5]
1
Poyg =— | P(¢)d¢
avg tz_t1tj ®)
1

where
14 is the start time of the observation in seconds;
ty is the stop time of the observation in seconds;

P(t) is the instantaneous transmitted power in watts

Note 1 to entry: The transmitted power is the conducted power applied to the antenna input connector minus the
reflected power at the antenna input connector and minus the power dissipated as heat within the antenna.

3.7

basic restriction

restriction on human exposure to time-varying electric, magnetic, and electromagnetic fields
that is based on the applicable exposure guidelines

Note 1 to entry: For this document, the physical quantity used as a basic restriction is the specific absorption rate
(S4R) or power density (S) depending on the frequency and defined by the relevant compliance standard.

3.8

base station

radio base station

BS

fixed equipment including the radio transmitter and associated antenna(s) as used in wireless
telecommunications networks

EXAMPLE Base stations for mobile communicaitons, radio-relays, wireless local area network access points,
base stations for cordless telephony, etc. that are not normally used in close proximity (i.e. within 20 cm) to the
human body.

Note 1 to entry: Examples of wireless telecommunications networks include those used in mobile
telecommunication systems according to ITU-R M.1224-1 [2], wireless local area networks, public safety networks
and fixed wireless systems (including radio-relay systems, point-to-point communication and point-to-multipoint
communication according to ITU-R F.592-4 [3] and ITU-R F.1339-1 [4]).

Note 2 to entry: Equipment for radar, TV and radio broadcast services are not considered to be an RBS.

3.9

collinear array antenna

antenna consisting of a linear array of radiating elements, usually dipoles, with their axes
lying in a straight line

3.10

compliance boundary

CB

surface of arbitrary shape defining a volume outside of which the applicable limit condition is
not exceeded

3.11

compliance distance

distance from the antenna to the compliance boundary for a stated direction and set of
transmission conditions

Note 1 to entry: In the absence of qualifying direction, the compliance distance is the maximum distance from the

antenna to the compliance boundary. Docu ments
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3.12

control boundary

set of locations which together define where human access to a compliance boundary is
limited by either warnings or physical controls

3.13
lower detection limit
minimum quantifiable response of the measuring equipment

3.14
upper detection limit
maximum quantifiable response of the measuring equipment

3.15

directivity

D

<of an antenna, in a given direction> ratio of the radiation intensity produced by an antenna in
a given direction to the value of the radiation intensities averaged in all directions in space

Note 1 to entry: If no direction is specified, the direction of maximum radiation intensity from the given antenna is
implied.

Note 2 to entry: The directivity is independent of antenna losses and equal to the absolute gain in the same
direction if the antenna has no internal losses.

Note 3 to entry: The ratio can also be expressed in decibels.

3.16
dish antenna
parabolic antenna usually used for radio-relays or point-to-point communications

Note 1 to entry: See ITU-R F.592-4 [3] and ITU-R F.1339-1 [4].

3.17
duty factor
ratio of the sum of pulse durations to a stated averaging time

Note 1 to entry: For waveforms showing periodical behaviour, the averaging time is assumed to be the minimum
repetition interval of a waveform frame, e.g. the pulse repetition period for single-pulse TDMA waveforms.

3.18

dynamic range

quotient of the signal from the maximum measurable indication of a quantity divided by the
signal from the minimum measurable value of that quantity

Note 1 to entry In some cases, the dynamic range can be expressed as an interval of the above-mentioned
corresponding values.

[SOURCE: IEC 60050-394:2007, 394-40-17 [5]]

3.19

electric field strength

vector field quantity £ which exerts on any charged particle at rest a force F equal to the
product of £ and the electric charge Q of the particle:

F = QE

[SOURCE: IEC 60050-121:1998, 121-11-18 [6]]
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3.20

equivalent isotropic radiated power

EIRP

<in a given direction> product of the radiofrequency input power to an antenna and the
absolute gain of the antenna in a given direction

[SOURCE: IEC 60050-712:1992, 712-02-51 [7], modified — In the term, "isotropically" has
been replaced by "isotropic"; in the definition, "power supplied" has been replaced by
"radiofrequency input power".]

3.21
evaluation
process of determining a value of an exposure metric

3.22

evaluation configuration

set of parameter values which together represent the RBS configuration used in the
evaluation

3.23

evaluation location

specific physical location at which a single field parameter value has been measured or
computed

Note 1 to entry: In the case of spatial averaging, this is the reference location defined in the averaging scheme.

3.24

exposure ratio

ER

<at a given location and for each operating frequency of the BS> ratio of the exposure metric
and the relevant exposure limit, both expressed in terms of power

EXAMPLE ER = SIS, ER = max[(E/E,,)?, (HIH,,)?]

lim’

Note 1 to entry: The exposure ratio can also be expressed as a percentage, i.e. ER % = ER (dimensionless) x
100 %.

3.25

field strength

<of a radio transmitter> magnitude of the electromagnetic (electric or magnetic) field created
at a given point by a radio transmitting system operating at a specified characteristic
frequency with specified installation and modulation conditions

[SOURCE: IEC 60050-705:1995, 705-08-31 [8]]

3.26

frequency response

curve representing the variations, with respect to frequency, of the indicated level of the
exposure metric as a measuring instrument response to a known exposure metric

3.27

gain

G

<of an antenna, in a given direction> ratio of the radiation intensity produced by an antenna in
a given direction to the value of the radiation intensities averaged in all directions in space
reduced by a factor representing the antenna losses

Note 1 to entry: If no direction is specified, the direction of maximum radiation intensity from the given antenna is
implied.

Note 2 to entry: The ratio can also be expressed in decibels. Docu ments
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3.28
general public
all persons not classified as worker

3.29

intended use

reasonably foreseeable use of an RBS for the purpose intended, over its full range of
applicable functions, in accordance with the instructions provided by the manufacturer,
including installation and operation instructions

3.30

linearity

deviation from a straight line of the curve representing the output quantity as a function of the
input quantity

[SOURCE: IEC 60050-394:2007, 394-40-31 [5]]

3.31

localized exposure

maximum value of exposure averaged over a small volume or area as defined by applicable
RF exposure guidelines

3.32

magnetic field strength

magnetizing field strength

vector quantity obtained at a given point by subtracting the magnetization M from the
magnetic flux density B divided by the magnetic constant p:

H=2_m

Ho

Note 1 to entry: In vacuum, the magnetic field strength is at all points equal to the magnetic flux density divided
by the magnetic constant:

Note 2 to entry: The rotation of the magnetic field strength is the total current density J:

rot H = Jy

Note 3 to entry: The magnetic flux density B is sometimes called “magnetic field”, risking confusion with the
magnetic field strength H.

[SOURCE: IEC 60050-121:1998, 121-11-56 [6]]

3.33

measurement drift

power drift

gradual deviation over time from a reproducible reading of the measured value

3.34
partial-body exposure
localized exposure of part of the body, as distinct from a whole-body exposure

3.35
peak spatial-average SAR
maximal value of SAR averaged within a specific mass Documents
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3.36
planar array
<antenna> array in which corresponding points of the radiating elements lie in a plane

[SOURCE: IEC 60050-712:1992, 712-01-07 [7]]

3.37

plane wave equivalent power density

<of an electromagnetic wave> power density equal in magnitude to the power density of a
plane wave

3.38

power density

power passing through a surface normal to the direction of propagation of energy of an
electromagnetic wave divided by the area of the surface

3.39

probe isotropy

degree to which the response of an electric field or magnetic field probe is independent of the
polarization and direction of propagation of the incident wave

3.40
RF field strength
electric field strength and/or magnetic field strength from an RF source

3.41

spatial-peak

<value> non-spatially averaged peak value of the electric field, magnetic field, or power
density

3.42

specific absorption rate

SAR

time derivative of the incremental electromagnetic energy (dW) absorbed by (dissipated in) an
incremental mass (dm) contained in a volume element (dV) of given mass density (p)

sar -9 d_szi aw
dr\dm ) dt pdV

Note 1 to entry: SAR can be obtained using the following equation:

oE?
2,

SAR =

where

SAR is the specific absorption rate in watts per kilogram (W/kg);

E is the r.m.s. value of the electric field strength in the tissue in volts per metre;
o is the electric conductivity of the tissue in siemens per metre;

) is the density of the tissue in kilograms per cubic metre.

3.43

source

RF source

electronic equipment intentionally transmitting an RF signal
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3.44

source-environment plane

method to define the evaluation regions to be considered in the evaluation point selection
based on environmental complexity and distance from the source

3.45

source region

spatial volume surrounding an antenna, divided into three regions according to the impact the
field characteristics have on the evaluation of the RF field strength, power density or SAR

Note 1 to entry There are two source regions near the antenna, called source region | and source region II, and
one at a larger distance, called source region lll.

3.46

surveyor

person(s) responsible for planning, executing and reporting on the evaluation of RF field
strength, power density or SAR levels

3.47

whole-body exposure

exposure averaged over the whole body, on reference location defined in the averaging
scheme

3.48

worker

adult who is generally exposed to RF fields under known conditions and is trained to be aware
of potential risks and to take appropriate precautions

4 Symbols and abbreviated terms

4.1 Physical quantities

The internationally accepted Sl units are used throughout this document.

Symbol Quantity Unit Dimensions
a Attenuation coefficient reciprocal metre m-1

B Magnetic flux density tesla T,Vsm2
ch Specific heat capacity joule per kilogram per kelvin ~ J kg1 K-1
E Electric field strength volt per metre V m-1

f Frequency hertz s

H Magnetic field strength ampere per metre Am-1

J Current density ampere per square metre Am=2

T Temperature kelvin K

e Permittivity farad per metre Fm1

A Wavelength metre m

yr Permeability henry per metre Hm-1

S Power density watts per square metre W m-2

Q Resistance ohm VAT

) Mass density kilogram per cubic metre kg m-3

o Electric conductivity siemens per metre S m-
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In this document, temperature is quantified in degrees Celsius, as defined by: 7 (°C) = T (K) — 273,16.

NOTE 2 Annex A and B.2 define additional symbols and variables used in this document.

4.2 Constants

Symbol

C

o

€0
Ho

Physical constant Magnitude

Speed of light in vacuum 2,997 9 x 108 m s-*

Impedance of free space 376,730 3 Q
(approximately 120n Q)

Permittivity of free space 8,854 188 x 10-12 F m-1

Permeability of free space 47 x 107 Hm-"

4.3 Abbreviated terms

ADB
AMPS
BCCH
BS
CB
CDD
CDMA
CP
CPICH
CRS
DECT
D
DPCH
ER
EUT
FDD
FDMA
FDTD
FEM
FIT
GSM
HPBW
ICNIRP
IP
LTE
MAC
MoM
NMT
OFDM
P-SS
PBCH

assessment domain boundary

Advanced Mobile Phone System

broadcast control channel

base station

compliance boundary

cyclic delay diversity

code division multiple access

cyclic prefix

common pilot channel

cell-specific reference signal

Digital Enhanced Cordless Telecommunications
domain of investigation

dedicated physical channel

exposure ratio

equipment under test

frequency division duplex

frequency division multiple access

finite difference time domain

finite element method

finite integration technique

Global System for Mobile communications (originally Groupe Spécial Mobile)
half power beamwidth

International Commission on Non-lonizing Radiation Protection
Internet Protocol

Long Term Evolution

Media Access Control

method of moments

Nordic Mobile Telephone

orthogonal frequency division multiplexing

Primary Synchronization Signal

Physical Broadcast Channel Documents
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PML
PRACH
RB
RBS
RBW
RE

RF
r.m.s.
r.s.s.
RS
S-SS
SA

SD
TCP
TDMA
TER
TETRA
UbDP
UMTS
usSDC
WCDMA
Wi-Fi®1)
WIiMAX

5 Quick start guide and how to use this document
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perfectly matched layer

Physical Random Access Channel
resource block
radiocommunication base station
resolution bandwidth

resource element

radio frequency

root mean square

root sum square

reference signal

Secondary Synchronization Signal
spectrum analyser

separation distance

Transmission Control Protocol
time division multiple access

total exposure ratio

Terrestrial Trunked Radio

User Datagram Protocol

Universal Mobile Telecommunications System

United States Digital Cellular

wideband code division multiple access

Wireless Fidelity

Worldwide Interoperability for Microwave Access

5.1 Overview

Given the different types of evaluation methods of human exposure to EMF and their inherent
complexities, this document contains a significant amount of technical detail. While such
detail is necessary, care has been taken to layer the presentation of information, with content

broadly separated into process, detail and additional information.

In Clause 5, high-level process information is provided from two perspectives: 5.2 outlines the
structure of the document as applied to conducting an evaluation; and 5.3 is a high-level
application based approach to applying the document to situations such as the determination
of a compliance boundary.

5.2 Quick start guide

The quick start guide provides an overview of the evaluation process as a flow chart.

1) Wi-Fi® is a trademark of the Wi-Fi Alliance. This information is given for the convenience of users of this
document and does not constitute an endorsement by IEC. While officially the term does not mean anything, it

is typically used to describe Wireless Local Area Networks such as IEEE 802.11b/g/n/ac.
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START

Determine Evaluation Purpose (6)

ASIEC 62232:2018

Product Compliance

Product Installation Compliance

In-situ RF exposure

(6.1) (6.2) assessment (6.3)
e e oS ceners
(6.1.1) (6.1) (6.2.44) (6.2.2)

Go to Reporting
(10)

Go to
Reporting (10)

Determine Evaluation Method (7.2)

Measurement (8.2)

Computation (8.3)

RF field strength, S SAR (8.2.3) Advanced (8.3) Basic (8.3)
(8.2.2) S
In-situ Laboratory Localised Whole- Ray tracing Full-wave Full-wave |Spherical/| SAR
(B.3.1.2) (B.3.1.3) SAR body SAR (B.4.4.1) Fieldstrength  SAR | Cylindrical|Estimation
(B.3.2.3.3) (B.3.2.3.4)

- J L

(B.4.4.2) (B.4.4.3) (B.4.2.1.1) (B.4.2.2
flﬂ

Extrapolation (B.5), spatial averaging (6.4.1), time averaging (6.4.2),

multiple frequency summation (B.6) as applicable

Uncertainty

(9)

Reporting
(10)

IEC

Figure 1 — Quick start guide to the evaluation process

The quick start guide shown in Figure 1 outlines the evaluation process along with the
evaluation steps explained in Table 1. This sequence involves determining the evaluation
purpose, method(s) of evaluation, as well as extrapolation, spatial averaging, time averaging
and multiple frequency summation. The uncertainty and reporting stages complete the
evaluation process. Report template is defined in 10.2. Worked case studies are introduced

in5.4.
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Table 1 — Quick start guide evaluation steps

Stage Evaluation steps Action
Determine Determine the purpose of the evaluation: Confirm purpose of
Evaluation - Product compliance evaluation
Purpose

— Product installation compliance, or
(Clause 6)

— In-situ RF exposure evaluation

RF exposure

Determine the applicable process to be used for the chosen

Run the evaluation

evaluation evaluation purpose. process
process
(Clause 6)
Determine Determine if a simplified evaluation process is applicable. Select evaluation method
Evaluation Otherwise, select either a measurement or computation
Method evaluation method, or both if required. Evaluation methods are
ranked, and in general a higher ranked method takes
(7.2) precedence. However, lower ranking evaluations are valid within
their applicability and may be more practical to implement,
depending on cost, feasibility, and resource availability.
Measurement Determine applicable measurement procedures: Select relevant
(8.2) — laboratory or in-situ measurement measurement procedures
: if applicable

— SAR or RF field strength
measurements

(broadband or narrowband)

Computation
(8.3)

Determine applicable computation methods. For example, a
simple peak RF field strength evaluation, which is conservative,
may be used. Even though higher ranking evaluation methods
shall take precedence, they depend on the detailed information
about the source and environment, as well as the availability of
software packages capable of modelling such complexities.

Select relevant
computation procedures if
applicable

Extrapolation
(B.5)

Determine if extrapolation is required. Where the test
configuration differs from the required final evaluation
configuration, an extrapolation factor will be required to adjust
evaluated results (RF field strength, power density or S4R).

Determine extrapolation
factor and apply to results

Summation

(B.6)

Determine if the evaluation requires summation of combined
exposure. Summation of combined RF field strength, power
density or SAR value is required either when a single source
emits RF fields on multiple frequency bands or when evaluating
RF fields from multiple sources.

Sum test results if
required

Uncertainty

Any measurement or computation can only approximate the
exposure metric within the uncertainty tolerance, and so a

Determine uncertainty and
complete the uncertainty

(Clause 9) quantitative statement of uncertainty is required. table when applicable

Reporting The final report describes the results of the evaluation, provides | Prepare final report and
sufficient technical details to allow for repeatability, and consider the report

(Clause 10) template in IEC TR 62669

interprets the results by comparison with the relevant limit, if
required.

5.3 How to use this document

There are three main applications of RF exposure evaluation defined in this document.

1) Product compliance: determination of compliance boundary information for an RBS
product before it is placed on the market (see 6.1).

2) Product

installation compliance: determination of the total

RF exposure

levels in

accessible areas from an RBS product and other relevant sources before the product is
put into service (see 6.2).

3) In-situ RF exposure assessment: measurement of RF exposure levels in the vicinity of an
RBS installation after the product has been installed and is operating (see 6.3).

Clause 7 provides guidelines on how to select the evaluation method.

© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

- 27 —

NOTE National regulatory agencies can have different requirements which override those specified by this
document.

5.4 Worked case studies

A separate IEC Technical Report, IEC TR 62669 [1], contains worked evaluation examples of
typical RBS sites using a range of methods described in this document. The example sites
include roof-tops, towers, poles, small cells and in-building cells.

Each case study has been chosen to illustrate typical RBS sites and common evaluation
tasks. Some of the case studies demonstrated multiple evaluation methods. However, in most
scenarios, only one method would be required to complete an evaluation.

NOTE IEC TR 62669 was developed to address |IEC 62232:2011. A new version of IEC TR 62669 is currently
under development to reflect the updated evaluation procedures in this document.

6 Evaluation processes for product compliance, product installation
compliance and in-situ RF exposure assessments

6.1 Evaluation process for product compliance
6.1.1 General

A manufacturer or other legal entity that will place an RBS product on the market is typically
required to provide RF exposure information, including relevant compliance boundaries
(exclusion zones), to the end user of the product. The compliance boundary shall be
established for applicable RF exposure limits using RF field strength, power density or SAR
assessment methods as described in 6.1.5.

Compliance boundary information is normally determined for a number of selected typical
configurations (frequency band, number of transmitters, bandwidth, antenna, feeder, etc.) of
the RBS product, assuming free-space conditions, and at the maximum power for each
configuration.

NOTE Establishing compliance boundaries can be one of a range of requirements or methods that relate to
product compliance.

Where a product complies with IEC 62479 and it applies depending on whether the applicable
national regulatory agency recognizes it, then no compliance boundary is required. Otherwise,
the compliance boundary shall be assessed according to 6.1.2 to 6.1.5.

6.1.2 Establishing compliance boundaries

The criteria defined in Table 3 and Clause 8 shall be used to select the exposure metric.

SAR or power density (depending on the frequency range) measurements are the most
appropriate evaluation technique to determine accurate compliance boundary (CB)
information for equipment designed for small stand-alone equipment/devices and multi-
element base station antennas shorter than or equal to 1,5 m (see 8.2.2 and B.3.2). Examples
of this type of equipment include medium range, local area, or home BS, picocell and
microcell equipment 3GPP TS 25.104 [9], 3GPP TS 36.104 [10]. Alternatively, SAR can be
calculated using estimation formulas or using advanced computational methods (see B.4.2.2
and B.4.4.3, respectively).

For all RBS products, in particular macrocell equipment but also small coverage area
equipment, field strength or power density evaluations are applicable. Either laboratory
measurements or computations may be used. (see B.3.1.3 and B.4, respectively).
Alternatively, S4R can be calculated using estimation formulas or using advanced
computational methods (see B.4.2.2 and B.4.4.3, respectively).
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6.1.3 Iso-surface compliance boundary definition

The most accurate (smallest) compliance boundary is obtained as an iso-surface, with the iso-
surface value given by the applicable RF exposure limit (see Figure 2).

IEC

Figure 2 — Example of complex compliance boundary

In this case the shape of the compliance boundary shall be accurately described, e.g. in terms
of a mathematical function z = f{(x,y).

6.1.4 Simple compliance boundaries

The iso-surface compliance boundary defined in 6.1.3 may be enclosed in simpler shaped
volumes to define more conservative compliance boundaries. Valid compliance boundary
shapes are not limited to these examples.

In Figure 3 cases (a) and (b), two circular cylindrical compliance boundaries are illustrated for
a sector coverage antenna and a horizontally omnidirectional antenna, respectively.

B’

\yx 5 1D %

\

IEC IEC

a) Sector coverage antenna b) Horizontally omnidirectional antenna

Figure 3 — Example of circular cylindrical compliance boundaries
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The compliance boundary for the sector coverage antenna is described in terms of Dy, Dy,
Dy 4> Dg s @nd the antenna height and thickness according to Figure 3. Note that for the
sector coverage antenna the distances D; and D, shall be determined so that the
aforementioned iso-surface will be completely inscribed by the cylinder. In a similar way, the
compliance boundary for the horizontally omnidirectional antenna is described in terms of D,
D, ¢, Dy, @and the height and radius of the antenna.

The box shaped compliance boundary shown in Figure 4 can be used for directional
antennas, for example a panel antenna. In this case the boundary is described in terms of

D¢, Dy, Dy ¢, Dy s Dg, @and the dimensions of the antenna.

RN

B

IEC

Figure 4 — Example of box shaped compliance boundary

In order to take into account the horizontal beamwidth of the antenna, the box shape may be
truncated with 45° cut plane on the edges near the panel antenna. The truncated box shaped
compliance boundary is described in Figure 5, which is defined by the truncation distance D,
in addition to the parameters of the box shaped compliance boundary (see Figure 4).

z
D.J.L
D, 4, EUT
. Dy oy
D J+ i
D,q
IEC IEC
a) Top view b) Side view

Figure 5 — Example of truncated box shaped compliance boundary

For parabolic or dish antennas, the compliance boundary defined in Figure 7 and in F.11 can
be used.
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Compliance boundary

IEC
Figure 6 — Example of dish antenna compliance
boundary (from [11])

6.1.5 Methods for establishing the compliance boundary
6.1.5.1 General

The compliance boundary shall be established according to 6.1.5.2 to 6.1.5.7 using evaluation
methods defined in Clause 8 and Annex B.

6.1.5.2 Establishing compliance boundary using RF field strength measurements

Cylindrical or box shaped or truncated box shaped compliance boundaries shall be generated
by measuring the RF field strength in suitable directions with respect to the transmitting
antenna (e.g. front, back, side, and above/below), and then comparing the obtained RF field
strength with applicable exposure limits (RF field strength or power density) (see B.3.1.3).

6.1.5.3 Establishing compliance boundary using SAR measurements

Cylindrical or box shaped or truncated box shaped compliance boundaries shall be generated
by measuring SAR for suitable antenna orientations as a function of distance using the
measurement procedure in B.3.2. By linear scaling of the SAR versus separation distance
curve, compliance distances for different power levels shall be obtained by comparing the
results with applicable exposure limits as illustrated in Figure 7.
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= ¢~ Preasured =1 W
—0— Pscﬂm =4'W

10

SAR o, (W/kg)

o 10 25 50 75 100 125 150 175 200

Separation distance (mm) o

NOTE Scaling to determine the compliance distance at a power level of 4 W, when the SAR measurements were
performed at a power level of 1 W for a peak spatial-average SAR exposure limit of 2 W/kg over an averaging mass
of 10 g.

Figure 7 — Example illustrating the linear scaling procedure

The scaled SAR values are computed from the measured by multiplying with the ratio between
the scaled and the measured power levels. The compliance distance is then obtained from the
figure by determining where the scaled SAR curve intersects with the pertinent S4R limit value.

6.1.5.4 Establishing compliance boundary using cylindrical and spherical formulas

The power density or field strength shall be calculated in a region surrounding the base
station antenna for the maximum possible transmitted power using the formulas defined in
B.4.2.1.1. Based on this evaluation, compliance boundaries in the form of various solids as
described in 6.1.4 (sphere, cylinder or box) can be determined.

Alternatively, the basic algorithm defined in B.4.3 can be used to obtain an iso-surface
compliance boundary by using the applicable RF exposure limit as the iso-surface value.
Simpler and more conservative compliance boundaries can be obtained by inscribing the
obtained iso-surface in various solids as discussed in 6.1.4.

6.1.5.5 Establishing compliance boundary using SAR estimation formulas

Cylindrical compliance boundaries (see Figure 3) shall be generated for sector coverage and
horizontally omnidirectional antennas operating in the frequency range 700 MHz to 2 700 MHz
by using the SAR estimation formulas of B.4.2.2 and applicable RF exposure limits according
to the procedure described in [12]. For sector coverage antennas, the diameter of the cylinder
is determined by the compliance distances in the front and back directions together with the
antenna thickness ¢ (see Figure 3a)). For horizontally omnidirectional antennas, the radius of
the cylinder is determined by the main beam compliance distance and the radius of the
antenna. The height of the cylinder is obtained by first multiplying the axial compliance
distance with a factor of 2 (above and below antenna) and then adding the height of the
antenna.

When implementing SAR estimation formulas for box shaped and truncated box shaped
compliance boundaries, the S4R formulas defined in B.4.2.2 shall also be used.

Documents

Document Sharing Hub
© Standards Australia Limited 2018

Full document details: AS IEC 62232-2018


http://www.avadocuments.com/doc/as-iec-62232-2018
http://www.avadocuments.com/doc/as-iec-62232-2018

ASIEC 62232:2018

- 32 —

6.1.5.6 Establishing compliance boundary using full wave analysis

After an accurate numerical model has been created following the procedure in B.4.4.2, the
fields surrounding the base station antenna should be calculated for the maximum possible
transmitted power. An iso-surface compliance boundary can then be obtained in a
post-processing step by using the applicable RF exposure limit as the iso-surface value.
Simpler and more conservative compliance boundaries can be obtained by inscribing the
obtained iso-surface in various solids as discussed in 6.1.4.

6.1.5.7 Establishing compliance boundary for dish antennas

The compliance boundary is a cylinder and the compliance distance shall be established
using the formula defined in F.11.

6.1.6 Uncertainty

Uncertainty analysis shall be performed according to Clause 9.

6.1.7 Reporting

Reporting shall be performed according to Clause 10. The RF exposure assessment report
used for product compliance shall contain at least the following:
e Description of the EUT:

— name, reference (e.g. serial number), technologies;

— maximum transmitted power for each transmit frequency band;

— antenna characteristics (gain, horizontal and vertical beamwidth) for each transmit
frequency band, total E/RP, and, if the product is used with external antennas, a
detailed description of at least one typical configuration2, including antenna system
(feeders, connectors, combiners, etc.);

e Description of the evaluation method and the exposure metric (SAR, S, E or H), the
rationale for the choice (see Clause 7) and the relevant technical information required for
repeatability and for documentation of the validity of the method, including:

— for measurements:

e probe(s) and measurement instrument(s) used, including characteristics, calibration
details, and probe correction factors;

e results of system validation check;
e test setup and measurement conditions (temperature, etc.);
— for calculations:
e name and version of the calculation/simulation tool (if applicable);

e limitations for the calculation/simulation tool (e.g. frequency range,
near-field/far-field, etc.);

— uncertainty analysis.
e Description of the compliance boundary:
— compliance boundary shape (see 6.1.4);

— compliance boundary dimensions for the relevant range of RF transmit powers,
frequency bands, technologies and applicable exposure limits.

e Description of installation guidelines for the EUT, where relevant.

2 Actual product installation parameters are reported according to 6.2.9.
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6.2 Evaluation process used for product installation compliance
6.2.1 General

A network operator or other legal entity intending to put an RBS product into operation usually
needs to evaluate the RF field strength levels; typically these evaluations are performed in
accessible areas and in the vicinity of the base station, to verify compliance with relevant RF
exposure limits and regulations. In such an evaluation, contributions from other relevant
sources and possible effects of the environment need to be considered. Reasonable
endeavours should be undertaken to consider other relevant sources.

The RF exposure levels from the RBS product and other relevant sources shall be determined
at maximum transmit power of the equipment (theoretical or actual, see B.5) using
measurements (see B.3.1.2) or computations (see B.4). Contributions from multiple sources
shall be determined using summation formulas (see B.6).

6.2.2 General evaluation procedure for product installations

Where a new product is installed, the procedure described in Figure 8 shall be used to
evaluate the RF exposure, taking into account other RF sources in the vicinity. In order to
allow for accurate and efficient evaluations, different routes are possible depending on the
characteristics of the product installation. In some specific cases, a simplified evaluation
process of the product installation is possible without the necessity of conducting
measurements or computations. Such a simplified evaluation process is defined in 6.2.4.
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Obtain EUT installation
information
(6.2.3)

Yes

Is a simplified
evaluation process

applicable?
(6.2.4)

No

Yes — Measurements

Does a DI exist?
(6.2.5)

Yes — Computations

v

Conduct general exposure
measurements
(6.2.6.3)

Yes TER < 0,05
(6.2.6.2)

Conduct comprehensive
exposure measurements
(Extrapolate exposure to
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Figure 8 — Flowchart describing the product installation evaluation process

6.2.3

Product installation data collection

The following information shall be obtained for the product installation:

e maximum transmitted power for each transmit frequency band of the base station as

installed;
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e antenna characteristics (gain, horizontal and vertical beamwidth) for each transmit
frequency band, total EIRP, and a detailed description of the configuration of the base
station in its operational environment, including antenna system (feeders, connectors,
combiners, etc.). If the product installation compliance has been assessed using the
simplified evaluation process as defined in 6.2.4, then all parameters used to define the
installation class in Table 2 shall be included;

e accessible area.

When comprehensive evaluations supporting extrapolation to maximum traffic is performed
(see B.5) the following information is required:

e the reference name and frequency/bandwidth of any component of the whole signal which
is to be used as a reference for extrapolation.

e the ratio between the component power level and the maximum power of the configuration
to be extrapolated.

For example, the following information shall be used for GSM, WCDMA, and LTE:

e GSM: Central frequency of the broadcast channel (BCCH) and maximum number of
carriers (channels) used by the product.

¢ WCDMA: Common pilot channel (CPICH) frequency and power level relative to total
power.

e LTE: Centre frequency of the product channels and bandwidth.
6.2.4 Simplified product installation evaluation process

A simplified product installation process applies when no detailed measurements or
computations are required to establish product installation compliance. The simplified
evaluation process is based on easily accessible characteristics of the installation
configuration, such as EIRP, direction of the main lobe, compliance boundary and installation
positions of the transmitters/antennas with respect to accessible areas for the product and
other relevant sources when applicable.

For the implementation of the simplified evaluation process, product specifications provided
by the BS equipment and/or antenna manufacturer(s) shall be used, in particular transmitted
power, antenna gain and compliance boundary dimensions evaluated in accordance with the
requirements defined in 6.1.

Product installation evaluation is not required if the product complies with IEC 62479 or if the
product compliance boundary dimensions are zero.

For products with antenna directivity of 30 dBi or above (e.g. dish antenna), product
installation evaluation is not required if there is no access within the compliance boundary
dimensions (see F.11). For such products, the antenna is usually installed to maintain line of
sight conditions in order to prevent the radio link from being broken.

Product installation classes for which a simplified installation evaluation process is applicable
can be developed based on applicable exposure limits. For example, the classes defined in
Table 2 can be used with general public ICNIRP-based [13] exposure limits. The rationales
used to establish those classes are presented in Annex C. If there are multiple equipment
items co-located on the same site as the product, the EIRP criteria defined in Table 2 apply to
the sum of EIRP of all co-located equipment.
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Table 2 — Example of product installation classes where a simplified evaluation
process is applicable (based on ICNIRP general public limits [13])

Class EIRP? (W) EIRP (dBm) Product installation criteria

EO n/a n/a The product complies with IEC 62479 or the product compliance
boundary dimensions are zero. No specific requirement for
product installation.

E2 <2 <33 The product is installed according to instructions from the
manufacturer and/or entity putting into service. Compliance with
the exposure limits is generally obtained at zero distance or
within a few centimetres.

E10 <10 <40 The product is installed according to instructions from the
manufacturer and/or entity putting into service and the lowest
radiating part of the antenna(s) is at a minimum height of 2,2 m
above the general public walkway.

E100 <100 <50 The product is installed according to instructions from the
manufacturer and/or entity putting into service and:

(a) the lowest radiating part of the antenna(s) is at a minimum
height of 2,5 m above the general public walkway,

(b) the minimum distance to areas accessible to the general
public in the main lobe direction is D, b and

(c) there is no pre-existing RF source with EIRP above 10 W
installed within a distance of 5 D_ metres in the main lobe
direction (as determined by considering the half power beam
width) and within D metres in other directions.

D, is the compliance distance in the main lobe assessed
according to 6.1. If D_ is not available, a value of 2 m can be
used or 1 m if all product transmit frequencies are equal to or
above 1 500 MHz.¢

E+ > 100 > 50 The product is installed according to instructions from the
manufacturer and/or entity putting into service and:

(a) the lowest radiating part of the antenna(s) is at a minimum
height of H_ metres above the general public walkway,

(b) the minimum distance to areas accessible to the general
public in the main lobe direction is D, b metres, and

(c) there is no pre-existing RF source with EIRP above 100 W
installed within a distance of 5 D metres in the main lobe
direction and within D_ metres in other directions.

D, is the compliance distance in the main lobe assessed
accorgiing to 6.1 and H_ is given by Equations (6.1), (6.2) or
(6.3).

EIRP transmitted by the installed antenna(s) including all active bands.

b D, is also defined as D; or D, in 6.1.4. For E10, the installation height is derived from the SAR estimation
formula provided in B.4.2.2 and realistic antenna configurations. For E100, the installation height is derived
from the SAR estimation formula provided in B.4.2.2 and realistic antenna configurations and D values of
1 m and 2 m are derived from the far-field spherical formula (Equation (B.21) in B.4.2.1.1.2) using a ground
reflection factor of 0. For E+, H_ and D_ defined in Equations (6.1), (6.2) or (6.3) are derived from the far-
field spherical formula (Equation (B.21) in B.4.2.1.1.2) using a ground reflection factor of 1.

When such condition is not fulfilled, the installation is still compliant if the sum of the E/IRPs of the EUT and
nearby sources is less than 100 W. If the total EIRP is above 100 W then the EUT is still compliant if it is
installed at a minimum height of H  metres above the general public walkway and at a minimum distance
from areas accessible to the general public in the main lobe direction of D metres, where A and D_ are
obtained using Equations (6.1), (6.2) or (6.3) for the sum of the EIRPs including those of nearby sources.

When such condition is not fulfilled, the installation is still exempted from evaluations if the EUT is installed
at a minimum height of #_ metres above the general public walkway and at a minimum distance from areas
accessible to the general public in the main lobe direction of D metres, where H_ and D are obtained
using Equations (6.1), (6.2) or (6.3) for the sum of the EIRPs including those of nearby sources.

The frequency dependent equations (6.1) to (6.3) below are applicable for calculation of the
minimum installation height H# , and the compliance distance in the main lobe D, defined in

Table 2. These equations were introduced in [14]. To be conservative, f shall be ChOﬁn as
the lowest limit of all frequency bands of the EUT. ocuments
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For frequencies between 100 MHz and 400 MHz:

EIRP - Ag

H, =max 2n Dy, = /ﬂ (6.1)
EIRP 2n

2+ |—— sin(¢ +1.1296,,, )
27

For frequencies between 400 MHz and 2 000 MHz:

EIRP-200 A

2+
Hiy = max i Dy = [FHRP 200 (6.2)

. - TC
24 /zoofﬂ sin(a +11296;,, ) /
TC

For frequencies between 2 000 MHz and 100 000 MHz (i.e. 100 GHz):

0. [EIRP - 4
107 [EIRP

H, =max D = (6.3)
24 E’R: sin(a +112964,, ) 10
where:
f is the frequency of operation of the RBS in MHz;
Ag is the side lobe suppression value in linear scale;
a is the downtilt in radians (both electric and mechanic);

Opw is the vertical half power beamwidth in radians.
6.2.5 Assessment area selection

The domain of investigation (DI) represents the volume where an exposure evaluation and
assessment shall be conducted. The DI is the part of the assessment domain boundary (ADB)
of the equipment under test, where the people may have access. Access in this context refers
to any part of the body being within the ADB under normal conditions. Outside the ADB, the
exposure ratio from the product installation shall be less than 0,05.

NOTE Outside the ADB the product is not a relevant source, and an evaluation is not needed.

If the compliance boundary is available, the length D_q (in metres) of the ADB in the main
beam direction shall be 5 times the compliance distance. Alternatively:

e for a single band antenna the simplified expression provided in Equation (6.4) can be

used. It is based on the free-space formula (Equation (B.21) in B.4.2.1.1.2) and provides a
conservative estimation of the ADB in the shape of a box (Figure 9).

EIRP EIRP
Dag = (| ——t =13, : 4
ad 0,05S|im4ﬂ7 S"m (6 )

where S);,, is the relevant power density exposure limit (W/m2).

e for multiband antennas having more than one active band, the ADB can be calculated

using
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EIRP,
Dag =13- /ZS_Z (6.5)
i lim,i

where EIRP; is the EIRP of the product in band i and Sj, ; is the relevant power density
exposure limit (W/m?) for band i.

The dimensions of the ADB, if determined using Equation (6.4) or (6.5), are largely
overestimated in the vertical direction of the antenna. Therefore, the following rules shall be
applied:

e Access regions placed Hy metres or more below the antenna mounting height (measured
from the centre point of the antenna) shall not be considered as part of the ADB, where H,
is given by3

Hy, =max(Dyq tana, 3,5) (6.6)

Here, a is the antenna downtilt (mechanical and electrical) in radians. If « is not known it
can be assumed to equal n/15 radians (12 degrees), which is a realistic maximum downtilt
chosen to obtain a conservative result. The number 3,5 m was also chosen to correspond
to a realistic maximum Hy for an antenna with no downtilt.

e General public access regions placed 3,5 m or more above the antenna mounting height
(measured from the centre point of the antenna) shall not be considered as part of the
ADB.

The equations above are applicable for down-tilted antennas. If the antenna is tilted upwards
the values shall be swapped. In addition, for rooftop or wall installations, regions within the
building on which the antenna is mounted shall be excluded from the ADB if the antenna main
beam is pointing away from the building4.

Based on observations of the product installation and environment, as well as on experience
gained by RF exposure evaluations of similar sites, the DI can be restricted to the points of
maximum exposure.

If the general public has no access to the ADB, there is no DI and the product installation is
compliant for general public access.

3 The first term in brackets corresponds to the height of the ADB given by the main beam for down-tilted
antennas. The second term takes into consideration that for small tilt angles, the ADB in the vertical direction
might be given by the antenna side lobe (or by the extension of the main lobe in the vertical plane). Since the
maximum side lobe amplitude and direction might be difficult to estimate, a minimum height of 3,5 m is
conservatively chosen.

4 Transmission in these directions corresponds to the side lobe of the antenna. In addition, the attenuation in the

walls and roof can reduce the power density by 10 dB to 20 dB or more.
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Figure 9 — Square-shaped assessment domain boundary (ADB) with size D_g4

6.2.6 Measurements
6.2.6.1 General

RF field strength measurements by means of both frequency selective or broadband
equipment can be used to evaluate the product installation. The measurement system(s) and
the post processing shall at least cover the frequency range from 100 kHz to 6 GHz and up to
300 GHz if required. Measurement equipment shall be chosen and operated according to
B.3.1.2.

6.2.6.2 Determination of the total exposure ratio (TER)

The total level of exposure shall be calculated by summing the exposure ratios. This involves
the extrapolated field strength E; in each band used by the product and the relevant ambient
sources (see 6.2.6.5). Where the general exposure evaluation has reported maximum field
strength within the points of the DI, the following formula shall apply:

N
TER = 2 ER; , (6.7)
i=1

where ER; is the exposure ratio for the band i.

6.2.6.3 General TER measurements

General TER evaluation consists of measurement of the total field strength over the entire
frequency range of the product and relevant sources. Broadband equipment is suitable for this
type of measurement. Frequency selective instruments can be used provided that the field
strength is integrated over the entire bandwidth.

During general exposure evaluation, measurements shall be taken according to B.3.1.2.5 over
the whole DI. Good practice is to move the probe slowly through the site of investigation,
since probes are generally sensitive to fast movements.

The RBS installation is assessed to be compliant without further investigation if the maximum
measured TER is lower than 0,055. If the measurement equipment does not have a shaped
frequency response, the lowest electric field strength or power density exposure limit values
in the frequency range used by the entire RBS installation shall be used to calculate TER.

5 In this case the 0,05 threshold is related to additional nearby sources.
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Otherwise, a comprehensive TER measurement shall be performed according to 6.2.6.4.

6.2.6.4 Comprehensive TER measurement

The comprehensive TER measurement shall be performed at the location(s) of maximum TER
found in the general TER evaluation. It is conducted in order to obtain a conservative estimate
of the TER when the product is transmitting at maximum power.

The comprehensive measurement shall be performed using broadband or frequency selective
measurement equipment that is in compliance with the requirements and the measurement
procedures specified in B.3.1.2.

For comprehensive measurements, the extrapolation procedure as described in B.5 shall be
applied and spatial averaging shall follow 6.4. Where the ER of the product obtained with
comprehensive measurements is less than 0,05 no further evaluation is required, and the site
is assessed to be compliant.

6.2.6.5 Exposure contribution of ambient sources

Ambient sources shall be identified according to the description in 7.2.

For evaluations where the extrapolation of the field strength to the maximum power has been
obtained by means of broadband measurements, the contribution from ambient sources is
implicitly evaluated. No additional measurements need to be performed.

For evaluations using a frequency selective device, exposure ratios of greater than or equal to
0,05 shall be considered as relevant sources. Sources with lower ER can be excluded.

If the operating bands of nearby ambient sources are known, the ER contribution of each
source can be determined. This can be done using frequency selective equipment by
integrating the field strength over the corresponding band. When this information is not
directly available, it can be retrieved by inspection of the significant spectrum peaks
measured by the frequency selective device.

For time variant signals, the field strength from relevant source contributions shall be scaled
to maximum power (see B.5). If the extrapolation factors are unknown the power density for
each of the relevant bands shall be measured. Such measurement should occur during high-
traffic hours, using a max-hold trace for a time until the equipment reading stabilizes (typically
1 min or less). However, additional uncertainty associated with not actually scaling to
maximum power should be appropriately accounted for in the uncertainty evaluation (see
Clause 9).

6.2.7 Computations

Various computational methods can be used to evaluate the level of exposure within the DI
(see B.4). An overview of the applicability of the methods is provided in Table 7.

The transmitted power of the RBS shall be conservatively assumed equal to the maximum
power (theoretical or actual, see B.5). Ambient sources with a computed ER larger than 0,05
within the DI shall be included in the evaluation.

The effect of environmental reflectors and scatterers shall be considered where relevant, see
B.3.1.2.6. In areas with environmental reflectors a modified free space approach may be
applied. In this case the ER can be overestimated by using the ER estimated in free space
multiplied by a factor. Alternatively, the effect of reflecting objects shall be included in the
uncertainty budget.
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Reflections can be modelled using calculation tools, such as Ray Tracing (see B.4.4.1 ). If not
possible, a generic multiplicative factor of 2,56 (for power density) or 1,6 (for E-field) can be
used as recommended in [15] for ground reflections. Other site-specific power density
multiplication factors can be used where more detailed information is available. In general, an
accurate estimation of these reflection factors requires information on site topography
including material parameters of near-by structures, frequency, transmission bandwidth, and
field polarization.

A reflecting structure may be excluded from the RF exposure computations if one or more of
the following conditions apply:

e The reflecting structure is not within line of sight from both the point of investigation and
the radio source.

e The geometry of the reflector, point of investigation and radio source is such that the
reflected ray is directed away from the point of investigation.

e The maximum projected dimension of the reflecting structure in the direction of the point of
investigation is less than L, ,,where
d
Ly = ‘/—
max P

d is the distance from the radio source to the structure;

where

A is the wavelength of the considered radio source.
6.2.8 Uncertainty

Uncertainty analysis shall be performed according to Clause 9.

The target expanded uncertainty is 4 dB or below, which is considered industry best practice.
The expanded uncertainty for the RF exposure evaluation used for the product installation
compliance assessment shall not exceed 6 dB.

6.2.9 Reporting

Reporting shall be performed according to Clause 10. The RF exposure evaluation report
used for product installation compliance shall contain at least the following.

e Description of the product:
— name, reference (e.g. serial number), technologies;

— maximum transmitted power for each transmit frequency band of the base station as
installed;

— antenna characteristics (gain, horizontal and vertical beamwidth) for each transmit
frequency band, total EIRP, and a detailed description of the configuration of the base
station in its operational environment, including antenna system (feeders, connectors,
combiners, etc.). If the product installation compliance has been assessed using the
simplified evaluation process as defined in 6.2.4, then all parameters used to define
the installation class in Table 2 shall be included.

e Description of installation configuration for the product, including installation height, etc.
¢ Implementation of the simplified evaluation method (rationale, outcome) if applicable.

e |f the simplified evaluation is not applicable, additional technical information required for
repeatability and for documentation of the validity of the method are required. This shall
include a description of the evaluation method and the exposure metrics (TER, S, E or H),
the rationale for the choice (see 7.2), as well as:

— description of the domain of investigation, relevant sources and scatters;
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— spatial averaging method used;
— for measurements:

e probe(s) and measurement instrument(s) used, including characteristics and
calibration details,

¢ testing conditions (temperature, etc.);
— for calculations:
e name and version of the simulation tool (if applicable),
e calculation and simulation parameters used;
— validity of measurement and/or calculation results.
— uncertainty analysis.
e Description of general public access restrictions, if any, and guidelines on how to comply
with workers limits during installation, maintenance and repair of the product.

The documentation may cover several base stations with similar technical specifications and
environmental conditions.

6.3 Evaluation processes for in-situ RF exposure assessment
6.3.1 General requirements, source determination and site analysis
The objectives of in-situ measurements are:

o to determine if the RF exposure levels are in compliance with applicable exposure limits
and regulations, e.g. in the vicinity of an operating RBS installation, or

e to obtain the RF exposure data, typically required for communication purposes.

The procedure described in Figure 10 shall be used to evaluate in-situ RF exposure
assessment based on measurement methods, uncertainty, and reporting specified in
6.3.2t0 6.3.4.
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Figure 10 — Alternative routes to evaluate in-situ RF exposure

The in-situ RF exposure evaluation or assessment shall be performed at one location or area,
known as the measurement area.

The process shall start by identifying all relevant fixed and permanently emitting RF source
installations in the surrounding area according to 7.2. The measurement system(s) and the
post processing shall cover the RF emissions from the product and all relevant ambient
sources between at least 100 kHz and 300 GHz as determined by the site analysis.
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Then, the measurement metrics applicable on the measurement area shall be determined
according to the distance from the source antenna, see 7.2.3).

NOTE In a complex field local minima and maxima occur within a relatively small area. Factors such as
shadowing, reflection and diffraction, together with the radiation pattern characteristics of transmitting antennas,
can be involved. The effects of fast fading, however, can be estimated and accounted for by spatial sampling and
averaging (described in 6.4.).

6.3.2 Measurement procedures
6.3.2.1 Measurement type selection

The second step is to choose between two evaluation approaches, known as Case A and
Case B as indicated in Figure 10. Case A provides a set of results covering all sources and
frequencies at one measurement area. Case B provides separate sets of field values for each
source, frequency or frequency sub-band present in the measurement area.

The choice of the measurement type depends on the objective of the in-situ evaluation.

e If the objective is to provide a global evaluation of RF exposure level from all sources
together “as observed” (i.e. no extrapolation, no signal spectrum differentiation) then the
evaluation shall start with Case A evaluation. However, if the power density assessment
based on Case A is above applicable RF exposure limits (i.e. the threshold defined under
Case A in Figure 10 is the applicable exposure limits) or if it is necessary or desired to
investigate the contribution from each RF source, the Case A evaluation shall be
complemented by a Case B evaluation.

e If the objective is to provide a detailed evaluation of RF exposure levels (i.e. combining
the contributions of all RF sources, spectrum differentiation above a certain threshold), the
evaluation shall start using Case A. If the power density level is above 10 mW/m?2
(i.e. threshold defined under Case A in Figure 10), the Case A evaluation shall be
complemented by a Case B evaluation. However, if there are pre-existing national
requirements, a different threshold between 5 mW/m2 and 100 mW/m?2 may be used.
Further, some national requirements may specify one method or another.

o If the objective is to provide a comprehensive evaluation of RF exposure, i.e. investigating
every contribution from RF sources using a frequency selective analysis, then a Case B
evaluation shall be conducted. It is recommended that a Case B evaluation is preceded by
a Case A evaluation.

6.3.2.2 Case A (broadband evaluation)

Case A corresponds to an exposure evaluation on one measurement area using broadband
equipment in compliance with 8.2.2 and B.3.1.2.3 and consistent with the purpose (6.1.1).

The measurement system(s) shall cover the frequency range of the RF emissions from the
product and all relevant ambient sources between at least 100 kHz and 300 GHz as
determined by the site analysis. Additional requirements are defined in B.3.1.2.2.

A Case A evaluation shall start by performing a slow scan over the measurement area at a
height of 1,5 m above ground in order to find the location of the maximum exposure. At this
location, if spatial averaging is applicable, measurements at different heights shall be
performed in order to assess the spatial averaged value as described in 6.4.1. If time
averaging is required, it shall be implemented as defined in 6.4.2.

Broadband measurements may be used to provide instantaneous environmental field-strength
information or to indicate if it is necessary to perform a comprehensive exposure evaluation
(Case B).

Broadband measurement in case of global or detailed RF exposure evaluation (Case A) shall
not be used for extrapolation. Without the ability to discriminate frequency, such extrapolation
could result in a large overestimation of the maximum exposure. Documents
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6.3.2.3 Case B (comprehensive exposure evaluation)
6.3.2.3.1 General

Case B corresponds to a comprehensive exposure evaluation with a frequency selective
instrument, including identification of relevant sources, and extrapolation of exposure to
maximum traffic load if required.

6.3.2.3.2 Measurement protocol

The operator shall use frequency selective measurement equipment as specified in 8.2.2 and
B.3.1.2.4. Case B measurements shall be performed at a given location, e.g. the location of
maximum exposure of a measurement area identified in Case A (see 6.3.2.2). The total
exposure taking into account multiple frequencies shall be performed according to B.6.

The evaluation shall begin with a comprehensive frequency scan at the measurement location
covering at least 100 kHz to 6 GHz, unless pre-evaluation of operating sources/ frequencies
has been conducted and documented in the report. The scan results or pre-evaluation shall
be used to identify for each technology the significant frequencies for which spatially
averaged (see 6.4) or sweeping (see B.3.1.2.5.2) measurements, shall be conducted. In order
to be able to accurately measure total exposure levels down to 1 % of the power density
reference levels, sources shall be considered as significant when the exposure level is above
0,01 % (-40 dB) of the lowest power density reference level in the assessed frequency range.
If no significant source is measured, the two highest sources shall be reported.

Frequency selective measurements shall be conducted at all points required for the
implementation of spatial averaging or sweeping method. Depending on the objective of the
in-situ evaluation or assessment, either the raw measurement results or the extrapolated
measurement result, according to 6.3.2.3.3, shall be provided.

The total exposure shall be assessed using the summation formulas defined in B.6.

6.3.2.3.3 Extrapolation of the exposure at the network maximum traffic load

For the case where the aim is to evaluate the maximum exposure conditions taking into
account traffic and transmitted power variations, then the evaluation result data shall be
extrapolated. When extrapolation is performed it shall apply only to significant sources (see
6.3.2.3.2). The result shall be extrapolated from measurement of time independent channel(s)
as defined in B.5 and Annex F.

6.3.3 Uncertainty

Uncertainty analysis shall be performed according to Clause 9.

The target expanded uncertainty is 4 dB or below, which is considered industry best practice.
The expanded uncertainty for RF exposure evaluation used in in-situ RF exposure
assessment shall not exceed 6 dB.

6.3.4 Reporting

Reporting shall be performed according to Clause 10. The in-situ RF exposure evaluation or
assessment report shall contain at least:

e description of the measurement site, including the relevant RF sources and the points
where measurements have been performed;

e environmental conditions, time and date, name of entity responsible for the measurement;

e measurement protocol used, including spatial averaging, time averaging, etc.;

e probe(s) and measurement instrument(s) used, including characteristics and calibation

details and probe correction factors; Ocuments
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e measurement results and all information necessary for the interpretation of the in-situ RF
exposure evaluation or assessment (e.g. instantaneous, extrapolation, etc.)

— if extrapolation is used, description of the extrapolation method and rationale for the
extrapolation factor(s);

e uncertainty analysis.
6.4 Averaging procedures
6.4.1 Spatial averaging

Where spatial averaging is required (e.g. 6.3 related to in-situ RF exposure assessment), it
shall be performed according to the specifications defined in B.3.1.4 and with a minimum of
three measurement points as defined in Figure B.10. However, depending on the location and
accuracy required, the number of measurement points to be averaged may be increased using
B.3.1.4.4.2 specifications.

Where localized, partial-body exposure, or the applicable RF exposure limits (for example in
the near-field) are relevant, the maximum RF field strength or power density shall also be
considered (see Table 3).

6.4.2 Time averaging

Time averaging is applicable where the RF field strength varies over time. Factors that
contribute to time variation include changing propagation conditions, variations of the
transmitter power due to traffic load, variations due to power control, or transmitter duty cycle.

Where time averaging is applicable, it shall be implemented as defined in B.3.1.

The relevant exposure standard may specify the appropriate time over which exposure is to
be averaged.

7 Determining the evaluation method

71 Overview

Once the purpose of the evaluation has been determined, the next step is to determine the
evaluation method including the evaluation points, ambient fields and other details. The
evaluation method shall be selected considering the exposure metrics (see 7.2.3) and the
applicability of the evaluation methods (see Clause 8 and Table 3). More than one evaluation
method may be valid.

If specific evaluation methods are specified in Clause 6, these shall be used. Otherwise, the
process in 7.2 shall be followed. When defining the assessment configuration, the specific
national (e.g. regulatory and legislative) requirements shall be taken into account.

Evaluation method determination examples can be found in the worked case study examples
of IEC TR 62269 [1].

7.2 Process to determine the evaluation method
7.21 General

Prior to conducting an evaluation, the surveyor shall determine the evaluation configuration
following the tasks described below.
a) Establish the evaluation points in relation to the source-environment plane (see 7.2.2).
b) Establish the appropriate exposure metric (see 7.2.3).
c) Select computation or measurement approach (see Annex A). Documents
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