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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about Standards can be found by visiting the Standards
Australia web site at www.standards.com.au and looking up the relevant Standard
in the on-line catalogue.

Alternatively, the printed Catalogue provides information current at 1 January each
year, and the monthly magazine, The Australian Standard, has a full listing of
revisions and amendments published each month.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Contact us via email at mail@standards.com.au, or write to the Chief
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney, NSW
2001.

This Standard was issued in draft form for comment as DR 02231.
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ii

PREFACE

This Standard was prepared by Australian members of the Joint Standards Australia/Standards New
Zealand Committee ME-067, Mobility Appliances for People with Disabilities to be used as a means
to demonstrate compliance with the relevant essential principles in new medical device legislation.

After consultation with stakeholders in both countries, Standards Australia and Standards New
Zealand decided to develop this Standard as an Australian, rather than an Australian/New Zealand
Standard.

This Standard supersedes AS 2569.2—1987, Guide to the lifting and moving of patients, Part 2: Safe
manual lifting and moving of patients.

This Standard is identical with and has been reproduced from ISO 10535:1998, Hoists for the transfer
of disabled persons—Requirements and test methods.

The objective of this Standard is to specify general requirements and test methods for technical aids
for disabled persons which are intended by the manufacturer to be medical devices.

This Standard provides for the use of the following Australian/New Zealand Standards as equivalents
to particular ISO and CEN Standards referenced herein, as follows:

Reference to International Standard or
European Standard

Australian/New Zealand Standard

EN AS/NZS ISO
60601 Medical electrical equipment 3200 Medical electrical equipment
60601-1 Part 1:  General requirements

for safety
3200.1.0 Part 1.0:  General requirements for

safety—Parent Standard
60601-1-1-2 2.  Collateral standard:

Electromagnetic
compatibility—Requirements
and test methods

3200.1.2 Part 1.2:  General requirements for
safety—Collateral Standard:
Electromagnetic compatibility—
Requirements and tests

prEN AS EN
12182 Technical aids for disabled

persons—General
requirements and test
methods

12182 Technical aids for disabled persons—
General requirements and test methods

ISO AS/NZS
3758 Textiles—Care labelling code

using symbols
1957 Textiles—Care labelling

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number does not appear on each page of text and its identity is shown only on the cover and
title page.

(b) In the source text ‘this European Standard’ should read ‘this Australian Standard’.

(c) A full point substitutes for a comma when referring to a decimal marker.

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the application of
the annex to which they apply. A ‘normative’ annex is an integral part of a Standard, whereas an
‘informative’ annex is only for information and guidance.

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

 [A
V

A
IL

A
B

LE
 S

U
P

E
R

S
E

D
E

D
] (

D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS ISO 10535-2002

http://www.avadocuments.com/doc/as-iso-10535-2002
http://www.avadocuments.com/doc/as-iso-10535-2002


iii

CONTENTS

1 Scope 1
2 Normative references 1
3 Definitions 3

4 General requirements and test methods 5
4.1 General requirements 5
4.1.1 Risk analysis 5
4.1.2 Ergonomics factors etc. 5
4.1.3 Sound level 6
4.2 General test conditions 6
4.2.1 Test conditions 6
4.2.2 Test equipment 6
4.2.3 Tolerances 7
4.2.4 Test report 7
4.3 General safety requirements 7
4.4 Test methods for general safety requirements 9
4.5 Requirements for performance 11
4.6 Test methods for performance 11
4.7 Requirements for rate (velocity) of lifting and lowering 12
4.8 Test methods for rate (velocity) of lifting and lowering 12
4.9 Requirements for operating forces 12
4.10 Test methods for operating forces 12
4.11 Information supplied by the manufacturer 12
4.11.1 General 12
4.11.2 Marking 13
4.11.3 Instructions for use 13
4.12 Requirements for durability 14
4.13 Test methods for durability 14

5 Mobile Hoists - Specific requirements and test methods 15

5.1 Requirements for static strength 15
5.2 Test methods for static strength 15
5.3 Requirements for static stability 16
5.4 Test methods for static stability 16
5.5 Requirements for immobilizing device (brakes) 17
5.6 Test methods for immobilizing device (brakes) 17
5.7 Requirements for moving forces 17
5.8 Test methods for moving forces 17
5.9 Instructions for use 18

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

 [A
V

A
IL

A
B

LE
 S

U
P

E
R

S
E

D
E

D
] (

D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS ISO 10535-2002

http://www.avadocuments.com/doc/as-iso-10535-2002
http://www.avadocuments.com/doc/as-iso-10535-2002


iv

6 Stationary Hoists - Specific requirements and test methods   18
6.1 Specific safety requirements 18
6.2 Test methods for specific safety requirements 19
6.3 Requirements for static strength for all other stationary hoists 19
6.4 Requirements for static strength (free-standing stationary hoists only) 19
6.5 Test methods for static strength (free-standing stationary hoists only) 19
6.6 Requirements for static stability (free-standing stationary hoists only) 19
6.7 Test methods for static stability (free-standing stationary hoists only) 20
6.8 Requirements for static strength for all other stationary hoists 20
6.9 Test methods for static strength for all other stationary hoists 20
6.10 Instructions for use 21

7 Non-rigid body support units - Specific requirements and test methods 21
7.1 General 21
7.2 Requirements for the central suspension point 21
7.3 Test method for the central suspension point 21
7.4 Requirements for the spreader bar 21
7.5 Test methods for the spreader bar 22
7.6 Requirements for the non-rigid body support unit 22
7.7 Material and seams of the non-rigid body support unit 22
7.8 Test methods for non-rigid body support unit 22
7.9 Marking 23
7.10 Instructions for use 23

8 Rigid body support units - Specific requirements and test methods 23
8.1 General 24
8.2 Requirement for backrest 24
8.3 Requirements and test methods for durability 24
8.4 Marking 24
8.5 Instructions for use 25

9 Free-standing hoists for use in bath tubs 25

Figures 25

Annex A (Informative) - Periodic inspection 32
Annex B (Informative) - Applications 33
Annex C (Normative) - Hydraulic and pneumatic components 34

- requirements and test methods
Annex ZZ (Normative) - Corresponding International and European Standards for which

equivalents are not given in the text 36

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

 [A
V

A
IL

A
B

LE
 S

U
P

E
R

S
E

D
E

D
] (

D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS ISO 10535-2002

http://www.avadocuments.com/doc/as-iso-10535-2002
http://www.avadocuments.com/doc/as-iso-10535-2002


AUSTRALIAN STANDARD

Hoists for the transfer of disabled persons—Requirements and test
methods

1 Scope

This European standard specifies requirements and test methods only for hoists and
body support units intended for the transfer of disabled persons as classified in
EN ISO 9999:1998:

12 36 03   Wheeled hoists with sling seats    
12 36 06   Wheeled hoists with solid seats    
12 36 09 Hoist trolleys    
12 36 12 Stationary hoists fixed to the wall/walls, floor

and/or ceiling
12 36 15 Stationary hoists fixed to, mounted in or on

another product
12 36 18 Stationary free standing hoists     
12 36 21 Body-support units for hoists     

This standard does not apply to devices that transports persons between two levels
(floors) of a building.

This standard does not include methods for determination of ageing or corrosion of
such hoists and units.

The requirements of this standard are formulated with regard to the needs of both
the disabled persons being hoisted and the attendant using the hoist.

2 Normative references

This European standard incorporates by dated or undated reference, provisions from
other publications. These normative references are cited at the appropriate places in
the text and the publications are listed hereafter. For dated references, subsequent
amendments to or revisions of any of these publications apply to this European
standard only when incorporated in it by amendment or revision. For undated
references the latest edition of the publication referred to applies.

EN 292 Safety of machinery. Basic concepts, general principles
for design
Part 1: Basic terminology, methodology
Part 2: Technical principles and specification

EN 614-1 Safety of machinery. Ergonomic principles
Part 1: Terminology and general principles

EN 853 Rubber hoses and hose assemblies - Wire braid
reinforced hydraulic type - Specification

EN 854 Rubber hoses and hose assemblies - Textile reinforced
hydraulic type - Specification

www.standards.com.au                                                                                                                                                        Standards Australia
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EN 980 Graphical symbols for the use in the labelling of medical
devices

EN 1021-1:1993 Assessment of the ignitability of upholstered furniture -
Part 1: Ignition source: Smouldering cigarette

EN 1041 Information supplied by the manufacturer with medical
devices

EN 1441 Medical devices - Risk analysis

EN ISO 9999:1998 Technical aids for disabled persons - Classification

EN 60601-1 Medical electrical equipment  Part 1: General
requirements for safety

EN 60601-1-2 Electromagnetic compatibility - Requirements and tests

prEN 12182:1997 Technical aids for disabled persons - General
requirements and test methods

ISO 3741:1988 Acoustics - Determination of sound power levels of noise
sources - Precision methods for broad band sources in
reverberation rooms

ISO 3744:1988 Acoustics - Determination of sound power levels of
noisesources - Methods for free field conditions over a
reflecting plane

ISO 3758 Textiles - Care labelling code using symbols

DIN 2413 Steel pipes
Part 1: Design of steel pressure pipes
Part 2: Design of elbows and bends for steel pressure
pipes

www.standards.com.au                                                                                                                                                        Standards Australia
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3 Definitions

For the purposes of this standard the following definitions apply:

3.1 Adverse condition: The condition in which failure is most likely to occur and which
is based on continual trial and error.

3.2 Attendant: The person who operates the hoist if not the lifted person.

3.3 Backrest: The part of the body support unit that supports the back of the person
being lifted, moved or transferred (e.g. sling, seat, stretcher etc.) along with the
associated attachment structure.

3.4 Backwards: 180° to the forwards direction of travel.

3.5 Body support unit: The part of the hoist that supports the person being lifted,
moved or transferred (e.g. sling, seat, stretcher etc.) along with its associated
attachment structure.

3.6 Ceiling hoist: An overhead mounted hoist system fixed to the ceiling or wall(s),
including the tracking system.

3.7 Central Suspension Point (CSP): A reference point on the hoist to be used for
measurements (this point may be a connecting point).

3.8 Connecting point(s): The part(s) to which the body support unit attaches.

3.9 Control devices: That part or parts of the hoist which operates the lifting and
lowering mechanisms of the CSP as well as other functions, e.g. leg opening of the
mobile base.

3.10 End limiting device: A device that stops any movement at a predetermined end
position.

3.11 Flexible device: A component along with any associated joining components that
functions as a lifting device (e.g. chain, tape, rope).

3.12 Footrest: The part of the body support unit that supports the feet.

3.13 Forwards: The intended direction of travel, as stated by the manufacturer, in relation
to the person who is moving the hoist.

3.14 Hoisting range: The vertical difference between the maximum and minimum heights
of the CSP (see figures 7 and 8)

3.15 Hoisting reach: The unimpeded  horizontal distance between the  structure and a
vertical line through the CSP at a given height within the hoisting range (see
figure 7).
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3.16 Hold to run control device: Control device(s) which initiates and maintains
operation of the hoist elements only as long as the manual control is actuated. The
manual control automatically returns to the 'Stop' or 'Off' position when released.

3.17 Legrest: The part of the body support unit that supports the legs.

3.18 Lifted person: The person who is transferred by the hoist.

3.19 Lifting cycle: The raising and lowering of the lifting machinery for the same distance
in both directions.

3.20 Lifting device: Means of lifting and lowering the body support unit.

3.21 Lifting machinery: Device that performs the lifting function, e.g. the hydraulic,
mechanical or electrical apparatus.

3.22 Locking gate: A device that ensures a hoist cannot move from one track to another
unless both tracks are in the correct position.

3.23 Locking system: The means by which the rigid body support unit is secured to the
hoist.

3.24 Maximum load: The greatest permissible load, excluding the body support unit, that
can be applied to the hoist.

3.25 Mobile hoist: A hoist fitted with a devices or devices (e.g. wheels) that is freely
movable and propellable along the floor, and with which a disabled person is lifted,
transferred or moved independently of a fixed installation or other allied device.

3.26 Multi-purpose hoist: A hoist that can be assembled, possibly with the use of
different parts, to provide a variety of operations.

3.27 Non-rigid body support unit: A device that is manufactured from flexible materials
which adapts to the body shape, with the associated connecting means for attaching
to the lifting device of the hoist.

3.28 Rigid body support unit: A preformed seat or recumbent device, manufactured
from rigid materials (if necessary padded), or flexible materials encased by a frame,
with associated connecting means for attaching to the lifting device of the hoist.

3.29 Single fault condition : Condition in which a single means for protection against a
safety hazard in equipment is defective or a single external abnormal condition is
present.

3.30 Sitting part: Part of the body support unit that is available for sitting on.
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3.31 Spreader bar: A rigid construction with more than one connection point, onto which
the body support unit is attached (for example see figures 8 and 9).

3.32 Stationary hoist: A hoist with which a person is lifted, transferred or moved within a
pre-defined area and which is fixed to a wall, ceiling or floor or is mounted in or on
other allied devices, or is free standing.

3.33 Turning radius: The radius of the narrowest circle encompassing the extreme points
of the hoist, when it is turned 360° without being reversed.

4 General requirements and test methods

4.1 General requirements

4.1.1 Risk analysis

The requirements of EN 1441 apply.

4.1.2 Ergonomics factors etc

The ergonomics of the hoist shall be based on the requirements of EN 614-1.

Grips and handles shall suit the functional anatomy of the hands and meet with the
following requirements:

- the distance between any handle (part intended to be grabbed) requiring an
operating force of more than 10 N and any construction part of the hoist shall not be
less than 35 mm;

- the distance between any  upper surface of a pedal (in its operating position) and
any other part of the hoist shall have a vertical toe clearance of not less than 75 mm;

- the diameter of any operating handles and or knobs requiring an operating force of
more than 10 N shall be between 19 mm and 43mm.

- pedals shall be placed not more than 300 mm above the surface of the floor;

- hand operated controls shall be placed at a height of 800 mm to 1200 mm above
the floor;

- handles for pushing and/or pulling shall be placed at a minimum height
of 900 mm.

NOTE: Operating controls used by the lifted person may require other
positions.

www.standards.com.au                                                                                                                                                        Standards Australia

5

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

16
 J

un
 2

01
5 

 [A
V

A
IL

A
B

LE
 S

U
P

E
R

S
E

D
E

D
] (

D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS ISO 10535-2002

http://www.avadocuments.com/doc/as-iso-10535-2002
http://www.avadocuments.com/doc/as-iso-10535-2002


4.1.3 Sound level

The maximum sound level of any hoist shall not exceed 65 dB(A) as measured in
accordance with ISO 3741:1998 and/or ISO 3744:1998 during one raising or
lowering lifting cycle with the hoist loaded with the maximum load.

4.2 General test conditions

4.2.1 Test conditions

The hoist shall be tested as it is delivered to the customer. However, if of a multi-
functional design and can be assembled in different formats, it shall be assembled
according to the instructions supplied by the manufacturer. If the hoist is intended to
be used in different combinations, then all combinations shall be tested in the most
adverse condition.

The tests shall be carried out under normal indoors conditions.

All tests shall be carried out in the order stated.

The test report referred to in 4.2.4 shall be placed in the manufacturers technical file.

4.2.2 Test equipment

4.2.2.1 Test surface, rigid, flat, inclinable and with stops preventing the hoist from sliding but
not tilting.

4.2.2.2 Stops not smaller than half of the wheel diameter and not greater than the wheel
diameter.

4.2.2.3 Cylindrical load(s), made of steel, with rounded edges, (not less than R25) and with
diameter 350 mm. For the testing of non-rigid body support unit the load can be
made to represent the proposed body to be lifted.

4.2.2.4 Equipment capable of simulating use in practice (e.g. test fingers).

4.2.2.5 Equipment for applying loads, with negligible dynamic factor.

4.2.2.6 Sound level meter in accordance with ISO 3741:1998 or ISO 3744:1998.
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4.2.3 Tolerances

The following tolerances on measurements apply.

Forces/Loads ± 5%
Velocities ± 5%
Angles ± 0,250

Dimensions ≤ 150 mm ± 0,5 mm
> 150 mm ± 5,0 mm

Time ± 0,1 s/m

4.2.4 Test report

The test report shall include at least the following information:

a) a reference to this standard;

b) a description of the product, including type and designation;

c) name and address of the manufacturer;

d) a photograph of the hoist equipment as presented during test;

e) the name and address of the testing laboratory;

f) the stability values to the nearest 0,5° rounded downwards;

g) result of tests including record of maintenance, if any;

h) any deviations from the standardizsed test procedure;.

i) date of test.

4.3 General safety requirements

The following requirements apply.

4.3.1 Every hoist shall be capable of lifting a lifted person of 120 kg mass excluding the
mass of any body support unit.

4.3.2 Electrically operated hoists shall conform to EN 60601-1 regarding electrical safety.

4.3.3 All load-bearing fasteners shall be either self-locking or fitted with a locking device to
prevent inadvertent detachment.
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4.3.4 Single use components (eg.self-tapping screws), shall not be used to secure any
component that can be deemed to be load-bearing. In addition they shall not be used
for the assembly of any component(s) that is intended to be removed for the purpose
of dismantling for transport or storage.

4.3.5 Handgrips shall be fixed in such a manner as to prevent inadvertent detachment.

4.3.6 Unless  required  for a specific function of the hoist, all accessible edges, corners
and surfaces shall be smooth and have no burrs or sharp edges. All projections shall
be avoided or fitted with adequate protection to prevent damage or injury.

4.3.7 It shall not be possible to assemble the hoist in a manner which affects the overall
safety of the unit. If the lifting device incorporates a mast, it shall be so  located in
relation to its base that it can only be assembled in the correct working position.

4.3.8 Protection against shearing, crushing, trapping and abrading shall be provided and
shall be in accordance with the requirements of EN 292.

4.3.9 The hoist shall include in its design some means (e.g. limiting switches, the principal
of free-wheeling etc.) that will ensure  that, when lowering, should the body support
unit, spreader bar or lifting arm come into contact with the lifted person, the total load
imposed on the lifted person shall not be greater than the total mass of those parts.

4.3.10 When operated, the means provided in 4.3.9 shall not allow the hoist to become
unsafe.

4.3.11 All controls, for lowering or raising the lifted person, shall be easily accessible and
operable by the person operating the hoist.

4.3.12 Electrically operated hoists shall be provided with an emergency device which is
readily accessible and is wired to isolate the power supply and to stop any
electrically produced mechanical movement which could cause a safety hazard.

4.3.13 On all battery-powered hoists, to ensure that a full range lifting cycle with maximum
load can be completed once started, a warning device shall be provided

4.3.14 On all battery-powered hoists, a warning device(s) shall be provided that will indicate
when the battery(ies) require charging.

When this device operates there shall be sufficient power available to complete one
(1) full lifting cycle with maximum load.

4.3.15 All controls shall be of the 'hold to run' type.

4.3.16 Any hoist shall be designed in such a way so that it shall not lift more than 1,5 times
the maximum load.
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