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This Australian Standard® was prepared by Committee BD-044, Fixing of Ceramic, Natural
and Reconstituted Stone Tiles. It was approved on behalf of the Council of Standards
Australia on 12 February 2013.
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This Standard was issued in draft form for comment as DR AS ISO 13007.3.
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contributed to the development of this Standard through their representation on the
Committee and through the public comment period.

Keeping Standards up-to-date

Australian Standards® are living documents that reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and new editions
are published. Between editions, amendments may be issued.

Standards may also be withdrawn. It is important that readers assure themselves they are
using a current Standard, which should include any amendments that may have been
published since the Standard was published.

Detailed information about Australian Standards, drafts, amendments and new projects can
be found by visiting www.standards.org.au

Standards Australia welcomes suggestions for improvements, and encourages readers to
notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001.
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PREFACE

This Standard was prepared by the Standards Australia Committee BD-044, Fixing of Ceramic,
Natural and Reconstituted Stone Tiles to supersede AS 4992.3—2004, Ceramic tiles: Products for
installation, Part 3: Grouts: Definitions and specifications.

The objective of this Standard is to specify terms concerning the products, working methods and
application properties for ceramic tile grouts. It specifies values of performance requirements for all
ceramic tile grouts [cementitious (CG) and reaction resin (RG) grouts].

The objective of this revision is to adopt the current edition of ISO 13007-3.

This Standard is identical with, and has been reproduced from, ISO 13007-3:2010, Ceramic tiles—
Grouts and adhesives, Part 3: Terms, definitions and specifications for grouts.

As this Standard is reproduced from an International Standard, the following applies:

(a) Its number appears on the cover and title page while the International Standard number appears
only on the cover.

(b) In the source text ‘this International Standard’ should read ‘this Australian Standard’.
(c) A full point substitutes for a comma when referring to a decimal marker.

References to International Standards should be replaced by references to Australian Standards, as

follows:

Reference to International Standard Australian Standard

ISO AS ISO

13006 Ceramic tiles—Definitions, 13006 Ceramic tiles—Definitions,
classification, characteristics and classification, characteristics and
marking marking

13007 Ceramic tiles—Grouts and adhesives 13007 Ceramic tiles—Grouts and adhesives

13007-1 Part 1: Terms, definitions and 13007.1 Part 1: Terms, definitions and
specifications for adhesives specifications for adhesives
13007-4 Part 4: Test methods for grouts 13007.4 Part 4: Test methods for grouts

Only international references that have been adopted as Australian Standards have been listed.
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INTRODUCTION

The characteristics of the construction products defined in this part of ISO 13007 have been developed to
accommodate the stresses due to the structure for which they are intended. Some special characteristics take
into account the type of substrate and the necessity for the grouts to resist degradation due to climatic
conditions, etc. Many properties of grouts for tiling are mainly determined by the type of binder used.

Tile grouts are classified in different types depending on the chemical nature of their binders. The types have
specific characteristics in terms of application properties and final performance. The relationship between the
characteristics and the working conditions (dry or humid conditions, hot climate, fast-setting, etc.) is not given
in this part of ISO 13007.
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