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PREFACE 

This Standard was prepared by the Standards Australia Committee CH-016, Spectroscopy. This 

Standard is identical with, and has been reproduced from ISO/TR 19319:2003, Surface chemical 

analysis—Auger electron spectroscopy and X-ray photoelectron spectroscopy—Determination 

of lateral resolution, analysis area and sample area viewed by the analyser. 

The objective of this Standard is to ensure that the information for measuring lateral analysis, 

the analysis area and the sample area viewed by the analyser in Auger electron spectroscopy and 

X-ray photoelectron spectroscopy is properly achieved. 

As this Standard is reproduced from an International Standard, the following applies: 

(a) Its number appears on the cover and title page while the International Standard number 

appears only on the cover. 

(b) In the source text ‘this Technical Report’ should read ‘this Australian Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 

References to International Standards should be replaced by references to Australian or 

Australian/New Zealand Standards, as follows: 

Reference to International Standard  Australian Standard 

ISO   AS ISO  

18115 Surface chemical analysis—

Vocabulary 

 18115 Surface chemical analysis—

Vocabulary 
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Introduction 

This Technical Report is intended to be used as follows: 

a) To provide guidance on the determination of lateral resolution in Auger electron spectroscopy and X-ray 
photoelectron spectroscopy where measurements are made of Auger electron or X-ray photoelectron 
peak intensities as a function of position on a sample surface. 

b) To provide guidance on the determination of analysis area in similar applications of Auger electron 
spectroscopy and X-ray photoelectron spectroscopy. 

c) To provide guidance on the determination of sample area viewed by the analyser in applications of Auger 
electron spectroscopy and X-ray photoelectron spectroscopy. 

d) To serve as a basis for the development of International Standards for measurements of lateral resolution, 
analysis area, and sample area viewed by the analyser in Auger electron spectroscopy and X-ray 
photoelectron spectroscopy. 
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Surface chemical analysis — Auger electron spectroscopy and 
X-ray photoelectron spectroscopy — Determination of lateral 
resolution, analysis area, and sample area viewed by the 
analyser 

1 Scope 

This Technical Report provides information for measuring (1) the lateral resolution, (2) the analysis area, and 
(3) the sample area viewed by the analyser in Auger electron spectroscopy and X-ray photoelectron 
spectroscopy. 

2 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 18115 [1] apply. The definitions of 
“analysis area <sample>” and “lateral resolution” from ISO 18115 are given for convenience here. A definition 
of “sample area viewed by the analyser” is proposed. This definition is similar to the definition of “analysis area 
<spectrometer>” in ISO 18115. The term “sample area viewed by the analyser” is preferred in this Technical 
Report to distinguish this area from the corresponding area when the sample is set in a plane at right angles 
to the spectrometer axis. 

2.1 
analysis area 
<sample> two-dimensional region of a sample surface measured in the plane of that surface from which the 
entire analytical signal or a specified percentage of that signal is detected 

2.2 
resolution, lateral 
distance measured either in the plane of the sample surface or in a plane at right angles to the axis of the 
image-forming optics over which changes in composition can be separately established with confidence 

NOTE 1 The choice of plane should be stated. 

NOTE 2 In practice, the lateral resolution may be realised as either (i) the FWHM of the intensity distribution from a 
very small emitting point on the sample or (ii) the distance between the 12% and 88% intensity points in a line scan across 
a part of the sample containing a well-defined step function for the signal relating to the property being resolved. These 
two values are equivalent for a Gaussian intensity distribution. For other distributions, other parameters may be more 
appropriately chosen. Often, for a step function, the distance between the 20% and 80% intensity points or the 16% and 
84 % intensity points in the line scan are used. The latter pair gives the two sigma width for a Gaussian resolution function. 

2.3 
sample area viewed by the analyser 
two-dimensional region of a sample surface measured in the plane of that surface from which the analyser 
can collect an analytical signal from the sample or a specified percentage of that signal 
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3 Symbols and abbreviated terms 

AES Auger electron spectroscopy 

erf error function 

FWHM full width at half maximum 

I Auger electron intensity  

Ii incident beam current (in AES) 

Imax maximum Auger electron intensity 

JA(r) intensity distribution of detected Auger electrons as a function of the radius r 

JAb(r) intensity distribution of detected Auger electrons that were created by backscattered electrons as a 
function of the radius r 

JAi(r) intensity distribution of detected Auger electrons that were created by the incident beam as a function 
of the radius r 

R backscattering factor (in AES) 

r radius from the centre of the incident electron beam on the sample surface (in AES) 

rmax upper limit of integration in equation (5) 

XPS X-ray photoelectron spectroscopy 

δr lateral resolution 

δr(50) lateral resolution determined from a 25% to 75% intensity change in a line profile  

σb Gaussian parameter describing the radial distribution of backscattered electrons (in AES) 

σi Gaussian parameter describing the radial distribution of the incident electron beam (in AES) 

4 Background information on lateral resolution, analysis area, and sample area 
viewed by the analyser 

4.1 General information 

A common need in AES and XPS is the measurement of composition as a function of position on the sample 
surface. Typically, an analyst wishes to determine the local surface composition of some identified region of 
interest. This region of interest could be a feature on a semiconductor wafer (such as an unwanted defect 
particle or contamination stain), a corrosion pit, a fibre, or an exposed surface of a composite material. With 
growing industrial fabrication of devices with dimensions on the micrometer and nanometer scales, particularly 
in the semiconductor industry [2] and for emerging nanotechnology applications, there is an increasing need 
to characterize materials using tools with lateral resolutions and dimensions of analysis areas that are smaller 
than those of the features of interest. It is generally necessary in these applications to be able to determine 
that devices have been fabricated as intended (quality control), to evaluate new or current fabrication methods 
(process development and process control), and to identify failure mechanisms (failure analysis) of a device 
during its service life or after exposure to different ambient conditions. The lateral resolution and the analysis 
area are important and related parameters in the application of characterization techniques such as AES and 
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XPS for the surface characterization of materials containing features with micrometer and nanometer 
dimensions. Another parameter that is important in some measurements is the sample area viewed by the 
electron energy analyser. The needs for measurements of lateral resolution, analysis area, and sample area 
viewed by the analyser are described in the following sections. 

As in optical [3-6] and various forms of electron microscopy [7-9], the achievable lateral resolution is related to 
the contrast found in a measured image. A discussion of contrast mechanisms, various definitions of lateral 
resolution, and image quality is beyond the scope of this report, and the reader is referred to detailed analyses 
available elsewhere [3-9]. It is pointed out, however, that the contrast transfer function is a useful means for 
describing the contrast in an image as a function of spatial frequency [3-9]. At the highest detectable spatial 
frequency, the contrast approaches zero. The achievable lateral resolution in a particular AES or XPS 
measurement will therefore depend not only on the instrumental characteristics but on the available contrast 
(e.g., from the signals associated with two neighbouring chemical phases for a particular measurement time). 

An overview is given in this report of certain instrumental and measured properties that are described in terms 
of Gaussian functions. This approach is believed to be a useful guide but it should be emphasized that the 
properties of real instruments and of real measurements can depart from the Gaussian model considered here. 
In addition, the detectability of a feature in AES and XPS measurements depends in part on the measure of 
lateral resolution of the instrument and in part on the difference in signal intensities for measurements made 
on and off the possible feature and the observation time (through the statistical variations in the signal 
intensities). The detectability of a feature thus depends on the contrast transfer function for the measurement 
and the measurement time. The specific results will thus be a function of both instrumental and sample 
properties. Reliable detection of a feature will also depend on instrumental stability (particularly the stability of 
the incident electron beam current in AES and the X-ray flux in XPS, and the positional stability of the sample 
stage with respect to the electron or X-ray beam) and the chemical stability of the sample during the time 
needed for acquisition of AES or XPS data. 

4.2 Lateral resolution 

4.2.1 Introduction 

It is clearly desirable that the lateral resolution of the technique be smaller than the lateral dimensions of the 
feature of interest in order that the feature can be reliably analysed. The feature of interest in an AES 
instrument might typically be initially detected in a scanning electron micrograph. The primary electron beam 
could then be positioned on the feature, and an Auger electron spectrum recorded. In XPS instruments, the 
feature of interest must generally be detected from an image or a line scan in which a particular signal (often 
the intensity of a selected photoelectron peak) is displayed as a function of position on the sample surface. 

Many authors have described and discussed the lateral resolution (often referred to as spatial resolution) of 
AES and XPS instruments. Useful information can be found in a review by Cazaux [9] for AES and in a review 
by Drummond [10] for XPS. 

Figures 1 to 3 show schematic diagrams of typical experimental configurations for AES and XPS. These 
Figures show the exciting radiation incident on the sample surface. For AES (Figure 1), an electron beam with 
an energy between 3 keV and 25 keV is focused to a “spot” on the sample surface. With a field-emission 
electron source, the full width at half maximum (FWHM) intensity of the focused spot may be between 5 nm 
(or even lower) and 50 nm depending on the beam energy and the beam current. The beam is scanned 
across a region of interest on the sample surface, and various signals collected (such as secondary-electron 
and Auger electron signals). The Auger electron signal arises from inner-shell ionisations caused in part by 
the incident beam and in part by backscattered electrons [9]. The lateral resolution in AES is mainly 
determined by the FWHM of the focused spot [9]; further details are given in 4.2.2. 
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