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Keeping Standards up-to-date

Australian Standards® are living documents that reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and new editions
are published. Between editions, amendments may be issued.

Standards may also be withdrawn. It is important that readers assure themselves they are
using a current Standard, which should include any amendments that may have been
published since the Standard was published.

Detailed information about Australian Standards, drafts, amendments and new projects can
be found by visiting www.standards.org.au

Standards Australia welcomes suggestions for improvements, and encourages readers to

notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001.
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PREFACE

This Standard was prepared by the Standards Australia Committee ME-026, Industrial Trucks, to
supersede AS 2359.17, Powered industrial trucks, Part 17: Stability tests for rough terrain trucks
(ISO 8379:1998, MOD).

The objective of this Standard is to provide designers and manufacturers of rough terrain variable
reach trucks (tele-handlers) with test criteria when conducting stability tests. It is to be used in
conjunction with AS ISO 22915.1, Industrial trucks—/Verification of stability, Part 1: General.

This Standard is identical with, and has been reproduced from, ISO 22915-14:2010, Industrial
trucks—Verification of stability, Part 14: Rough-terrain variable-reach trucks.

The first edition of ISO 22915-4, together with ISO 22915-13, cancels and replaces ISO 8379:1998,
of which it constitutes a technical revision.

As this Standard is reproduced from an International Standard, the following applies:
(a) In the source text ‘this part of [SO 22915’ should read ‘Australian Standard’.
(b) A full point substitutes for a comma when referring to a decimal marker.

References to International Standards should be replaced by references to Australian or
Australian/New Zealand Standards, as follows:

Reference to International Standard Australian Standard

ISO AS ISO

22915  Industrial trucks—Verification of 22915  Industrial trucks—Verification of
stability stability

22915-1 Part 1: General 22915.1 Part 1: General

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO will not be held responsible for identifying any or all such patent rights.

The term ‘informative’ has been used in this Standard to define the application of the annex to which
it applies. An ‘informative’ annex is only for information and guidance.
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AUSTRALIAN STANDARD

Industrial trucks—Verification of stability

Part 14:
Rough-terrain variable-reach trucks

1 Scope
This part of ISO 22915 specifies tests for verifying the stability of rough-terrain variable-reach trucks, equipped

with fork arms or with load carrying or non-load carrying attachments. It is not applicable to those trucks
designed for handling freight containers or for lifting people or suspended loads.

2 Normative references

The following referenced documents are indispensable for the application of this document. For dated
references, only the edition cited applies. For undated references, the latest edition of the referenced
document (including any amendments) applies.

ISO 22915-1, Industrial trucks — Verification of stability — Part 1: General

3 Terms and definitions

For the purposes of this document, the terms and definitions given in ISO 22915-1 apply.

4 Test conditions

4.1 General

See ISO 22915-1.
4.2 Position of truck on the tilt table

4.2.1 Load and steer axles

The load axle and the steer axle are defined by Figure 1.
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Key

A-A longitudinal centre plane of truck
B-B steer axle
C—C load axle

NOTE The load axle may also be a steer axle on four-wheel steer trucks.

Figure 1 — Load and steer axles

422 Tests1and?2

The truck shall be positioned on the tilt table so that its load axle, C—C, is parallel to the tilt axis, X-Y, of the filt
table. See Table 1.

423 Tests3,4and>5

The truck shall be positioned on the tilt table in a turning position with the line, M=N, parallel to the tilt axis,
X=Y, of the tilt table. See Table 1.

For trucks with an articulating steer axle, the wheel on the steer axle nearest to the tilt axis, X-Y, shall be
parallel to X-Y. See Table 1.

Point M is defined as follows:

a) For trucks with an articulating steer axle: point M shall be the projection onto the tilt table of the
intersection of the longitudinal centre plane, A-A, of the truck with the axis of the steer axle (see Table 1).

b) For trucks with an articulating chassis: point M shall be the projection onto the tilt table of the intersection
of the longitudinal centre plane, J-J, of the rear chassis module and the axis of the rear axle (see
Table 1) when fully articulated.

c) For trucks with axle locking: point M shall be the centre point of the area of contact between the tilt table
and the rear wheel nearest to the tilt axis of the tilt table (see Table 1).

As shown in Table 1, point N is defined as the centre point of the area of contact between the tilt table surface
and the load wheel (or stabilizer pad, if fitted) closest to the tilt axis, X-Y, of the tilt table.

4.3 Test load

Tests 1 and 3 shall be conducted with the test load in the least stable combination of lift and reach, with the
fork arms parallel with the tilt table, and this shall remain unchanged during the tests.

The centre of gravity of the test load shall be positioned, according to ISO 22915-1, on the longitudinal centre
plane of the truck, except where a lateral slope correction device is used, which is the case for Test 3.

See Table 1.
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