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This Australian Standard® was prepared by Committee IT-021, Records Management 
Systems. It was approved on behalf of the Council of Standards Australia on  
4 September 2007. 
This Standard was published on 13 November 2007. 

 

The following are represented on Committee IT-021: 
 

• Archives New Zealand 
• Attorney General’s Department 
• Australian Society of Archivists 
• Department of Defence 
• Department of Foreign Affairs and Trade 
• Institute for Information Management 
• Monash University 
• National Archives of Australia 
• NSW Department of Commerce 
• Public Record Office, Vic. 
• Queensland State Archives 
• Records Management Association of Australasia 
• State Records, NSW 

 
Additional Interests: 
 

• Housing New Zealand Corporation 
• University of Melbourne 
• Recordkeeping Systems 
• The University of Sydney 
• Enterprise Knowledge 
• Microsystems 
• BHP Billiton 
• AMS Imaging 
• Records Solutions 
• EMC Global Holdings Australia 

 

This Standard was issued in draft form for comment as DR 07196. 
 
Standards Australia wishes to acknowledge the participation of the expert individuals that 
contributed to the development of this Standard through their representation on the 
Committee and through the public comment period. 

 

Keeping Standards up-to-date 
Australian Standards® are living documents that reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and new editions 
are published. Between editions, amendments may be issued. 
 
Standards may also be withdrawn. It is important that readers assure themselves they are 
using a current Standard, which should include any amendments that may have been 
published since the Standard was published. 
 
Detailed information about Australian Standards, drafts, amendments and new projects can 
be found by visiting www.standards.org.au 
 
Standards Australia welcomes suggestions for improvements, and encourages readers to 
notify us immediately of any apparent inaccuracies or ambiguities. Contact us via email at 
mail@standards.org.au, or write to Standards Australia, GPO Box 476, Sydney, NSW 2001. 
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PREFACE 

This Standard was prepared by the Standards Australia Committee IT-021, Records 

Management Systems. 

The objective of this Standard is to adopt ISO 24537:2007 which covers the essential 

dimensions of lightweight reels, made of plastic or metal, used for the storage and retrieval of 

processed 16 mm and 35 mm microfilm that is used in manually threaded equipment. 

Standards Australia wishes to thank the following organizations for their contributions enabling 

Australia’s participation in the development of International Standards in the area of Records 

Management. International Standards in turn became national Standards to be used in Australian 

industries. 

Australian Society of Archivists 

Attorney General’s Department 

National Archives of Australia 

Public Record Office, Victoria 

Records Management Association of Australasia 

Records Solutions 

NSW State Records 

EMC Global Holdings Australia 

This Standard is identical with, and has been reproduced from, ISO 24537:2007, 

Micrographics—Dimensions for reels used for 16 mm and 35 mm microfilm. 

As this Standard is reproduced from an international standard, the following applies: 

(a) Its number appears on the cover and title page while the international standard number 

appears only on the cover. 

(b) In the source text ‘this International Standard’ should read ‘this Australian Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 

None of the normative references in the source document have been adopted as Australian or 

Australian/New Zealand Standards. 
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INTRODUCTION 

ISO 24537:2007(E) 

iv © ISO 2007 – All rights reserved
 

Introduction 

There is an increasing variety of equipment available to retrieve 16 mm and 35 mm roll microfilm. Some 
equipment uses conventional threading from the supply reel to the take-up reel in order to drive the microfilm. 
Other equipment uses automatic threading techniques with reels and an ISO approved cartridge. 

This International Standard is intended to provide 16 mm and 35 mm reel dimensions which will allow 
compatibility with readers using conventional threading, and which can also be used for microfilm storage. If a 
16 mm reel is to be used in a cartridge for use in automatic threading equipment, the requirements of 
ISO 7761 will apply. The requirements for camera spools are specified in ISO 6148. 
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NOTES 
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