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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about Standards can be found by visiting the Standards Web 
Shop at www.standards.com.au and looking up the relevant Standard in the on-line 
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Alternatively, the printed Catalogue provides information current at 1 January each 
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operates the Standards Web Shop. 

We also welcome suggestions for improvement in our Standards, and especially 
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ii

PREFACE 

This Standard was prepared by the Joint Standards Australian/Standards New Zealand Committee 

AV-004, Acoustics Architectural to supersede AS 1045—1988, Acoustics—Measurement of sound 

absorption in a reverberation room. After consultation with stakeholders in both countries, Standards 

Australia and Standards New Zealand decided to develop this Standard as an Australian Standard 

rather than an Australian/New Zealand Standard. 

This Standard is identical to ISO 354:2003, Acoustics—Measurement of sound absorption in a 

reverberation room. 

The objective of this Standard is to specify a method of measuring the sound absorption coefficient of 

acoustical materials used as wall or ceiling treatments, or the equivalent sound absorption area of 

objects, such as furniture, persons or space absorbers, in a reverberation room. 

As this Standard is reproduced from an international standard, the following applies: 

(a) Its number does not appear on each page of text and its identity is shown only on the cover and 
title page. 

(b) In the source test ‘this International Standard’ should read ‘this Australian Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 

(d) For this Standard, the sound source should be chosen for minimum directionality.  

For Australia only, this Standard provides for the use of the following Australian Standards in place 

of particular International Standards referenced herein: 

Reference to International Standard*  Australian or Australian/New Zealand Standard 

IEC   AS/NZS  

61260 Electroacoustics—Octave-band and 

fractional-octave-band filters 

 4476 Acoustics—Octave-band and fractional-

octave-band filters 

ISO   AS  

266 Acoustics—Preferred frequencies  2533 Acoustics—Preferred frequencies and 

band centre frequencies 

The term ‘normative’ has been used in this Standard to define the application of the annex to which it 

applies. A ‘normative’ annex is an integral part of a Standard. 

 

 

* Only referenced International Standards that have been adopted an Australian Standard have been listed. 
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Introduction 

When a sound source operates in an enclosed space, the level to which reverberant sound builds up, and the 
subsequent decay of reverberant sound when the source is stopped, are governed by the sound-absorbing 
characteristics of the boundary surfaces, the air filling the space, and objects within the space. In general, the 
fraction of the incident sound power absorbed at a surface depends upon the angle of incidence. In order to 
relate the reverberation time of an auditorium, office, workshop, etc., to the noise reduction that would be 
effected by an absorbing treatment, knowledge of the sound-absorbing characteristics of the surfaces, usually 
in the form of a suitable average over all angles of incidence, is required. Since the distribution of sound 
waves in typical enclosures includes a wide and largely unpredictable range of angles, a uniform distribution is 
taken as the basic condition for the purposes of standardization. If, in addition, the sound intensity is 
independent of the location within the space, the sound distribution is called a diffuse sound field, and the 
sounds reaching a room surface are said to be at random incidence. 

The sound field in a properly designed reverberation room closely approximates a diffuse field. Hence, sound 
absorption measured in a reverberation room closely approximates the sound absorption that would be 
measured under the basic conditions assumed for standardization. 

The purpose of this International Standard is to promote uniformity in the methods and conditions of 
measurement of sound absorption in reverberation rooms. 
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Acoustics — Measurement of sound absorption  
in a reverberation room 

1 Scope 

This International Standard specifies a method of measuring the sound absorption coefficient of acoustical 
materials used as wall or ceiling treatments, or the equivalent sound absorption area of objects, such as 
furniture, persons or space absorbers, in a reverberation room. It is not intended to be used for measuring the 
absorption characteristics of weakly damped resonators. 

The results obtained can be used for comparison purposes and for design calculation with respect to room 
acoustics and noise control. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 266, Acoustics ― Preferred frequencies  

ISO 9613-1, Acoustics ― Attenuation of sound during propagation outdoors ― Part 1: Calculation of the 
absorption of sound by the atmosphere 

IEC 61260, Electroacoustics ― Octave-band and fractional-octave-band filters 

3 Terms and definitions 

For the purpose of this document, the following terms and definitions apply. 

3.1 
decay curve 
graphical representation of the decay of the sound pressure level in a room as a function of time after the 
sound source has stopped 

3.2 
reverberation time  
T  
time, in seconds, that would be required for the sound pressure level to decrease by 60 dB after the sound 
source has stopped 

NOTE 1 The definition of T with a decrease by 60 dB of the sound pressure level can be fulfilled by linear extrapolation 
of shorter evaluation ranges. 

NOTE 2 This definition is based on the assumptions that, in the ideal case, there is a linear relationship between the 
sound pressure level and time, and that the background noise level is sufficiently low. 
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3.3 
interrupted noise method  
method of obtaining decay curves by direct recording of the decay of the sound pressure level after exciting a 
room with broadband or band-limited noise 

3.4 
integrated impulse response method  
method of obtaining decay curves by reverse-time integration of the squared impulse responses 

3.5 
impulse response  
temporal evolution of the sound pressure observed at a point in a room as a result of the emission of a Dirac 
impulse at another point in the room 

NOTE It is impossible in practice to create and radiate true Dirac delta functions, but short transient sounds (e.g. from 
shots) may offer close enough approximations for practical measurements. An alternative measurement technique, 
however, is to use a period of maximum-length sequence type signal (MLS) or another deterministic, flat-spectrum signal 
and to transform the measured response back to an impulse response. 

3.6 
equivalent sound absorption area of a room  
hypothetical area of a totally absorbing surface without diffraction effects which, if it were the only absorbing 
element in the room, would give the same reverberation time as the room under consideration 

NOTE 1 The area is measured in square metres. 

NOTE 2 For the empty reverberation room, this quantity is denoted by A1; for the reverberation room containing the 
test specimen, it is denoted by A2. 

3.7 
equivalent sound absorption area of the test specimen  
AT  
difference between the equivalent sound absorption area of the reverberation room with and without the test 
specimen 

NOTE The area is measured in square metres. 

3.8  
area of the test specimen 
S 
area of the floor or wall covered by the test specimen 

NOTE 1 The area is measured in square metres. 

NOTE 2 In the case of a test specimen surrounded by a structure (type E mounting or type J mounting), it is the area 
enclosed by the structure.  

3.9 
sound absorption coefficient 
αs 
ratio of the equivalent sound absorption area of a test specimen divided by the area of the test specimen  

NOTE 1 For absorbers where both sides are exposed, the sound absorption coefficient is the equivalent sound 
absorption area of the test specimen divided by the area of the two sides of the test specimen. 

NOTE 2 The sound absorption coefficient evaluated from reverberation time measurements can have values larger 
than 1,0 (e.g. because of diffraction effects), and αs is not, therefore, expressed as a percentage.  

NOTE 3 The use of the subscript “s” is to avoid confusion with the sound absorption coefficient defined as the ratio of 
non-reflected-to-incident sound energy if a plane wave strikes a plane wall at a particular angle of incidence. That 
“geometric” sound absorption coefficient is always smaller than 1,0 and may therefore be expressed as a percentage. 
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4 Principle 

The average reverberation time in the reverberation room is measured with and without the test specimen 
mounted. From these reverberation times, the equivalent sound absorption area of the test specimen, AT, is 
calculated by using Sabine’s equation (see 8.1.2.1).  

In the case of a test specimen that uniformly covers a surface (a plane absorber or a specified array of test 
objects), the sound absorption coefficient is obtained by dividing AT by the treated surface area S (see 3.8). 

When the test specimen comprises several identical objects, the equivalent sound absorption area Aobj of an 
individual object is found by dividing AT by the number of objects, n:  

Aobj = AT/n  

5 Frequency range 

Measurements shall be made in one-third-octave bands with the following centre frequencies, in hertz, as 
specified in ISO 266: 

 100 125 160 200 250 315 

 400 500 630 800 1 000 1 250 

 1 600 2 000 2 500 3 150 4 000 5 000 

Additional measurements may be made in one-third-octave bands with centre frequencies specified by 
ISO 266 outside this range. Especially at low frequencies (below 100 Hz), it could be very difficult to obtain 
accurate measurement results due to the low modal density of the reverberation room. 

6 Test arrangement 

6.1 Reverberation room and diffusion of sound field 

6.1.1 Volume of reverberation room 

The volume of the reverberation room shall be at least 150 m3. For new constructions, the volume is strongly 
recommended to be at least 200 m3. When the volume of the room is greater than about 500 m3, it may not 
be possible to measure sound absorption accurately at high frequencies because of air absorption. 

6.1.2 Shape of reverberation room 

The shape of the reverberation room shall be such that the following condition is fulfilled: 

1/ 3
max 1,9I V<  (1) 

where 

Imax is the length of the longest straight line which fits within the boundary of the room (e.g. in a 
rectangular room it is the major diagonal), in metres;  

V is the volume of the room, in cubic metres. 

In order to achieve a uniform distribution of natural frequencies, especially in the low-frequency bands, no two 
dimensions of the room shall be in the ratio of small whole numbers. 
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6.1.3 Diffusion of the sound field 

The decaying sound field in the room shall be sufficiently diffuse. In order to achieve satisfactory diffusion 
whatever the shape of the room, the use of stationary or suspended diffusers or rotating vanes is, in general, 
required (see Annex A). 

6.1.4 Sound absorption area 

The equivalent sound absorption area of the empty room, A1, calculated according to 8.1.2.1, determined in 
one-third octave bands, shall not exceed the values given in Table 1.  

Table 1 — Maximum equivalent sound absorption areas for room volume V = 200 m3 

Frequency, Hz 100 125 160 200 250 315 400 500 630 

Equivalent sound absorption area, m2 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 

 

Frequency, Hz 800 1 000 1 250 1 600 2 000 2 500 3 150 4 000 5 000 

Equivalent sound absorption area, m2 6,5 7,0 7,5 8,0 9,5 10,5 12,0 13,0 14,0 

 

If the volume V of the room differs from 200 m3, the values given in Table 1 shall be multiplied by 
(V/200 m3)2/3. 

The graph of the equivalent sound absorption area of the empty room versus the frequency shall be a smooth 
curve and shall have no dips or peaks differing by more than 15 % from the mean of the values of both 
adjacent one-third-octave bands. 

6.2 Test specimens 

6.2.1 Plane absorbers 

6.2.1.1 The test specimen shall have an area between 10 m2 and 12 m2. If the volume V of the room is 
greater than 200 m3, the upper limit for the test specimen area shall be increased by the factor (V/200 m3)2/3. 

The area to be chosen depends on the room volume and on the absorption capability of the test specimen. 
The larger the room, the larger the test area should be. For specimens with small absorption coefficient, the 
upper limit area should be chosen. 

6.2.1.2 The test specimen shall be of rectangular shape with a ratio of width to length of between 0,7  
and 1. It should be placed so that no part of it is closer than 1 m to any edge of the boundary of the room; the 
distance shall be at least 0,75 m. The edges of the specimen shall preferably not be parallel to the nearest 
edge of the room. If necessary, heavy test specimens may be mounted vertically along the walls of the room, 
and directly resting on the floor. In this case, the requirement of at least 0,75 m distance need not be 
respected. 

6.2.1.3 The test specimen shall be installed in one of the mountings specified in Annex B, unless the 
relevant specifications provided by the producer or the application details provided by the user require a 
different mounting. The measurement of the reverberation time of the empty room shall be made in the 
absence of the frame or the side walls of the test specimen except for the barrier around a Type J mounting. 

6.2.2 Discrete sound absorbers 

6.2.2.1 Rectangular unit sound absorber pads or baffles shall be installed in a Type J mounting as 
specified in Annex B. 

www.standards.com.au Copyright ISO www.isostandards.com.au

4

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS ISO 354-2006

http://www.avadocuments.com/doc/as-iso-354-2006
http://www.avadocuments.com/doc/as-iso-354-2006

