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Preface

This Standard was prepared by the Standards Australia Committee MS-065, Photography.

The objective of this document is to establish terms, symbols, functional notations and a coordinate
system to describe geometric and spectral conditions for the measurement of the degree to which a
specimen modulates radiant flux for applications in photography, graphic technology, and radiometry.

This document primarily provides a system for describing methods of measuring or specifying the
transmission and reflection properties of photographic and graphic arts materials.

This document is identical with, and has been reproduced from, ISO 5-1:2009, Photography and graphic
technology — Density measurements — Part 1: Geometry and functional notation.

As this document has been reproduced from an International document, the following apply:
(@ In the source text “this part of ISO 5” should read “this document”.
(b) A full point substitutes for a comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.

Documents

Document Sharing Hub
© Standards Australia Limited 2023

Full document details: AS ISO 5.1-2023


http://www.avadocuments.com/doc/as-iso-5-1-2023
http://www.avadocuments.com/doc/as-iso-5-1-2023

iii AS1S0 5.1:2023

Contents

P@EACE ... e ee oot eeee et ii
| 2000 WSk T8 OSSOSO iv
0010 00 X6 ) (ot o (0) o VSOOI \ 4
SECUIOM 1 SCOPIC ...k 1

Section 2 Normative references

Section 3 Terms and definitions

Section4 Equations

Section 5 INStrumMent rePreSENEATION. ... 4
SECION 6 COOTAINATE SYSTOINL........ccooooiieeee et 5
Section 7  DeSCriPtion Of GEOMIETIY ...ttt 7
Section 8  FUNCHIONAL MOCATION ........ooooooeeeeeee oo eeeeeeeeeeeeeeeeeeeeeeseeeeeee s
L 200 R C1=Y s 1<) o= OO
8.2 GEOMELTIC CONMAITIONIS ..ooooo oottt
8.2.1 General....
8.2.2 Directional geometry
8.2.3 Annular geometry ...
8.2.4 Hemispherical geometry
8.3  Spectral conditions. ...
£ 78S 700 SN 18001003 U= L0 ) V0o
L T0G T/ (Yo <) A7/ <) o
8.3.3 Spectral product......
8.4 Examples of functional notation
Annex A (informative) Terms and definitions used in other parts of ISO 5. 12
BIDLEOZIAPIIY . ... 15
Documents

Document Sharing Hub

Full document details: AS ISO 5.1-2023


http://www.avadocuments.com/doc/as-iso-5-1-2023
http://www.avadocuments.com/doc/as-iso-5-1-2023

AS1S0 5.1:2023 iv

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International
Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 5-1 was prepared by ISO/TC 42, Photography, and ISO/TC 130, Graphic technology, in a Joint
Working Group.

This second edition cancels and replaces the first edition (ISO 5-1:1984), which has been technically
revised. In the course of this technical revision, all parts of ISO 5 have been reviewed together, and the
terminology, nomenclature and technical requirements have been made consistent across all parts.

ISO 5 consists of the following parts, under the general title Photography and graphic technology —
Density measurements:

— Part 1: Geometry and functional notation
— Part 2: Geometric conditions for transmittance density
— Part 3: Spectral conditions

— Part 4: Geometric conditions for reflection density
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Introduction

The measurement of the transmission and reflection characteristics of objects is essential to the science
of photography and graphic arts. When light, or other radiant energy, is incident upon an object, it is
either absorbed or propagated. Propagation can involve reflection, transmission, refraction, diffraction,
scattering, fluorescence, and polarization. The propagated light is distributed in various directions
about the object. In most practical applications it is neither necessary nor desirable to consider the light
distributed in every direction, but only that which leaves the object in the direction for which there is
response by a receiver, such as the eye.

The object modulates the flow of radiant energy from the illuminator to the receiver. The time rate
of flow of radiant energy is called radiant flux, or simply flux. This part of ISO 5 provides methods to
describe the measurements of the flux modulation in any system. To specify such a system accurately,
geometric characteristics of the system, the spectral distribution of the flux incident on the object to be
measured, and the spectral responsivity of the receiver need to be given. If the reflection characteristics
of the illuminator or receiver affect the measurement, as they do in transmission measurements by the
opal glass method, they need to be specified.

The area under consideration is defined by a sampling aperture, the dimensions of which can be
important in some applications and need to be specified if the object has appreciable non-uniformity. If
the measurement is to quantify the way the object would modulate flux in a given practical application,
such as viewing or contact printing, the geometric and spectral conditions of measurement need to
simulate those conditions in the practical application.

Modulation is measured and expressed as a dimensionless ratio of fluxes; that is, the flux propagated
in the direction of the receiver and that part of the spectrum of interest divided by some reference flux.
The reference flux can be the incident flux or the flux propagated through the system when the object is
replaced by an ideal object. For some purposes, a logarithmically scaled measure of modulation is more
useful than the measured arithmetic ratio. In such cases, it is customary to use optical density defined
as the negative logarithm to base 10 of the ratio.

Most geometric arrangements used in photographic and graphic arts optical systems can be
conveniently and adequately described in terms of uniform rays of flux bounded by right circular cones.
A point on the object is often illuminated by such a conic distribution, and the geometric form of the
pencil of rays reaching the receiver is generally conic. The pupil of the eye, for example, subtends a conic
solid angle at an object point. In projection systems, the projection lens subtends a conic solid angle at
the specimen point. This part of ISO 5 specifies a conic distribution by the half-angle of the cone and the
direction of its axis.

A working knowledge of radiometry is generally required to obtain primary standard measurements
of transmittance and reflectance. In good radiometric practice, for example, the effects of stray light
are minimized by the use of appropriate baffles and proper blackening of certain surfaces. Because
the principles and practice of radiometry are well known and are fully described in the Handbook of
Applied Photometryl10l, it is considered unnecessary to provide a detailed specification of radiometric
procedures in this part of ISO 5.

Documents
© standards ROEMRENLRAgHuUb

Full document details: AS ISO 5.1-2023


http://www.avadocuments.com/doc/as-iso-5-1-2023
http://www.avadocuments.com/doc/as-iso-5-1-2023

NOTES

Documents

Document Sharing Hub

Full document details: AS ISO 5.1-2023


http://www.avadocuments.com/doc/as-iso-5-1-2023
http://www.avadocuments.com/doc/as-iso-5-1-2023

