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Preface

This Standard was prepared by the Standards Australia Committee ME-063, Earthmoving Equipment.

The objective of this document is to specify a method and the device for use in determining the position
of the seat index point (SIP) for any kind of seat designed for earth-moving machinery as defined in
[SO 6165, and tractors and machinery for agriculture and forestry as defined in ISO 3339-0.

This document is identical with, and has been reproduced from, ISO 5353:1995, Earth-moving machinery,
and tractors and machinery for agriculture and forestry — Seat index point.

As this document has been reproduced from an International Standard, the following applies:
(@) Inthe source text “this International Standard” should read “this document”.
(b) A full point substitutes for a comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.

Documents

Document Sharing Hub
© Standards Australia Limited 2020

Full document details: AS ISO 5353-2020


http://www.avadocuments.com/doc/as-iso-5353-2020
http://www.avadocuments.com/doc/as-iso-5353-2020

iii AS1S0 5353:2020

Contents
PIEEACE ........ooccoee e85 555858585585555 8 8858555 ii
FFOT@WOTM ..........oooooooe ke85 5858 iv
L S COP@ ... 1
2 NOTMALIVE FEEETEIICES ...........oco e 1
3 DIEFIMIEIONIS ..o 1
4 Multiple machine function seats w1
5 TeChNiCaAl FEQUETEIMEIIS ...............cccccvioioiiiieiieceeeesee s ss i858
5.1 Device for seat index point (SIP) determination. ...
5.2 Adjustments when determining the seat index point (SIP)..
52,1 SEAT AGJUSTIMEIIT oottt
5.2.2  SUSPENSION SYSTOITL ...ooccooieieiee e e
5.3 Seatindex point (SIP) determination
5.3.1 Seat preparation ...
5.3.2 Device placement.............cocrrsnns
5.3.3 Measurement ...
54 REPOIT e

Documents

Document Sharing Hub

Full document details: AS ISO 5353-2020


http://www.avadocuments.com/doc/as-iso-5353-2020
http://www.avadocuments.com/doc/as-iso-5353-2020

