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Preface

This Standard was prepared by the Standards Australia Committee ME-063, Earthmoving Equipment.

The objective of this document is to establish terminology and the content of commercial literature
specifications for self-propelled crawler and wheeled dozers and their equipment.

This document is identical with, and has been reproduced from, ISO 6747:2013, Earth-moving
machinery — Dozers — Terminology and commercial specifications.

As this document has been reproduced from an International Standard, the following applies:
(@) Inthe source text “this International Standard” should read “this document”.
(b) A full point substitutes for a comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.

Documents

Document Sharing Hub
© Standards Australia Limited 2021
Full document details: AS ISO 6747-2021


http://www.avadocuments.com/doc/as-iso-6747-2021
http://www.avadocuments.com/doc/as-iso-6747-2021

ASISO 6747:2021

Contents Page
FOT@WONM ...ttt iv
1 SCOPI ...tk 1
2 L0300 U AT W) L) W= 4 Lo e oS 1
3 S IR N0 (o 0 <Y 000 ) 4 00000 1

3.1 General

3.2 Masses

3.3 | oLS) 4 (0] 000 =1 6 Lol YN 8
4 Base machine. ...

41  Type of dozer

4.2 DIMENSIONS........iiiieeceeeee e,

4.3 Nomenclature (see diagram NUMDEIS) ... 18
5 Commercial literature SpecifiCations.................e e 23

5.1 BITUZITIE e

5.2 Transmission.........

5.3 Hydraulic system.......

5.4 System fluid capacities...

5.5 Blade specification.......

5.6 MaSSEeS ..o,

5.7 (OX772Y =1 16 B30 0 1= 0103 (o) 6 Koo

5.8 (O3 =174 U] Gl 0 = Lol D0 6 U< 1o

5.9 RYATA ST (Y0 1500 = ol s B0 s LTSN
Annex A (normative) DOZer diMEISIOMIS ...t 27
BIDLEOZTAPIY . ...t 32

Documents

Document Sharing Hub

© IS0 2013 - All rights reserved o 1
© Standards Australia Limited 2021

Full document details: AS ISO 6747-2021


http://www.avadocuments.com/doc/as-iso-6747-2021
http://www.avadocuments.com/doc/as-iso-6747-2021

AS1S0O 6747:2021

Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

International Standards are drafted in accordance with the rules given in the ISO/IEC Directives, Part 2.

The main task of technical committees is to prepare International Standards. Draft International
Standards adopted by the technical committees are circulated to the member bodies for voting.
Publication as an International Standard requires approval by at least 75 % of the member bodies
casting a vote.

Attention is drawn to the possibility that some of the elements of this document may be the subject of
patent rights. ISO shall not be held responsible for identifying any or all such patent rights.

ISO 6747 was prepared by Technical Committee ISO/TC 127, Earth-moving machinery, Subcommittee
SC 4, Terminology, commercial nomenclature, classification and ratings.

This fourth edition cancels and replaces the third edition (ISO 6747:1998), which has been technically revised.
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Earth-moving machinery — Dozers — Terminology and
commercial specifications

1 Scope

This International Standard establishes terminology and the content of commercial literature
specifications for self-propelled crawler and wheeled dozers and their equipment.

2 Normative references

The following documents, in whole or in part, are normatively referenced in this document and are
indispensable for its application. For dated references, only the edition cited applies. For undated
references, the latest edition of the referenced document (including any amendments) applies.

ISO 5010, Earth-moving machinery — Rubber-tyred machines — Steering requirements
ISO 6014, Earth-moving machinery — Determination of ground speed
ISO 6746-1, Earth-moving machinery — Definitions of dimensions and codes — Part 1: Base machine

[SO 6746-2, Earth-moving machinery — Definitions of dimensions and codes — Part 2: Equipment and
attachments

[SO 7457, Earth-moving machinery — Determination of turning dimensions of wheeled machines
[SO 9249:2007, Earth-moving machinery — Engine test code — Net power

[SO 15550:2002, Internal combustion engines — Determination and method for the measurement of engine
power — General requirements

3 Terms and definitions

For the purposes of this document, the following terms and definitions apply.

3.1 General

3.1.1

dozer

self-propelled crawler or wheeled machine with equipment having either a dozing attachment which
cuts, moves and grades material through forward motion of the machine or a mounted attachment used
to exert a push or a pull force

[SOURCE: ISO 6165:2012, 4.1]
Note 1 to entry: See Figures 10, 11.

3.1.2

base machine

machine with a cab or canopy and operator-protective structures if required, without equipment or
attachments but possessing the necessary mounting for such equipment and attachments

[SOURCE: ISO 6746-1:2003, 3.3]
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3.1.3

equipment

set of components mounted onto the base machine that allows an attachment to perform the primary
design function of the machine

[SOURCE: ISO 6746-2:2003, 3.4]

3.1.4
attachment
assembly of components that can be mounted onto the base machine or equipment for specific use

[SOURCE: ISO 6746-2:2003, 3.5]

3.1.5
component
part, or assembly of parts, of a base machine, equipment or attachment

[SOURCE: ISO 6746-2:2003, 3.6]

3.1.6
dozing equipment
front blade and its frame and relevant positioning devices

3.1.6.1
straight dozer
dozer where the blade is maintained in a position where the cutting edge is parallel to an X plane

Note 1 to entry: See Figure 1.

(4

Figure 1 — Crawler-type straight dozer

3.1.6.2
angle dozer
dozer where the blade position can be changed so that the cutting edge is at an angle to an X plane

Note 1 to entry: See Figure 2.
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Figure 2 — Crawler-type angle dozer

3.1.6.3
tilt and pitch
type of movement of the blade of a straight dozer or angle dozer

Note 1 to entry: Blade operation is by hydraulic control where the operation is performed by means of a
hydraulic system.

3.1.6.3.1
tilt movement

blade movement in which the position of the blade can be changed so that the cutting edge is at an
angle to a Z plane

Note 1 to entry: See Figure 3.

Figure 3 — Tilt movement

3.1.6.3.2

pitch movement

blade movement in which the upper portion of the blade can be changed in angle by pivoting it around a
line parallel to the cutting edge

Note 1 to entry: See Figure 4.
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Figure 4 — Pitch movement

3.1.7

ripper

frame which is connected to the rear part of the base machine by means of a mounting bracket, and
which is equipped with one or more teeth

Note 1 to entry: See Figures 5, 6 and 7. For dimensions, see Figure 19.
Note 2 to entry: There are four types of ripper, as defined in 3.1.7.1 to 3.1.7.4.

3.1.71

radial type

type of ripper in which the ripping angle of the tooth tip to the ground varies according to change of the
working depth

Note 1 to entry: See Figure 5.

Figure 5 — Ripper — Radial type

3.1.7.2

parallelogram type

type of ripper in which the ripping angle of the tooth tip to the ground remains constant regardless of
variations in working depth

Note 1 to entry: See Figure 6.
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Figure 6 — Ripper — Parallelogram type

3.1.7.3

variable type

type of ripper in which the ripping angle of the tooth tip to the ground is variable and can be changed
by the operator

Note 1 to entry: See Figure 7.

Figure 7 — Ripper — Variable type

3.1.7.4
impact ripper
ripper which exerts an additional impact force by a hydraulic pulsing system

3.1.8
winch
frame equipped with a drum and connected to the rear of the base machine

Note 1 to entry: See Figure 8. For dimensions, see Figure 20.

Note 2 to entry: There are two types of winch operation, as defined in 3.1.8.1 and 3.1.8.2.
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Figure 8 — Winch

3.1.8.1
manually-controlled winch
type of winch which is operated by a manually controlled clutch and brake

3.1.8.2
power-controlled winch
type of winch which is operated hydraulically or by a power clutch and brake

3.19
swinging drawbar
frame, equipped with a swing selector bar and a drawbar, connected to the rear of the base machine

Note 1 to entry: See Figure 9. For dimensions, see Figure 21.
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