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Preface

This Standard was prepared by the Standards Australia Committee ME-063, Earthmoving Equipment.

The objective of this document is to provide a uniform method of calculating, and a test method for 
validating, rated lift capacity as presented in commercial literature for pipelayers and wheeled tractors 
or loaders equipped with a vertical-only pivoted, hydraulic or mechanically operated, side boom.

This document applies to machines having a lift capacity greater than 10 000 N when used in lifting 
applications. It includes pipelayers as defined in ISO 6165 and AS ISO 7136:2021, and wheeled tractors 
and loaders as defined in ISO 6165, AS ISO 6747:2021 and AS ISO 7131:2021.

This document is identical with, and has been reproduced from, ISO  8813:1992, Earth-moving 
machinery — Lift capacity of pipelayers and wheeled tractors or loaders equipped with side boom.

As this document has been reproduced from an International Standard, the following applies:

(a)	 In the source text “this International Standard” should read “this document”.

(b)	 A full point substitutes for a comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international 
normative references may be used interchangeably. Refer to the online catalogue for information on 
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the 
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a 
Standard, whereas an “informative” appendix or annex is only for information and guidance.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards 
bodies (ISO member bodies). The work of preparing International Standards is normally carried out 
through ISO technical committees. Each member body interested in a subject for which a technical 
committee has been established has the right to be represented on that committee. International 
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work. 
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of 
electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to the member 
bodies for voting. Publication as an International Standard requires approval by at least 75 % of the 
member bodies casting a vote.

International Standard ISO  8813 was prepared by Technical Committee ISO/TC  127, Earth-moving 
machinery, Sub-Committees SC  1, Test methods relating to machine performance, and SC  2, Safety 
requirements and human factors.

 
Annex A of this International Standard is for information only.
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Australian Standard®

Earth-moving machinery — Lift capacity of pipelayers and wheeled 
tractors or loaders equipped with side boom

1 Scope

This International Standard provides a uniform method of calculating, and a test method for validating, 
rated lift capacity as presented in commercial literature for pipelayers and wheeled tractors or loaders 
equipped with a vertical-only pivoted, hydraulic or mechanically operated, side boom. The rated lift 
capacity considers hoist mechanism limits, tipping loads and rope factor. After the lift capacity has 
been calculated and validated, a reduction factor is applied to establish the rated lift capacity for the 
specific pipelayer or wheeled machine configuration.

This International Standard applies to machines having a lift capacity greater than 10 000 N when used 
in lifting applications. It includes pipelayers as defined in ISO 6165 and ISO 7136, and wheeled tractors 
and loaders as defined in ISO 6165, ISO 6747 and ISO 7131.

2 Normative references

The following standards contain provisions which, through reference in this text, constitute provisions 
of this International Standard. At the time of publication, the editions indicated were valid. All standards 
are subject to revision, and parties to agreements based on this International Standard are encouraged 
to investigate the possibility of applying the most recent editions of the standards indicated below. 
Members of IEC and ISO maintain registers of currently valid International Standards.

ISO  6016:1982, Earth-moving machinery  — Methods of measuring the masses of whole machines, their 
equipment and components.

ISO 6165:1987, Earth-moving machinery — Basic types — Vocabulary.

ISO 6747:1988, Earth-moving machinery — Tractors — Terminology and commercial specifications.

ISO 7131:1984, Earth-moving machinery — Loaders — Terminology and commercial specifications.

ISO 7136:1986, Earth-moving machinery — Pipelayers — Terminology and commercial specifications.

ISO  92481), Earth-moving machinery  — Units for dimensions, performance and capacities, and their 
measurement accuracies.

3 Definitions

For the purposes of this International Standard, the following definitions apply.

3.1
load
External force including the weight of attaching equipment applied at the load hook. See figures 1 and 2.

3.2
lift point line
Vertical line through the centre of the load hook.

3.3
outrigger
Extendable or fixed arm attached to the base machine which rests on the supporting surface and 
defines the tipping line. See figures 7 and 8.

1)	 To be published.
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3.4
tipping line
balance point fulcrum
(See 3.4.1 to 3.4.4.)

3.4.1
tipping line (for crawler machines)
Outer edge of the outer track link rail on the boom side of the machine. See figure 1.

3.4.2
tipping line (for wheeled machines with non-oscillating axle)
Line connecting the centres of contact of the front and rear tyres with the ground reference plane on 
the boom side of the machine. See figures 2, 3 and 5.

3.4.3
tipping line (for wheeled machines with oscillating axle)
Line in the ground reference plane connecting the centre of contact of the tyre on the rigid axle on the 
boom side of the machine and the vertical line through the centre of oscillation of the oscillating axle. 
See figures 4 and 6.

3.4.4
tipping line (for machines with outriggers)
Line in the ground reference plane connecting the centres of contact of the outrigger pads on the boom 
side of the machine. See figures 7 and 8.

3.5
load overhang
Horizontal and perpendicular distance from the tipping line to the lift point line. See W12 in figure 1 
and WW12 in figures 2 to 8.

3.6
moment acting to overturn machine
Product of a force acting through the lift point line and the load overhang.

3.7
moment acting to resist overturn of machine
Product of the weight of the machinery and the distance from the centre of gravity to the tipping line.

3.8
balance point
(See 3.8.1 and 3.8.2.)

3.8.1
calculated balance point
Moment acting to overturn the machine at a specific load overhang which is equal to the moment acting 
to resist overturning.

3.8.2
measured balance point
(See 3.8.2.1 to 3.8.2.3.)

3.8.2.1
measured balance point (for crawler machines)
Moment acting to overturn the machine at a specific load overhang that will not cause any track roller 
on the track opposite the boom side to lift more than 6 mm from the track link.

3.8.2.2
measured balance point (for wheeled machines)
Moment acting to overturn the machine at a specific load overhang that will not cause any tyre on the 
side opposite the boom to lift more than 2 mm from the ground reference plane.
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3.8.2.3
measured balance point (for machines with outriggers)
Moment acting to overturn the machine at a specific load overhang that will not cause any tyre or 
outrigger pad on the side opposite the boom to lift more than 2 mm from the ground reference plane.

3.9
tipping load
Vertical load applied at the load hook at a specific load overhang which achieves the balance point.

3.10
rope
Wire rope used for the boom support or the load line.

3.11
rope factor
Rope breaking strength divided by rope load.

3.12
draw works
(See 3.12.1 and 3.12.2.)

3.12.1
mechanical draw works
Drums and mechanical drive systems that operate the boom position and the load hoist lines.

3.12.2
hydraulic draw works
Hydraulic pumps, motors, valves, lines and cylinders that position the boom and operate the hoist line.

3.13
hydraulic pressure
(See 3.13.1 and 3.13.2.)

3.13.1
working circuit pressure
Nominal pressure applied to the specific circuit by the pump(s).

3.13.2
holding circuit pressure
Maximum static pressure in a specific circuit, limited by a relief valve pressure that is measured at a 
flow no greater than 10 % of rated circuit flow.

3.14
lift mechanism lift capacity
Load that can be lifted at the load hook by a force generated by any combination of mechanical or 
hydraulic power to the draw works and/or hydraulic cylinder(s), at a specific load overhang without 
exceeding any of the following limits:

—	 tipping load;

—	 hydraulic working or holding circuit pressure in any circuit;

—	 rope factor in either the load or boom hoist line.

 
Some of the possible combinations of power to the lift mechanism include:

a)	 mechanical draw works power to the load and boom hoist line;

b)	 hydraulic draw works power to the load and boom hoist line;
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c)	 mechanical power to the draw works for the load hoist line and hydraulic cylinder(s) for the 
boom hoist line;

d)	 hydraulic cylinders for the load and boom hoist line.

 
The lift mechanism powers may be sub-defined as in 3.14.1 to 3.14.3.

3.14.1
mechanical draw works lift capacity
Lift capacity obtained by applying mechanical power to the load and boom hoist draw works without 
exceeding tipping load or rope factor.

3.14.2
hydraulic lift capacity
Lift capacity obtained by applying working circuit pressure to the hydraulically actuated draw works 
and/or lift cylinder(s) without exceeding the holding circuit pressure in any circuit, the tipping load, or 
the rope factor.

3.14.3
rope factor lift capacity
Lift capacity, limited so that the rope factor is not less than 4, or under special provisions, not less than 
2,5. See 6.1.2.

3.15
rated lift capacity
Maximum load that can be raised without exceeding the rated tipping load lift capacity, the rated lift 
mechanism lift capacity, or the rated rope factor lift capacity. See clause 7.

3.16
operating mass of the machine
(See definition 2.4 in ISO 6016:1982.)

Note 1 to entry: Equipment such as dozers and buckets, if included in the manufacturer's specifications, are in 
the transport position recommended by the manufacturer when assessing operating mass.

4 Lift capacity calculations procedure

4.1 Machine preparation

All lift capacity calculations shall be made with adjustable counterweights fully extended and with the 
machine on a firm level surface.

4.2 Attachment variations

Because of the number of attachment variations possible, the manufacturer shall publish revised lift 
capacity charts if these variations decrease the machine rated lift capacity by more than 5 %.

4.3 Tipping load calculation

This calculation is made, in accordance with 4.3.1 to 4.3.3.2, at a given load overhang position to 
determine the tipping load. Sufficient load overhang dimensions shall be used to develop the lift 
capacity chart. See figure 9.

4.3.1 Pipelayers

Calculations shall be made at standard machine configuration.
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