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Preface

This Standard was prepared by the Standards Australia Committee ME-063, Earthmoving Equipment.

The objective of this document is to define the generally recognized terms and definitions relating
to the availability of earth-moving machinery to assist in the communication and understanding
of such terms.

This document applies to earth-moving machinery as defined in ISO 6165.

Annex A provides a means of identifying the field of terms to be used and standardized to clarify the
relationships between the terms.

This document is identical with, and has been reproduced from, ISO 8927:1991, Earth-moving
machinery — Machine availability — Vocabulary.

As this document has been reproduced from an International Standard, the following applies:
(@) Inthe source text “this International Standard” should read “this document”.
(b) A full point substitutes for a comma when referring to a decimal marker.

Australian or Australian/New Zealand Standards that are identical adoptions of international
normative references may be used interchangeably. Refer to the online catalogue for information on
specific Standards.

The terms “normative” and “informative” are used in Standards to define the application of the
appendices or annexes to which they apply. A “normative” appendix or annex is an integral part of a
Standard, whereas an “informative” appendix or annex is only for information and guidance.
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Foreword

ISO (the International Organization for Standardization) is a worldwide federation of national standards
bodies (ISO member bodies). The work of preparing International Standards is normally carried out
through ISO technical committees. Each member body interested in a subject for which a technical
committee has been established has the right to be represented on that committee. International
organizations, governmental and non-governmental, in liaison with ISO, also take part in the work.
ISO collaborates closely with the International Electrotechnical Commission (IEC) on all matters of
electrotechnical standardization.

Draft International Standards adopted by the technical committees are circulated to the member
bodies for voting. Publication as an International Standard requires approval by at least 75 % of the
member bodies casting a vote.

International Standard ISO 8927 was prepared by Technical Committee ISO/TC 127, Earth-moving
machinery, Sub-Committee SC 3, Operation and maintenance.

Annex A of this International Standard is for information only.
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1 AS IS0 8927:2021

Australian Standard®

Earth-moving machinery — Machine availability — Vocabulary

1 Scope

This International Standard defines the generally recognized terms and definitions relating to the
availability of earth-moving machinery to assist in the communication and understanding of such terms.

It applies to earth-moving machinery as defined in ISO 6165.

Annex A provides a means of identifying the field of terms to be used and standardized, to clarify the
relationships between the terms.

2 Normative reference

The following standard contains provisions which, through reference in this text, constitute provisions
of this International Standard. At the time of publication, the edition indicated was valid. All standards
are subject to revision, and parties to agreements based on this International Standard are encouraged
to investigate the possibility of applying the most recent edition of the standard indicated below.
Members of [EC and ISO maintain registers of currently valid International Standards.

[SO 6165 : 1987, Earth-moving machinery — Basic types — Vocabulary.

3 Terms and definitions

3.1 General terms

3.1.1

item

Either a general term or an individual term which is the object of availability and reliability
considerations.

3.2 Availability terms

3.21

availability

Probability of a repairable item being operable when it is required to operate. Availability is the total
characteristics of reliability, serviceability and accessibility of the item. Availability can be detailed as
instantaneous availability and mean availability.

3.2.2
instantaneous availability
Probability of a repairable item maintaining its function at a given or specified moment.

3.2.3

mean availability

Ratio of the total accumulated time an item has been in operation to the total time it could have been
in operation if it operated continuously. Mean availability can be detailed as inherent availability and
operational availability.

3.24
inherent availability
Measure of mean availability; the inherent availability, 4, is calculated as shown in the following formula:

Y MTBF
'~ MTBF + MTTR
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where

MTBF is the mean time between failures (3.6.28);
MTTR is the mean time to repair (3.6.13)

3.2.5

operational availability
Measure of mean availability; the operational availability, A, is calculated as shown in the
following formula:

B MUT
° " MUT + MDT
where
MUT is the mean up time (3.6.3);
MDT is the mean down time (3.6.8).
3.2.6

storage-ability
Property of an item which preserves its reliability, life and serviceability during its storage or shipping.

3.3 Reliability terms

3.31

reliability

Proability that an item will perform a required function under stated conditions for a stated
period of time.

3.3.2
inherent reliability
Reliability produced in an item itself at design, manufacturing and reliability testing stages.

3.3.3

operational reliability

Reliability affected by conditions of use and service of a machine. The relation to inherent reliability
can be shown by the following formula :

RO = Rl X k

where

Ro is the operational reliability;

Ri is the inherent reliability (3.3.2);

k is the condition factor (normally k <; 1).
3.34

reliability characteristics
Measure to express quantitatively the reliability of an item.

Note 1 to entry: Reliability, failure rate, mean life and MTBF characteristics are used.

3.4 Failure terms

3.4.1
failure
Actual condition of an item which does not perform its specified function under the specified condition.
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