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PREFACE

This Standard was prepared by the Standards Australia Committee 1T-012, Information
Systems, Security and Identification.

The objective of this Standard is to specify hash-functions which make use of an n-bit block
cipher algorithm. They are therefore suitable for an environment in which such an algorithm is
already implemented.

Four hash-functions are specified. The first provides hash-codes of length smaller than or equal
to n, where n is the block-length of the algorithm used. The second provides hash-codes of
length less than or equal to 2#x; the third provides hash-codes of length equal to 2x, the fourth
provides hash-codes of length 3n. All four of the hash-functions specified in this part of
AS 10118 conform to the general model specified in AS 10118.1.

This Standard is identical with, and has been reproduced from ISO/IEC 10118-2:2000,
Information technology—Security techniques—Hash-functions—Part 2: Hash-functions using an
n-bit block cipher.

As this Standard is reproduced from an international standard, the following applies:

(a) Its number appears on the cover and title page while the international standard number
appears only on the cover.

(b) In the source text ‘this part of ISO/IEC 10118’ should read ‘this Australian Standard’.
(c) A full point substitutes for a comma when referring to a decimal marker.

The term ‘informative’ has been used in this Standard to define the application of the annex to
which it applies. A ‘informative’ annex is an integral part of a Standard.
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INTRODUCTION

The International Organization for Standardization (ISO) and the International Electrotechnical Commission (IEC)
draw attention to the fact that it is claimed that compliance with this part of ISO/IEC 10118 may involve the use of a
patent concerning the “Data Authentication Using Modification Detection Codes Based on a Public One Way
Encryption Function,” (U.S. Patent 4,908,861 issued 1990-03-13).

ISO and IEC take no position concerning the evidence, validity and scope of this patent right.

The holder of this patent right has assured 1SO and IEC that he is willing to negotiate licences under reasonable
and non-discriminatory terms and conditions with applicants throughout the world. In this respect, the statement of
the holder of this patent right is registered with ISO and IEC. Information may be obtained from:

Director of Licensing

International Business Machnies Corporation
500 Columbus Avenue

Thornwood, NY 10594

US.A

Attention is drawn to the possibility that some of the elements of this part of ISO/IEC 10118 may be the subject of
patent rights other than those identified above. ISO and IEC shall not be held responsible for identifying any or all
such patent rights.
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AUSTRALIAN STANDARD

Information technology — Security techniques —
Hash-functions —

Part 2:
Hash-functions using an n-bit block cipher

1 Scope

This part of ISO/IEC 10118 specifies hash-functions which make use of an n-bit block cipher algorithm. They are
therefore suitable for an environment in which such an algorithm is already implemented.

Four hash-functions are specified. The first provides hash-codes of length smaller than or equal to n, where n is the
block-length of the algorithm used. The second provides hash-codes of length less than or equal to 2n; the third
provides hash-codes of length equal to 2n; and the fourth provides hash-codes of length 3n. All four of the hash-
functions specified in this part of ISO/IEC 10118 conform to the general model specified in ISO/IEC 10118-1.

2 Normative references

The following normative documents contain provisions which, through reference in this text, constitute provisions of
this part of ISO/IEC 10118. For dated references, subsequent amendments to, or revisions of, any of these
publications do not apply. However, parties to agreements based on this part of ISO/IEC 10118 are encouraged to
investigate the possibility of applying the most recent editions of the normative documents indicated below. For
undated references, the latest edition of the normative document referred to applies. Members of ISO and IEC
maintain registers of currently valid International Standards.

ISO/IEC 10116:1997, Information technology — Security techniques — Modes of operation for an n-bit block cipher.

ISO/IEC 10118-1:2000, Information technology — Security techniques — Hash-functions — Part 1: General.

3 Terms and definitions

For the purposes of this part of ISO/IEC 10118, the terms and definitions given in ISO/IEC 10118-1 and the
following apply.

3.1
n-bit block cipher
a block cipher with the property that plaintext blocks and ciphertext blocks are n bits in length (see ISO/IEC 10116)

4 Symbols and abbreviated terms

For the purposes of this part of ISO/IEC 10118, the symbols and abbreviations given in ISO/IEC 10118-1 and the
following apply:

e n-bit block cipher algorithm (see ISO/IEC 10116)
K Key for the algorithm e (see ISO/IEC 10116)
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ex(P) Operation of encipherment using the algorithm e and the key K (see ISO/IEC 10116) on plaintext P

uoru’ Transformation of one n-bit block into a key for the algorithm e

B When n is even, the string composed of the n/2 leftmost bits of the block B. When n is odd, the string
composed of the (n+1)/2 leftmost bits of the block B

BR When n is even, the string composed of the n/2 rightmost bits of the block B. When n is odd, the string
composed of the (n-1)/2 rightmost bits of the block B

B* When B is a string of n m-bit blocks, B represents the x-th m-bit block of B

B*Y When B is a string of n m-bit blocks, B*Y represents the x-th through the y-th m-bit blocks of B

5 Use of the general model

The hash-functions specified in the next four clauses provide hash-codes H of length Ly. The hash-function
conforms to the general model specified in ISO/IEC 10118-1. For each of the four hash-functions that follow, it is
therefore only necessary to specify:

— the parameters Ly, Ly;

— the padding method;

— the initializing value 1V;

— the round-function ¢,

— the output transformation T.

The use of a hash-function defined using the general model will also require the selection of the parameter L.

6 Hash-function one

6.1 Parameter selection

The parameters L, and L, and Ly for the hash-function specified in this clause shall satisfy L, = L, = n, and L, is
less than or equal to n.

6.2 Padding method

The selection of the padding method for use with this hash-function is beyond the scope of this part of
ISO/IEC 10118. Examples of padding methods are presented in annex A of ISO/IEC 10118-1:2000.

6.3 Initializing value

The selection of the IV for use with this hash-function is beyond the scope of this part of ISO/IEC 10118. The value
of the IV shall be agreed upon and fixed by the users of the hash-function.

6.4 Round-function

The round-function ¢ combines a padded data block D; (of L; = n-bits) with H;,, the previous output of the round-
function (of L, = n bits), to yield H;. As part of the round-function it is necessary to choose a function u, which
transforms an n-bit block into a key for use with the block cipher algorithm e. The selection of the function u for use
with this hash-function is outside the scope of this part of ISO/IEC 10118 (see annex A for guidance).
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The round-function itself is defined as follows:
¢ (D}, Hia) = ek (D) & D

where K; = u (H;.1). The round-function is shown in Figure 1.

Figure 1 — Round-function of hash-function one

6.5 Output transformation

The output transformation T is simply truncation, i.e., the hash-code H is derived by taking the leftmost Ly bits of
the final output block Hy.

7 Hash-function two

7.1 Parameter selection

The parameters L, and L, and Ly, for the hash-function specified in this clause shall satisfy L, =n, L, = 2n, and L, is
less than or equal to 2n.

7.2 Padding method

The selection of the padding method for use with this hash-function is beyond the scope of this part of
ISO/IEC 10118. Examples of padding methods are presented in annex A of ISO/IEC 10118-1:2000.

7.3 Initializing value
The selection of the IV (of length 2n) for use with this hash-function is beyond the scope of this part of

ISO/IEC 10118. The value of the IV shall be agRreed upon and fixed by the users of the hash-function. However, the
IV shall be selected such that u(IVL) and u'(IvV ") are different.

Documents

Document Sharing Hub

Full document details: AS ISO IEC 10118.2-2006


http://www.avadocuments.com/doc/as-iso-iec-10118-2-2006
http://www.avadocuments.com/doc/as-iso-iec-10118-2-2006

