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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about Standards can be found by visiting the Standards Web 
Shop at www.standards.com.au and looking up the relevant Standard in the on-line 
catalogue. 

Alternatively, the printed Catalogue provides information current at 1 January each 
year, and the monthly magazine, The Global Standard, has a full listing of revisions 
and amendments published each month. 

Australian StandardsTM and other products and services developed by Standards 
Australia are published and distributed under contract by SAI Global, which 
operates the Standards Web Shop. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Contact us via email at mail@standards.org.au, or write to the Chief 
Executive, Standards Australia International Ltd, GPO Box 5420, Sydney, NSW 
2001. 

 

This Standard was issued in draft form for comment as DR 04418.
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PREFACE 

This Standard was prepared by the Standards Australia Committee IT-029, Coded 

Representation of Picture, Audio and Multimedia/Hypermedia Information. 

This Standard is identical with, and has been reproduced from, ISO/IEC 14496-18:2004, 

Information technology—Coding of audio-visual objects—Part 18: Font compression and 

streaming. 

The objective of this Standard is to provide the multimedia designer with efficient data 

compression and streaming techniques to embed font data in MPEG-4 encoded presentations.  

The terms ‘normative’ and ‘informative’ are used to define the application of the annex to 

which they apply. A normative annex is an integral part of a standard, whereas an informative 

annex is only for information and guidance. 

As this Standard is reproduced from an international standard, the following applies: 

(a) Its number appears on the cover and title page while the international standard number 

appears only on the cover. 

(b) In the source text ‘this International Standard’ should read ‘this Australian Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 

References to International Standards should be replaced by references to Australian or 

Australian/New Zealand Standards, as follows: 

 

Reference to International Standard  Australian Standard/New Zealand Standard 

ISO/IEC   AS/NZS  

14496 Information technology—Coding of 

audio-visual objects 

 14496 Information technology—Coding of 

audio-visual objects 

14496-1 Part 1: Systems  14496.1 Part 1: Systems 

Only referenced documents that have been adopted as Australian or Australian/New Zealand 

Standards have been listed. 
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Introduction 

ISO/IEC 14496 specifies a system for the communication of interactive audio-visual scenes. The specification 
includes the following elements: 

1. the coded representation of natural or synthetic, two-dimensional (2D) or three-dimensional (3D) objects 
that can be manifested audibly and/or visually (audio-visual objects) (specified in part 1,2 and 3 of 
ISO/IEC 14496); 

2. the coded representation of the spatio-temporal positioning of audio-visual objects as well as their 
behaviour in response to interaction (scene description, specified in part 11 of ISO/IEC 14496); 

3. the coded representation of information related to the management of data streams (synchronization, 
identification, description and association of stream content, specified in part 11 of ISO/IEC 14496); 

4. a generic interface to the data stream delivery layer functionality (specified in part 6 of ISO/IEC 14496); 

5. an application engine for programmatic control of the player: format, delivery of downloadable Java byte 
code as well as its execution lifecycle and behaviour through APIs (specified in part 11 of 
ISO/IEC 14496); and 

6. a file format to contain the media information of an ISO/IEC 14496 presentation in a flexible, extensible 
format to facilitate interchange, management, editing, and presentation of the media. 

The information representation, specified in ISO/IEC 14496-1 and in ISO/IEC 14496-11, describes the means 
to create an interactive audio-visual scene in terms of coded audio-visual information and associated scene 
description information. The encoded content is presented to a terminal as the collection of elementary 
streams. Elementary streams contain the coded representation of either audio or visual data or scene 
description information or user interaction data. Elementary streams may as well themselves convey 
information to identify streams, to describe logical dependencies between streams, or to describe information 
related to the content of the streams. Each elementary stream contains only one type of data. 

Elementary streams are decoded using their respective stream-specific decoders. The audio-visual objects 
are composed according to the scene description information and presented by the terminal’s presentation 
device(s). All these processes are synchronized according to the systems decoder model (SDM) using the 
synchronization information provided at the synchronization layer. 

The scene description stream identifies different types of objects, such as audio, visual, 2D and 3D graphics, 
etc. that define a scene composition of the content. Among these objects, the essential part of almost any 
multimedia presentation is text objects that are created utilizing specific custom fonts. Font selection 
determines the appearance of a text in multimedia content and it’s the most critical factor that assures text 
legibility and readability. It also plays critical role in the overall scene composition since the metric properties 
of a font are used for textual parts of multimedia content layout. Many thousands of fonts are available today 
for use in content creation and in order to assure correct appearance and layout of a content the font data 
have to be included (embedded) with the text objects as part of the multimedia presentation. 

Font data compression and streaming technology presented in this document provide efficient mechanism to 
embed font data in MPEG-4 encoded presentations. 
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Information technology — Coding of audio-visual objects — 

Part 18: 
Font compression and streaming 

1 Scope 

This part of ISO/IEC 14496 specifies functionalities for the communication of font data as part of the MPEG-4 
encoded audio-visual presentation. More specifically, it defines: 

1. Font format representation that is utilized for font data encoding (OpenType); 

2. Font compression technology for TrueType and OpenType fonts with TrueType outlines; and  

3. The coded representation of information in font data streams. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO/IEC 14496-1, Information technology — Coding of audio-visual objects — Part 1: Systems 

ISO/IEC 14496-11, Information technology — Coding of audio-visual objects — Part 11: Scene description 
and application engine 

The OpenType Specification - available on the Microsoft Typography website at 
<http://www.microsoft.com/typography/otspec/default.htm> or the Adobe Solutions Network website at 
<http://partners.adobe.com/asn/tech/type/opentype/index.jsp> 

3 Font Data Format 

In order to guarantee the original appearance of the content, to preserve corporate branding and identity in 
streaming multimedia presentations and to provide support for all languages, MPEG-4 supports text rendering 
utilizing rich formatting capabilities and custom fonts. 

MPEG-4 adopts OpenType®1), version 1.4, as its font data format for the purposes of uniform font data 
transmission and predictable text rendering. OpenType has emerged as the font solution for high-quality text 
processing, multimedia applications and cross platform Internet document portability. OpenType is a full-
featured font format that enables the highest quality of text rendering on low-resolution displays, advanced 
typographic features and international character support. It is fully compatible with the existing and widely 
adopted TrueType™2) fonts. 

MPEG-4 requires fonts to contain a Unicode character map (‘cmap’) table. 
                                                      

1) OpenType is a registered trademark of Microsoft Corporation. 

2) TrueType is a trademark of Apple Computer Incorporated. 
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4 Font Compression Technology 

4.1 Overview 

Transmission of the font data through bandwidth-limited channels requires efficient compression techniques 
be applied that allow reducing font data size without sacrificing quality of text rendering and advanced 
typographic features supported by the font. MPEG-4 adopts MicroType® Express3) 2.0 font compression 
technology, which allows lossless compression of OpenType fonts with TrueType outlines and provides the 
capability to render the text without decompressing the whole font, which significantly reduces memory 
requirements. The specification of this compression mechanism is presented below. 

4.2 Compressed Font Format Specification 

4.2.1 Introduction 

This part of the document describes the compressed font format that is designed for compact binary 
representation of lossless-compressed TrueType and OpenType with TrueType outlines fonts (TTF) and font 
collections (TTC). This font compression technology for OpenType TrueType fonts is designed to minimize 
memory usage for font data storage in resource-constrained environments, where both ROM and RAM 
memory savings are critical, and build relatively small font files without sacrificing the quality, features and 
capabilities of TrueType and OpenType fonts. 

The compressed font format provides random access capabilities into the font data and allows font rasterizer 
to render glyphs directly from the compressed font tables without decompressing the whole font while 
maintaining the highest character quality. The selection and number of compressed tables in a font file may 
differ from one font to another. Any number of tables can be compressed in the same font (from only one to 
all), which allows application developers to optimize “memory savings – performance of font rendering engine” 
trade-off. 

Compression algorithms, applied to font tables, take advantage of advanced knowledge of OpenType font 
tables structure and meaning of data (text, TrueType instructions, glyph data, etc.). Separation of these 
objects into groups with distinctly different statistical distributions allows employing a number of compression 
techniques, which results in producing most compact lossless-compressed data. These techniques are 
especially effective when compressing of the glyph data (‘glyf’ table), which is typically the biggest table in the 
TTF file. The details of the glyph data compression are described in subclause 4.2.4 of this specification. 

4.2.2 Data Types 

The compressed font format follows the same SFNT structure (used in both TrueType and OpenType) that 
provides a “wrapper” for a collection of tables in a general and extensible manner. Rasterizers use a 
combination of tables contained in the font to render glyph outlines. In order to simplify the process of 
traversing the tables in a font, the beginning of each table is aligned on the 4-byte boundary and each table 
data is padded with zeros. 

Most tables have version numbers, and the version number for the entire font is contained in the Table 
Directory. The compressed font format specification uses the same data types that are used in the OpenType 
specification. For all details on data types and version number format please see the OpenType font file 
specification. 

                                                      

3) MicroType is a registered trademark of Agfa Monotype Corporation. 

This information is given for the convenience of users of this International Standard and does not constitute an 
endorsement by ISO/IEC of the product named. 
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4.2.3 Compressed Font Format 

4.2.3.1 The Compressed Font Header 

The compressed font file format is the same as an OpenType font file, which always begins with the Offset 
Table followed by the Table Directory entries. If the font file is TTC file, the offset to each Table Directory is 
defined in TTC Header. If the font file contains only one font, the Offset Table will begin at byte 0 of the file. 
For details about an OpenType font Table directory and TTC header structure please see “Organization of an 
OpenType Font” in the OpenType font file specification. 

4.2.3.2 OpenType Tables 

The OpenType font file specification defines the set of required tables to be used in an OpenType font with 
TrueType outlines. When this font compression mechanism is used with OpenType fonts with TrueType 
outlines, the ACT3 additional table described in the following section is required. The tag describing this table 
is ‘act3’. 

Other tables may be defined but are not required. OpenType fonts may also contain bitmaps of glyphs, in 
addition to outlines, as well as other optional tables that support vertical layout and advanced typographic 
features. For a complete list of OpenType font tables, their definitions and data structures see The OpenType 
font file specification. 

4.2.3.3 ACT3 Table Structure 

The ‘ACT3’ table defines the mapping of all tables, present in the font, to the collection of compressed and 
uncompressed blocks of data in a font file. Since the herein compressed font file format allows a mixture of 
both compressed and uncompressed data blocks to be present in the file, the mapping of the data blocks 
relative to the original OpenType TrueType table structure will be as follows: 

• all consecutive uncompressed tables of the original font file will be referenced as a contiguous block 
of uncompressed data by a single entry in the ACT3 table; 

• each compressed table of the original font file will be referenced as a block of compressed data by a 
single entry in the ACT3 table. 

NOTE: The ‘act3’ table is required to be present in the compressed font OpenType Table Directory. If 
the font file is TrueType collection, then the table will only be part of the first font Table Directory and 
will contain mapping information for all fonts in TrueType Collection font file. 

Table 1 — ‘act3’ table syntax 

Data Type Syntax Description and Comments 

 /* ACT3 Table Header*/  
USHORT TableLength Length of the ‘act3’ table padded to 4-byte 

boundary 
ULONG CompFontSize Size of the compressed font file 
ULONG UncompFontSize Original size of the uncompressed font file after 

CTF compression was applied to glyph data. 
ULONG GlyfStart Offset to the start of compressed ‘glyf’ table in 

uncompressed font file 
ULONG GlyfEnd Offset to the position immediately following the 

end of compressed ‘glyf’ table in 
uncompressed font file 

USHORT NumEntries Number of different 
compressed/uncompressed data blocks in the 
font file 

 /* ACT3 Table Entries*/  
 for (i=0; i<numEntries; i++)  

{ 
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