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AS/NZS 1252.2:2016 
This Joint Australian/New Zealand Standard was prepared by Joint Technical 
Committee ME-029, Fasteners. It was approved on behalf of the Council of 
Standards Australia on 25 November 2016 and by the New Zealand Standards 
Approval Board on 9 December 2016.  
This Standard was published on 23 December 2016. 

 

The following are represented on Committee ME-029: 
 

Association of Accredited Certification Bodies 
Association of Wall and Ceiling Industries of Australia and New Zealand  
Australasian Corrosion Association 
Australian Chamber of Commerce and Industry 
Australian Engineered Fasteners and Anchors Council 
Australian Industry Group 
Australian Steel Institute 
Austroads 
Bureau of Steel Manufacturers of Australia 
CSIRO 
Galvanizers Association of Australia 
Materials Australia 
National Association of Steel-Framed Housing 
National Association of Testing Authorities Australia 
New Zealand Heavy Engineering Research Association 
Society of Automotive Engineers Australasia 
Steel Construction New Zealand 
Swinburne University of Technology 
 

 

Keeping Standards up-to-date 
Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 
Detailed information about joint Australian/New Zealand Standards can be found by 
visiting the Standards Web Shop at www.saiglobal.com or Standards New Zealand 
web site at www.standards.govt.nz and looking up the relevant Standard in the on-
line catalogue. 
For more frequent listings or notification of revisions, amendments and 
withdrawals, Standards Australia and Standards New Zealand offer a number of 
update options. For information about these services, users should contact their 
respective national Standards organization. 
We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Please address your comments to the Chief Executive of Standards 
Australia or the New Zealand Standards Executive at the address shown on the back 
cover. 

 

This Standard was issued in draft form for comment as DR AS/NZS 1252.2:2016. 
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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand 
Committee ME-029, Fasteners, to supersede, in part, AS/NZS 1252:1996, High-strength 
steel bolts with associated nuts and washers for structural engineering. 

This Standard is a companion document to AS/NZS 1252.1, High-strength steel fastener 
assemblies for structural engineering—Bolts, nuts and washers, Part 1: Technical 
requirements. The verification testing specified in this Standard is additional to the testing 
required by AS/NZS 1252.1. 

The objective of this Standard is to give provisions for verification testing of high-strength 
steel bolt assemblies for structural engineering, for suppliers, specifiers (e.g. designers, 
procurement agencies and purchasers) and third-party certification bodies, to provide 
confidence in the product’s conformity with the requirements of AS/NZS 1252.1. 
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 
 

Australian/New Zealand Standard 

High-strength steel fastener assemblies for structural engineering—
Bolts, nuts and washers 

 

Part 2:  Verification testing for bolt assemblies 
 

S E C T I O N  1    S C O P E  A N D  G E N E R A L  

1.1   SCOPE OF STANDARD 

This Standard gives provisions for verification testing of high-strength steel bolt assemblies 
for structural engineering, which is the testing undertaken by the supplier who first puts the 
product into the market in Australia or New Zealand. 

NOTE: The verification testing is additional to the testing required by AS/NZS 1252.1. 

1.2   EXCLUSIONS 

This Standard does not specify requirements for— 

(a) product testing as related to manufacture and ongoing control of production; 

(b) production process control; or 

(c) management systems. 
NOTES:  

1 Specific initial type testing or product testing requirements, such as test methods, and specific 
requirements related to ongoing control of production, are contained in AS/NZS 1252.1. 

2 Production process control is also sometimes referred to as ongoing control of production, 
production quality control, or factory inspection. 

3 Specific requirements for management systems are found in other standards, e.g. the 
requirements for quality management systems are contained in AS/NZS ISO 9001. 

1.3   APPLICATION 

1.3.1   General 

Verification testing in accordance with this Standard shall be undertaken by the supplier 
who first puts the product into the market in Australia or New Zealand. Compliance with 
this Standard shall be required by specifiers (e.g. designers, procurement agencies and 
purchasers) to provide confidence by verification testing that the product meets the 
requirements of AS/NZS 1252.1. 

This Standard also provides supplementary requirements for product certification testing 
and for third-party bodies in carrying out their conformity assessment activities. 

NOTES:  

1 When ordering fastener assemblies, this Standard should be specified. 

2 The application of this Standard for verifying product conformity may be limited to one or 
more product types, or even to specific batches of product. 

1.3.2   Legislation 

This Standard needs to be read in conjunction with the legislation, by-laws, guidelines and 
regulations of regulatory authorities. 
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1.4   NORMATIVE REFERENCES 

The following are the normative documents referenced in this Standard: 

NOTE: Documents referenced for informative purposes are listed in the Bibliography. 

AS/NZS 
1252 High-strength steel fastener assemblies for structural engineering—Bolts, nuts

and washers 
1252.1 Part 1: Technical requirements 

AS/NZS ISO/IEC 
17065 Conformity assessment—Requirements for bodies certifying products,

processes and services 

17067 Conformity assessment—Fundamentals of product certification and guidelines
for product certification schemes 

AS ISO/IEC 
17000 Conformity assessment—Vocabulary and general principles 

17025 General requirements for the competence of testing and calibration laboratories

17050 Conformity assessment—Supplier’s declaration of conformity 
17050.1 Part 1: General requirements 
17050.2 Part 2: Supporting documentation 

ISO/IEC TR 
17026 Conformity assessment—Example of a certification scheme for tangible

products 

1.5   DEFINITIONS 

For the purpose of this Standard, the definitions given in AS/NZS 1252.1, 
AS ISO/IEC 17000, AS ISO/IEC 17025, AS/NZS ISO/IEC 17065, AS/NZS ISO/IEC 17067 
and ISO/IEC TR 17026 and those below apply. 

1.5.1   Authorized representative 

Person who is approved to validate and sign inspection documents on behalf of the supplier, 
and who is positioned in the organization to avoid conflicts of interest with other functions 
such as purchasing, production, finance or sales. 

1.5.2   Competent person 

A person who has acquired, through education, training, qualification or experience, or a 
combination of these, the knowledge and skill enabling that person to perform the required 
task correctly and safely. 

1.5.3   Supplier’s declaration of conformity (SDoC) 

A document issued by the supplier declaring that the products supplied comply with the 
requirements of the relevant Australian or New Zealand Standard and that the 
documentation required by the Standard is available from the supplier. 
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