
 

 

AS/NZS 1301.437s:2007 

Australian/New Zealand Standard™ 

Methods of test for pulp and paper 

Method 437s:  Tensile strength of wetted 
paper and paperboard 
 

 

 

 

 

 

 

 

 

 

 

 

 

A
S
/N
Z
S
 1
3
0
1
.4
3
7
s
:2
0
0
7
 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 1301.437s-2007

http://www.avadocuments.com/doc/as-nzs-1301-437s-2007
http://www.avadocuments.com/doc/as-nzs-1301-437s-2007


 

 

AS/NZS 1301.437s:2007 

This Joint Australian/New Zealand Standard was prepared by Joint Technical 
Committee PK-019, Methods of Test for Pulp and Paper. It was approved on behalf 
of the Council of Standards Australia on 22 December 2006 and on behalf of the 
Council of Standards New Zealand on 19 December 2006.  
This Standard was published on 12 February 2007. 
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Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about joint Australian/New Zealand Standards can be found by 
visiting the Standards Web Shop at www.standards.com.au or Standards New 
Zealand web site at www.standards.co.nz and looking up the relevant Standard in 
the on-line catalogue. 

Alternatively, both organizations publish an annual printed Catalogue with full 
details of all current Standards. For more frequent listings or notification of 
revisions, amendments and withdrawals, Standards Australia and Standards New 
Zealand offer a number of update options. For information about these services, 
users should contact their respective national Standards organization. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Please address your comments to the Chief Executive of either 
Standards Australia or Standards New Zealand at the address shown on the back 
cover. 

 

This Standard was issued in draft form for comment as DR 06663. 
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Foreword 

This standard was prepared by Joint Technical Committee PK-019, Methods of Test for 

Pulp and Paper, as part of AS/NZS 1301, Methods of test for pulp and paper. 

This edition cancels and replaces AS 1301.437s—1989. 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the 

application of the annex to which they apply. A ‘normative’ annex is an integral part of a 

Standard, whereas an ‘informative’ annex is only for information and guidance. 
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Introduction 

This standard conforms to the procedure defined in ISO 3781 but the ISO standard provides 

for a soaking time, not necessarily sufficient for saturation, to be agreed between the 

interested parties. 

Similar standards 

TAPPI T456om-87 

SCAN P20:67 

CPPA D.10 (1977) 

For the purpose of this standard, ‘tensile strength of wetted paper and paperboard’ is 

defined as the tensile strength after saturation with distilled water to the extent that further 

soaking will not significantly reduce the tensile strength. 

Wet strength resins used in the paper industry take several weeks to develop full wet 

strength in the product. Tests done on paper immediately after manufacture cannot be 

regarded as a measure of the eventual performance of the paper in wet conditions. The 

strength of the resins may be developed quickly by heating the paper at a temperature 

depending on the nature of the resin. The heating period also depends on the product and 

type of resin. The specific heating conditions can be established only by experiment. 

This standard is divided into two sections. One of these is designed for testing hard-sized or 

water resistant paper and paperboard. The other is for testing relatively absorbent products 

where saturation is complete within 30 s of immersion. The results may be used to predict 

the performance of paper and paperboard products when subjected to stress after being 

moistened. 
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