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AS/NZS 1301.4415:1998

This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee PK/19, Methods of Test for Pulp and Paper. It was approved on behalf
of the Council of Standards Australia on 12 June 1998 and on behalf of the Council
of Standards New Zealand on 12 June 1998. It was published on 5 September 1998.

The following interests are represented on Committee PK/19:

Appita Inc.

AuslInfo

CSIRO Forestry and Forest Products

National Association of Forest Industries

New Zealand Forest Research Institute

New Zealand Pulp and Paper Industry Association
Printing Industries Association of Australia

Pulp and Paper Manufacturers Federation of Australia

Additional interests participating in preparation of Standard:

Paper manufacturers

Pulp manufacturers

Research interests

Manufacturers of paper testing instruments
Suppliers of paper testing instruments

Review of Standards. To keep abreast of progress in industry, Joint Australian/
New Zealand Standards are subject to periodic review and are kept up to date by the
issue of amendments or new editions as necessary. It is important therefore that
Standards users ensure that they are in possession of the latest edition, and any
amendments thereto.

Full details of all Joint Standards and related publications will be found in the Standards
Australia and Standards New Zealand Catalogue of Publications; this information is
supplemented each month by the magazines ‘The Australian Standard’ and ‘Standards
New Zealand’, which subscribing members receive, and which give details of new
publications, new editions and amendments, and of withdrawn Standards.

Suggestions for improvements to Joint Standards, addressed to the head office of either
Standards Australia or Standards New Zealand, are welcomed. Notification of any
inaccuracy or ambiguity found in a Joint Australian/New Zealand Standard should be
made without delay in order that the matter may be investigated and appropriate action
taken.

This Standard was issued in draft form for comment as DR 97139. Documents
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AS/NZS 1301.4415:1998 (Reconfirmed) 2013-11-29

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

RECONFIRMATION

OF
AS/NZS 1301.4415:1998
Methods of test for pulp and paper
Method 441s: Sheffield roughness of paper and board

RECONFIRMATION NOTICE

Technical Committee PK-019 has reviewed the content of this publication and in
accordance with Standards Australia procedures for reconfirmation, it has been determined
that the publication is still valid and does not require change.

Certain documents referenced in the publication may have been amended since the original
date of publication. Users are advised to ensure that they are using the latest versions of
such documents as appropriate, unless advised otherwise in this Reconfirmation Notice.

Approved for reconfirmation in accordance with Standards Australia procedures for
reconfirmation on 13 September 2013.

The following are represented on Technical Committee PK-019:

Appita

Australian Forest Products Association
Australian Institute of Packaging

HRL Technology
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AS/NZS 1301.441s:1998

Foreword

This standard was prepared by Joint Technical Committee PK/19, Methods of Test for Pulp
and Paper, as a part of AS/NZS 1301, Methods of Test for Pulp and Paper.

This edition cancels and replaces (in Australia) AS 1301.441s—1991 and (in New Zealand)
NZS/AS 1301.441s:1991, Methods of test for pulp and paper Method 441s: Sheffield

roughness of paper.

This revision was necessary due to developments in the instrument for measuring Sheffield
roughness.

Since 1986 the ‘P’ has been omitted from the AS 1301 number identification; but, until all
AS 1301 Standards are reprinted the ‘P’ will continue to appear in some of them.

Annexes A and B form integral parts of this standard.

© Copyright — STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Users of Standards are reminded that copyright subsists in all Standards Australia and Standards New Zealand publications and software.
Except where the Copyright Act allows and except where provided for below no publications or software produced by Standards Australia
or Standards New Zealand may be reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission
in writing from Standards Australia or Standards New Zealand. Permission may be conditional on an appropriate royalty payment. Australian
requests for permission and information on commercial software royalties should be directed to the head office of Standards Australia. New
Zealand requests should be directed to Standards New Zealand.

Up to 10 percent of the technical content pages of a Standard may be copied for use exclusively in-house by purchasers of the
Standard without payment of a royalty or advice to Standards Australia or Standards New Zealand.

Inclusion of copyright material in computer software programs is also permitted without royalty payment provided such programs are
used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the Standard
is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in commercial
contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia or Standards New Zealand at any time.
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AS/NZS 1301.441s:1998
Introduction

This standard describes the apparatus and procedure for determining the surface roughness
of a lot of paper or board with a Sheffield roughness instrument. The Sheffield instrument
determines roughness by measuring the rate of air leakage across two circular land areas
placed on the paper under specified load and under conditions of controlled air pressure. The
results are preferably expressed in mL/min; however, it is acceptable to express the result in
Sheffield scale units, provided the report includes a formula for conversion of Sheffield units
to mL/min.

This standard conforms to ISO 8791-3:1990, Paper and board—Determination of
roughness/smoothness (air leak methods), Part 3: Sheffield method, except that the ISO
standard does not allow the result to be reported in Sheffield units and does not accommodate
the electronic Sheffield instrument.

Similar standards are CPPA D.29 (1993) and TAPPI T 538 om-96.
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