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This Joint Australian/New Zealand S tandard was prepared by Joint Technical
Committee PK/19, Methods of Test for Pulp and Paper. It was approved on behalf of
the Council of Standards Australia on 12 September 1997 and on behalf of the Council
of Standards New Zealand on 18 August 1997. It was published on 5 November 1 997.

The following interests are represented on Committee PK/1 9:

Australian Government Analytical Laboratories
Australian Government Publishing Service
CS IRO—Division of Forestry and Forest Products
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New Zealand Forest Research Insti tute
New Zealand Pulp and Paper Industry Association
Printing Industries Association of Australia
Pulp and Paper Manufacturers Federation of Australia
The Technical Association of the Australian and New Zealand
Pulp and Paper Industry (APPITA)

Additional interests participating in preparation of Standard:

Paper manufacturers
Pulp manufacturers
Research interests
Manufacturers of paper testing instruments
Suppliers of paper testing instruments

Review of Standards. To keep abreast of progress in industry, Joint Australian/
New Zealand Standards are subject to periodic review and are kept up to date by the issue
of amendments or new editions as necessary. It is important therefore that Standards users
ensure that they are in possession of the latest edition, and any amendments thereto.

Full details of all Joint Standards and related publications will be found in the Standards
Australia and Standards New Zealand Catalogue of Publications; this information is
supplemented each month by the magazines ‘The Australian Standard’ and ‘Standards
New Zealand’ , which subscribing members receive, and which give details of new
publications, new editions and amendments, and of withdrawn Standards.

Suggestions for improvements to Joint Standards, addressed to the head office of either
Standards Australia or Standards New Zealand, are welcomed. Notification of any
inaccuracy or ambiguity found in a Joint Australian/New Zealand Standard should bemade
without delay in order that the matter may be investigated and appropriate action taken.

This Standardwas issued in draft form for comment as DR 95439.
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RECONFIRMATION  

OF 

AS/NZS 1301.449s:1997 

Methods of test for pulp  and paper 

Method 449s:  Description of crush testing equipment 
 

RECONFIRMATION NOTICE 

Technical Committee PK-019  has  reviewed the content of this  publication and in 

accordance with Standards  Australia procedures  for reconfirmation,  it has  been determined 

that the publication is  still  valid and does  not require change.  

Certain documents  referenced in the publication may have been amended since the original  

date of publication.  Users  are advised to  ensure that they are using the latest versions  of 

such documents  as  appropriate,  unless  advised otherwise in this  Reconfirmation Notice.  

Approved for reconfirmation in accordance with Standards  Australia procedures  for 

reconfirmation on 1 3  September 201 3 .  
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Australian Institute of Packaging 
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Foreword

This S tandard was prepared by Joint Technical Committee PK/19, Methods of Test for

Pulp and Paper, as a part of AS /NZS 1301 , Methods of test for pulp and paper.

This edition cancels and replaces AS 1301 .449s—1992 and NZS 1301 .449s—1992.

This revision is necessary due to changes in the parallelism requirements of crush testers

as specified in other parts of AS/NZS 1301 , Methods of test for pulp and paper.

Since 1986 the ‘ P’ has been omitted from the AS 1301 number identification; but, until

all AS 1301 standards are reprinted, the ‘P’ will continue to appear in some of them.

Annex A forms an integral part of AS /NZS 1301 .449s. Annex B and Annex C are for

information only.
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contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia or Standards New Zealand at any time.
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