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This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee PK-019, Methods of Test for Pulp and Paper. It was approved on behalf
of the Council of Standards Australia on 27 November 2003 and on behalf of the
Council of Standards New Zealand on 23 February 2004. It was published on
12 March 2004.

The following are represented on Committee PK-019:

Appita Inc.

Australian Paper Industry Council

CSIRO Forestry and Forest Products

Forest Research (New Zealand)

National Association of Forest Industries

New Zealand Pulp and Paper Industry Association

Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Shop at www.standards.com.au or Standards New
Zealand web site at www.standards.co.nz and looking up the relevant Standard in
the on-line catalogue.

Alternatively, both organizations publish an annual printed Catalogue with full
details of all current Standards. For more frequent listings or notification of
revisions, amendments and withdrawals, Standards Australia and Standards New
Zealand offer a number of update options. For information about these services,
users should contact their respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of either
Standards Australia International or Standards New Zealand at the address shown
on the back cover.

Accessed by MONASH UNIVERSITY LIBRARY on 16 Jun 2015 (Document currency not guaranteed when printed)

This Standard was issued in draft form for comment as DR 03158.

Documents

Document Sharing Hub

Full document details: AS NZS 1301.458rp-2004


http://www.avadocuments.com/doc/as-nzs-1301-458rp-2004
http://www.avadocuments.com/doc/as-nzs-1301-458rp-2004

AS/NZS 1301.458rp:2004

Australian/New Zealand Standard™

Methods of test for pulp and paper

Method 458rp: Glue bond strength of
wetted corrugated fibreboard

Originated as AS 1301.458s—1992.
Previous edition AS/NZS 1301.458rp:1994.
Second edition 2004.

COPYRIGHT
© Standards Australia/Standards New Zealand

All rights are reserved. No part of this work may be reproduced or copied in any form or by any
means, electronic or mechanical, including photocopying, without the written permission of the

Accessed by MONASH UNIVERSITY LIBRARY on 16 Jun 2015 (Document currency not guaranteed when printed)

publisher.

Jointly published by Standards Australia International Ltd, GPO Box 542 ,

and Standards New Zealand, Private Bag 2439, Wellington 6029 (ﬁBEWéﬁls
ISBN 07337 5666 2 Document Sharing Hub

Full document details: AS NZS 1301.458rp-2004


http://www.avadocuments.com/doc/as-nzs-1301-458rp-2004
http://www.avadocuments.com/doc/as-nzs-1301-458rp-2004

AS/NZS 1301.458rp:2004

Preface

This Standard was prepared by Joint Technical Committee PK-019, Methods of Test for
Pulp and Paper, as a part of AS/NZS 1301, Methods of test for pulp and paper.

This edition cancels and replaces AS/NZS 1301.458rp:1994.

The term ‘normative’ has been used in this Standard to define the application of the
appendix to which it applies. A ‘normative’ appendix is an integral part of a Standard.
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Foreword

Failure of the glue bonds between the liners and corrugating medium in corrugated
fibreboard is a major factor in the collapse of corrugated containers under wet conditions.
When board is expected to be used in wet or humid conditions, a water resistant adhesive is
normally used to overcome this problem. This Standard describes a method of determining
the strength of the glue bonds of wet board. It is applicable to all types of corrugated
fibreboards, including double and triple wall boards.

In this test, test pieces are immersed in water at a controlled elevated temperature for a
predetermined time. A progressively increasing load is then applied to the selected glue
lines until failure occurs. The direction of application of load is parallel to the glue lines
and in the plane of the board. The force at failure is measured and expressed in N/m.

Different glue lines cure at different rates, depending on their formulation. While the
maximum wet bond strengths of two different glue formulae may be similar, the rates at
which their strengths develop may be quite different.

A related method is Tappi T 842 pm-99.

There are a number of other Standards, including ISO 3038:1975, which describe different
methods for determination of this property, but all of them suffer from the same deficiency,
namely that they do not apply the stress in the direction in which it occurs when containers
fail in service. In service the failure-causing stress is in the plane of the board in a direction
parallel to the flutes. This Standard applies the stress in that direction. ISO 3038 applies the
stress in the plane of the board, but in a direction at right angles to the flutes, it measures
the time taken for water to penetrate the glue line rather than the stress required to cause
failure of a partially wet glue line, and it takes a substantial time to obtain a result.
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