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This  Joint Australian/New Zealand Standard was prepared by Joint Technical  
Committee  PK-01 9,  Methods  of Test for Pulp  and Paper.  It was  approved on behalf 
of the Council  of S tandards  Australia on 1 3  December 201 5  and on behalf of the  
Council  of S tandards  New Zealand on 1 1  December 201 5 .   
This  S tandard was published on 8  February 201 6.  
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Keeping Standards  up-to-date 

Standards  are living documents  which reflect progress  in science,  technology and 
systems.  To maintain their currency,  all  S tandards  are  periodically reviewed,  and 
new editions are  published.  Between editions,  amendments  may be  issued.  
S tandards  may also  be  withdrawn.  It is  important that readers  assure themselves  
they are  using a current Standard,  which should include any amendments  which 
may have been published since the S tandard was  purchased.  

Detailed information about j oint Australian/New Zealand Standards  can be  found by 
visiting the  S tandards  Web Shop at www.saiglobal.com.au or S tandards  New 
Zealand web site  at www.standards.co.nz and looking up  the relevant S tandard in 
the  on-line  catalogue.  

For more frequent listings  or notification of revisions,  amendments  and 
withdrawals,  S tandards  Australia and Standards  New Zealand offer a number of 
update options.  For information about these  services,  users  should contact their 
respective national  S tandards  organization.  

We also  welcome suggestions for improvement in our S tandards,  and especially 
encourage readers  to  notify us  immediately of any apparent inaccuracies  or 
ambiguities.  Please address  your comments  to  the  Chief Executive  of either 
S tandards  Australia or S tandards  New Zealand at the  address  shown on the back 
cover.  

 

This Standard was issued in  draft form for comment as  DR AS/NZS 1301 . 525:2015.  
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PREFACE 

This  S tandard was prepared by the Joint S tandards Australia/Standards New Zealand Committee  

PK-01 9,  Methods of Test for Pulp and Paper,  to  supersede AS/NZS  1 3 01 . 45 4s: 2005 ,  Methods of test 

for pulp and paper⎯Determination  of opacity (paper backing)⎯Diffuse reflectance method.  

The obj ective of this  S tandard is  to  provide a method for determining opacity of paper and board.  

This  S tandard is  identical  with,  and has  been reproduced from ISO 2471 : 2008,  Paper and board—

Determination  of opacity (paper backing)—Diffuse reflectance method.  

As this  S tandard is  reproduced from an International  S tandard,  the following applies:  

(a)  In the source text ‘ this  International  S tandard’  should read ‘ this  Australian/New Zealand 

Standard’ .  

(b)  A full  point substitutes  for a comma when referring to  a decimal  marker.  

References  to  International  S tandards should be replaced by references  to  Australian or 

Australian/New Zealand Standards,  as  follows:  

Reference to  International Standard  Australian/New Zealand Standard 

ISO  AS/NZS  

2469  Paper,  board and pulps—Measurement 

of diffuse radiance factor (diffuse 

reflectance factor)  

 1 3 01  Method of test for pulp  and paper  

 1 3 01 . 5 1 0 Part 5 1 0:  Measurement of diffuse 

radiance factor (diffuse reflectance 

factor)  

2470 Paper,  board and pulps—Measurement 

of diffuse blue reflectance factor 

 1 3 01 .5 1 5  Part 5 1 5 :  Measurement of diffuse blue 

reflectance factor—Indoor daylight 

conditions  (ISO brightness)  2470-1  Part 1 :  Indoor daylight conditions  (ISO 

brightness)  

 

The term ‘ normative’  has  been used in this  S tandard to  define the application of the  annex to  which it 

applies.  A ‘ normative’  annex is  an integral  part of a S tandard.  
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INTRODUCTION  

 

 The opacity value depends on  the principle used  for i ts  evaluation,  and  a method  should  be chosen which 
most closely relates to the interpretation  to be placed upon the results.  The method described  in  th is 
International  Standard  is appl icable when  it is desired  to measure that property of a paper which  governs the 
extent to which  one sheet visual ly obscures printed  matter on  underlying  sheets of similar paper.  I t should  not 
be confused  with  methods based on  the reduction  in  a  standard contrast by interposition of the paper,  opacity 
(white backing),  formerly known as contrast ratio,  nor with  the assessment of the amount and  condition of l ight 
penetrating  a sheet (transparency or translucency).  

The calculation  of opacity requires luminance-factor data obtained  by measurement under specified  conditions.  
The luminance factor depends on  the conditions of measurement,  and  particularly on the spectral  and  
geometric characteristics of the instrument used  for its determination.  This International  Standard  should  
therefore be read in  conjunction  with  ISO 2469.  
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