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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand Committee 

ME-060, Controlled Environment to supersede AS 1386.1—1989, AS 1386.2—1989, 

AS 1386.3—1989, AS 1386.4—1989 and AS 1386.7—1989. This Standard has been adopted 

with national modifications, and has been reproduced from, ISO 14644-3:2005, Cleanrooms and 

associated controlled environments, Part 3: Test methods. Additional requirements for Australia 

and New Zealand are given in Appendix ZZ. 

The objective of this Standard is to specify test methods for designated classification of 

airborne particulate cleanliness and for characterizing the performance of cleanrooms and clean 

zones.  

The following additional documents are referenced in Appendix ZZ: 

AS   

1807 Cleanrooms, workstations, safety cabinets and pharmaceutical isolators—Methods of 

test 

1807.0 Part 0: List of methods and apparatus 

1807.1 Part 1: Determination of air velocity and uniformity of air velocity in clean 

workstations, laminar flow safety cabinets and pharmaceutical isolators 

1807.3 Part 3: Determination of air velocity and uniformity of air velocity in laminar flow 

cleanrooms 

1807.6 Part 6: Determination of integrity of terminally mounted HEPA filter installations 

1807.7 Part 7: Determination of integrity of HEPA filter installations not terminally 

mounted 

1807.10 Part 10: Determination of air pressure of cleanrooms and pharmaceutical isolators 

1807.11 Part 11: Determination of airflow parallelism in laminar flow cleanrooms 

1807.12 Part 12: Determination of temperature in work zones 

1807.13 Part 13: Determination of relative humidity in cleanrooms 

1807.15 Part 15: Determination of illuminance 

1807.16 Part 16: Determination of sound level in cleanrooms 

1807.24 Part 24: Determination of recovery times of cleanrooms 

As this Standard is reproduced from an international standard, the following applies: 

(a) Its number appears on the cover and title page while the international standard number 

appears only on the cover. 

(b) In the source text ‘this part of ISO 14644’ should read ‘this Australian/New Zealand 

Standard’. 

(c) A full point substitutes for a comma when referring to a decimal marker. 

References to International Standards should be replaced by references to Australian or 

Australian/New Zealand Standards, as follows: 

Reference to International Standard  Australian/New Zealand Standard 

ISO   AS/NZS ISO  

14644 Cleanrooms and associated 

controlled environments 

 14644 Cleanrooms and associated 

controlled environments 

14644-1 Part 1: Classification of air 
cleanliness 

 14644.1 Part 1: Classification of air 
cleanliness 

14644-2 Part 2: Specifications for testing 
and monitoring to prove continued 
compliance with ISO 14644-1 

 14644.2 Part 2: Specifications for testing 
and monitoring to prove 
continued compliance with 
ISO 14644-1 (ISO 14644-2, 
MOD) 
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Reference to International Standard  Australian/New Zealand Standard 

ISO   AS/NZS ISO  

14644-4 Part 4: Design, construction and 
start-up 

 14644.4 Part 4: Design construction and 
start-up 

Only international references that have been adopted as Australian or Australian/New Zealand 

Standards have been listed. 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the 

application of the annex to which they apply. A ‘normative’ annex is an integral part of a 

Standard, whereas an ‘informative’ annex is only for information and guidance. 
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INTRODUCTION 

 

ISO 14644-3:2005(E) 

© ISO 2005 – All rights reserved v

Introduction 

Cleanrooms and associated controlled environments provide for the control of airborne contamination to levels 
appropriate for accomplishing contamination-sensitive activities. Products and processes that benefit from the 
control of airborne contamination include those in such industries as aerospace, microelectronics, 
pharmaceuticals, medical devices, healthcare and food. 

This part of ISO 14644 sets out test methods that may be used for the purpose of characterizing a cleanroom 
as described and specified in other parts of ISO 14644. 

NOTE Not all cleanroom parameter test procedures are shown in this part of ISO 14644. The procedures and 
apparatus to characterize other parameters, of concern in cleanrooms and clean zones used for specific products or 
processes, are discussed elsewhere in other documents prepared by ISO/TC 209 [for example, procedures for control and 
measurement of viable materials (ISO 14698), testing cleanroom functionality (ISO 14644-4), and testing of separative 
devices (ISO 14644-7)]. In addition, other standards can be considered to be applicable. 

Statements in this part of ISO 14644 reference the standards of ASTM, CEN, DIN, IEST, JACA, JIS and SEMI. 

 

v

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 14644.3-2009

http://www.avadocuments.com/doc/as-nzs-14644-3-2009
http://www.avadocuments.com/doc/as-nzs-14644-3-2009


   

 

vi

 

NOTES 

 

vi

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 14644.3-2009

http://www.avadocuments.com/doc/as-nzs-14644-3-2009
http://www.avadocuments.com/doc/as-nzs-14644-3-2009


 

 

1  

AUSTRALIAN/NEW ZEALAND STANDARD 

Cleanrooms and associated controlled environments 

Part 3: 

Test methods (ISO 14644-3:2005, MOD) 

INTERNATIONAL STANDARD ISO 14644-3:2005(E)

 

© ISO 2005 – All rights reserved 1

Cleanrooms and associated controlled environments — 

Part 3: 
Test methods 

WARNING — The use of this part of ISO 14644 may involve hazardous materials, operations and 
equipment. This part of ISO 14644 does not purport to address all of the safety problems associated 
with its use. It is the responsibility of the user of this part of ISO 14644 to establish appropriate safety 
and health practices and to determine the applicability of regulatory limitations prior to use. 

1 Scope 

This part of ISO 14644 specifies test methods for designated classification of airborne particulate cleanliness 
and for characterizing the performance of cleanrooms and clean zones. Performance tests are specified for 
two types of cleanrooms and clean zones: those with unidirectional flow and those with non-unidirectional flow, 
in three possible occupancy states: as-built, at-rest and operational. The test methods recommend test 
apparatus and test procedures for determining performance parameters. Where the test method is affected by 
the type of cleanroom or clean zone, alternative procedures are suggested. For some of the tests, several 
different methods and apparatus are recommended to accommodate different end-use considerations. 
Alternative methods not included in this part of ISO 14644 may be used if based on agreement between 
customer and supplier. Alternative methods do not necessarily provide equivalent measurements. 

This part of ISO 14644 is not applicable to the measurement of products or of processes in cleanrooms or 
separative devices. 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 7726:1998, Ergonomics of the thermal environment — Instruments for measuring physical quantities 

ISO 14644-1:1999, Cleanrooms and associated controlled environments — Part 1: Classification of air 
cleanliness 

ISO 14644-2:2000, Cleanrooms and associated controlled environments — Part 2: Specifications for testing 
and monitoring to prove continued compliance with ISO 14644-1 

ISO 14644-4:2001, Cleanrooms and associated controlled environments — Part 4: Design, construction and 
start-up 

1

COPYRIGHT

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 14644.3-2009

http://www.avadocuments.com/doc/as-nzs-14644-3-2009
http://www.avadocuments.com/doc/as-nzs-14644-3-2009


ISO 14644-3:2005(E) 

2 © ISO 2005 – All rights reserved
 

3 Terms and definitions 

For the purposes of this document, the following terms and definitions apply. 

3.1 General 

3.1.1 
cleanroom 
room in which the concentration of airborne particles is controlled, and which is constructed and used in a 
manner to minimize the introduction, generation and retention of particles inside the room, and in which other 
relevant parameters, e.g. temperature, humidity and pressure, are controlled as necessary 

[ISO 14644-1:1999, 2.1.1] 

3.1.2 
clean zone 
dedicated space in which the concentration of airborne particles is controlled, and which is constructed and 
used in a manner to minimize the introduction, generation and retention of particles inside the zone, and in 
which other relevant parameters, e.g. temperature, humidity and pressure, are controlled as necessary 

NOTE This zone may be open or enclosed, and may or may not be located within a cleanroom. 

[ISO 14644-1:1999, 2.1.2] 

3.1.3 
installation 
cleanroom or one or more clean zones, together with all associated structures, air-treatment systems, 
services, and utilities 

[ISO 14644-1:1999, 2.1.3] 

3.1.4 
separative device 
equipment utilizing constructional and dynamic means to create assured levels of separation between the 
inside and outside of a defined volume 

NOTE Some industry-specific examples of separative devices are clean air hoods, containment enclosures, glove 
boxes, isolators and mini-environments. 

3.2 Airborne particle measurement 

3.2.1 
aerosol generator 
instrument capable of generating particulate matter having appropriate size range (e.g. 0,05 µm to 2 µm) at a 
constant concentration, which may be produced by thermal, hydraulic, pneumatic, acoustic or electrostatic 
means 

3.2.2 
airborne particle 
solid or liquid object suspended in air, viable or non-viable, sized (for the purpose of this part of ISO 14644) 
between 1 nm and 100 µm 

NOTE For classification purposes, refer to ISO 14644-1:1999, 2.2.1. 

3.2.3 
count median particle diameter 
CMD 
median particle diameter based on the number of particles 

NOTE For the count median, one half of the particle number is contributed by the particles with a size smaller than 
the count median size, and one half by particles larger than the count median size. 

2
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3.2.4 
macroparticle 
particle with an equivalent diameter greater than 5 µm 

[ISO 14644-1:1999, 2.2.6] 

3.2.5 
M descriptor 
measured or specified concentration of macroparticles per cubic metre of air, expressed in terms of the 
equivalent diameter that is characteristic of the measurement method used 

NOTE The M descriptor may be regarded as an upper limit for the averages at sampling locations (or as an upper 
confidence limit, depending upon the number of sampling locations used to characterize the cleanroom or clean zone). 
M descriptors cannot be used to define airborne particulate cleanliness classes, but they may be quoted independently or 
in conjunction with airborne particulate cleanliness classes. 

[ISO 14644-1:1999, 2.3.2] 

3.2.6 
mass median particle diameter 
MMD 
median particle diameter based on the particle mass 

NOTE For the mass median, one half of mass of all particles is contributed by particles with a size smaller than the 
mass median size, and one half by particles larger than the mass median size. 

3.2.7 
particle concentration 
number of individual particles per unit volume of air 

[ISO 14644-1:1999, 2.2.3] 

3.2.8 
particle size 
diameter of a sphere that produces a response, by a given particle-sizing instrument, that is equivalent to the 
response produced by the particle being measured 

NOTE For discrete-particle-counting, light-scattering instruments, the equivalent optical diameter is used. 

[ISO 14644-1:1999, 2.2.2] 

3.2.9 
particle size distribution 
cumulative distribution of particle concentration as a function of particle size 

[ISO 14644-1:1999, 2.2.4] 

3.2.10 
test aerosol 
gaseous suspension of solid and/or liquid particles with known and controlled size distribution and 
concentration 

3.2.11 
U descriptor 
measured or specified concentration in particles per cubic metre or air, including the ultrafine particles 

NOTE The U descriptor may be regarded as an upper limit for the averages at sampling locations (or as an upper 
confidence limit, depending upon the number of sampling locations used to characterize the cleanroom or clean zone). 
U descriptors cannot be used to define airborne particulate cleanliness classes, but they may be quoted independently or 
in conjunction with airborne particulate cleanliness classes. 

[ISO 14644-1:1999, 2.3.1] 
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3.2.12 
ultrafine particle 
particle with an equivalent diameter less than 0,1 µm 

[ISO 14644-1:1999, 2.2.5] 

3.3 Air filters and systems 

3.3.1 
aerosol challenge 
challenging of a filter or an installed filter system by test aerosol 

3.3.2 
designated leak 
maximum allowable penetration, which is determined by agreement between customer and supplier, through 
a leak, detectable during scanning of an installation with discrete-particle counters or aerosol photometers 

3.3.3 
dilution system 
system wherein aerosol is mixed with particle-free dilution air in a known volumetric ratio to reduce 
concentration 

3.3.4 
filter system 
system composed of filter, frame and other support system or other housing 

3.3.5 
final filter 
filters in a final position before the air enters the cleanroom 

3.3.6 
installed filter system 
filter system mounted in the ceiling, wall, apparatus or duct 

3.3.7 
installed filter system leakage test 
test performed to confirm that the filters are properly installed by verifying that there is absence of bypass 
leakage in the installation, and that the filters and the grid system are free of defects and leaks 

3.3.8 
leak 
〈of air filter system〉 penetration of contaminants that exceed an expected value of downstream concentration 
through lack of integrity or defects 

3.3.9 
scanning 
method for disclosing leaks in filters and parts of units, whereby the probe inlet of an aerosol photometer or 
discrete-particle counter is moved in overlapping strokes across the defined test area 

3.3.10 
standard leak penetration 
leak penetration detected by a discrete-particle counter or aerosol photometer with a standard sample flow-
rate when the sampling probe is stationary in front of the leak 

NOTE Penetration is the ratio of the particle concentration downstream of the filter to the concentration upstream. 
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3.4 Airflow and other physical states 

3.4.1 
air exchange rate 
rate of air exchange expressed as number of air changes per unit of time and calculated by dividing the 
volume of air delivered in the unit of time by the volume of the space 

3.4.2 
average airflow rate 
averaged volume of air per unit of time, to determine the air exchange rate in a cleanroom or clean zone 

NOTE Airflow rate is expressed in cubic metres per hour (m3/h). 

3.4.3 
measuring plane 
cross-sectional area for testing or measuring a performance parameter such as the airflow velocity 

3.4.4 
non-unidirectional airflow 
air distribution where the supply air entering the clean zone mixes with the internal air by means of induction 

[ISO 14644-4:2001, 3.6] 

3.4.5 
supply airflow rate 
air volume supplied into an installation from final filters or air ducts in unit of time 

3.4.6 
total airflow rate 
air volume that passes through a section of an installation in unit of time 

3.4.7 
unidirectional airflow 
controlled airflow through the entire cross-section of a clean zone with a steady velocity and approximately 
parallel streamlines 

NOTE This type of airflow results in a directed transport of particles from the clean zone. 

[ISO 14644-4:2001, 3.11] 

3.4.8 
uniformity of airflow 
unidirectional airflow pattern in which the point-to-point readings of velocities are within a defined percentage 
of the average airflow velocity 

3.5 Electrostatic measurement 

3.5.1 
discharge time 
time required to reduce the voltage to the level, positive or negative, to which an isolated conductive 
monitoring plate was originally charged 

3.5.2 
offset voltage 
voltage that will accumulate upon an initially uncharged isolated conductive plate when that plate is exposed 
to an ionized air environment 
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3.5.3 
static-dissipative property 
capability for reducing electrostatic charge on work or product surface, as a result of conduction or other 
mechanism to a specific value or nominal zero charge level 

3.5.4 
surface voltage level 
positive or negative voltage level of electrostatic charging on work or product surface, as indicated by use of 
suitable apparatus 

3.6 Measuring apparatus and measuring conditions 

3.6.1 
aerosol photometer 
light-scattering airborne particle mass concentration measuring apparatus, which uses a forward-scattered-
light optical chamber to make measurements 

3.6.2 
anisokinetic sampling 
sampling condition in which the mean velocity of the air entering the sample probe inlet is significantly different 
from the mean velocity of the unidirectional airflow at that location 

3.6.3 
cascade impactor 
sampling device, which collects particles from an aerosol using the principle of impaction upon a series of 
collector surfaces 

NOTE Each successive collector surface is exposed to an aerosol stream flowing at a higher velocity than was the 
previous one, thus allowing collection of smaller particles than the previous one. 

3.6.4 
condensation nucleus counter 
CNC 
instrument that is capable of enlarging ultrafine particles by means of condensation for subsequent counting 
using optical particle counting techniques 

3.6.5 
counting efficiency 
ratio of the reported concentration of particles in a given size range to the actual concentration of such 
particles 

3.6.6 
differential mobility analyzer 
DMA 
instrument for measuring the particle size distribution, based on the electrical mobility of particles 

3.6.7 
diffusion battery element 
individual component from a multi-stage particle size cutoff device, operating on the principle of diffusion to 
remove smaller particles from an aerosol stream 

3.6.8 
discrete-particle counter 
DPC 
instrument having a means of displaying and recording the count and size of discrete particles (with a size 
discrimination) for specific air volume 
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3.6.9 
false count 
background noise count 
zero count 
count produced by a discrete-particle counter (DPC) due to internal or external unwanted electronic signal 
when no particles exist 

3.6.10 
flowhood with flowmeter 
device with apparatus to directly measure the airflow volume at each final filter or air diffuser in an installation, 
set up to completely cover the filter or diffuser 

3.6.11 
iso-axial sampling 
sampling condition in which the direction of the airflow into the sample probe inlet is the same as that of the 
unidirectional airflow being sampled 

3.6.12 
isokinetic sampling 
sampling condition in which the mean velocity of the air entering the sample probe inlet is the same as the 
mean velocity of the unidirectional airflow at that location 

3.6.13 
particle size cutoff device 
device capable of removing particles smaller than those of interest that is attached to the inlet of a DPC or 
CNC 

3.6.14 
threshold size 
selected minimum particle size chosen for measuring a concentration of particles larger than or equal to that 
size 

3.6.15 
time-of-flight particle size measurement 
measurement of aerodynamic particle diameter determined by the time required for travelling the distance of 
two fixed planes 

NOTE This measurement utilizes the particle velocity shift caused when a particle is introduced into the flow field with 
different velocity. 

3.6.16 
virtual impactor 
instrument to separate the particle sizing by inertial force to collide on the hypothetical (virtual) surface 

NOTE Large particles pass through the surface into a stagnant volume and small particles deflected with the bulk of 
the original airflow. 

3.6.17 
witness plate 
contamination-sensitive material of defined surface area used in lieu of direct evaluation of a specific surface 
that is either inaccessible or too sensitive to be handled 

3.7 Occupancy states 

3.7.1 
as-built 
condition where the installation is complete with all services connected and functioning but with no production 
equipment, materials, or personnel present 

[ISO 14644-1:1999, 2.4.1] 
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3.7.2 
at-rest 
condition where the installation is complete with equipment installed and operating in a manner agreed upon 
by the customer and supplier, but with no personnel present 

[ISO 14644-1:1999, 2.4.2] 

3.7.3 
operational 
condition where the installation is functioning in the specified manner, with the specified number of personnel 
present and working in the manner agreed upon 

[ISO 14644-1:1999, 2.4.3] 

4 Test procedures 

4.1 Cleanroom tests 

4.1.1 Required test 

An airborne particle count test (see Table 1) shall be carried out in order to classify an installation in 
accordance with ISO 14644-1, at the time intervals specified in ISO 14644-2. 

Table 1 — Required test for installation 

Reference in ISO 14644-3:2005 
Required tests 

Principle Procedure Apparatus 
Referenced in  

Airborne particle count for classification 
and test measurement of cleanrooms and 
clean air devices 

4.2.1 B.1 C.1 ISO 14644-1 and 
ISO 14644-2 

4.1.2 Optional tests 

Table 2 lists other tests appropriate for testing of an installation. These tests can be applied in each of the 
three designated occupancy states. These tests may not be all-inclusive, nor may all of the tests be required 
for any given certification project. Tests and test methods should be selected in a manner agreed between the 
customer and supplier. Selected tests can also be repeated on a regular basis as part of a routine facility 
monitoring program (see ISO 14644-2). Guidelines for the selection of tests and a checklist of tests are given 
in Annex A. Test methods are outlined in Annex B. 

The test methods described in Annex B are in outline form only. Specific methods should be developed to 
meet the needs of the particular application. 
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Table 2 — Optional tests for installation 

Reference in ISO 14644-3:2005 
Optional tests 

Principle Procedure Apparatus 
Referenced in 

Airborne particle count for ultrafine particles 4.2.1 B.2 C.2 ISO 14644-1 

Airborne particle count for macroparticles 4.2.1 B.3 C.3 ISO 14644-1 

Airflow testa 4.2.2 B.4 C.4 ISO 14644-1 and 
ISO 14644-2 

Air pressure difference testa 4.2.3 B.5 C.5 ISO 14644-1 and 
ISO 14644-2 

Installed filter system leakage test 4.2.4 B.6 C.6 ISO 14644-2 

Airflow direction test and visualization 4.2.5 B.7 C.7 ISO 14644-2 

Temperature test 4.2.6 B.8 C.8 ISO 7726 

Humidity test 4.2.6 B.9 C.9 ISO 7726 

Electrostatic and ion generator test 4.2.7 B.10 C.10  

Particle deposition test 4.2.8 B.11 C.11  

Recovery test 4.2.9 B.12 C.12 ISO 14644-2 

Containment leak test 4.2.10 B.13 C.13 ISO 14644-1 and 
ISO 14644-2 

a This is a required test based on ISO 14644-2. These optional tests are not presented in order of importance. The order in which 
tests should be performed may be based upon the requirements of a specific document or after agreement between the customer and 
supplier. 

4.2 Principle 

4.2.1 Airborne particle count 

This test is performed to determine air cleanliness and may consist of three parts as follows: 

a) classification test (see B.1); 

b) ultrafine particle test (optional) (see B.2); 

c) macroparticle test (optional) (see B.3). 

Tests b) and c) may be used for descriptive purposes or as the basis for a specified requirement, but cannot 
be used for classification purposes. 

4.2.2 Airflow test 

This test is performed to determine the supply airflow rate in a non-unidirectional cleanroom and the air 
velocity distribution in a unidirectional cleanroom. Typically, either airflow velocity or airflow rate testing will be 
performed, and results will be required in only one format: average velocity, average airflow rate or total 
airflow rate. Total airflow rate may, in turn, be used to determine the air exchange rate (air changes per hour) 
for a non-unidirectional installation. The air velocity will be determined in unidirectional cleanrooms. Test 
procedures for the airflow test are given in B.4. 
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4.2.3 Air pressure difference test 

The purpose of the air pressure difference test is to verify the capability of the cleanroom system to maintain 
the specified pressure differential between the installation and its surroundings. The air pressure difference 
test should be performed after the installation has met the acceptance criteria for airflow velocity or volume, 
airflow uniformity and other applicable tests. Details of the air pressure difference test are given in B.5. 

4.2.4 Installed filter system leakage tests 

These tests are performed to confirm that the final high efficiency air filter system is properly installed by 
verifying the absence of bypass leakage in the installation, and that the filters are free of defects (small holes 
and other damages in the filter medium and frame seal) and leaks (bypass leaks in the filter frame and gasket 
seal, leaks in the filter bank framework). These tests do not check the efficiency of the system. The tests are 
performed by introducing an aerosol challenge upstream of the filters and scanning downstream of the filters 
and support frame or sampling in a downstream duct. Two different leak detection techniques are given in B.6. 

4.2.5 Airflow direction test and visualization 

The purpose of this test is to confirm either the airflow direction or airflow pattern or both in regard to the 
design and performance specifications. If required, spatial characteristics of airflow in the installation may also 
be confirmed. Procedures for this test are given in B.7. 

4.2.6 Temperature and humidity uniformity tests 

The purpose of these tests is to demonstrate the capability of the cleanroom air-handling system to maintain 
air temperature and moisture (expressed as relative humidity or dew point) levels within the control limits over 
the time period specified by the customer for the area being tested. Procedures for these tests are given in 
B.8 and B.9. 

4.2.7 Electrostatic and ion generator tests 

The purpose of these tests is to evaluate electrostatic voltage levels on objects, static-dissipative properties of 
materials and the performance of ion generators (i.e. ionizers) used for electrostatic control in installations. 
Electrostatic testing is performed to evaluate the electrostatic voltage level on work and product surfaces, and 
the static dissipative properties of floors, workbench tops, etc. The ion generator test is performed to evaluate 
the ionizer performance in eliminating static charges on surfaces. Procedures for these tests are given in B.10. 

4.2.8 Particle deposition test 

The purpose of this test is to measure the quantity (number or mass) or the effects (light scatter or area 
coverage) of particles deposited upon surfaces at any orientation. Some procedures for this test are given 
in B.11. 

4.2.9 Recovery test 

The recovery test is performed to determine whether the installation is capable of returning to a specified 
cleanliness level within a finite time, after being exposed briefly to a source of airborne particulate challenge. 
This test is not recommended for unidirectional airflow installations. The procedure for this test is given in B.12. 

When an artificial aerosol is used, residue contamination of the installation should be avoided. 

4.2.10 Containment leak test 

This test is performed to determine if there is intrusion of unfiltered air into the cleanroom or clean zone(s) 
from outside the cleanroom or clean zone enclosure(s) through joints, seams, doorways and pressurized 
ceilings. The procedure for this test is given in B.13. 
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5 Test reports 

The result of each test shall be recorded in a test report, and the test report shall include the following 
information: 

a) name and address of the testing organization, and the date on which the test was performed; 

b) number and year of publication of this part of ISO 14644, i.e. ISO 14644-3: date of current issue; 

c) clear identification of the physical location of the cleanroom or clean zone tested (including reference to 
adjacent areas if necessary), and specific designations for coordinates of all sampling locations; 

d) specified designation criteria for the cleanroom or clean zone, including the ISO classification, the 
relevant occupancy state(s), and the considered particle size(s); 

e) details of the test method used, with any special conditions relating to the test or departures from the test 
method, and identification of the test instrument and its current calibration certificate; 

f) test result, including data reported as specifically required in the relevant clause of Annex B, and a 
statement regarding compliance with the claimed designation; 

g) any other specific requirements defined relevant to the clause of Annex B for particular tests. 
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Annex A 
(informative) 

 
Choice of recommended tests of an installation and the sequence in 

which to carry them out 

A.1 General 

The test procedures described in this part of ISO 14644 may be used for demonstrating compliance with the 
performance criteria of a user-specified installation and for performing periodic testing. 

The choice of tests may be based in part on factors such as the design of the installation, operational states 
and the required level of certification. 

The sequence of tests should be determined beforehand between customer and supplier, and should be such 
as to minimize wasted effort in the event of non-compliance. 

A.2 Test checklist 

Table A.1 provides a checklist of tests and apparatus. Details of the test sequence should be decided upon by 
agreement between customer and supplier. 

Table A.1 — Checklist of recommended tests and their sequence for a clean installation 

Selection 
of test 

procedure 
and 

sequencea 

Test procedure 
Test 

procedure 
reference 

Selection 
of test 

apparatusb
Test apparatus Apparatus 

reference Comments 

 Airborne particle 
count for 
classification and 
test measurement 

B.1  Discrete-particle 
counter (DPC) 

C.1  

 Condensation nucleus 
counter (CNC) 

C.2.1  

 Discrete-particle 
counter (DPC) 

C.2.2  

 Airborne particle 
count for ultrafine 
particles 

B.2 

 Particle size cutoff 
device 

C.2.3  

 Airborne particle 
count for 
macroparticles 

B.3   C.3  

 Microscopic 
measurement on 
collected filter paper 

C.3.1   Airborne particle count 
for macroparticles with 
particle collection 

B.3.3.2 

 Cascade impactor C.3.2  
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Table A.1 (continued) 

Selection 
of test 

procedure 
and 

sequencea 

Test procedure 
Test 

procedure 
reference 

Selection 
of test 

apparatusb
Test apparatus Apparatus 

reference Comments 

 Discrete-particle 
counter (DPC) 

C.3.3   Airborne particle count 
for macroparticles 
without particle 
collection 

B.3.3.3 

 Time-of-flight particle 
apparatus 

C.3.4  

 Airflow B.4   C.4  

 Thermal anemometer C.4.1.1  

 Ultrasonic 
anemometer, 
3-dimensional or 
equivalent 

C.4.1.2  

 Vane-type 
anemometer 

C.4.1.3  

 Airflow velocity 
measurement in 
unidirectional airflow 
installation 

B.4.2.2  
and  

B.4.2.3 

 Pitot-static tubes and 
manometer 

C.4.1.4  

 Thermal anemometer C.4.1.1  

 Ultrasonic 
anemometer, 
3-dimensional or 
equivalent 

C.4.1.2  

 Vane-type 
anemometer 

C.4.1.3  

 Supply airflow velocity 
measurement in non-
unidirectional airflow 
installation 

B.4.3.3 

 Pitot-static tubes and 
manometer 

C.4.1.4  

 Integrating volume 
hood meter 

C.4.2.1  

 Orifice meter C.4.2.2  

 Total airflow rate 
measurement 
downstream of 
installed filters 

B.4.3.2 

 Venturi meter C.4.2.3  

 Integrating volume 
hood meter 

C.4.2.1  

 Orifice meter C.4.2.2  

 Venturi meter C.4.2.3  

 Airflow rate 
measurement in 
supply air duct 

B.4.2.5 

 Pitot-static tubes and 
manometer 

C.4.1.4  

 Electronic micro-
manometer 

C.5.1  

 Inclined manometer C.5.2  

 Air pressure 
difference 
measurement 

B.5 

 Mechanical differential 
pressure gauge 

C.5.3  

 Installed filter 
leakage 

B.6   C.6  
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Table A.1 (continued) 

Selection 
of test 

procedure 
and 

sequencea 

Test procedure 
Test 

procedure 
reference 

Selection 
of test 

apparatusb
Test apparatus Apparatus 

reference Comments 

 Linear aerosol 
photometer 

C.6.1.1  

 Logarithmic aerosol 
photometer 

C.6.1.2  

 Discrete- particle 
counter (DPC) 

C.6.2  

 Aerosol generator C.6.3  

 Aerosol source 
substances 

C.6.4  

 Dilution system C.6.5  

 Installed filter system 
leakage scan 

B.6.2  
and  

B.6.3 

 Condensation nucleus 
counter 

C.2.1  

 Linear aerosol 
photometer 

C.6.1.1  

 Logarithmic aerosol 
photometer 

C.6.1.2  

 Discrete- particle 
counter (DPC) 

C.6.2  

 Aerosol generator C.6.3  

 Aerosol source 
substances 

C.6.4  

 Dilution system C.6.5  

 Test for filters 
mounted in ducts or 
air-handling units 

B.6.4 

 Condensation nucleus 
counter 

C.2.1  

 Tracers C.7.1  

 Thermal anemometer C.7.2  

 Ultrasonic anemometer 
3-dimensional 

C.7.3  

 Aerosol generator C.7.4  

 Airflow direction and 
visualization 

B.7 

 Fog generator C.7.4  

 Temperature B.8   C.8  

 Glass thermometer C.8.1  

 Thermometer C.8.2  

 Resistance 
temperature device 

C.8.3  

 General Temperature B.8.2.1 

 Thermistor C.8.4  
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Table A.1 (continued) 

Selection 
of test 

procedure 
and 

sequencea 

Test procedure 
Test 

procedure 
reference 

Selection 
of test 

apparatusb
Test apparatus Apparatus 

reference Comments 

 Glass thermometer C.8.1  

 Thermometer C.8.2  

 Resistance 
temperature device 

C.8.3  

 Comprehensive 
temperature 

B.8.2.2 

 Thermistor C.8.4  

 Humidity monitor, 
capacitive 

C.9.1  

 Humidity monitor, hair C.9.2  

 Dew point sensor C.9.3  

 Humidity B.9 

 Psychrometer C.9.4  

 Electrostatic and ion 
generator 

B.10   C.10  

 Electrostatic voltmeter C.10.1  

 High resistance ohm-
meter 

C.10.2  

 Electrostatic B.10.2.1 

 Charged plate monitor C.10.3  

 Electrostatic voltmeter C.10.1  

 High resistance ohm-
meter 

C.10.2  

 Ion generator B.10.2.2 

 Charged plate monitor C.10.3  

 Witness plate   

 Binocular compound 
microscope 

  

 Particle fallout  
photometer 

C.11.1  

 Surface particle 
counter 

C.11.2  

 Particle deposition B.11 

 Particle generator C.11.3  

 Discrete-particle 
counter (DPC) 

C.12.1  

 Aerosol generator C.12.2  

 Recovery B.12 

 Dilution system C.12.3  

 Containment leak B.13   C.13  

 Discrete-particle 
counter (DPC) 

C.13.1  

 Aerosol generator C.13.2  

 DPC method B.13.2.1 

 Dilution system C.13.3  

 Photometer C.13.4   Photometer method B.13.2.2 

 Aerosol generator C.13.2  

a In the boxes of column 1, test planners can number the selected test methods according to the test sequence. 

b In the fourth column, test planners can select test apparatus according to the test method selected. 
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Annex B 
(informative) 

 
Test methods 

B.1 Airborne particle count for classification and test measurement 

B.1.1 Principle 

This test method specifies the measurement of airborne particle concentrations with size distributions having a 
threshold size between 0,1 µm and 5 µm. Measurements can be made in any of three defined occupancy 
states; as-built, at-rest and operational. The measurements are made to certify or verify the cleanliness 
classification of the installation in accordance with ISO 14644-1 or to make periodic measurements in 
accordance with ISO 14644-2. The procedure given in B.1 has been adapted from IEST-G-CC1001:1999[11]. 

B.1.2 Test procedure 

B.1.2.1 General 

The number of sample points, location selection, clean zone classification determination, and the quantity of 
data required should be in accordance with ISO 14644-1. B.1 provides reference methods for air sampling at 
each sample point location. Other appropriate methods of equivalent accuracy and which provide equivalent 
data may be used by agreement between customer and supplier. If no other method has been agreed upon, 
or in case of dispute, the reference method in this annex should be used. 

NOTE Where detailed information on cleanroom testing using a discrete-particle counter (DPC) is required or further 
information on DPC standards is required, the standard methods [2] [3] [4] [11] [23] [24] may be used. 

B.1.2.2 Procedure for airborne particle count 

Install the DPC intake at the specified sampling location, and set up the DPC flow rate and select the particle 
size threshold(s) in accordance with ISO 14644-1. A sampling probe should be selected to permit close to 
isokinetic sampling in areas with unidirectional flow[1]. The sample probe velocity should not differ from 
sampled air velocity by more than 20 %. If this is not possible, set the sampling probe inlet facing into the 
predominant direction of the airflow; in locations where sampled airflow being sampled is not controlled or 
predictable (e.g. non-unidirectional airflow), the inlet of the sampling probe shall be directed vertically upward. 
The transit tube from the sample probe inlet to the DPC sensor should be as short as possible. For sampling 
of particles larger than and equal to 1 µm, the transit tube length should not exceed the manufacturer's 
recommended length and diameter. 

Sampling errors due to small particle loss by diffusion and large particle loss by sedimentation and impaction 
should be no greater than 5 %. 

B.1.3 Apparatus for airborne particle count 

A DPC, as described in C.1, should be capable of counting and sizing particles in air with size discrimination 
commensurate with the class of the installation under consideration. The DPC should be capable of displaying 
or recording the particle count in those size ranges, and should have a valid calibration certificate, as 
described in C.1. 
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B.1.4 Test reports 

By agreement between customer and supplier, the following information and data and the test report in 
Clause 5 should be recorded for classification or testing of the installation: 

a) background noise count rate for the DPC; 

b) type of measurement: classification or monitoring test; 

c) cleanliness classification of the installation; 

d) particle size range(s) and counts; 

e) DPC inlet sampled flow rate and flow rate through the sensing chamber volume; 

f) sample location(s); 

g) sampling protocol for classification or sampling plan for monitoring; 

h) occupancy state(s); 

i) other data relevant for measurement. 

B.2 Airborne particle count for ultrafine particles 

B.2.1 Principle 

B.2.1.1 General 

This test method specifies the measurement of airborne particle concentrations with size distributions having 
threshold sizes smaller than 0,1 µm; that concentration is referred to as the U descriptor. The procedure given 
in B.2 has been adapted from IEST-G-CC1002:1999[12]. Measurements can be made in a cleanroom or clean 
zone installation in any of the three designated occupancy states. The measurements are made to define the 
concentration of ultrafine particles in the installation in accordance with ISO 14644-1:1999, Annex E, or to 
make periodic measurements in accordance with ISO 14644-2:2000. 

B.2.1.2 Counting efficiency 

The counting efficiency of the system used to measure a U descriptor should fall within the shaded envelope 
region shown in Figure B.1[12]. This region of acceptable performance centres on a counting efficiency of 
50 % at the defined ultrafine particle size, shown as size “U”. It includes a tolerance band of ± 10 % of the 
ultrafine particle size, shown as sizes “1,1U” and “0,9U” in Figure B.1. The acceptable minimum and maximum 
counting efficiencies for particles above and below the ± 10 % size tolerance band are based on the 
calculated penetration of a diffusion element having at least 40 % penetration efficiency for particles 10 % 
larger than the defined ultrafine particle size and at least 60 % penetration efficiency for particles 10 % smaller 
than the defined ultrafine particle size. 
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