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AS/NZS 1660.2.1:1998/Amdt 1/2001-02-23

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Amendment No. 1
to

AS/NZS 1660.2.1:1998
Test methods for electric cables, cords and conductors

Method 2.1:  Insulation, extruded semi-conductive screens and non-metallic sheaths—
Methods for general application

REVISED TEXT

The 1998 edition of AS/NZS 1660.2.1 is amended as follows; the amendment should be inserted in the
appropriate place.

SUMMARY: This Amendment applies to Clause 2.2.1.3(a).

Published on 23 February 2001.
Approved for publication in New Zealand on behalf of the Standards Council of New Zealand on 2 February
2001.

Page 8  Clause 2.2.1.3(a)

Delete the final two sentences on Page 8 and substitute the following:

For polyolefin insulation and sheath only, cutting, not grinding, shall be employed. After
grinding or cutting, the thickness shall be not more than 2.0 mm.

This Amendment forms part of the Standard on publication.
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Full document details: AS NZS 1660.2.1-1998 amd1-2001

http://www.avadocuments.com/doc/as-nzs-1660-2-1-1998-amd1-2001
http://www.avadocuments.com/doc/as-nzs-1660-2-1-1998-amd1-2001
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