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AS/NZS 1660.2.4:1998/Amdt 1/2001-07-24

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Amendment No. 1
to

AS/NZS 1660.2.4:1998
Test methods for electric cables, cords and conductors

Method 2.4:  Insulation, extruded semi-conductive screens and non-metallic sheaths—
Methods specific to polyethylene and polypropylene materials

REVISED TEXT

The 1998 edition of AS/NZS 1660.2.4 is amended as follows; the amendment should be inserted in the
appropriate place.

SUMMARY:   This Amendment applies to Clause 2.3.5.

Published on 24 July 2001.
Approved for publication in New Zealand on behalf of the Standards Council of New Zealand on 8 June 2001.

Page 12  Clause 2.3.5

Delete the Clause and substitute the following:

2.3.5   Reagent

The reagent for the stress cracking resistance test for polyethylene sheathing compounds
shall be a 10 ±1 percent solution by mass of poly(ethylene glycol) mono(nonylphenyl)
ether.

NOTE: Crodox CO 630 and Teric N9 have been found to be suitable.

This Amendment forms part of the Standard on publication.
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Full document details: AS NZS 1660.2.4-1998 amd1-2001

http://www.avadocuments.com/doc/as-nzs-1660-2-4-1998-amd1-2001
http://www.avadocuments.com/doc/as-nzs-1660-2-4-1998-amd1-2001
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