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AS/NZS 1850:2009 

This Joint Australian/New Zealand Standard was prepared by Joint Technical 
Committee FP-003, Fire Extinguishers. It was approved on behalf of the Council of 
Standards Australia on 9 December 2008 and on behalf of the Council of Standards 
New Zealand on 9 March 2009.  
This Standard was published on 20 March 2009. 

 

The following are represented on Committee FP-003: 

 

Association of Accredited Certification Bodies 

Australasian Fire Authorities Council 

Australian Building Codes Board 

Australian Competition and Consumer Commission 

Certification Interests (Australia) 

Consumers Federation of Australia 

Fire Protection Association Australia 

Fire Protection Association New Zealand 

Institution of Fire Engineers 

Insurance Council of New Zealand 

TestSafe Australia 

 

Keeping Standards up-to-date 

Standards are living documents which reflect progress in science, technology and 
systems. To maintain their currency, all Standards are periodically reviewed, and 
new editions are published. Between editions, amendments may be issued. 
Standards may also be withdrawn. It is important that readers assure themselves 
they are using a current Standard, which should include any amendments which 
may have been published since the Standard was purchased. 

Detailed information about joint Australian/New Zealand Standards can be found by 
visiting the Standards Web Shop at www.standards.com.au or Standards New 
Zealand web site at www.standards.co.nz and looking up the relevant Standard in 
the on-line catalogue. 

Alternatively, both organizations publish an annual printed Catalogue with full 
details of all current Standards. For more frequent listings or notification of 
revisions, amendments and withdrawals, Standards Australia and Standards New 
Zealand offer a number of update options. For information about these services, 
users should contact their respective national Standards organization. 

We also welcome suggestions for improvement in our Standards, and especially 
encourage readers to notify us immediately of any apparent inaccuracies or 
ambiguities. Please address your comments to the Chief Executive of either 
Standards Australia or Standards New Zealand at the address shown on the back 
cover. 

 

This Standard was issued in draft form for comment as DR 08081. 
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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand 

Committee FP-003, Fire Extinguishers, to supersede AS 1850—1997. 

The Standard was originally prepared following a request from manufacturers to develop a 

system of classification and rating of fire extinguishers by test fires in order that an 

extinguishant could be given a rating appropriate to the class of fire. The ultimate 

classification and rating of an extinguisher or its recommended use is based on its fire-

extinguishing potential, as determined by the appropriate tests. 

The objective of this Standard is to facilitate the production and use of fit-for-purpose 

standardized fire extinguishers.  

This edition has been revised to include minimum ratings for extinguishers relative to their 

size and the Class E test apparatus has been moved to an informative appendix.  

The method of determining the pre-burn period for the Class A crib tests is now by the 

monitored mass process only. The start point of attack of the fire is at the point where a pre-

determined mass of the burning crib has been reached. Class A classifications and ratings 

previously achieved by other methods will continue to remain valid. 

It is pointed out that, irrespective of its fire-extinguishing potential, the extinguisher has to 

comply with the requirements of the appropriate Australian Standard according to its 

extinguishant. 

In preparing this Standard, the Committee considered that water-type extinguishers are to 

have a classification and rating allotted without extinguishing an actual test fire in 

accordance with AS/NZS 1841.2, Portable fire extinguishers—Specific requirements for 

water type extinguishers. 

This Standard sets out a series of type tests for fire extinguishers designed and 

manufactured to AS/NZS 1841 Series, Portable fire extinguishers, AS/NZS 4353, Portable 

fire extinguishers—Aerosol type and AS 4265, Wheeled fire extinguishers, to establish their 

fire-extinguishing potential. The tests cover an extinguisher’s capability of controlling fires 

classified as A, B, C, D and F, together with the suitability of the extinguishants for use on 

fires involving energized electrical equipment. 

The resulting classification, performance-rated values and capabilities are given on the 

label of each extinguisher to assist the purchaser in selecting the appropriate type of 

extinguisher for the expected hazard. 

Requirements for portable fire extinguishers are specified in the following Standards: 

AS/NZS 

1841 Portable fire extinguishers 

1841.1 Part 1: General requirements 

1841.2 Part 2: Specific requirements for water type extinguishers 

1841.3 Part 3: Specific requirements for wet chemical type extinguishers 

1841.4 Part 4: Specific requirements for foam type extinguishers 

1841.5 Part 5: Specific requirements for powder type extinguishers 

1841.6 Part 6: Specific requirements for carbon dioxide type extinguishers 

1841.7 Part 7: Specific requirements for vaporizing-liquid type extinguishers 

1841.8 Part 8: Specific requirements for non-rechargeable type extinguishers 

4353 Portable fire extinguishers—Aerosol type 

AS 

4265 Wheeled fire extinguishers A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 1850-2009

http://www.avadocuments.com/doc/as-nzs-1850-2009
http://www.avadocuments.com/doc/as-nzs-1850-2009


 3 AS/NZS 1850:2009 

 

 

CONTENTS 

   Page 

SECTION 1 SCOPE AND GENERAL 

 1.1 SCOPE ........................................................................................................................ 5 

 1.2 APPLICATION ........................................................................................................... 5 

 1.3 NORMATIVE REFERENCES.................................................................................... 5 

 1.4 DEFINITIONS ............................................................................................................ 5 

 1.5 CLASSIFICATION ..................................................................................................... 5 

 1.6 RATING...................................................................................................................... 6 

 1.7 ELECTRICAL NON-CONDUCTIVITY..................................................................... 7 

SECTION 2 GENERAL REQUIREMENTS FOR PERFORMANCE TESTS 

 2.1 GENERAL .................................................................................................................. 8 

 2.2 END-POINT................................................................................................................ 8 

 2.3 NUMBER OF TEST FIRES ........................................................................................ 8 

 2.4 ACTIVATION OF EXTINGUISHERS ....................................................................... 8 

 2.5 STORAGE AND TEST TEMPERATURE.................................................................. 8 

 2.6 TEST CONDITIONS................................................................................................... 8 

 2.7 DISCHARGE CONDITIONS...................................................................................... 9 

 2.8 TEST PERSONNEL.................................................................................................... 9 

SECTION 3 CLASS A PERFORMANCE TEST 

 3.1 CLASSIFICATION AND RATING .......................................................................... 10 

 3.2 WOOD CRIB TEST ................................................................................................. 10 

SECTION 4 CLASS B PERFORMANCE TEST 

 4.1 CLASSIFICATION AND RATING .......................................................................... 13 

 4.2 FLAMMABLE LIQUID TEST.................................................................................. 13 

 4.3 RECORDS................................................................................................................. 14 

SECTION 5 CLASS C PERFORMANCE TEST 

 5.1 CLASSIFICATION AND RATING .......................................................................... 15 

 5.2 COMBUSTIBLE GAS TEST .................................................................................... 15 

 5.3 RECORDS................................................................................................................. 15 

SECTION 6 CLASS D PERFORMANCE TEST 

 6.1 CLASSIFICATION AND RATING .......................................................................... 16 

 6.2 DISCHARGE CHARACTERISTICS ........................................................................ 17 

 6.3 MARKING ................................................................................................................ 17 

SECTION 7 CLASS E PERFORMANCE TEST 

 7.1 CLASSIFICATION AND RATING .......................................................................... 18 

 7.2 ELECTRICAL NON-CONDUCTIVITY TEST......................................................... 18 

 7.3 RECORDS................................................................................................................. 19 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 1850-2009

http://www.avadocuments.com/doc/as-nzs-1850-2009
http://www.avadocuments.com/doc/as-nzs-1850-2009


AS/NZS 1850:2009 4 

 

 

   Page 

SECTION 8 CLASS F PERFORMANCE TEST 

 8.1 CLASSIFICATION AND RATING .......................................................................... 20 

 8.2 COOKING OIL TEST............................................................................................... 20 

 8.3 RECORDS................................................................................................................. 22 

APPENDIX A ELECTRICAL NON-CONDUCTIVITY TEST APPARATUS..................... 23 

BIBLIOGRAPHY .................................................................................................................... 26 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 1850-2009

http://www.avadocuments.com/doc/as-nzs-1850-2009
http://www.avadocuments.com/doc/as-nzs-1850-2009


 5 AS/NZS 1850:2009 

 

COPYRIGHT 

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 
 

Australian/New Zealand Standard 

Portable fire extinguishers—Classification, rating and performance 
testing 

 

S E C T I O N  1    S C O P E  A N D  G E N E R A L  

1.1   SCOPE 

This Standard sets out requirements for the classification, performance testing and rating of 

fire extinguishers. 

1.2   APPLICATION 

The materials, methods of manufacture and performance requirements of fire extinguishers 

shall comply with AS/NZS 1841.1, AS/NZS 4353 or AS 4265, which cover requirements 

for materials, methods of manufacture and performance of extinguishers and any associated 

compressed gas containers. 

1.3   NORMATIVE REFERENCES 

The following documents are indispensable for the application of this Standard: 

AS 

1074 Steel tubes and tubulars for ordinary service 

AS/NZS 

1841 Portable fire extinguishers 

1841.1 Part 1: General requirements 

1841.2 Part 2: Specific requirements for water type extinguishers 

4265 Wheeled fire extinguishers 

4353 Portable fire extinguishers—Aerosol type 

ANSI 

UL 711 Rating and Fire Testing of Fire Extinguishers 

1.4   DEFINITIONS 

1.4.1   Pre-burn 

The time period from the ignition of the fire until commencement of attack. 

1.4.2   Shall 

Indicates that a statement is mandatory. 

1.4.3   Should 

Indicates a recommendation. 

1.5   CLASSIFICATION 

Extinguishers shall be classified by one or more letters designating the general class or 

classes of fire for which they have been found effective. 
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For the purpose of classification, the following letters shall apply: 

(a) Class A—fires involving carbonaceous solids such as wood, cloth, paper, rubber and 

many plastics. 

(b) Class B—fires involving flammable and combustible liquids. 

(c) Class C—fires involving combustible gases. 

(d) Class D—fires involving certain combustible metals. 

(e) Class E—fires involving electrically energized equipment. 

(f) Class F—fires involving combustible cooking oils or fats. 

To qualify for a classification, an extinguisher shall comply with the requirements of 

Section 2 and the following tests, as applicable: 

(i) Class A—test in accordance with Section 3. 

(ii) Class B—test in accordance with Section 4. 

(iii) Class C—test in accordance with Section 5. 

(iv) Class D—test in accordance with Section 6. 

(v) Class E—test in accordance with Section 7. 

(vi) Class F—test in accordance with Section 8. 

1.6   RATING 

The ratings of fire extinguishers are a comparison of the performance of fire extinguishers 

under test conditions. The rating of extinguishers shall be shown by a number that indicates 

the approximate relative extinguishing potential of the extinguisher under the prescribed 

test conditions. 

To qualify for a rating, an extinguisher shall— 

(a) extinguish, under conditions of continuous discharge, the relevant test fires in 

accordance with Sections 3 to 6 or Section 8, as appropriate; and 

(b) achieve the minimum rating for its type and size as set out in Table 1.1, except that 

BE powder extinguishers are not required to achieve a Class A rating. 

NOTE: BE powder is usually based on sodium bicarbonate, potassium bicarbonate, or 

potassium chloride. For information on BE and ABE powder, see AS/NZS 2444. 
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TABLE   1.1 

MINIMUM RATINGS 

Minimum rating 
Extinguisher type 

Size 

(kg or L) A B F 

Water <7 1A   

 ≥7 2A   

Wet chemical <2.5   1F 

 ≥2.5   2F 

 ≥4   3F 

 ≥6   4F 

Foam <8 1A 5B  

 ≥8 2A 10B  

Powder <1 1A 5B  

 ≥1 1A 10B  

 ≥2 2A 20B  

 ≥4.5 3A 40B  

 ≥7 3A 60B  

Carbon dioxide <5  2B  

 ≥5  5B  

Vaporizing liquid Any  5B  

NOTE: The ‘2B’ rating has been retained for carbon dioxide type 

fire extinguishers as it is a clean extinguishant and has an 

established capability as a flooding agent. 

1.7   ELECTRICAL NON-CONDUCTIVITY 

Where the electrical non-conductivity of the extinguishant is of importance, the test shall be 

carried out in accordance with Section 7. 

The E identification shall not be applied to an extinguisher unless a rating has been 

established for Class A, B, or F, or any combination thereof. 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

14
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 1850-2009

http://www.avadocuments.com/doc/as-nzs-1850-2009
http://www.avadocuments.com/doc/as-nzs-1850-2009


AS/NZS 1850:2009 8 

 

COPYRIGHT 

S E C T I O N  2    G E N E R A L  R E Q U I R E M E N T S  F O R  

P E R F O R M A N C E  T E S T S  

2.1   GENERAL 

When conducting a performance test in accordance with the requirements of this Standard, 

the conditions set out in this Section shall apply to each test. 

2.2   END-POINT 

A test fire shall be considered to be extinguished when the fire is out at the end of the 

extinguisher’s discharge and does not self-re-ignite under the specified test conditions. 

2.3   NUMBER OF TEST FIRES 

Two of a total of not more than three test fires shall be extinguished. Each test shall be 

conducted with a fully charged extinguisher. 

Should the first set of three test fires be unsuccessful, a second set of three may be 

attempted. If this second set of test fires is not extinguished, reasons (acceptable to the test 

authority) shall be shown as to why testing should continue. 

2.4   ACTIVATION OF EXTINGUISHERS 

Supplementary operations required to activate an extinguisher (such as puncturing the 

cartridge or opening the valve on an expellant gas container) shall be performed in advance 

of an attack on the fire, consistent with normal operating procedures for the extinguisher. 

2.5   STORAGE AND TEST TEMPERATURE 

Extinguishers shall be stored at a temperature within the range 10°C to 25°C for at least 

24 h before the test. Immediately prior to the test, the temperature of the extinguisher body 

shall be not less than 10°C and not greater than 25°C. 

NOTE: It is desirable that the tests be conducted as soon as possible after the extinguisher has 

been removed from any temperature-controlled storage. 

2.6   TEST CONDITIONS 

Tests may be conducted indoors or outdoors.  

For outdoor testing there shall be no precipitation. 

Tests shall be conducted when air movement does not exceed 4.5 m/s at the commencement 

of the discharge of the extinguisher. The air movement measuring device shall be 

positioned as follows: 

(a) 300–500 mm above ground, or for Class B fire trays positioned above ground, 

300–500 mm above the top edge of the tray. 

(b) For Class B tests 4–10 m from the attacking edge of the tray and within the width of 

the tray. 

NOTE: The air movement measuring device should be placed centrally, if practicable. 

(c) For other tests, 4–10 m from the edge of the test fire. 

The air movement measuring device shall be of a type that is multi-directional; that is, it is 

accurate from any direction without having to hold the instrument into the wind for a 

reading. 
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