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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 
 

Amendment No. 1 

to 

AS/NZS 2350.3:2006 

Methods of testing portland, blended and masonry cements 

Part 3: Normal consistency 
 

CORRECTION 

The 2006 edition of AS/NZS 2350.3 is amended as follows; the amendment should be inserted in the 

appropriate place. 

SUMMARY: This Amendment applies to Figure 3. 

Published on 22 September 2008. 

Approved for publication in New Zealand on behalf of the Standards Council of New Zealand on 12 September 

2008. 

 

Figure 3 

Delete existing figure and replace with the following (dimensions for diameter of plunger 

corrected): 

75

82
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Total mass
300   1 g

Plunger
  10   0.1
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DIMENSIONS ARE NOMINAL EXCEPT WHERE TOLERANCES ARE INDICATED 

DIMENSIONS IN MILLIMETRES 

FIGURE  3   APPARATUS FOR DETERMINING NORMAL CONSISTENCY 

 

AMDT 

No. 1 

SEP 

2008 

A
cc

es
se

d 
by

 M
O

N
A

S
H

 U
N

IV
E

R
S

IT
Y

 L
IB

R
A

R
Y

 o
n 

15
 J

un
 2

01
5 

(D
oc

um
en

t c
ur

re
nc

y 
no

t g
ua

ra
nt

ee
d 

w
he

n 
pr

in
te

d)

Full document details: AS NZS 2350.3-2006 amd1-2008

http://www.avadocuments.com/doc/as-nzs-2350-3-2006-amd1-2008
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