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AS/NZS 2366.1:1999

This Joint Australian/New Zealand Standard was prepared by Joint Technical
Committee ME/55, Safety Glass for Land Transport. It was approved on behalf of the
Council of Standards Australia on 29 January 1999 and on behalf of the Council of
Standards New Zealand on 22 January 1999. It was published on 5 March 1999.

The following interests are represented on Committee ME/55:

Association of Certification Bodies

Australian Automobile Association

Australian Business

Australian Chamber of Commerce and Industry
Australian Chamber of Manufactures

Department of Transport and Regional Development (Australia)
Federal Chamber of Automotive Industries
Federation of Automotive Products Manufacturers
Insurance Council of New Zealand

Insurance Council of Australia

Land Transport Safety Authority, New Zealand
Roads and Traffic Authority of New South Wales
Transport S.A.

Transport W.A.

University of Melbourne

Review of Standards. To keep abreast of progress in industry, Joint Australian/
New Zealand Standards are subject to periodic review and are kept up to date by the issue
of amendments or new editions as necessary. It is important therefore that Standards users
ensure that they are in possession of the latest edition, and any amendments thereto.

Full details of all Joint Standards and related publications will be found in the Standards
Australia and Standards New Zealand Catalogue of Publications; this information is
supplemented each month by the magazines ‘The Australian Standard’ and ‘Standards
New Zealand’, which subscribing members receive, and which give details of new
publications, new editions and amendments, and of withdrawn Standards.

Suggestions for improvements to Joint Standards, addressed to the head office of either
Standards Australia or Standards New Zealand, are welcomed. Notification of any
inaccuracy or ambiguity found in a Joint Australian/New Zealand Standard should be made
without delay in order that the matter may be investigated and appropriate action taken.

This Standard was issued in draft form for comment as DR 96038. Docu ments
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

RECONFIRMATION

OF
AS/NZS 2366.1:1999
Windscreen repairs
Part 1: Repair procedures

RECONFIRMATION NOTICE

Technical Committee ME-055 has reviewed the content of this publication and in
accordance with Standards Australia procedures for reconfirmation, it has been
determined that the publication is still valid and does not require change.

Certain documents referenced in the publication may have been amended since the
original date of publication. Users are advised to ensure that they are using the latest
versions of such documents as appropriate, unless advised otherwise in this
Reconfirmation Notice.

Approved for reconfirmation in accordance with Standards Australia procedures for
reconfirmation on 15 August 2016.

Approved for reconfirmation in New Zealand on behalf of the Standards Council of
New Zealand on 4 November 2016.

The following are represented on Technical Committee ME-055:

Australasian Railway Association

Australian Autoglass Industry Alliance

Australian Industry Group

Auto Glass Association

Department of Planning, Transport and Infrastructure (SA)
Institute of Automotive Mechanical Engineers

TAFE NSW

Victorian Automobile Chamber of Commerce
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PREFACE

This Standard was prepared by the Joint Standards Australia/Standards New Zealand
Committee ME/SS5, Safety Glass for Land Transport, to supersede AS 2366— 1990 (in part)
and NZS 5470:1993 (in part).

The Standard has been prepared to assist windscreen repairers in their decision to repair a
damaged laminated windscreen. It nominates the correct procedures and specifies limits for
a successful repair. It is not intended that it be applied to determine the roadworthiness of
a motor vehicle although repairing to the Standard might extend the life of a damaged
windscreen.

Of the interests represented on the Committee listed on the inside front cover, the Federal
Chamber of Automotive Industries (FCAI) did not support the publication of this Standard.

The objective of this revision is to incorporate technical changes and bring the format of the
Standard in line with current Standards Australia/Standards New Zealand policy.

The Standard, to date, is comprised of the following:

AS/NZS

2366 Windscreen repairs

2366.1 Part 1: Repair procedures (this Standard)
2366.2 Part 2: Repair systems

The repair limitations which are incorporated in this revision have been based on proposals
by commercial windscreen repair and windscreen replacement organizations. A series of tests
have been carried out by commercial windscreen repairers to approve the recommended repair
sizes. The proposals considered range from no repairs permissible to virtually unlimited
repairs.

The limits included in this Standard have been chosen with due attention to the strength
aspects and the demonstrable economic benefits of repairs (in appropriate cases) instead of
windscreen replacement. These limits are considered to be somewhat conservative in a field
where new technology is available; but, to ensure road safety, the size of damage has been
restricted until further evidence is available.

Should new technology arise which would allow improved performance of repairs, the
Committee will be reconvened to consider the new technology and devise suitable tests to
validate such claims.

The term ‘normative’ has been used in this Standard to define the application of the appendix
to which it applies. A ‘normative’ appendix is an integral part of a Standard.

© Copyright — STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Users of Standards are reminded that copyright subsists in all Standards Australia and Standards New Zealand publications and software.
Except where the Copyright Act allows and except where provided for below no publications or software produced by Standards Australia
or Standards New Zealand may be reproduced, stored in a retrieval system in any form or transmitted by any means without prior permission
in writing from Standards Australia or Standards New Zealand. Permission may be conditional on an appropriate royalty payment. Australian
requests for permission and information on commercial software royalties should be directed to the head office of Standards Australia.
New Zealand requests should be directed to Standards New Zealand.

Up to 10 percent of the technical content pages of a Standard may be copied for use exclusively in-house by purchasers of the
Standard without payment of a royalty or advice to Standards Australia or Standards New Zealand.

Inclusion of copyright material in computer software programs is also permitted without royalty payment provided such programs are
used exclusively in-house by the creators of the programs.

Care should be taken to ensure that material used is from the current edition of the Standard and that it is updated whenever the Standard
is amended or revised. The number and date of the Standard should therefore be clearly identified.

The use of material in print form or in computer software programs to be used commercially, with or without payment, or in commercial
contracts is subject to the payment of a royalty. This policy may be varied by Standards Australia or Standards New Zealand at any time.
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1 SCOPE This Standard specifies requirements for the repair of cracks, ‘bullseyes’, and
similar damage on laminated safety glass windscreens of road vehicles, other than the repair
of scratches and sandblasting.

NOTE: Windscreen repairs should be carried out by suitably trained operators, competent in the
use of specialized repair systems and trained to work in accordance with the requirements of this
Standard.

2 APPLICATION The Standard applies to the repair of laminated safety glass
windscreens that comply with AS/NZS 2080 or ADR 8 or NZLTR 32012, by filling and
gluing the cracks and depressions with windscreen repair material in order to minimize the
loss of optical clarity and mechanical properties of the damaged area on the windscreen,
using repair systems complying with AS/NZS 2366.2.

Reports and records which are to be kept by the repairer are specified in Appendix A.

3 REFERENCED DOCUMENTS The following documents are referred to in this
Standard:

AS/NZS
2080 Safety glass for land vehicles

2366 Windscreen repairs
2366.2 Part 2: Repair systems

ADR*
8 Safety glazing material

NZLTR ¥
32012  Vehicle Standards (Glazing)

4 DEFINITIONS For the purpose of this Standard the definitions below apply.

4.1 Driver’s seating reference plane—the vertical longitudinal plane through the
geometric centre of the vehicle driver’s seating position.

4.2 Dull spot—a small translucent zone in the windscreen present after a repair
(see Clause 8(b)).

4.3 Laminated safety glass—a glass consisting of two or more sheets of glass held
together by one or more layers of plastic material known as ‘interlayers’.

4.4 New damage—the damage being considered for repair as opposed to a previous repair
(that may be evident due to a dull spot, see Clause 4.2).

* Australian Design Rules for Motor Vehicles and Trailers. This reference refers to the latest edition of the
design rule, in place at the time this Standard is used.

1t New Zealand Land Transport Rules.
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