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This  Joint Australian/New Zealand Standard was  prepared by Joint Technical 
Committee PL-006,  Polyolefin Pipe Systems.  It was  approved on behalf of the  
Council  of Standards  Australia on 26  October 2006  and on behalf of the Council  of 
Standards  New Zealand on 23  March 2007.   
This  Standard was  published on 1 8  April  2007.  

 

The following are  represented on Committee  PL-006:  

 

AUSTAP 

CSIRO Manufacturing & Infrastructure Technology 

Certification Interests  (Australia)  

Energy Networks Association 

Engineers  Australia 

Master Plumbers,  Gasfitters  and Drainlayers  New Zealand 

New Zealand Water & Waste  Association 

Plastics  Industry Pipe Association of Australia 

Plastics  New Zealand 

Water Services  Association of Australia 

 

 

Keeping Standards up-to-date 

Standards  are living documents  which reflect progress  in science,  technology and 
systems.  To  maintain their currency,  all  Standards  are  periodically reviewed,  and 
new editions are  published.  Between editions,  amendments  may be issued.  
Standards  may also  be withdrawn.  It is  important that readers  assure themselves  
they are  using a current Standard,  which should include any amendments  which 
may have been published since the Standard was  purchased.  

Detailed information about j oint Australian/New Zealand Standards  can be  found by 
visiting the  Standards  Web Shop  at www. saiglobal. com or Standards  New Zealand 
web site  at www. standards.govt.nz and looking up  the relevant Standard in the  on-
line catalogue.  

For more frequent listings  or notification of revisions,  amendments  and 
withdrawals,  Standards  Australia and Standards  New Zealand offer a number of 
update  options.  For information about these  services,  users  should contact their 
respective national Standards  organization.  

We also  welcome suggestions for improvement in our Standards,  and especially 
encourage readers  to  notify us  immediately of any apparent inaccuracies  or 
ambiguities.  Please  address  your comments  to  the Chief Executive of Standards  
Australia or the New Zealand Standards Executive at the  address  shown on the  back 
cover.  

 

This Standard was issued in  draft form for comment as  DR 05540.  
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PREFACE 

This  Standard was  prepared by the Joint Australia/New Zealand Standards  

Committee PL/006  on Polyolefin Pipe Systems,  to  supersede AS  2642. 1 —1 994.  

This Standard incorporates Amendment No.  1  (November 2018) .  The changes required by 

the Amendment are indicated in  the text by a  marginal bar and amendment number against 

the clause,  note,  table,  figure or part thereof affected.  

The Standard is  Part 1  of a series  of polybutylene pipe system Standards.  Other Standards  

in the series  are as  follows:  

AS/NZS   

2642  Polybutylene (PB)  plumbing pipe systems 

2642. 2  Part 2:  Polybutylene (PB)  pipe for hot and cold water applications  

2642. 3  Part 3 :  Mechanical j ointing fittings  for use  with polybutylene (PB)  pipes  for

hot and cold water applications  

The obj ective of this  Standard is  to  provide manufacturers  and purchasers  with a standard 

specification that ensures  the extrusion compound used for these  products  is  suitable.  

The term ‘ normative’  has  been used in this  Standard to  define the  application of the 

appendix to  which it applies.  A ‘ normative’  appendix is  an integral  part of a Standard.  

 

Full document details: AS NZS 2642.1-2007 (2018)

http://www.avadocuments.com/doc/as-nzs-2642-1-2007-2018
http://www.avadocuments.com/doc/as-nzs-2642-1-2007-2018


 3  AS/NZS 2642.1 : 2007  

 

 

CONTENTS 

   Page 

 1  SCOPE . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  4  

 2  APPLICATION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  4  

 3  REFERENCED DOCUMENTS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  4  

 4  DEFINITIONS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  5  

 5  COMPOSITION.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  5  

 6  STRENGTH CHARACTERISTICS . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  6  

 7  LIGHT TRANSMISSION . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  7  

 8  TOXICITY AND EFFECT ON WATER . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  7  

 9  MARKING . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  7  

APPENDICES 

 A MEANS FOR DEMONSTRATING COMPLIANCE WITH THIS STANDARD . . . . . . .  8  

 B  METHOD FOR DETERMINING VOLATILE CONTENT OF CARBON BLACK .  1 1  

 C SHORT-TERM PRESSURE TEST. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .  1 3  

 

Full document details: AS NZS 2642.1-2007 (2018)

http://www.avadocuments.com/doc/as-nzs-2642-1-2007-2018
http://www.avadocuments.com/doc/as-nzs-2642-1-2007-2018


AS/NZS 2642.1 : 2007  4  

 

COPYRIGHT 

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 
 

Austral ian/New Zealand  Standard  

Polybutylene (PB)  plumbing  pipe systems 
 

Part 1 :   Polybutylene (PB)  pipe extrusion  compounds 
 

1    SCOPE 

This  Standard specifies  requirements  for polybutylene extrusion compounds suitable  for 

making polybutylene pipe for hot and cold water applications.  

NOTE:  Polybutylene compound complying with this  Standard is  not intended to  be manufactured 

into  pipes  for use in gas  reticulation.  

2   APPLICATION 

Means for demonstrating compliance with this  Standard shall  be  in accordance with 

Appendix A.  

3    REFERENCED DOCUMENTS 

The following documents  are  referred to  in this  Standard:  

AS   

1 1 99  Sampling procedures  for inspection attributes  

1 1 99. 1  Part 1 :  Sampling schemes indexed by acceptance quality limit 

(AQL)  for lot-by-lot inspection 

AS/NZS   

1 462  Methods of test for plastics  pipes  and fittings 

1 462.6  Method 6:  Method for hydrostatic  pressure testing of pipes  

1 462. 1 4 Method 1 4:  Method for determination of the  light transmission of  pipe  

1 462. 27  Method 27:  Determination of toluene extract of carbon black 

3 500 Plumbing and drainage  

3 500. 0  Part 0:  Glossary of terms 

4020 Testing for products  in contact with drinking water 

41 3 1  Polyethylene (PE)  compounds for pressure pipes  and fittings 

AS  ISO/IEC  

1 7025  General  requirements  for the  competence of testing and calibration 

laboratories  

SA  

HB1 8.28  Conformity assessment—Guidelines  on a third-party certification system 

for products  

ISO  

1 1 3 3  Plastics—Determination of the  melt mass-flow rate  (MFR)  and the melt 

volume-flow rate (MVR) of thermoplastics  

1 1 83  Plastics—Methods for determining the  density of non-cellular plastics  

1 1 83 -1  Part 1 :  Immersion method,  liquid pyknometer method and titration 

method 

1 1 83 -2  Part 2:  Density gradient column method 

A1  
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ISO  

1 1 83 -3  Part 3 :  Gas  pyknometer method 

6964 Polyolefin pipes  and fittings—Determination of carbon black content by 

calcination and pyrolysis—Test method and basic  specification 

9080 Plastics  piping and ducting systems—Determination of the long-term 

hydrostatic  strength of thermoplastics  materials  in pipe form by 

extrapolation 

1 1 420 Method for the assessment of the degree of carbon black dispersion in 

polyethylene pipes,  fittings  and compounds 

ASTM  

D3 849  Standard test method for carbon black—Morphological characterization of 

carbon black using electron microscopy 

4   DEFINITIONS 

For the purpose of this  Standard,  the  definitions  in AS  3 500.0  and those below apply.  

4.1    Hoop  stress  

The stress  in a pipe  or fitting under pressure acting tangentially to  the  perimeter of a 

transverse section.  

4.2    Hydrostatic design stress  

The estimated hoop stress  due to  internal hydrostatic  pressure that can be  applied 

continuously at a specified temperature with a high degree of certainty that failure will  not 

occur.  It is  obtained by the  application of a safety factor to  the extrapolated 50  year long-

term hydrostatic  stress  value.  

4.3    Long-term hydrostatic strength (LTHS)  

The 97. 5% lower prediction limit (LPL)  value of hoop stress,  continuously applied at a 

specified temperature (T),   that the  compound in pipe form can support for a specified time 

(t).  This  value is  calculated using the statistical procedures  outlined in the standard 

extrapolation method of ISO 9080.  

4.4    Pipe material temperature 

The average temperature estimated as  applying through the  full wall  thickness.  

4.5    Type test 

A test intended to  prove the  suitability and performance of a new composition,  a new 

compounding or processing technique,  or a new design or size  of pipe,  j oint or fitting.  

5   COMPOSITION 

5.1    General 

Polybutylene polymer shall  be  prepared by the  polymerization of not less  than 

85% butene-1  and not less  than 95% of total olefins  by mass.  Polybutylene polymer 

intended for pipe applications  exposed to  indirect sunlight shall  contain carbon black as  an 

ultraviolet stabilizer.  Polybutylene polymer is  not intended for pipe applications  exposed to  

direct sunlight.  

5.2    Density 

When determined in accordance with ISO 1 1 83 -1 ,  ISO 1 1 83 -2  or ISO 1 1 83 -3  as  

appropriate,  the density of polybutylene compound shall  be  in the  range of 920 kg/m3  to  

940  kg/m3 .  
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