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PREFACE 

This Standard was prepared by the Joint Standards Australia/Standards New Zealand 

Committee ME-038, Petroleum Pipelines, to supersede AS/NZS 2885.5:2002. 

The objective of this Standard is to set out methods for the determination of the strength 

and the leak tightness of a pipeline test section. 

This revision includes the following substantial changes: 

(a) The document structure is changed to improve its readability. 

(b) A new section ‘Safety’ is included. The new section (Section 2) incorporates safety 

requirements from the 2002 revision, and introduces new obligations for assessing 

safety, using the ‘Safety management process’ of AS 2885.1, Pipelines—Gas and 

liquid petroleum, Part 1: Design and construction. 

(c) Guidance is provided for freeze sectioning of a pipeline to assist in location of a leak. 

(d) In previous revisions of the Standard, the test engineer was required to make 

engineering (design) assessments. This revision defines the responsibilities of the 

design engineer and the test engineer, and the design responsibilities moved to 

AS 2885.1. 

(e) The strength test end-point limit is redefined, with three test types being defined. 

Where there is a possibility of yield in any pipe, additional analysis is required using 

knowledge gained through research undertaken by the APIA Research and Standards 

Committee. 

(f) The volume-controlled strain (offset volume) strength test end-point limit is deleted 

since it does not reliably predict premature strain in a few pipes. 

(g) The criteria for leak test acceptance are redefined to recognize the effort required to 

identify leaks in test sections of various volumes. 

(h) Criteria are provided for assessing a leak test of large diameter pipe. This revision 

provides for test sections involving large diameter pipe to be extended to practical 

lengths, and recognizes the experience from testing the Moomba to Sydney pipeline. 

(i) The provision in AS 2885.1 for pneumatic testing of pipelines is recognized. 

(j) The requirements for reporting are revised to make them consistent with requirements 

of other parts of the Standard, and to reflect current industry expectations. 

(k) The method for assessing and accepting entrained air is revised. 

At the date of publication of this Standard, the research being undertaken by APIA 

Research and Standards Committee on ‘Understanding hydrostatic test uncertainty’ is 

incomplete. Because this research is expected to improve the leak test methods, the results 

of this research may be incorporated in a future amendment to the Standard. 

Statements expressed in normative terms in notes to tables and figures are deemed to be 

requirements of this Standard. 

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the 

application of the appendix to which they apply. A ‘normative’ appendix is an integral part 

of a Standard, whereas an ‘informative’ appendix is only for information and guidance. 
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STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND 
 

Australian/New Zealand Standard 

Pipelines—Gas and liquid petroleum 
 

Part 5:  Field pressure testing 
 

S E C T I O N  1    S C O P E  A N D  G E N E R A L  

1.1   SCOPE 

This Standard sets out methods for the pressure testing of petroleum pipelines designed in 

accordance with AS 2885.1 and operated in accordance with AS 2885.3. It may also be used 

for testing other pipelines, including pipelines designed to, or operated to, AS 4645.2. 

Pressure testing is used to establish— 

(a) the pressure limit (PL) in accordance with AS 2885.1 (strength test); and 

(b) the leak tightness of a test section (leak test). 

Pressure testing with air or a gas whilst not recommended, is permitted by this Standard 

within the limits nominated in AS 2885.1. 

References in this Standard to liquid or fluid may be generically applied as applicable to air 

or gas. 

NOTE: For information on the history and basis of the Standard, see Appendix B. 

1.2   APPROVAL 

Each document prepared for a pipeline in accordance with this Standard shall be approved 

as required by AS 2885.0. 

Only documents, in addition to those nominated in AS 2885.0 that are required to be 

approved by the Licensee, are so designated in this Standard. All other documents shall be 

approved by the person, position or organization nominated in the Licensee’s approval 

matrix. 

1.3   APPLICATION 

This Standard is applicable to steel pipelines that comply with AS 2885.1, AS 2885.3 and 

AS 4645.2. It may also be applicable to high pressure steel pipelines designed and 

constructed to national Standards of other countries. This Standard may be applied for 

pretesting of pipe and components and for testing sections of pipe separate from the field 

test. 

1.4   EXCLUSIONS 

This Standard does not apply to pressure testing of pipe manufactured from plastic or 

fibreglass materials. 

NOTE: The properties of these materials mean that the pipe may be damaged when tested by 

methods designed for steel pipe. Procedures appropriate to these materials and documented in 

another Standard should be used, or if required, developed. 
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1.5   DEFINITIONS 

For the purpose of this Standard, the definitions given in AS 2885.1 and those below apply. 

1.5.1   Allowable fluid variation (AFV) 

The acceptance criteria (expressed in terms of fluid volume change) by which the test 

section is declared as being leak tight. 

1.5.2   Competent person 

A person who has acquired through training, qualification, and experience, or a 

combination of these, the knowledge and skills that enable the person to safely and 

effectively perform the task required. 

1.5.3   End-point 

That pressure at which the pressurization is to cease. 

1.5.4   End-point, half-slope 

That pressure on the pressure-added volume plot at which the slope (see Clause 1.5.18) is 

half that of the obviously elastic portion of the plot after the effects of residual air are 

overcome. 

NOTES:  

1 Information on pipe behaviour during pressurization is given in Appendix F. 

2 The added volume per unit pressure rise at this end-point is double that of the obviously 

elastic portion of the plot after the effects of residual air are overcome. 

1.5.5   End-point, nominated pressure 

That pressure nominated by the pipeline design engineer as the pressure limit at the high 

point in a test section and where required, the pressure limit at the low point in a test 

section. 

1.5.6   End-point, offset volume 

That pressure on the pressure-added volume plot at which the total added volume equals the 

sum of the volume required if the test section were wholly elastic, and a percentage of the 

calculated volume of the test section (the offset volume); the zero pressure being measured 

at the highest elevation. 

NOTE: The offset volume excludes the volume of water added to compress residual air. Offset 

volume end-point is not required in this Standard.  

1.5.7   Exclusion zone 

The zone surrounding a test section within which personnel are at risk should the pipeline 

fail during the test. 

1.5.8   Hold period (hold time) 

That period during which the test pressure is maintained in a test. 

1.5.9   Hydrostatic test 

A test performed using a liquid test fluid. 

1.5.10   Industrial gauge 

A pressure gauge complying with the accuracy requirements specified in AS 1349 for an 

industrial gauge. 

1.5.11   Leak 

Any escape of test fluid from the section during the test. 
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1.5.12   Leak test 

A pressure test that determines whether a pipeline is free from leaks. 

1.5.13   Leak tightness 

The ability of a test section to meet the requirements of this Standard in relation to 

allowable fluid variation and freedom from visual leaks. 

1.5.14   Pipeline design engineer 

The person responsible for the design of the pipeline. 

NOTE: Where a pressure test is performed on an existing pipeline, the supervising operations 

engineer should be considered the design engineer. 

1.5.15   Pneumatic test 

A test performed using air or a gas as the test fluid. 

1.5.16   Preliminary test 

A test that is undertaken on pipe that will be subsequently exposed to the strength test 

pressure of the mainline pipe. 

NOTE: The purpose of the test is to eliminate the risk of failure of the pipe during the strength 

test. 

1.5.17   Pressure 

The pressure above atmospheric pressure (gauge pressure). 

1.5.18   Pressure-added volume (P-V) plot 

A graph of the pressure of the test liquid against the volume of liquid added to pressurize 

the test section, and plotted to scales that will enable the pressure to be read to 0.1% of that 

equivalent to specified minimum yield strength (SMYS) and the added volume to be read to 

0.1%. 

1.5.19   Pressure change, allowable fluid variation 

The pressure equivalent of the allowable fluid variation (see Table 7.2). 

1.5.20   Pressure, mill test 

The pressure to which each length of pipe is subjected at the pipe manufacturer’s works. 

1.5.21   Pressure strength (of a test section) 

The end-point pressure of a valid successful strength test on a section of pipeline. The 

pressure strength is measured or calculated at the highest point in the test section. 

1.5.22   Pressurization 

The process by which the pressure is raised to the end-point pressure. 

1.5.23   Pretest 

A pressure test of pipe, pipeline assembly or a component that is undertaken separately 

from the pipeline and is not retested after installation (e.g. spare pipe, isolation valve 

assemblies). 

1.5.24   Residual air (air content) 

That volume of air trapped in the test section by the test liquid and referred to a pressure of 

101.325 kPa absolute. 

1.5.25   Strength test 

That part of the pressure test procedure that establishes the pressure strength of the test 

section. 
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1.5.26   Supervising test engineer 

The person responsible for the detailed planning, execution and assessment of the test. 

1.5.27   Temperature probe 

An instrument designed to measure temperatures below ground and which satisfies the 

accuracy and sensitivity requirements of this Standard. 

1.5.28   Test gauge 

A pressure gauge complying with the accuracy requirements specified in AS 1349 for a test 

gauge. 

1.5.29   Test plan 

A document prepared before the test, which details the methods and procedures to be used. 

1.5.30   Test section 

That part of a pipeline subjected to testing as a unit. 

1.5.31   Transducer 

A device for converting one physical quantity (such as pressure, temperature or flow rate) 

quantitatively into variations in another (such as voltage) which is displayed, stored or 

recorded. 

NOTE: For the purposes of this Standard, and particularly for purposes of verification, the 

transducer includes the sensor, signal conditioning, indicating and recording apparatus integral to 

its use. 

1.5.32   Unaccountable fluid variation (UFV) 

The volume equivalent of the residual pressure change during the leak test after adjusting 

the measured pressure change for measured effects (such as temperature change) and 

measured fluid loss during the test period. 

1.5.33   Yield strength (minimum actual) 

The minimum yield strength in the pipe population derived from ring expansion or round 

bar test data. 

1.6   TESTING PERSONNEL 

The supervising test engineer shall be a competent person. 

The preparation of the test plan, the conduct of the tests, and the assessment of the results 

of the tests shall be carried out by a competent person under the supervision of a 

supervising test engineer. 

1.7   SYMBOLS AND UNITS 

NOTES:  

1 Unless otherwise noted, pressure and calculations involving pressure are based on gauge 

pressures. 

2 Unless otherwise noted, pressures are expressed as gauge pressures. 

Symbol Description Units 

A  compressibility of testing medium kPa
−1

 

B  temperature coefficient of expansion of testing medium for a 

restrained test section 

°C−1
 

B   temperature coefficient of expansion of testing medium for an 

unrestrained test section 

°C
−1
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Symbol Description Units 

D  nominal outside diameter mm 

dH  diameter of equivalent leaking hole mm 

E  Young’s modulus kPa 

EG  girth weld joint efficiency factor  

F  bulk compressibility factor  

FTP  test pressure factor  

f  Darcy–Weisbach friction factor  

L  length of test section m 

P0  initial pressure in a test section kPa 

PATM  atmospheric pressure kPa 

PL  pressure limit  kPa 

Ps  start pressure at test point kPa 

PD  design pressure kPa 

PM  measured pressure from strength test kPa 

PTMAX  maximum strength test pressure kPa 

PMIN  calculated theoretical pressure at which yielding may occur in a test 

section 

kPa 

PTMIN  minimum strength test pressure kPa 

qV  flow rate through a leak m
3
sec

−1
 

T  average temperature of a test section °C 

T0  initial temperature of a test section °C 

Tr  average leak test temperature minus 15°C °C 

t  wall thickness mm 

tW  wall thickness (required) mm 

U  uncertainty of measurement  

V0  total initial volume within a test section L 

Vair  volume of air within a test section  L 

OH
2

V   volume of water within a test section L 

Voffset  offset volume at start pressure L 

VT  volume of testing medium at temperature (T) L 

VCF  volume correction factor  

W  weighting of temperature probe  

PΔ   change of pressure within a test section kPa 

TΔ   change in the average temperature in a test section °C 

VΔ   change of volume of testing medium in a test section L 
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Symbol Description Units 

α  temperature coefficient of expansion of line pipe 10
−6

/ºC 

αT  temperature coefficient of expansion of testing medium at 

temperature (T) 

10−6/ºC 

αTP  temperature coefficient of expansion of testing medium at 

temperature (T) and pressure (P) 

10
−6

/ºC 

ρ  density of testing medium kg/m
3
 

ρT  density of testing medium at T kg/m
3
 

σa  allowable design stress MPa 

σY  specified minimum yield strength (SMYS) MPa 

σYA  lowest yield strength measured for the pipe population MPa 

σH  hoop stress MPa 

σL  longitudinal stress MPa 

σO  uniaxial tensile test yield stress MPa 

σR  radial stress MPa 

ν  kinematic viscosity m
2
sec

−1
 

ν  Poisson’s ratio  

1.8   ABBREVIATIONS 

Abbreviation Meaning Units 

AFV Allowable fluid variation L/24 h 

EPRG European Pipeline Research Group  

ERW Electric resistance welded  

FBE Fusion-bonded epoxy  

FBT Flattened bar transverse tensile  

FEA Finite element analysis  

HFERW High frequency electric resistance welded  

JSA Job safety analysis  

JHA Job hazard analysis  

MAOP Maximum allowable operating pressure MPa 

NDT Non-destructive testing  

RB Round bar  

RE Ring expansion  

SAW Submerged arc welded  

SMS Safety management study  

SMYS Specified minimum yield strength MPa 

SRF Strain rate factor  

TT Tangential tensile  
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Abbreviation Meaning Units 

UFV Unaccountable fluid variation L/24h 

UTS Ultimate tensile strength MPa 

YS Yield strength MPa 

1.9   REFERENCED DOCUMENTS 

The normative documents referenced in this Standard are listed in Appendix A. 

NOTE: Documents referenced for informative purposes are listed in the Bibliography. 

1.10   ROUNDING OF NUMBERS 

An observed or calculated value shall be rounded to the nearest unit in accordance with 

AS 2706. 

NOTE: For examples of interpretation of specified values in accordance with the rounding 

method, see AS 2706. 
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S E C T I O N  2    S A F E T Y  

2.1   BASIS OF SECTION 

The potential for failure during the pressure test presents a significant hazard to personnel 

and equipment, the public and the environment. Risk associated with this hazard shall be 

assessed and controlled. 

2.2   HAZARD ASSESSMENT 

Prior to conducting a pressure test, a formal hazard assessment shall be undertaken using an 

appropriate methodology to identify threats, failure modes, controls, and to assess residual 

risks. 

NOTES:  

1 The safety management study (SMS) methodology defined in AS 2885.1 should be used; 

however, other methods, including AS/NZS ISO 31000 may be appropriate. 

2 The test plan and the test procedure should be considered in this assessment. 

The hazard assessment shall consider the consequence of pipeline failure at any point along 

the length of the test section, particularly at locations where the failure may impact on the 

public, public facilities, or the environment. If necessary, additional controls shall be 

applied to manage this risk. 

NOTES:  

1 For a new pipeline, the threats associated with pressure testing should be considered in the 

project’s SMS, and the control methods applied to the design and the field testing procedures. 

The safety management requirements should be provided to the supervising test engineer. For 

an existing pipeline, a new study may be required. 

2 Where possible the supervising test engineer should participate in the hazard assessment. 

Where this is not possible, the supervising test engineer should endorse the hazard assessment 

prior to undertaking the test. 

The hazard assessment shall be performed prior to commencement of testing operations to 

consider the sources of potential harm specific to pressure testing. It shall encompass each 

aspect of the testing operation and consider the safety of testing personnel, other 

construction personnel, general public, landholders and any other stakeholders. 

The hazard assessment and the method used to conduct the hazard assessment shall be 

documented. 

NOTE: For further information on safety in pressure testing see Appendix N. 

2.3   EMERGENCY RESPONSE PLAN 

An emergency response plan shall be prepared for the pressure test. The plan shall address 

at least the following: 

(a) The safety management system in place for the test (which will be different for a new 

pipeline being tested as part of a construction operation, or for an in-service test of an 

existing pipeline). 

(b) The emergency events identified from the hazard assessment. 

(c) Communication with public authorities. 

(d) Personnel safety and response, including medical evacuation. 

(e) Environmental response. 
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For a new pipeline, the emergency response plan may be a subset of the construction safety 

management plan. For an existing pipeline, the emergency response plan may be a 

component of the Licensee’s safety management system. 

The emergency response plan shall be approved and the relevant personnel shall be 

familiarized with the plan prior to commencement of the test. 

2.4   COMMUNICATIONS AND TRANSPORT 

Adequate communications and transport systems shall be established and maintained for the 

duration of the test, having consideration for the operational needs of the test and, if 

required, to respond to a safety emergency. 

2.5   EXCLUSION ZONE 

2.5.1   General 

The exclusion zone shall be determined for each test section. 

The method by which exclusion is used as a hazard control and the method by which the 

exclusion zone will be communicated with personnel and the public shall be nominated in 

the test plan. The effectiveness of these methods shall be assessed in the hazard assessment. 

Where the exclusion zone is not an effective control (e.g. at crossings, and in populated 

areas), alternative controls shall be identified and applied. 

A separate exclusion zone shall be prepared for personnel protection against asphyxiation 

during freeze plugging operations. 

NOTE: Appendix N provides guidance on methods for assessing the dimensions of the exclusion 

zone. 

2.5.2   Entry into exclusion zone 

Only personnel directly involved in testing operations shall be permitted to enter the 

exclusion zone. Each entry shall be authorized. 

Personnel shall not enter the exclusion zone during pressurization. 

Personnel shall not enter the exclusion zone whilst the test section is at full strength test 

pressure unless the hazard has been assessed and appropriate controls have been provided to 

reduce the risk to the testing personnel to an acceptable level. 

Should there be a risk of failure when pressure is greater than the mill test pressure, the 

pressure shall be reduced by not less than 10% prior to entry being authorized. 

2.5.3   Visual leak inspection safety 

Personnel safety during the conduct of a visual inspection during the strength test shall be 

considered in the hazard assessment. Controls shall be developed to assure personnel safety 

during visual inspection. 

NOTE: If the test pressure for a visual type test exceeds the pipe mill test pressure, the strength 

test pressure should be maintained for 2 h with no personnel access within the exclusion zone. 

Upon completion of the hold period, the test pressure should be reduced by 10% and maintained 

for a sufficient time to facilitate visual inspection for leaks. 

2.5.4   Leak repair safety 

Leak repair methods shall consider the safety aspects of the repair process. 

NOTES:  

1 Flange bolts and hammer unions should be tightened using the correct tools. ‘Flogging-up’ 

methods should not be used. 
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2 Tightening of leaking threaded connections may cause joint failure. Personnel should 

consider the likely consequence of a thread failure and the impact of the failure on personnel 

and equipment in the vicinity of the leak prior to attempting to rectify a leak at a threaded 

connection. 

2.6   ENVIRONMENTAL SAFETY 

The safety of the environment shall be considered in the hazard assessment. As a minimum, 

the assessment shall consider the following: 

(a) The environmental impact resulting from a pipeline failure or leak at any point along 

the length of the test section. 

(b) The environmental impact resulting from supply and disposal of the test fluid. 

Additional controls shall be provided to reduce the risk to a tolerable level. 

NOTES:  

1 The environmental controls should be implemented as part of the design, but additional 

controls may be found necessary, based on knowledge gained through construction or, for an 

existing pipeline, from changes in land use since the time of construction. 

2 Supply and disposal of the test liquid should comply with the requirements of the relevant 

authorities and should ensure that the general public, operating and testing personnel, 

operating equipment and the environment are not exposed to any harmful effects. Where 

additives have been used, extra precautions may be necessary. 

3 Special requirements apply when the test fluid is a liquid hydrocarbon or other non-aqueous 

liquid. 

2.7   WORKING WITH COMPRESSED AIR OR GAS 

Compressed air is frequently used in the testing process to propel pigs used for cleaning and 

drying. The Standard also permits tests to be undertaken using compressed air or gas under 

special circumstances. 

CAUTION: COMPRESSED GAS IS HAZARDOUS. 

The following measures shall be implemented: 

(a) Whip checks, safety locking pins or lock wire shall be used on all compressed air 

bayonet fittings. 

(b) Pigs that are driven by compressed air will decelerate and accelerate as they enter and 

leave pipe sections of differing wall thicknesses. Receivers for pigs used for pipe 

cleaning or drying shall be designed to arrest the pig safely. 

(c) An exclusion zone shall be specifically situated around an area where pigs driven by 

compressed air are being launched and received. 

(d) Temporary headers for the launching of pigs driven by compressed air shall be 

designed to contain the air pressures involved. 

(e) Procedures shall be written to ensure that closures are not opened whilst the launcher 

contains air pressure. 

NOTES:  

1 A volume of compressed air at a given pressure contains considerably more stored energy 

than the same volume of liquid at the same pressure. 

2 All hoses and fittings used with compressed air should be inspected regularly.  

3 Hoses should be restrained to prevent them flailing around in the event of a fitting failure (see 

AS/NZS 2554 and AS 1180.5). 
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2.8   PROCEDURES AND PRECAUTIONS WHERE TEST FLUID IS AIR OR GAS 

Where the test fluid is air or gas, the supervising test engineer shall participate in the 

AS 2885.1 safety management study and the actions required of the SMS shall be 

implemented. 

Where the supervising test engineer is not able to participate in the SMS workshop, an SMS 

workshop shall be convened prior to the pneumatic test and the supervising test engineer 

shall attend. 

The leak test shall be by means of visual inspection or a tracer gas type inspection. 

NOTES:  

1 ASME PCC 2 (Article 5.1, Pressure and tightness testing of piping and equipment) is 

considered to be more applicable to calculation of exclusion zones for pipelines than 

AS/NZS 3788. 

2 The SMS should include an assessment of directional energy dissipation, fragmentation and 

the protection from secondary projectiles. 

2.9   FILLING AND DEWATERING 

Temporary discharge piping and hoses shall be restrained to safely contain the forces 

generated during the discharge. 

The design should consider the consequences of a failure in the temporary piping and, if 

necessary, an exclusion zone should be defined for personnel and equipment safety during 

this activity. 

NOTES:  

1 Two-phase air-liquid mixtures (slugs) introduce significant loads on temporary discharge 

piping, hoses and the associated supports or restraints. 

2 Slugs may be caused by— 

(a) water bypassing the fill pigs; 

(b) compressed air that was trapped in the test fluid being released; and 

(c) breakthrough of compressed air or gas. 

2.10   PROCEDURES AND PRECAUTIONS WHERE TEST FLUID IS PETROLEUM 

LIQUID 

Where the test fluid is a petroleum liquid, the following procedures and precautions shall 

apply: 

(a) An emergency procedure that reflects the specific public and environmental hazard 

associated with a hydrocarbon fluid release shall be established, approved and, in the 

event of failure, implemented. 

(b) Adequate warning signs shall be displayed along the test section. 

(c) During the period in which the hoop stress is first raised from 50% SMYS to the 

maximum test stress and until the pressure is reduced to the MAOP, consideration 

shall be given to— 

(i) the evacuation of persons from all neighbouring buildings; and 

(ii) constant surveillance of the test section. 

NOTE: Testing with a petroleum fluid should not be carried out for initial testing of a pipeline 

where the test pressure results in a stress higher than 50% SMYS. 
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2.11   PIPE SUBJECTED TO FREEZE SECTIONING 

2.11.1   General 

Freeze plugging is an acceptable process to section a pipeline to assist in locating a 

suspected leak when water is used as the test fluid. 

Carbon manganese steel line pipe may be safely exposed to cryogenic temperatures, 

provided the part of the pipeline that is to be frozen is free of defects. Dual-phase steels are 

not inherently safe at cryogenic temperatures. If used, these materials shall be assessed to 

establish safe conditions for freeze sectioning and, if required, these shall be included in the 

test plan. 

NOTES:  

1 Organic coatings and linings will be affected by cryogenic temperatures. Coatings should be 

removed prior to freezing to increase the freezing rate and, in any case, should be removed 

and replaced as part of reinstatement using normal field joint coating techniques. Any damage 

to internal lining of pipe is deemed to be of no consequence unless the lining is installed for a 

purpose other than flow enhancement. 

2 Where practicable, the freeze site should be located at a low point in the pipe section to 

minimize the time to freeze the pipe. 

The freeze plug shall not be located on or in close proximity to a girth weld because a weld 

may contain defects that could fail when exposed to cryogenic temperatures. 

At each location proposed for a freeze plug, the longitudinal seam of welded pipe 

manufactured from carbon manganese steel shall be ultrasonically inspected. If the 

longitudinal seam weld is found to contain flaws, the inspection shall be extended on either 

side of the proposed location until a length of pipe sufficient for the freeze plug is shown to 

be free of flaws. 

2.11.2   Freeze plugging procedure 

Freeze plugging shall be undertaken in accordance with a documented procedure that 

addresses— 

(a) preparation; 

(b) safety and, where necessary, training; 

(c) the freeze plugging process, including testing and freeze maintenance; 

(d) thawing; and 

(e) reinstatement. 

2.11.3   Safety 

Specific safety requirements include— 

(a) organizing the freeze plugging process so that the operator is not required to enter the 

bell hole when liquid nitrogen (or an asphyxiating substance) is present; 

(b) reviewing the procedure against legislative requirements and the recommendations of 

AS 2865; 

(c) complying with the precautions for safe handling of liquid nitrogen (or an 

asphyxiating substance) in AS 1894; 

(d) declaring bell holes established for freeze plugging as confined spaces whenever 

nitrogen (or an asphyxiating substance) is present; and 

(e) protecting the pipe from impact while at low temperatures. 
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Should it be necessary for an operator to enter a bell hole in the presence of liquid nitrogen 

(or an asphyxiating substance), then— 

(i) the operator shall be trained in the safety aspects associated with this type of confined 

space; 

(ii) an adequately sized ventilating fan (usually ducted) shall be operating; 

(iii) the operator shall wear a harness with a trailing rope, monitored by personnel capable 

of pulling the operator from the bell hole if the need arises; 

(iv) personnel trained in resuscitation techniques and the necessary equipment shall be 

present; and 

(v) should spill occur, the bell hole shall be immediately evacuated. 

NOTE: To reduce the likelihood of a spill, the integrity of equipment such as Dewars, hoses 

and containment tanks is vital. 
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S E C T I O N  3    P R E S S U R E  T E S T  D E S I G N  

3.1   BASIS OF SECTION 

AS 2885.1 requires that the pipeline wall thickness in any location is sufficient to 

accommodate the loads imposed during pressure testing. 

The pipeline design engineer shall undertake a pressure test design of the pipeline, 

establishing appropriate test sections and assigning a strength test pressure type to each. 

The pressure test design shall be provided to the construction contractor and the supervising 

test engineer. 

3.2   DESIGN RESPONSIBILITIES 

3.2.1   Pipeline design engineer 

The pipeline design engineer shall be responsible for developing a design that is capable of 

being pressure tested at the design conditions, without the pipe being damaged by the test 

pressure, and which can unambiguously demonstrate that the pipeline is leak-tight. 

3.2.2   Supervising test engineer 

The supervising test engineer is responsible for the development of the final test design, 

formulation of the test plan and conduct of the test in accordance with the requirements of 

the design. 

The supervising test engineer shall be a competent person, able to demonstrate knowledge 

of the theory of pressure testing and shall be experienced in the execution and reporting of 

pressure tests in accordance with this Standard. 

The supervising test engineer may propose an alternative test section design. Should that 

occur, the pipeline design engineer shall review the alternative design and, if acceptable, 

authorize its use. 

3.3   STRENGTH TEST PRESSURE TYPES 

This Standard recognizes three types of strength pressure tests: 

(a) Type 1 test   A test that is conducted at a pressure where there is no chance of yield, 

defined as one where the maximum test pressure at the low point in the test section 

will not exceed the pressure to which the pipe has been tested previously (either the 

mill test pressure, or a previous strength test pressure). 

(b) Type 2 test   A test that is conducted at a pressure where the maximum pressure at the 

low point in the test section will not exceed the yield strength of the lowest strength 

pipe in the pipe population σYA. 

(c) Type 3 test   A test that is conducted at a pressure where the maximum pressure at the 

low point in a test section will result in a hoop stress greater than the yield strength of 

the lowest strength pipe in the pipe population. Because some pipes are expected to 

experience plastic strain, analysis using approved engineering software shall be 

undertaken to demonstrate that the plastic strain in these pipes does not exceed 

nominated limits. 

NOTE: PIPESTRAIN, an engineering software, developed to calculate the strains in 

individual pipes, under the auspices of the APIA Research Program, can be obtained from 

APIA. 
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For Type 2 test the lowest pipe yield strength (σYA) in the population shall be estimated by 

analysis of ring expansion or turned tensile data for bare pipe. 

The test data population should be characterized using an appropriate statistical distribution 

and the lowest pipe strength estimated as the distribution mean minus three (3) standard 

deviations. Statistically, this corresponds to 99.7% of predicted results being greater than 

σYA. 

Where the pipe has been aged by coating and reliable data on the effect of the heat 

treatment on the yield strength of the coated pipe population has been determined by the 

ring expansion or turned tensile test method, the same analytic method should be used. 

NOTES:  

1 Yield strength data is often characterized by a normal or log normal distribution. 

2 The above methodologies recognize the very low probability that the lowest strength pipe will 

be located at the lowest elevation. 

For each test type, the data and the complexity of the engineering analysis required prior to 

undertaking the test is increased. 

The pressurization of Type 2 and Type 3 tests shall be monitored using a plot of pressure 

increase with added volume (P-V plot). For guidance on the P-V method see Appendix E. 

NOTE: The design requirements for each test type are nominated in AS 2885.1. The requirements 

for each test type are presented in Table 3.1. 
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TABLE   3.1 

DESIGN REQUIREMENTS FOR STRENGTH TEST PRESSURIZATION 

AND END-POINT 

 Type 1 Type 2 Type 3 

Test conditions No chance of yielding in 

any pipe 

PTMAX ≤ mill test, or a 

previous strength test 

Small chance of pipe 

reaching yield strength 

σH at PTMAX in any 

pipe ≤σYA 

σH at PTMAX in any pipe > σYA 

Data 

requirements 

Mill hydrostatic test 

pressure or test pressure 

for a previous strength 

test 

Mechanical properties 

determined by ring expansion 

(see Note 1) or turned tensile 

methods on uncoated or 

coated pipe 

σYA estimated from test data 

Mechanical properties determined 

in accordance with Appendix P on 

uncoated or coated pipe 

Minimum test 

pressure 

PTMIN PTMIN PTMIN 

End-point 

limit 

(Pipe not cold-

expanded) 

PTMAX PTMAX 

A P-V plot is used to check 

data and modelling 

assumptions 

The lesser of PTMAX or adjusted 

pressure required to limit 

individual pipe strain to one-third 

of the mean hoop failure strain 

from EPRG testing (see Note 2) 

A P-V plot is used to check data 

and modelling assumptions 

End-point 

limit 

(Pipe cold-

expanded) 

PTMAX The lesser of PTMAX or half-

slope 

A P-V plot is used to identify 

half-slope and check data and 

modelling assumptions 

The lesser of PTMAX or adjusted 

pressure required to limit 

individual pipe strain to one-third 

of the mean hoop failure strain 

from EPRG testing (see Note 2) 

A P-V plot is used to identify half-

slope and check data and 

modelling assumptions 

NOTES:  

1 Ring expansion method is nominated by AS 2885.1. 

2 The EPRG failure strain is discussed in Appendix P. 

3 Pipe manufactured by the helical seam process is expected to be covered by the requirements of 

Table 3.1; however, this has not been verified. 

3.4   LEAK TEST REQUIREMENTS 

The leak test requirements rely on knowledge of the design and dimensions of the test 

section. 

Specific uncertainty criteria are mandated for ERW and SAW pipe, and for pipe installed in 

each location class. This Standard intends that locations of higher population density 

require more stringent uncertainty criteria to provide increased confidence in the leak 

tightness of a pipeline. 

Where the test section contains a location sub-class for which more stringent leak test 

criteria are nominated by this Standard, the pipeline design engineer may nominate that the 

requirements of the prevailing location class are adopted, provided— 

(a) the consequence of an undetected leak is assessed as not increasing the risk in the 

safety management study undertaken prior to construction; and 

(b) the pipe in the location sub-class is inspected by a gas detection method within 

1 month of the pipe being commissioned. 
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3.5   PRESSURE TEST SECTION DESIGN 

The hydrostatic test design is limited by one or more of the following: 

(a) The maximum length required to satisfy the AFV for the leak test. 

(b) The maximum low point pressure limit at strength test pressure. 

(c) The test pressure limit of any included fittings, flanges, valves and similar 

component. 

(d) The maximum strain limit for a Type 3 test determined by analysis. 

(e) Practical limits imposed by access, water supply and disposal, the site, land use and 

safety. 

At the design stage, the pipeline design engineer shall consider these constraints, and shall 

nominate design limits in the design documentation. 

At the pipeline pressure test stage, the supervising test engineer shall review the design. 

The supervising test engineer may nominate an alternative design, in accordance with 

Clause 3.2.2. 

NOTES:  

1 The design may provide pipe with increased wall thickness at low elevation locations to 

extend the length of a test section. 

2 Appendix L provides guidance on selection and design of test sections. 
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S E C T I O N  4    E Q U I P M E N T  A N D  T E S T  L I Q U I D  

4.1   BASIS OF SECTION 

The validity of the determination of strength and leak tightness depends on the validity of 

the measurements made during the pressure test. 

This Section defines the minimum requirements for accuracy, sensitivity and repeatability 

of test equipment and the practices to be observed to ensure that readings of test 

instruments reflect test section parameters and avoid spurious influences. 

4.2   ACCURACY, SENSITIVITY, AND REPEATABILITY OF EQUIPMENT 

4.2.1   General 

Only instruments and equipment that have a current verification in accordance with this 

Section shall be used for measuring pressure, volume and temperature during the test. 

Verification shall be performed in accordance with a documented procedure against a prime 

reference instrument that is metrologically traceable. 

Indicated readings from verified instruments and equipment shall be used without 

correction. 

4.2.2   Pressure-measuring equipment 

4.2.2.1   General 

Instruments and equipment for the measurement of pressure shall comply with the 

requirements of this section. 

4.2.2.2   Requirements for pressure-measuring instruments 

Pressure-measuring instruments shall comply with the following: 

(a) Volume/strain-monitored test   Where a volume/strain-monitored test is conducted, 

the pressure shall be measured by a pressure-measuring device complying with the 

following: 

(i) An accuracy of 0.25% of the scale range. 

(ii) A sensitivity of 0.1% of the pressure equivalent of SMYS. 

(b) Pressure-controlled test   Where a pressure-controlled test is conducted, the 

following apply: 

(i) Where the test pressure is to be used to determine the pressure limit, the 

accuracy of the pressure-measuring device shall be 0.25% of the scale range. 

(ii) For a Type 1 test, a test gauge, complying with AS 1349, may be used. 

(c) Leak tests   The sensitivity, repeatability and stability of pressure-measuring 

instruments that are used to determine leak tightness shall be better than 20% of the 

pressure change corresponding to the AFV. 

4.2.2.3   Selection of pressure-measuring equipment 

The following apply to the selection of pressure-measuring equipment: 

(a) Dead weight testers   A dead weight tester is a primary reference instrument. 

(b) Transducers   A transducer may be used in place of the primary pressure-measuring 

equipment specified in this Standard, provided it meets the specified accuracy, 

sensitivity, repeatability and stability requirements. 
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(c) Pressure gauges   Test grade Bourdon tube pressure gauges shall comply with 

AS 1349. Test gauges shall be selected so that the highest test pressure is between 

50% and 90% of the scale range. 

(d) Industrial grade gauges   Industrial grade gauges are not permitted for test 

determination. 

4.2.3   Verification of pressure-measuring equipment 

The maximum period between verifications of equipment for measurement of pressure shall 

be as follows: 

(a) Test grade gauges ............................................................................................. 1 year. 

(b) Deadweight testers .......................................................................................... 5 years. 

(c) Pressure transducers (electronic) ..................................................................... 2 years. 

Electronic pressure transducers shall be subjected to an annual reference test against a dead 

weight tester at 50% and 100% of the instrument’s span or, in the case of an instrument 

whose maximum pressure is greater than that of a typical reference dead weight tester, at a 

minimum of two points of the instrument span covering the range of test pressures. 

NOTE: Compliance of the instrument with the temperature coefficient (if stated) should be 

confirmed at each verification. 

Industrial grade gauges used as indicators shall be verified against a test grade gauge or 

deadweight tester, or equivalent pressure calibrator. 

Records of verification tests shall be maintained. 

4.2.4   Volume-measuring equipment 

Instruments and equipment for the measurement of volume shall comply with the following: 

(a) Volume/strain-monitored test   The volume of liquid added or subtracted in a 

volume/strain-monitored test shall be measured with equipment complying with the 

following: 

(i) Accuracy better than 1% of the minimum volume measured. 

(ii) Sensitivity better than 0.1% of the estimated volume of liquid required to 

produce a pressure equivalent to SMYS after filling has been completed. 

(b) Residual air   Where residual air is to be determined from the observations of 

pressure and volume and, where the pressure does not exceed 2000 kPa, the 

equipment for measurement of volume shall have an accuracy better than 2% of that 

volume which, when added, would produce a change in pressure of 1000 kPa. 

4.2.5   Verification of volume-measuring equipment 

The accuracy and sensitivity of equipment for the measurement of volume shall be verified 

at intervals not exceeding 2 years. 

4.2.6   Temperature-measuring equipment 

Where temperature measurement is required for a test, the following shall apply: 

(a) Strength test   For a strength test, temperature measurement is not required. 

(b) Leak test   If required, pipe wall temperature-measuring devices used for test 

evaluation shall meet the following requirements: 

(i) An accuracy of 0.5°C. 
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(ii) A combined sensitivity, repeatability and stability not exceeding 20% of the 

temperature change equivalent to the pressure change corresponding to the 

AFV, or 50% for very large volume (see Table 7.1 leak test Type E) test 

sections. 

The repeatability of resistance thermometers, thermocouples and electronic temperature-

measuring devices shall be determined and approved. 

NOTES:  

1 Pipe wall temperature-measuring devices for leak test evaluation are used to determine 

temperature changes of the test fluid. The soil temperatures at pipe depth may show diurnal 

changes of approximately 0.1°C, depending on seasonal and/or soil conditions. The accuracy 

requirement is sufficient to determine the temperature-pressure response at the prevailing 

average pipe temperature. 

2 The display or recording resolution of such devices should be 0.01ºC or better. 

4.2.7   Verification of temperature-measuring equipment 

The maximum period between verifications of equipment for measurement of temperature 

shall be as follows: 

(a) Liquid in glass thermometers (ice point) ...................................................... 6 months. 

(b) Other temperature-measuring devices (including any associated display device or data 

recorder): 

(i) Single point check .............................................................................. 6 months. 

(ii) Span verification .............................................................................. 12 months. 

Records of each verification shall be maintained. 

4.3   INSTALLATION AND LOCATION OF TEST EQUIPMENT 

4.3.1   General 

Measuring equipment shall be installed and located to ensure that the data obtained is 

representative of the test section. 

Precautions shall be taken to protect the equipment against adverse effects of weather and 

other threats. 

NOTE: Bourdon tube pressure devices are particularly susceptible to damage from shock loading 

in transport and in use, and from impurities in the liquid such as sealing tape. 

4.3.2   Pressure gauges 

Pressure gauges shall be installed in accordance with AS 1349. More than one 

pressure-measuring device shall be used. Any difference between the indication of the 

pressure-measuring devices shall be monitored, and shall be investigated. 

A pressure gauge shall be installed on the test header at the test location to permit direct 

reading of the pressure should any doubt arise as to the condition of the lines connecting the 

test instruments to the header. 

4.3.3   Temperature measurement 

Where temperature measurement is required by the test procedure, the following shall 

apply: 

(a) The purpose for such measurement shall be clearly stated in the test program. 

(b) Temperature-measuring devices shall be selected to satisfy the requirements of this 

Standard. 
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(c) Temperature-measurement points shall be carefully selected to ensure that the 

measurement is relevant to the relationship being measured. 

(d) Sufficient temperature-measuring devices shall be installed to allow the average 

temperature of the test section to be reliably calculated. 

(e) The sensing element and, where necessary, the instrument shall be protected against 

the effects of ambient and extraneous temperature sources and electrical interference. 

NOTES:  

1 Pipe temperature-measurement points may be located on the surface of the pipe, or the 

surface of the pipe coating. The thermal resistance of the coating and the measurement 

uncertainty caused by coatings with a low heat transfer coefficient should be considered in 

the test design. 

2 Research to better understand the leak test uncertainty, including the number and placement 

of temperature measurement elements, is being undertaken by the Energy Pipelines CRC for 

the APIA Research and Standards Committee. 

3 There is evidence that location of the temperature element on the side of the pipe at 

mid-depth will result in a more reliable measurement of the fluid temperature than placement 

on the top of the pipe, particularly for pipe diameters greater than 400 mm. 

4.4   TEST FLUID 

4.4.1   Type of test fluid 

The test fluid shall be one that is not detrimental to the future use of the pipeline. Where 

there is any doubt, experimental work shall be carried out to determine its suitability. 

Where the test liquid is a petroleum liquid, the flashpoint shall be greater than 61°C or shall 

be approved. 

4.4.2   Selection of test liquid 

The test fluid shall be a suitable liquid with known properties such as water, petroleum 

liquid or other liquid. 

Water should be used as test fluid unless there is an overriding reason to use an alternative 

fluid. 

Liquefied petroleum gas or any other high vapour pressure liquid shall not be used. 

The test liquid may contain corrosion inhibitors or other appropriate additives. 

The test liquid shall be selected after consideration of the consequences of a rupture of the 

test section or escape of the liquid during the test, with regard to the effects such an 

incident would have on the general public, operating and testing personnel, testing and 

operating equipment, and the environment. 

The method of disposal of the test liquid shall be considered in the selection of the test 

liquid (including additives), and relevant environment protection requirements shall be 

established. 

4.5   TEST HEADERS 

Test headers shall comply with the requirements of Appendix O. 
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S E C T I O N  5    P R E P A R A T I O N  F O R  T E S T S  

5.1   BASIS OF SECTION 

This Standard requires that each pressure test be planned, and the plan documented in a 

pressure test plan. 

The activities required in executing the pressure test shall be undertaken in accordance with 

a test procedure that has been prepared thoroughly, with full consideration of the 

parameters that affect the validity of the test. 

Where the pressure test is limited to a single test section, the test plan and the test 

procedure may be combined. 

5.2   TEST PLAN 

A plan for each pressure test shall be prepared and approved before any testing takes place. 

The plan shall include explanatory notes and all necessary data. 

NOTE: In preparing the test plan, the supervising test engineer should— 

(a) review the information provided by the pipeline design engineer (see Clause 3.2.1 and 

AS 2885.1), and confirm that the data supports the pipeline design engineer’s specification 

for the test; and 

(b) review obligations in relation to safety (see Section 2) recorded in the safety management 

study. 

The test plan shall take into account an assessment of stresses in the pipe wall of the test 

section resulting from mass of the test liquid, end restraints, any additional loading from 

other structures, and any other significant loadings associated with the test equipment. 

NOTE: The supervising test engineer is responsible for confirming that temporary equipment and 

structures installed for the conduct of the test are safe, and comply with the stress limits of 

AS 2885.1. The pipeline design engineer is responsible for confirming that the pipeline is safe for 

the pressure test. 

The test plan shall include details of the following: 

(a) The purpose of the test. 

(b) The location and identification of the test section. 

(c) The location and extent of pretested pipe, pipeline assemblies or components to be 

tied into the pipeline after pressure testing. 

(d) The location and extent of preliminary tests to be subsequently included in the test 

section test. 

NOTE: Consideration should be given to the preliminary testing of crossings of a sensitive 

nature, where a leak could have significant environmental issues and prove difficult to locate 

and rectify. 

(e) The elevations of the measuring points and the highest point and lowest point of the 

test section. 

NOTE: Test sections should be chosen in accordance with Appendix L. 

(f) The dimensions of all pipes in the test section (nominal diameter, nominal wall 

thickness, and the total length of each pipe type). 

(g) The pipe manufacturing data records relevant to the test [specification, grade, mill 

test pressure, yield strength, strain rate (where required) and coating]. 
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(h) Test pressure ratings of valves, components, connections, and appurtenances in the 

test section. Ratings may be taken from specifications. 

NOTE: Consideration should be given to the effect of pressure on all components in the test 

section (e.g. flanges, fittings, hot bends and valves). 

(i) The highest pressure, including any preliminary or pretest pressure, to which any 

valve, component, connection, or an appurtenance in the test section has been 

previously subjected. 

(j) Where not water, the type of test liquid to be used and its variation with expected 

temperature and pressure of the following properties: 

(i) Density. 

(ii) Cubic thermal expansion coefficient. 

(iii) Compressibility. 

(k) The type of additives, if any, in the test liquid. 

(l) The minimum strength test pressure and leak test pressure at the highest and lowest 

points of the test section, and their relationship to the pressure at the measuring point. 

(m) Differentiation between the strength and leak test functions of the procedure. 

(n) The theoretical slope of the P-V plot calculated in accordance with Appendix C. 

NOTE: For an illustration of the techniques and calculations that may be required in field 

pressure testing, see Appendix D. This is not required for Type 1 test where test pressure is 

less than or equal to previous strength test pressure or mill test pressure. 

(o) The criteria for evaluating leak tightness, expressed as a standard and supplementary 

AFV (see Table 7.2). The values in Table 7.2 are appropriate for pipelines carrying 

gas and stable petroleum fluids. For pipelines carrying other fluids, the values may be 

reduced by not more than 50%. The altered values shall be justified and approved. 

NOTE: For guidance on measurement uncertainty associated with leak test, see Appendix J. 

(p) The residual air limit mitigation action (should it be exceeded) and how it will be 

addressed in leak assessment. 

NOTE: For information on air in the test section, see Appendix B and Appendix H. 

(q) The test type and end-point as nominated by the pipeline design engineer, selected 

from Table 3.1. 

(r) If applicable, the reason for specifying a pressure higher than that used in any 

previous pressure test on the pipe or component in the test section. 

(s) Procedures for cleaning and filling the test section. 

(t) Procedures for pressurizing the test section. 

(u) The location and elevation of pressurization injection points. 

(v) The method for pressure reduction to allow entry into the exclusion zone, and the 

location of pressure-reducing devices. 

(w) Procedures and precautions for the disposal of the test liquid. 

(x) Procedures and precautions for the safety of the general public, operating personnel 

and testing personnel, and operating and testing equipment (see also Section 2). 

NOTE: The provisions contained in Appendix N with respect to stored energy, hazard 

assessment and exclusion zone should be considered in formulation of the procedures and 

precautions. These should include a warning about excess pressure being developed due to 

solar radiation. The precautions should include the provision of appropriate safety warning 

signs. 
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(y) The procedure to be used for freeze plugging, should this be required for location of 

leaks. 

The procedure for location and repair of leaks, should this be required, including the 

procedure to be used for freeze plugging. 

NOTES:  

1 Some jurisdictions require special approval of a freeze plugging procedure. 

2 These procedures may not be the responsibility of the supervising test engineer. 

(z) The value of relevant and significant external loads where required for temporary 

equipment and the corresponding value of combined equivalent stresses, as 

determined in accordance with AS 2885.1. 

The information relating to the physical design of the test section, and the Licensee’s 

requirements for the test shall be provided by the Licensee or its authorized representative. 

The test procedures, and calculations relating to the test shall be developed by the 

supervising test engineer. 

5.3   TEST SECTION 

The test pressure ratings or previous test pressures of all valves, components, connections, 

hot bends, and appurtenances in the test section shall be suitable for the intended pipeline 

test pressure. All valves and equipment that are not suitable shall be isolated or removed. 

Where necessary, precautions shall be taken to ensure that specified valve seat pressure 

differentials are not exceeded. 

Temporary and permanent connections between the test section and all associated test 

equipment shall be adequately designed and supported. 

Where the test liquid in the test section may experience thermal expansion, provision shall 

be made for the relief of the resulting increase in pressure. 

Where the test liquid will be subjected to temperatures near freezing, precautions shall be 

taken to protect the equipment and the test section. 

5.4   PRESSURE TEST PROCEDURE 

The pressure test procedure shall document the methodology employed in undertaking each 

pressure test, include all functions, interfaces and activities required to execute the test, and 

confirm the validity of the methodology. 

5.5   SITE WORK 

The preparation in the field should include the following: 

(a) Establishment of the exclusion zone. 

(b) The placement of pumps. 

(c) Laying of the test liquid supply lines. 

(d) The installation of screens or filters, the line fill meter, temporary pig launchers and 

scraper traps, manifolds, testing, metering and recording equipment, and all other 

necessary equipment. 

(e) Preparation and implementation of the JSA/JHA. 

NOTE: This should be prepared or reviewed in the field with the involvement of all affected 

parties. 
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S E C T I O N  6    F I L L I N G  

6.1   BASIS OF SECTION 

The process of filling a pipe section for the pressure test shall be undertaken in a manner 

that— 

(a) displaces trash from the section; 

(b) does not introduce further contaminants that could interfere with the safety or quality 

of the test; and 

(c) leaves the section substantially free of air or vapour. 

Prior to the introduction of the test fluid into a new pipeline, the pipeline should be cleaned 

using compressed air and cleaning pigs. 

Where the pipe is internally lined, the process shall be undertaken in a manner that does not 

damage the lining. 

The cleanliness of an existing pipeline should be assessed prior to the conduct of a test. 

Where the assessment concludes that it contains contaminants that could affect the accuracy 

of the test (including the leak test), the pipeline should be cleaned by an appropriate means 

prior to the test. 

6.2   FILLING 

Where pigs are used, suitable launching and receiving equipment for the pigs shall be 

installed. Precautions shall be taken to ensure that pigs are controlled on slopes. 

NOTES:  

1 A volume (slug) of liquid should be run ahead of the filling pig. 

2 Filling should be undertaken as a continuous process. 

3 Where it is necessary to use more than one pig, a slug of liquid of adequate volume should 

separate the pigs, to ensure that air is not entrained in the test liquid behind the last pig. 

The effects of any surge pressure on the safety of the filling operation shall be taken into 

account. 

The volume of air remaining in the test section after filling shall be in accordance with 

Clauses 7.7.2 as appropriate. 

NOTES:  

1 Where pigs are not used for filling, sufficient vents and drains should be provided to fully 

remove air for the safe conduct of the test, and to remove the test fluid after completion of the 

test. 

2 Consideration should be given to the dynamic load associated with stopping the pig entering 

the receiver, and the potential for higher than expected velocity resulting from slack flow 

where the receiver is located at the bottom of a slope (see Note 2, Clause 8.2). 

 

Full document details: AS NZS 2885.5-2012

http://www.avadocuments.com/doc/as-nzs-2885-5-2012
http://www.avadocuments.com/doc/as-nzs-2885-5-2012


AS/NZS 2885.5:2012 30 

 

COPYRIGHT 

S E C T I O N  7    P R E S S U R E  T E S T I N G  

7.1   BASIS OF SECTION 

The field pressure test shall demonstrate the pressure strength and leak tightness of a 

pipeline. The measured pressure strength is used by the pipeline design engineer to 

determine the maximum allowable operating pressure in accordance with AS 2885.1. 

For a new pipeline, the pressure test shall comprise a strength test and a leak test. For an 

existing pipeline, the test purpose (strength, leak or both) shall be defined prior to 

commencement of the test. 

The pressure test shall not subject any pipe to a strain greater than the limit defined in 

Table 3.1, so that there is no loss of ductility (required as part of a safe design). 

The leak test shall be conducted in a manner that demonstrates that the pipeline does not 

contain a locatable leak. 

The duration of the pressure (strength) test shall be sufficient to verify the integrity of the 

pipe by allowing sufficient time for near-critical flaws to grow to failure, but shall not 

extend beyond a time where the pipe may be damaged. 

The duration of a leak test shall be appropriate to the dimensions of the pipe section under 

test, and shall be contingent on the test method and sensitivity of the leak detection method. 

7.2   PRELIMINARY TEST 

Sections of a pipeline may be subjected to a preliminary test prior to inclusion in a 

subsequent field test. The purpose of the preliminary test is to remove the risk of failure at 

locations where failure would present a high risk, or would be difficult or impossible to 

repair if the failure occurred during the field pressure test. 

The end-point pressure shall be selected in accordance with the requirements of Section 3 

so as to not limit subsequent field testing. 

Test hold periods for a preliminary test shall be in accordance with Clause 7.8.2 and 

Table 7.1. 

7.3   PRETESTED PIPE 

Pretested pipe, fabricated assemblies and components may be exempted from a field 

pressure test, as specified in AS 2885.1 and AS 2885.3. 

NOTE: A pressure test undertaken during pipe manufacture does not satisfy the requirements of 

this Standard for pretested pipe. 

7.4   MECHANICAL INTERFERENCE JOINTS 

Where a test section contains mechanical interference-fit joints, the maximum 

pressures/stresses in the field test plan shall not exceed those qualified in prototype testing, 

and approved. 

7.5   PNEUMATIC TEST 

A pneumatic test shall satisfy the requirements of AS 2885.1 and this Clause. 

The test may be a combined strength and leak test. 

The leak test duration shall be determined by the pipeline design engineer, having regard to 

the method used to detect a leak, and the time required for a leak of the limiting size to 

reach the level of detection at the measurement point. 
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7.6   TESTING OF PIPELINES WITH ABOVE-GROUND AND BELOW-GROUND 

PIPE 

Where the pipeline contains both above-ground and below-ground pipe, the design shall be 

analysed to determine whether the leak test criteria of this Standard can be satisfied. 

Where the assessment shows that the leak test criteria cannot be satisfied, the pipeline 

should be modified to isolate the above- and below-ground pipe, and these sections tested 

separately. 

7.7   PRESSURIZATION 

7.7.1   General 

The following shall apply to pressurization: 

(a) The design requirements for the pressurization end-point shall be as nominated in 

Table 3.1. 

NOTE: Yielding will not occur at a pressure below a previous test pressure. 

(b) The end-point shall be related to the maximum and minimum test pressures specified 

in the test plan and to the maximum stress induced in the pipe in the test section. 

(c) The pressure in any part of the test section shall not exceed the maximum test 

pressure specified in the test plan. 

(d) The pressurization procedure shall be designed to stop pressurization in a manner that 

minimizes the effect of surge pressures on the pipeline when the end-point is reached. 

(e) Sufficient controls and/or valves shall be suitably placed so the pressurization process 

can be conducted without personnel having to enter the exclusion zone. 

(f) The procedure shall nominate the method by which leaks that develop during 

pressurization are identified and rectified, given the requirements concerning entry 

into the exclusion zone. 

(g) A pressure-added volume plot shall be prepared during pressurization for Type 2 and 

Type 3 tests for the purpose of monitoring the test section. 

7.7.2   Residual air 

The air volume in a hydrostatic test section at the start of pressurization shall be minimized. 

Residual air in the test section may have an impact on the following issues: 

(a) Assessment of the pipe elastic properties during pressurization. 

(b) Yield assessment during the pressurizing. 

(c) Interference in the determination of pressurizing end-points. 

(d) Leak test assessment in the presence of air. 

(e) Possible increased risk of fracture propagation should failure occur. 

Residual air shall— 

(i) be reduced to a level where it will not interfere with the assessment of leaks; 

(ii) not exceed 5% of the section volume at atmospheric pressure (in order to limit the 

risk of fast tearing fracture); and 

(iii) be assessed in the pressurizing phase of the test. 
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NOTES:  

1 Assessment is not required for a test section being subject to a visual leak test. 

2 The residual air volume should result in the P-V plot being linear before the pressure has 

reached 50% of the test pressure. Appendix H provides guidance on the effect and 

measurement of residual air. 

7.7.3   Pressurization end-point 

The method for controlling the pressurization end-point shall be in accordance with 

Table 3.1. 

NOTE: See Appendix P for the EPRG minimum hoop failure strain. 

7.7.4   Observed leaks during pressurizing 

Should a leak be observed during pressurization, an assessment shall be made of its severity 

and the assessment of the leak documented in the test report. 

Should it be necessary to rectify a leak, pressurization shall be halted and the pressure 

lowered to a safe level, having regard to the nature of the leak prior to commencing 

rectification (see Section 2). 

If the pressurization is terminated at a pressure less than the nominated value of PTMIN, the 

reason shall be determined. 

NOTE: Appendix G provides guidance on the investigation of a premature end-point. 

7.8   STRENGTH TEST 

7.8.1   General 

For a Type 1 test, the pressure of the test liquid shall be maintained within ±1% of the  

end-point pressure or ±100 kPa, whichever is the greater. 

For a Type 2 or Type 3 test, the pressure shall be maintained within ±1% of the end-point 

pressure for the strength test hold period, unless test pressure at the low point will exceed 

the maximum allowed; that is, the pressure shall be maintained within +0% to −2%. 

7.8.2   Strength test hold period 

The strength test hold period for the pipeline shall be not less than 2 h and not more than 

8 h, except for pipeline assemblies. 

The strength test hold period for pipeline assemblies may be the same as for the pipeline but 

may be reduced, provided— 

(a) the test pressure is controlled; 

(b) the test pressure factor is 1.4; and 

(c) the stress induced by the test is not greater than 95% of SMYS. 

When this applies, the hold period for pipeline assemblies shall be not less than 30 min. 

NOTES:  

1 During the hold period, the added volume necessary to maintain pressure should not exceed 

0.05% of the test section volume. 

2 Added volume required for maintenance of pressure on account of strain in the test section 

may be distinguished from added volume required because of a leak in the test section by the 

shape of the pressure decay curve. 

3 The 30 min strength test period is intended to bring pipeline tests that could theoretically be 

performed under AS 4041 or ASME B31.3 into line with the requirements of these Standards. 

This criterion will generally apply to above-ground (visual inspection) test sections. 
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7.8.3   Observed leaks during the strength test hold period 

Where actual leaks are visible during the strength test hold period, the quantity of leaked 

liquid shall be assessed. The hold period may be continued to completion where the leaked 

volume does not exceed 0.05% of the section volume. 

NOTE: Visible leaks, except leaks in temporary fittings and equipment, should be repaired before 

the leak test is conducted. 

7.8.4   Strength test assessment 

A strength test is acceptable, provided the pressure is maintained within the limits of 

Clause 7.8.1 for the duration of the hold period. The presence of an identified leak does not 

invalidate a strength test. 

For a buried pipeline, the hold period shall be considered completed when the calculated 

rate of pressure change is less than 1% per hour after the minimum hold period has elapsed. 

The rate of change may be calculated over any convenient time interval for which reliable 

values of pressure changes are obtained. 

This requirement does not apply to a Type 1 test. 

NOTE: The 1% per hour pressure drop is intended to determine whether plastic straining has 

terminated, or it is continuing. 

If, during the hold period, all pressure-containing components in the test section maintain 

their integrity at the specified strength test pressure, the strength test performance shall be 

deemed satisfactory. 

If rupture occurs, the damaged pressure-containing component shall be replaced and the 

strength test shall be repeated. If leakage occurs, the requirements of Clause 7.8.3 shall 

apply. 

The measured pressure (PM) of a test section shall be the value of the end-point pressure 

measured at or calculated for the highest elevation in the test section. It shall not be 

adjusted for variations in pressure during the strength test hold period. PM should not be 

less than PTMIN unless the strength test is terminated early. 

Where a test section is wholly or partly submerged, the pressure strength may be considered 

to be that determined in accordance with this Clause. 

NOTE: Where the test section is laid through a water body whose surface elevation may change 

during the pipeline design life, the test pressure at the low point should be treated as if the water 

body does not exist. 

7.9   LEAK TEST 

7.9.1   General 

The leak test shall be concluded only on a section that has previously been subjected to a 

satisfactory strength test. 

The following apply to the design, conduct and acceptance of a leak test: 

(a) A pipeline shall not contain a locatable leak. 

(b) Where a leak is suspected but not located, the pipeline may be put into service 

provided— 

(i) it is safe (because the fluid loss is so small that its associated risk is low or 

negligible when accessed in accordance with AS 2885.1); 

(ii) it can be inspected by another method (e.g. gas detection) after being put into 

service if necessary (for an integrity, commercial or environmental reason); and 
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(iii) the fluid transported is not a hydrocarbon liquid or a fluid that, if released, 

would cause unacceptable environmental damage, a health hazard, or cause 

erosion or damage to the pipe wall, which would cause leak growth. 

(c) The test section shall be isolated for the leak test hold period. 

(d) Any volume change shall be accounted for and stated in the test report. 

7.9.2   Measurement uncertainty 

There is uncertainty associated with measurement. The leak test method shall be selected 

for a test section such that it can discriminate between the pressure change resulting from 

fluid loss and the pressure change from measurement uncertainty. 

This Standard defines the limit of measurement uncertainty as the allowable fluid variation 

(AFV) during the hold period. The unaccountable fluid variation (UFV) shall be calculated 

from data determined during the leak test. The UFV shall be compared with the AFV to 

determine whether the leak test satisfies the measurement uncertainty criteria. 

NOTE: The AFV for a test section in a location class is defined in Table 7.2. 

Where the pipeline is intended to transport a hydrocarbon liquid, the appropriateness of the 

values in Table 7.2 shall be considered and, if required, revised to reduce the risk of an 

undetected leak. 

NOTE: Most pipelines likely to be tested with hydrocarbon liquids have relatively small volume 

and are installed in industrial location sub-classes, where the AFV is stringent. 

For the purpose of test assessment, pressure and temperature changes shall be converted to 

volume changes using the dV/dP value measured during pressurization and the calculated 

value of dV/dT. 

The AFV specified for each test section shall be considered in the safety management study 

for each pipeline. It shall not exceed the values nominated in Table 7.2. If required by the 

safety management study, the leak tightness of the pipeline may be verified after the 

pipeline is placed in operation by another method (such as gas detection, visual detection or 

remote sensing methods). 

The following principles apply to the measurement uncertainty requirements of this 

Standard: 

(a) The combination of the AFV, the instrumentation installed on a test section and the 

test hold period provide the basis for calculating the maximum volume of a test 

section that is capable of satisfying the measurement uncertainty limits of the 

Standard. 

The combination of test section volume, instrumentation and test hold period shall 

allow the required AFV to be detected. 

NOTES:  

1 The AFV values reflect the experience gained in the leak test pipeline, using the previous 

editions of this Standard, with the experience in testing large volume sections on the 

Moomba–Wilton pipeline and the experience gained by pressure-testing engineers in the 

performance of tests of large diameter, large test section volume international pipelines to 

the principles of previous revisions of this Standard. See Appendix B and Appendix I. 

2 A different acceptance criteria may be necessary to satisfy the environmental target for a 

pipeline transporting hydrocarbon or other liquids. 

(b) An UFV loss that exceeds the AFV shall be deemed to be a leak. 

(c) An UFV gain that exceeds the AFV shall be deemed to indicate that the test does not 

satisfy good practice. 
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(d) An UFV that is less than the AFV shall be deemed to satisfy the requirements of the 

Standard, provided that the supervising test engineer is satisfied that the test data does 

not show evidence that the pipe contains a leak. 

NOTE: Because the measurement uncertainty is reduced for test sections whose volume is 

less than the maximum limit, the supervising test engineer should nominate a target AFV for 

each test section that reflects the uncertainty target expected to be achieved for the test 

section volume, instrumentation and test duration. The test report should explain the reason 

for accepting a test at an AFV higher than the nominated value (but not exceeding the value 

in Table 7.2). 

(e) In small volume test sections, the pressure change from loss of a nominated volume 

of fluid is relatively high, allowing a reduction in the measurement uncertainty. 

Reduced duration tests and reductions in instrumentation for small volume tests shall 

be permitted. 

The AFV for each location class represents the magnitude of a leak, which if it remained 

undetected would not be unsafe, and for which the effort (cost) to find during the 

construction phase is not justifiable. 

Pipe manufactured by the ERW process may contain fusion line flaws not identified in the 

factory. Experience has shown that the leakage rate from these flaws is typically in the 

range of 50–150 L/24 h. Test sections containing ERW pipe should be designed to 

discriminate between measurement uncertainty and leaks in this volume range. 

Pipe manufactured by the SAW process does not characteristically contain through-wall 

fusion line flaws. An increased AFV for SAW pipe installed in R1 locations, allowing the 

test section volume to be increased, shall be permitted. 
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TABLE   7.1 

LEAK TEST REQUIREMENTS 

Leak 

test 

type 

Maximum 

volume 

recommended

(Note 8) 

Assessment 

method 

Temperature 

measurement

Hold 

period 

h 

Comment 

A Not limited Visual No 0.5 Above-ground pipe—Combined strength 

and leak test permitted. Hold period not 

less than required for strength test 

Station pipe tested to station piping 

Standard 

B 10 000 L AFV No 3 Applies to sections where the pressure 

change from the AFV is five times 

greater than from the expected pipe wall 

temperature change 

C 250 000 L AFV Required 3–24 The temperature-measuring device 

sensitivity shall be 10% of the AFV 

temperature equivalent during that 

period (see Note 1) 

D 10.0 ML AFV Required 24 (min.) See Notes 2, 3, 4 and 5 

E 25.0 ML AFV 

(ERW or 

SAW) 

Required 48 (min.) 

to 

120 (max.)

See Notes 2, 3, 4, 5 and 6 

Temperature sensitivity increased to 

50% of the temperature change 

equivalent to the AFV. Data loggers 

shall be used for each temperature probe

E1 25.0 ML AFV 

(SAW) 

Required 24 See Notes 2, 3, 4, 5, 6 and 7 

Temperature sensitivity in accordance 

with Clause 4.2.6 (20%). Data loggers 

shall be used for each temperature probe

F  Leak 

detection 

survey 

  Survey shall not commence until 

sufficient time has elapsed for gas leaks 

to permeate ground level and attain a 

detectable concentration 

NOTES:  

1 The test duration may be selected on the basis that there is sufficient discrimination between the effect of 

the temperature change and the measured change in pressure (that is, short duration tests may be allowed 

for smaller volume test sections). The test may be extended up to 24 h (i.e. a Type D test). 

2 The hold period shall be of sufficient time to take into account diurnal variations and to establish thermal 

stability. 

3 Where the hold period exceeds 3 h readings of test pressure and ambient temperature should be taken at 

hourly intervals. 

4 The temperature of the pipeline and/or ground temperature is taken at least 5 times during a 24 h leak test 

period. Pressure is plotted against pipeline and/or ground temperature and ambient temperature. Account 

is made for any change in pressure due to change in temperature. 

5 Pipe and soil temperature data should be recorded continuously to allow detailed analysis of temperature 

trends throughout the test. 

6 For test periods that extend beyond 24 h, the UFV should be calculated for rolling 24 h periods and the 

value plotted to demonstrate progress to (or divergence from) the AVF. 

7 Leak detection survey during commissioning is recommended as a validation of leak test results. 

8 Supplementary test with higher AFV not permitted. Test duration may be increased and/or leak detection 

implemented after commissioning if a suspected leak cannot be identified. 

9 Should a test be proposed beyond the recommended volume limits above, the rationale for this shall be 

documented and approved. 

10 A leak test should not extend beyond 120 h. 

Full document details: AS NZS 2885.5-2012

http://www.avadocuments.com/doc/as-nzs-2885-5-2012
http://www.avadocuments.com/doc/as-nzs-2885-5-2012


 37 AS/NZS 2885.5:2012 

 

COPYRIGHT 

TABLE   7.2 

ALLOWABLE FLUID VARIATION 

Location class 

Allowable fluid variation rate 

(L/24 h period) 

Standard Supplementary 

R1 (SAW pipe) 400 N/A 

R1 (ERW pipe) 100 300 

R2 100 200 

T1 40 N/A 

T2 20 N/A 

7.9.3   Thermal stability for a leak test 

Where correlation of pressure change with temperature change is used to assess leak 

tightness, thermal stability shall be achieved prior to commencement of the leak test  

(see Note 1). 

Sufficient time shall be allowed between pipe filling and the commencement of leak testing, 

to ensure that thermal stability can be achieved throughout the leak test period (see Note 2). 

NOTES:  

1 For information on the criteria for demonstrating thermal stability, see Appendix B and 

Note 6 below. 

2 Assessment of thermal stability is recommended at leak test pressure to avoid potential 

disturbances to thermal stability during addition or removal of any test liquid necessary to 

reach leak test pressure, and may be carried out during the leak test period. Changes in 

pressure result in changes in temperature due to the effects of adiabatic compression or 

decompression. 

3 For information on adiabatic changes in test sections, see Appendix M. 

4 Thermal stability is only of concern for leak tests where the pipe is buried and the section is 

of sufficient length and volume that test liquid temperature changes affect leak assessment. 

5 The time taken for stabilization to occur depends on the temperature of the test liquid at the 

time of filling, specific heat capacity of the test liquid, pipe diameter, burial depth, 

undisturbed ground temperature and the thermal conductivity of the backfill and ground, 

which can be affected by groundwater. 

6 Assessment of thermal stability may be by a number of means, and these are discussed in 

Paragraph B4.7, Appendix B. One method of assessment is to compare the pipe temperature 

change with the ground temperature change at the same cross-section of the pipeline. Where 

the difference between the changes during the leak test period is less than the allowable 

unaccountable pressure change converted to temperature, this location is considered to be 

thermally stable. Other methods discussed in Paragraph B4.7, Appendix B, are equally 

acceptable. 

7 For information on temperature changes, see Appendix I. 

7.9.4   Leak test requirements 

Leak tests shall comply with the requirements of Table 7.1. 

The table nominates leak test types based on the test section volume. Simplified 

requirements are defined for smaller volume test sections, where the pressure change from a 

leak of the nominated AFV is large, and become more stringent for increasingly large test 

section volumes. 

The volume limits for each test type apply to a test section in an R1 location class. Where 

the test section is in a more stringent location class, the volume limits shall be reduced by 

the ratio between the AFV for an R1 location and the AFV for the more stringent location. A
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When the hold period is completed, the pressure shall not be raised above the leak test 

pressure. 

7.9.5   Temperature data measurement 

Leak test Types D, E and E1 (see Table 7.1) require continuous temperature recording 

throughout the test using data loggers. When properly programmed, these devices help 

reduce the measurement uncertainty by making temperature measurements along the test 

section at the same time, and at pre-set intervals determined by the supervising test 

engineer. 

When used, data loggers should be inspected regularly throughout the tests to confirm that 

they are functioning correctly. The most recent temperature should be recorded at each 

inspection to provide the test engineer with data to assess the progress of the test and to 

confirm the ongoing performance of the data logger. 

7.9.6   Leak test pressure 

The leak test pressure shall be not less than 1.1 times the design pressure. 

The leak test pressure should not exceed 90% of the strength test pressure calculated at the 

midpoint elevation, except for a combined strength and leak test. 

7.9.7   Observed leaks during leak test 

During the hold period, visible parts of the test section shall be inspected for leaks. 

Where actual leaks are visible in permanent piping, they shall be rectified before a test 

section is declared leak tight, by— 

(a) stopping the test, repairing the leak, and repeating the test; 

(b) eliminating the leak during the hold period, and observing the point to be leak-tight 

for not less than 3 h; or 

(c) eliminating the leak after the leak test, provided that the volume of test fluid that 

leaked is collected and used in assessment of the leak test, and the leaking element is 

replaced with a pretested element (see AS 2885.3). 

NOTE: Leaks observed in temporary fittings or temporary test facilities relating only to 

testing of the test section do not require repair unless failure to do so would negate a 

successful test. The leaked volume may be collected and used in assessment of the leak test. 

7.9.8   Leak test assessment 

7.9.8.1   General 

A leak test is acceptable if the results of measurements (or visual observations of the test 

section) show that the acceptance criteria nominated in the test plan have been met. 

7.9.8.2   Leak test Type A (test that is assessed visually) 

If, during the hold period, no leaks are observed or known to be present in permanent pipe 

or pipeline assemblies, the test shall be deemed to be satisfactory. 

Volume changes during the test need not be recorded. 

7.9.8.3   Leak test Type B (test on buried pipe for which no temperature measurement is 

necessary) 

Where a leak test Type B is performed and a leak is indicated, the test shall be continued 

until a representative leak rate can be calculated. The provisions of Figure 7.1 shall then be 

applied. 
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7.9.8.4   Leak test Types C, D and E (test in which leak detection is by correlation of 

pressure with temperature) 

If the volume change during the test period does not— 

(a) exceed the AFV (see Table 7.2); and 

(b) there is no leakage in the permanent pipe work implied by the test results or known to 

be present, the test performance shall be deemed to be satisfactory. 

If either of the above conditions is not met, the procedure outlined in Figure 7.1 and 

supplementary test of Table 7.2 shall be applied to determine the acceptability or otherwise 

of the test. 

For test periods exceeding 24 h, the test results shall be assessed over the entire period over 

which data is gathered. Successive overlapping 24 h periods shall also be analysed, and the 

statistical trend of such analysis included in assessment and documentation of the test 

result. 

The method of adjusting the measured pressure change for changes in temperature shall be 

in accordance with Appendix C. 

7.9.8.5   Leak test Type F (test for which leak detection is by direct measurement of loss 

using a detectable tracer gas and an instrument of appropriate sensitivity) 

A Type F leak test may be conducted as an alternative to a hydrostatic leak test. The Type F 

leak test shall be undertaken where required by Clause 7.9.7. A test procedure shall be 

developed and qualified to demonstrate its sensitivity. The test procedure shall nominate at 

least the following: 

(a) The tracer gas, its concentration and the method by which it is to be blended into the 

carrier fluid. 

(b) The detection instrument and the spatial limits for the sensor, relative to the pipe 

centre-line and ground surface, and the travel speed. 

(c) The minimum pipeline pressure during the test. 

(d) The qualified detection sensitivity. 

Where it is proposed to use a remote-sensing method for leak detection (e.g. from an 

aircraft), the method and its sensitivity shall be approved. 

7.9.9   Gas leaks and repair 

Where a gas leak detection survey is required by Figure 7.1, this shall be carried out at or 

near MAOP as soon as practicable following the filling of the pipeline with gas. 

Where a gas leak is found by a leak detection survey required by Figure 7.1, the repair shall 

be carried out in accordance with the requirements of AS 2885.3 for transmission pipelines 

or AS 4645.2 for distribution systems. 

7.9.10   Combined strength and leak test 

The minimum test pressure for a combined strength and leak test shall be nominated by the 

pipeline design engineer. 

NOTE: The test section should be isolated for the combined strength and leak test hold period. 

Should the test fluid need to be added or drained in order to maintain pressure within 

strength test limits, the quantity of fluid added or drained is measured and the amount of 

fluid included in the test assessment (except for visual acceptance). 

7.9.11   Interrupted hold period 

Where a test is interrupted during the hold period and the test section is depressurized, the 

accrued hold time shall not be counted. 
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S E C T I O N  8    R E I N S T A T E M E N T  O F  T H E  T E S T  

S E C T I O N  

8.1   BASIS OF SECTION 

This Section sets out requirements for the safe and orderly transition from test section to 

pipeline before commissioning of the pipeline. Requirements relevant to commissioning are 

given in AS 2885.1. 

8.2   REINSTATEMENT 

AS 2885.1 specifies requirements for reinstatement following construction. In addition to 

those requirements, the following shall be observed. 

(a) Disposal of the test fluid shall comply with the requirements of the relevant 

authorities and shall ensure that the general public, operating and testing personnel, 

operating equipment and the environment are not exposed to any harmful effects. 

Where additives have been used, extra precautions may be necessary. 

(b) At the end of the test and before commissioning or recommissioning the pipeline, the 

test section and all associated equipment shall be put into a safe condition. 

NOTES:  

1 Where a pipeline is placed in operation sometime after it has been pressure tested, AS 2885.1 

provides for corrosion mitigation. 

2 In steeply sloping test sections, the elevation gradient may exceed the hydraulic gradient, 

causing the flow to change from ‘packed’ to ‘slack’ (flow with a free surface). If this should 

occur, the velocity in the slack section will be significantly higher than in the packed section, 

and significant surge pressures may be caused when the vapour cavity collapses. 

3 Consideration should be given to potential for significant increase in the pressure required to 

displace the test liquid if air enters the test section, as a result of the compounding of ‘U’ tube 

effects between successive high and low points. To avoid this, it is recommended that the 

procedure used to fill the pipe be applied in reverse. 
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S E C T I O N  9    R E P O R T S  A N D  R E C O R D S  

9.1   BASIS OF SECTION 

This Section sets out the requirements for reports, which are essential records of the 

integrity of the pipeline, that is, records that have to be retained for the life of the pipeline. 

The full record of the pressure testing of the pipeline shall be retained by the operating 

authority for the life of the pipeline. 

9.2   REPORTING REQUIREMENTS 

A detailed report shall be prepared for each test section and the reports for all test sections 

shall be collated to form a full record of the pressure testing of the pipeline. 

The report shall include at least the following: 

(a) A compliance section, being a statement that the test section has been tested and does 

or does not comply with the requirements of the pipeline design. The section shall 

include the following: 

(i) The names of the organization responsible for the test, and the supervising test 

engineer. 

(ii) The methodology as to how this compliance was determined. 

(iii) The results of any investigations conducted arising out of the test. 

(iv) The date or dates on which the testing was conducted. 

(v) The instrumentation used and its validation, calibration or verification as 

applicable. 

(vi) A test certificate signed by the supervising test engineer. 

NOTE: A typical test certificate is given in Appendix K. 

(b) A descriptive section stating the following: 

(i) The name of the pipeline, and a general description and location. 

(ii) The test section number. 

(iii) The test section specific description or location. This may include marked up 

alignment sheets, maps, isometric drawings or plot plans. 

(iv) The test section length and chainages where applicable. 

(v) The accurate location and elevation of the test point. 

(vi) The test section’s pipe data, including each pipe diameter, wall thickness, 

material specification and grade and lengths of pipe type, pipe diameter, 

thickness and material specification and grade. 

(vii) The mill test pressure for each type of pipe. 

(viii) The accurate location of the temperature-measurement points. 

(ix) The amount of exposed pipe in the test section. 

(x) A description of the weather and weather changes during the test. 

(c) A references section stating the Standards, specifications and procedures that the test 

was performed in accordance with. 
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