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Keeping Standards up-to-date

Standards are living documents which reflect progress in science, technology and
systems. To maintain their currency, all Standards are periodically reviewed, and
new editions are published. Between editions, amendments may be issued.
Standards may also be withdrawn. It is important that readers assure themselves
they are using a current Standard, which should include any amendments which
may have been published since the Standard was purchased.

Detailed information about joint Australian/New Zealand Standards can be found by
visiting the Standards Web Site at www.standards.org.au or Standards New Zealand
web site at www.standards.govt.nz and looking up the relevant Standard in the on-
line catalogue.

For more frequent listings or notification of revisions, amendments and
withdrawals, Standards Australia and Standards New Zealand offer a number of
update options. For information about these services, users should contact their
respective national Standards organization.

We also welcome suggestions for improvement in our Standards, and especially
encourage readers to notify us immediately of any apparent inaccuracies or
ambiguities. Please address your comments to the Chief Executive of Standards
Australia or the New Zealand Standards Executive at the address shown on the back
cover.

This Standard was issued in draft form for comment as DR AS/NZS 2980:2017.
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PREFACE

This Standard was prepared by the joint Standards Australia/Standards New Zealand
Committee WD-003, Welding of Structures, to supersede AS/NZS 2980:2007, Qualification
of welders for fusion welding of steels.

This Standard incorporates Amendment No. 1 (March 2020). The changes required by the
Amendment are indicated in the text by a marginal bar and amendment number against the
clause, note, table, figure or part thereof affected.

This edition of the Standard is intended to provide a transition from AS/NZS 2980:2007 to
AS/NZS 1SO 9606.1:2017.

This Standard continues to give cognizance to the ISO welder qualifications Standard for
steels, 1SO 9606-1:2012, Approval testing of welders—Fusion welding, Part 1: Steels,
which has been adopted as the Australian/New Zealand Standard, AS/NZS
ISO 9606.1:2017. This edition of AS/NZS 2980 references AS/NZS ISO 9606.1 in its
entirety and is intended to be read and interpreted in conjunction with AS/NZS ISO 9606.1.
Additional requirements are set out in Australian and New Zealand industry-specific
normative appendices, and guidance is provided in informative appendices as follows:

(a) Appendix A—Guidance on the application of AS/NZS ISO 9606.1 and AS/NZS 2980
(informative).

(b) Appendix B—Welder qualification assessment for welds in structural steel
(normative).

(c) Appendix C—Welder qualification test for stainless steel tube for the New Zealand
Dairy Industry (normative for New Zealand).

(d) Appendix D—Material groups (informative).

As figures in this Standard are complete only to the extent necessary for illustration,
reference needs to be made to the requirements specified in the text.

The terms ‘normative’ and ‘informative’ have been used in this Standard to define the
application of the appendix to which they apply. A ‘normative’ appendix is an integral part
of a Standard, whereas an ‘informative’ appendix is only for information and guidance.

Statements expressed in mandatory terms in notes to tables are deemed to be requirements
of this Standard.

Documents

Document Sharing Hub

Full document details: AS NZS 2980-2018 (2020)


http://www.avadocuments.com/doc/as-nzs-2980-2018-2020
http://www.avadocuments.com/doc/as-nzs-2980-2018-2020

3 AS/NZS 2980:2018

CONTENTS
Page
FORE WO R DD ... e e e e ettt et e et e e e e e e e e e e e e e e aaaaa 4
1 N 610 3 DO UPROURPRRUPRPRRN 5
2 A P P LI C AT ION .ot e e e e e e e e e e e e e e e 5
3 REFERENCED DO C UM EN T S ittt ettt ee e e e e ee e ee e e e aeeaae e e e s aeseaeanesaneeen 5
4 A P P E N DI CE S ..o et et e et e e e e et e e e e e e e e eaaaas 10
APPENDICES
A GUIDANCE ON THE APPLICATION OF AS/NZS ISO 9606.1 AND
ALS/INZS 2080 . et e e e e e e e e e e e et ae e e —a e aaraaaa . aaa.aaa 12
B WELDER QUALIFICATION ASSESSMENT FOR WELDS IN STUCTURAL
N N 21 S PR URRURR PR 15
C WELDER QUALIFICATION TEST FOR STAINLESS STEEL TUBE FOR THE
NEW ZEALAND DAIRY INDUS T R Y oot eeean 23
D MATERIAL GROUPS oo e e e e e e e eaeraeaaas 25
Documents

Document Sharing Hub

Full document details: AS NZS 2980-2018 (2020)


http://www.avadocuments.com/doc/as-nzs-2980-2018-2020
http://www.avadocuments.com/doc/as-nzs-2980-2018-2020

AS/NZS 2980:2018 4

FOREWORD

This Standard and AS/NZS ISO 9606.1, together, provide a set of technical rules for a
systematic qualification test of the welder that enables such qualifications to be independent
of the type of product, location, and examiner or examining body.

The principle of this Standard is that a qualification test qualifies the welder not only for
the conditions used in the test, but also for all joints that are considered easier to weld
provided that the welder has received appropriate training and/or has industrial practice
within the range of qualification.

The testing of a welder’s skill in accordance with this Standard depends on welding
techniques and conditions used in which uniform rules are conformed to, and standard test
pieces are used.

When qualifying welders, the emphasis is placed on the welder’s ability to manually
manipulate the electrode, welding torch or welding blowpipe, thereby producing a weld of
acceptable quality.

The ability of a welder to follow verbal or written instructions and verification of a person’s
skills are important factors in ensuring the quality of the welded product.
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5 AS/NZS 2980:2018

STANDARDS AUSTRALIA/STANDARDS NEW ZEALAND

Australian/New Zealand Standard

Qualification of welders for fusion welding of steels—Additional
requirements for Australia and New Zealand

1 SCOPE

This Standard specifies additional requirements to be wused in conjunction with
AS/NZS ISO 9606.1 for qualification testing of welders for fusion welding of steels, which
are for certain unique Australian and New Zealand conditions. For all other situations, the
requirements of AS/NZS ISO 9606.1 apply.

NOTE: Appendix A provides guidance on the application of AS/NZS ISO 9606.1 in relation to
this Standard.

This Standard applies to welding processes including fusion-welding processes that are
designated as manual and mechanized welding. It does not cover fully automated welding
processes.

This Standard does not deal with the certification of welders.

2 APPLICATION

This Standard shall be read and applied in conjunction with the requirements of
AS/NZS ISO 9606.1. The requirements of AS/NZS ISO 9606.1 apply other than where
requirements within the normative Appendices of this Standard specifically indicate
otherwise.

The qualification tests prescribed in this Standard are intended to provide a method to
qualify welders for the welding of steel structures (in Australian and New Zealand).
However, they may also be suitable for the qualification of welders for other applications
by agreement. In which case, the tests will be performed in accordance with the
requirements of a welding procedure specification (WPS) produced for the purpose.

The qualification test may be used to qualify both a welding procedure and a welder,
provided that all the relevant requirements, e.g. test piece dimensions, are satisfied. Where
a test is intended as both a procedure qualification and a welder qualification, the welder
qualification is not achieved unless the requirements for procedure qualification are also
met.

Qualifications in accordance with AS/NZS 2980:2007, requiring prolongation (revalidation)
after the date of publication of this Standard, shall be interpreted in accordance with the
requirements of AS/NZS 2980:2018.

Welder qualification tests are not intended to be used as a guide for welding during actual
construction.

NOTE: Where a welder fails the specified tests, the performance may be used as a basis for
measuring the value of further training.

3 REFERENCED DOCUMENTS

3.1 Documents referred to in this Standard

Documents referred to in Appendices B and C are listed in those appendices. Documents
referred to in the rest of this Standard are as follows:

AS
1450 Steel tubes for mechanical purposes
1548 Fine grained, weldable steel plates for pressure equipment Documents

COPYRIGHT Document Sharing Hub

Full document details: AS NZS 2980-2018 (2020)


http://www.avadocuments.com/doc/as-nzs-2980-2018-2020
http://www.avadocuments.com/doc/as-nzs-2980-2018-2020

AS/NZS 2980:2018

AS
1796

3597

AS ISO
9712

AS/NZS
1163

1554
1594
3678

3679
3679.1
3679.2

4671

9606
9606.1

ISO/TR
15608

API
5L

Certification of welders and welding supervisors

Structural and pressure vessel steel—Quenched and tempered plate

Non-destructive testing—Qualification and certification of NDT personnel—
General procedures

Cold-formed structural steel hollow sections

Structural steel welding (series)

Hot-rolled steel flat products

Structural steel—Hot-rolled plates, floorplates and slabs

Structural steel
Part 1: Hot-rolled bars and sections
Part 2: Welded I sections

Steel reinforcing materials

Qualification testing of welders—Fusion welding
Part 1: Steels

Welding—Guidelines for a metallic materials grouping system

Specification for line pipe

3.2 Alternatives to AS/NZS ISO 9606.1 referenced documents

ISO reference Standards (normative and informative) from AS/NZS ISO 9606.1 are listed in
Clauses 3.3 and 3.4 respectively. For the application of this Standard in conjunction with
AS/NZS ISO 9606.1, the parallel-listed Australian or Australian/New Zealand Standards
may be used in place of the [ISO documents.

3.3 Normative references

Reference to International Standard
from AS/NZS ISO 9606.1, Clause 2

Australian or Australian/New Zealand Standard
that may be used as an alternative

ISO 857-1 Welding and allied
processes—
Vocabulary—
Part 1: Metal welding
processes

ISO 3834-2 Quality requirements for

fusion welding of
metallic materials—
Part 2: Comprehensive
quality requirements

ISO 3834-3 Quality requirements for

fusion welding of
metallic materials—

Part 3: Standard quality

requirements

AS 2812 Welding, brazing and
cutting of metals—
Glossary of terms

AS/NZS ISO 3834.2  Quality requirements for
fusion welding of
metallic materials—
Part 2: Comprehensive
quality requirements

AS/NZS ISO 3834.3  Quality requirements for
fusion welding of
metallic materials—
Part 3: Standard quality
requirements

Full document details: AS NZS 2980-2018 (2020)
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7 AS/NZS 2980:2018

Reference to International Standard
from AS/NZS I1SO 9606.1, Clause 2

Australian or Australian/New Zealand Standard
that may be used as an alternative

ISO 5173 Destructive tests on
welds in metallic
materials—Bend tests

Al ISO 5817 Welded—Fusion-welded
joints in steel, nickel,
titanium and their alloys
(beam welding
excluded)—Quality
levels for imperfections

ISO 9017 Destructive tests on
welds in metallic
materials—Fracture test

ISO 15609-1  Specification and
qualification of welding
procedures for metallic
materials—Welding
procedure
specification—

Part 1: Arc welding

ISO 15609-2  Specification and
qualification of welding
procedures for metallic
materials—Welding
procedure
specification—

Part 2: Gas welding

ISO 17636 Non-destructive testing
of welds—Radiographic
testing of fusion-welded
joints

Al ISO 17637 Non-destructive testing
of welds—Visual testing
of fusion-welded joints

ISO/TR 25901 Welding and related
processes—Vocabulary

AS 2205.3.1 Methods of destructive
testing of welds in metal
Method 3.1: Transverse
guided bend test

AS/NZS ISO 5817 Welding—Fusion
welded joints in steel,
nickel, titanium and
their alloys (beam
welding excluded)—
Quality levels for
imperfections

AS 2205.4.1 Methods of destructive
testing of welds in metal
Method 4.1: Fracture
test

— As defined in the
application Standard

AS 2177 Non-destructive
testing—Radiography of
welded butt joints in
metal

AS/NZS ISO 17637 Non-destructive testing
of welds—Visual
testing of fusion welded
joints

AS 2812 Welding, brazing and
cutting of metals—
Glossary of terms

NOTE: Whilst ISO 6947 Welding and allied processes—Welding positions has not been adopted,
its content is technically identical to that of AS 3545 Welding positions.
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3.4 Informative references

Reference to International Standard
from AS/NZS 1SO 9606.1, Bibliography

Australian or Australian/New Zealand Standard
that may be used as an alternative

ISO 2560 Welding consumables—
Covered electrodes for
manual metal arc
welding of non-alloy
and fine grain steels—
Classification

ISO 3580 Welding consumables—
Covered electrodes for
manual metal arc
welding of creep-
resisting steels—
Classification

ISO 3581 Welding consumables—
Covered electrodes for
manual metal arc
welding of stainless and
heat-resisting steels—
Classification

ISO 9000 Quality management
systems—Fundamentals
and vocabulary

ISO 14171 Welding consumables—
Solid wire electrodes,
tubular cored electrodes
and electrode/flux
combinations for
submerged arc welding
of non alloy and fire
grain steels—
Classification

ISO 14341 Welding consumables—
Wire electrodes and
weld deposits for gas
shielded metal arc
welding of non alloy and
fine grain steels—
Classification

ISO 14343 Welding consumables—
Wire electrodes, strip
electrodes, wires and
rods for arc welding of
stainless and heat
resisting steels—
Classification

AS/NZS 4855 Welding consumables—
Covered electrodes for
manual metal arc welding
of non-alloy and fine
grain steels—
Classification

AS/NZS 4856 Welding consumables—
Covered electrodes for
manual metal arc welding
of creep-resisting steels—
Classification

AS/NZS 4854 Welding consumables—
Covered electrodes for
manual metal arc welding
of stainless and heat-
resisting steels—
Classification

AS/NZS ISO 9000 Quality management
systems—Fundamentals
and vocabulary

AS/NZS ISO 14171 Welding consumables—
Solid wire electrodes,
tubular cored electrodes
and electrode/flux
combinations for
submerged arc welding of
non alloy and fire grain
steels—Classification

AS/NZS 14341 Welding consumables—
Wire electrodes and weld
deposits for gas shielded
metal arc welding of non
alloy and fine grain
steels—Classification
(ISO 14341:2010 MOD)

AS/NZS ISO 14343 Welding consumables—
Wire electrodes, strip
electrodes, wires and rods
for arc welding of
stainless and heat
resisting steels—
Classification
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